Electromagnetic Wave 


Scattering» Aerial — 


and 


* Ground Radar Objects 


EDITED BY 


Oleg |. Sukharevsky 


Electromagnetic Wave 
Scattering w Aerial 


Ground naar Objects 


Taylor & Francis 
Taylor & Francis Group 


http://taylorandfrancis.com 


Electromagnetic Wave 
Scattering w Aerial 


Ground Radar Objects 


Taylor & Francis Group, an informa business 


CRC Press 

Taylor & Francis Group 

6000 Broken Sound Parkway NW, Suite 300 
Boca Raton, FL 33487-2742 


First issued in hardback 2019 


© 2015 by Taylor & Francis Group, LLC 
CRC Press is an imprint of Taylor & Francis Group, an Informa business 


No claim to original U.S. Government works 
ISBN-13: 978-1-4665-7678-0 (hbk) 


This book contains information obtained from authentic and highly regarded sources. Reasonable efforts have been 
made to publish reliable data and information, but the author and publisher cannot assume responsibility for the valid- 
ity of all materials or the consequences of their use. The authors and publishers have attempted to trace the copyright 
holders of all material reproduced in this publication and apologize to copyright holders if permission to publish in this 
form has not been obtained. If any copyright material has not been acknowledged please write and let us know so we may 
rectify in any future reprint. 


The Open Access version of this book, available at www.taylorfrancis.com, has been made available under a Creative 
Commons Attribution-Non Commercial-No Derivatives 4.0 license. 


Trademark Notice: Product or corporate names may be trademarks or registered trademarks, and are used only for 
identification and explanation without intent to infringe. 


Library of Congress Cataloging-in-Publication Data 


Electromagnetic wave scattering by aerial and ground radar objects / editor, Oleg I. Sukharevsky. 
pages cm 
Includes bibliographical references and index. 
ISBN 978-1-4665-7678-0 (hardback) 
1. Radar--Data processing. 2. Electromagnetic waves--Scattering. 3. Radar cross sections. 4. Radar 
targets. I. Sukharevsky, Oleg I., editor of compilation. 


TK6578.E43 2014 
621.3848--dc23 2014004209 


Visit the Taylor & Francis Web site at 
http://www.taylorandfrancis.com 


and the CRC Press Web site at 
http://www.crcpress.com 


In cherished memory 
of our teacher, Professor 
Il'ya Vladimirovich Sukharevsky 


Taylor & Francis 
Taylor & Francis Group 


http://taylorandfrancis.com 


Contents 


PIE ACE esec po pia r————————————— ÉHÉ— ix 
Acknowledgment ics ea cec opta a atlas data dada Dap aia pc pda aaa is xi 
IGOR —E————————ÉEÓHEÓBSÓT xiii 
(CCODLFIDUTOES eeraa zica R tti d E E E 20 das lt XV 
Abbreviations ...........ccccccsssscceccessssceccceesssececeessssaeeeeecssseaeeeeceesenseeecesseseeeeeeesessaeeeceessasesecesseaeeeeesensas xvii 
TCE O GING T] o AEA E ia ia O E suet O E E I II XIX 


Chapter 1 Elaboration of Scattering Electrodynamics Theory: Studying Secondary 
Radiation from Radar Targets........ nenea nenea 1 


Oleg I. Sukharevsky 


Chapter 2 Methods for Computing Scattering Characteristics of Complex-Shaped Objects.....45 
Vitaly A. Vasilets, Oleg I. Sukharevsky, and Sergey V. Nechitaylo 


Chapter 3 Scattering Characteristics of Some Airborne and Ground Objects ......................... 137 


Vitaly A. Vasilets, Sergey V. Nechitaylo, Oleg I. Sukharevsky, 
and Valery M. Orlenko 


vii 


Taylor & Francis 
Taylor & Francis Group 


http://taylorandfrancis.com 


Preface 


This book is intended for scientists and engineers working in the field of radar and computational 
electrodynamics. 

The contents of the book is the result of the compilation of works by group of authors who rep- 
resent the scientific school of applied electrodynamics established in the 1960s by Professor LV. 
Sukharevsky within the Govorov Military Radiotechnical Academy. Representatives of this school 
studied electromagnetic wave scattering from objects of various natures in the Kharkiv Military 
University, United Scientific Research Institute of Ukrainian Armed Forces, and Kharkiv Ivan 
Kozhedub University of Air Force. 

An important place that the study of radar scattering from airborne and ground objects occupies 
in the whole radar field predetermined the book's main content. In the first place, it was the number 
of generalizations of the key postulates of classical electrodynamics theory that needed to be intro- 
duced in order to provide grounds for the methods of radar object scattering computation developed 
later on. The basic results regarding development of both the electrodynamics theory and numerical 
computation methods are original and are presented in the first two chapters of the book. 

Chapter 3, intended as a reference, is for consumers who are engineers pursuing the design of 
radar detection and identification algorithms with regard to airborne and ground objects. The chap- 
ter contains a great deal of reference material obtained by computation: circular diagrams of radar 
backscattering; mean and median RCS values of various objects; probability distributions of echo 
signal amplitude given various parameters of illumination and various kinds of underlying surface 
(for ground objects); and impulse responses of various airborne and ground objects given their illu- 
mination with wideband signals. 

The book can be useful to a wide audience: scientists concerned with the development of 
electromagnetic wave scattering theory, computational electrodynamics specialists, as well as to 
radio physics engineers pursuing development of radar detection and identification algorithms of 
radar objects. 

The authors' contributions to the book have been as follows: Chapter 1 has been written by Oleg I. 
Sukharevsky; Sections 2.1 through 2.3 and 2.5 are the combined work of Vitaly A. Vasilets and 
Oleg I. Sukharevsky; Section 2.4 has been written by Sergey V. Nechitaylo and Oleg I. Sukharevsky 
(except for Section 2.4.2, which has been written by Vitaly A. Vasilets and Oleg I. Sukharevsky); 
Chapter 3 has been written by the mutual effort of Vitaly A. Vasilets, Sergey V. Nechitaylo, Oleg I. 
Sukharevsky, and Valery M. Orlenko. 
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Introduction 


Analysis of existing and future weapon systems, of available scientific publications, of research 
programs (stealth program for instance), as well as of the local war experiences shows the special 
place that scattering (secondary radiation) characteristics of different air assault means (aircraft, 
cruise missiles, etc.) and of ground military objects (tanks, armored personnel carriers, etc.) take 
in the process of armaments and military equipment development. Sometimes the term radar vis- 
ibility is used with regard to these objects [1]. It is worth mentioning that for military radar aimed at 
detecting aerial objects, information on scattering characteristics of not only air assault means but 
also of civilian aircraft is vital. 

One of the mainstreams of up-to-date assault means and military equipment design is the creation 
of cruise missiles, aircraft, ground objects (armored vehicles) with low radar cross section (RCS). 

Lowering of the radar visibility of air and ground objects is usually achieved by streamlining 
them in special ways and applying radar absorbing materials (RAM) to those local parts of their 
surfaces that provide the most intense scattering, the latter being caused by geometry-optical specu- 
lar reflections and scattering at the surface fractures. Measures taken to lower radar visibility not 
only reduce the power of scattered signals but also lead to significant changes in other scattering 
characteristics, polarization ones in particular, which make it harder to predict the detection and 
recognition performance by radar. An important theoretical and applied problem is also to find and 
account for scattering peculiarities introduced by use of a separate transmitter and receiver placed 
at some distance from one another (bistatic or multistatic radar), which provides for some benefits 
when solving the target identification tasks [2]. 

Therefore, to solve the target detection and identification tasks, modern radar requires a priori 
information to be obtained about the target scattering characteristics that would take into account a 
complex of complicating factors such as irregularities of the target surfaces, presence of RAM, and 
multistatic radar configuration. 

Since satisfactorily accurate and statistically consistent experiments on the scattering charac- 
teristics are hard to organize and are very expensive, development of methods for the theoretical 
prediction of scattering characteristics of air vehicles and for their computer simulation taking into 
account the complicating factors mentioned above becomes vital. 

Let us also note that mathematical simulation of the signals scattered from complex radar objects 
that account for multistatic transmission and reception and other complications is very helpful when 
analyzing target identification performance in future radar systems. Such simulation allows one to 
determine the optimal placement of radar sites over the area of interest together with the require- 
ments of the characteristics of the radars themselves. 

The well-known short-wave diffraction methods that have long since become classical— 
geometrical optics (GO), geometrical diffraction theory (GDT), physical optics (PO), and physical 
diffraction theory (PDT)— cannot be used directly without significant correction and generaliza- 
tion to solve the radar scattering problems in this complicated formulation. 

Development of improved methods adapted to specifics of radar scattering problems formulated 
here is the main aim of this book. Development of such methods and performance of a considerable 
amount of research based on these methods, in its turn, required further development of the radar 
scattering electrodynamics theory for different kinds of scattering object structures. 

Chapter 1 contains generalizations of such basic electrodynamics statements as the Lorentz 
reciprocity theorem and the image principle with regard to the fields corresponding, respectively, 
to different material fillings of the same space area, and to a space containing different type 
irregularities—dielectric, conductor, or magnetic. These generalizations allow obtaining integral 
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field representations, based on which one can study the influence of underlying surface, radar 
absorbing and heat-insulating materials, as well as other layered structures on electromagnetic fields 
scattered from radar targets. 

Among other general theoretical results presented in the chapter, there is the generalization on 
the case of nonflat region (and corresponding stationary phase points of not only the elliptical but 
also the hyperbolic kind) of the well-known formula by M.I. Kontorovich in the two-dimensional 
stationary phase method. Combined with its nonstationary analog, this result allows significant 
improvement to the physical optics method when applied to computing secondary radiation from 
radar targets for both monostatic and multistatic radar. When doing so, we provide regularization of 
solutions obtained, the latter being based on elimination of "terminator discontinuities" appearing 
due to inadequate description, in physical optics approximation, of the surface current density in the 
vicinity of the "light-shadow" border. 

Computation of such an important parameter as RCS of radar object is related, in general, to con- 
siderable theoretical and computational difficulties. In this book, RCS computation is described conse- 
quently in two- and three-dimensional formulations within bounds of strict theory and approximations 
of physical optics. Besides, for some classes of objects, there are practical useful RCS estimates, which 
are expressed for the three-dimensional problem through the values of RCS per unit length in the cor- 
responding two-dimensional problem for the two orthogonal polarizations of incident wave [3]. 

An important theoretical issue considered in Chapter 1 is whether the reciprocity principle 
[4] holds for the case of approximating fields, in particular, of those appearing in physical optics 
approximation. It is shown that in this case the reciprocity principle holds for monostatic radar, yet 
in the case of multistatic radar the reciprocity principle does not hold in general, which should be 
accounted for in practical calculation. 

Chapter 1 also contains the original method for computing impulse responses (IR) or smoothed 
out IRs of smooth objects in the general case of multistatic radar using the physical optics approach. 
Itis worth mentioning that the physical optics approximation of IR in the known work [5] is received 
for the very narrow limits, which include the following: (1) only monostatic radar configuration is 
considered; and (2) the terminator (shadow boundary) is assumed to be a flat curve with its plane 
being perpendicular to the direction of incidence. However, it is easy to bring forward simple exam- 
ples of smooth closed (even convex) surfaces that would have a nonflat terminator. Moreover, in the 
case of scattering from ellipsoid, illumination from any direction R° by electromagnetic wave cre- 
ates the flat terminator curve (ellipse), and this terminator plane is perpendicular to R° only if the 
incidence direction R° is parallel to one of the ellipsoid’s semi axes. 

In the work [6] (assuming the same conditions as in clauses (1), and (2) above), the sum members 
are singled out that are brought into the high-frequency asymptotic of the IR Fourier image by the 
break in surface current density at terminator in physical optics approximation. Let us note that the 
research methods in the works cited above are essentially based on the conditions (1), and (2) and 
these methods cannot be used when either one is violated. 

The method proposed in this book for the bistatic radar case is applicable for arbitrary orientation 
of the terminator's plane relative to the incident wave direction (in principle, the same method works 
in the case of a nonflat terminator too). We also consider a characteristic example of scattering from 
a smooth convex object and we study the specifics of its IR structure in the bistatic case. We single 
out and eliminate from the IR solution the major sum members of asymptotic contribution from the 
surface current density break at the terminator. The latter makes the IR solution regularized and, as 
a result, increases significantly the accuracy of physical optics approximation over the time span up 
to arrival of the diffraction “creeping” wave that goes over the shadow area. 

In Chapter 2, methods are developed for computing the scattering from the radar objects with 
surface fractures and those covered with RAM. 

We propose in this chapter the asymptotic method for solving the scattering problem for perfectly 
conducting objects with toroidal RAM covering the surface fractures in the case of the arbitrary 
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multistatic radar configuration. The method is based on integral representations by Stratton-Chu and 
their asymptotic expression for the far-field zone. The solution to the simulative problem of oblique 
incidence of a plane electromagnetic wave on a perfectly conducting wedge with a radar absorbing 
cylinder at its edge is used to facilitate the method. Such an approach, unlike the edge wave method 
[7,8], turns out to be well adjusted to the presence of nonperfectly conducting scatterers of resonant 
dimensions and to the general case of the multistatic radar configuration. 

To elaborate the estimate of the contribution from the perfectly conducting vicinity of a “specu- 
lar" point of elliptical type to the total scattered field in the case of the multistatic radar configuration, 
we obtained two sum members of the ray asymptotic for this field and estimated the contribution of 
such a local scatterer to the total field also in the case when it contains the RAM coating. 

Verification of the methods developed for computing the scattering characteristics is also done 
here using objects of simple shapes such as a cylinder, a cone, and so on. Our computation results 
have been compared here to those obtained using the “FEKO” software package [9] as well as to the 
measurement results obtained in an anechoic chamber for a finite-length cylinder. 

Verification of the computational methods developed here is finalized by comparing the cruise 
missile model RCS's computation results to the experimental measurement data. 

The electromagnetic-wave-scattering computation method for airborne objects is spread over 
ground radar objects. While doing this, we took into account the “four-ray” propagation of incident 
and scattered waves in integral field representations the method is based upon. The latter four-ray 
representation appears because of onefold reflections between the object and the homogeneous half- 
space boundary. 

Bearing in mind that the contribution from reflector antennas to the total field scattered from 
aircraft is usually significant, we have dedicated Section 2.4 to developing methods for computing 
scattering from reflector antenna systems (including those under pointed-nose radomes). 

As a result, based on the method developed in the chapter for computing the scattering from 
complex objects with surface fractures and RAM coatings, we further developed a method for 
computing the scattering characteristics of electrically large reflector-type antennas with toroidal 
RAM coating at their edges. 

We have also provided an approximate (engineering) approach to computation of the field scat- 
tered from a three-dimensional model of the reflector (parabolic) antenna under the pointed (cone- 
shaped) radome. The method is based on geometrical and physical optics approximations and takes 
into account the current density over the reflector induced by an electromagnetic wave that has just 
passed through the radome wall and by the wave that has been reflected once from the radome inner 
surface. 

Chapter 2 concludes with the introduction of a definition for the smoothed impulse response 
approximation of a radar object (i.e., a nonstationary response to the probing signal with a rect- 
angular amplitude spectrum) along with some examples of this transient scattering characteristic 
computed for simple shape objects such as a cylinder and a cone. 

Chapter 3 can be used as a reference. It contains all-round RCS diagrams (including smoothed 
or noncoherent ones) for a wide assortment of airborne objects (military and civil aircraft, cruise 
missiles) and for three specimens of ground armored machines. The diagrams are given for different 
oblique incidence angles and polarizations. These all-round RCS diagrams of the ground specimens 
also take into account different types of underlying surfaces. 

When designing radar-target-detection and -identification algorithms, there appears the need 
to know the target’s RCS probability distribution in various sectors of their aspect angles. In this 
regard, this chapter contains corresponding data on various target RCS probability distributions, 
their mean and median values. 

There are also examples of smoothed impulse responses (IR) of aerial and ground objects for a 
variety of illumination conditions. The importance of IR in radar is conditioned by the fact that it 
reveals the changes in target reflectivity index along the radar line-of-sight, which bears additional 
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information on targets of interest and provides a basis for their radar imaging and recognition. Such 
IRs are also known among the radar community as high-range resolution profiles (HRRPs). 

So, as a whole, this book puts together theoretical grounds, original computation methods, and 
a great deal of computational results on the scattering characteristics of aerial and ground radar 
targets. 
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Mathematical simulation of radar scattering (secondary radiation) from aerial and ground objects 
requires development and elaboration of some principles and methods of applied electrodynamics. 
The latter would allow obtaining the instrument for studying the electromagnetic wave scattering 
problems given such complicating factors as radar absorbent material (RAM) coatings coupled 
with bistatic radar configuration, pulsed, and, particularly, ultrawideband target probing, presence 
of underlying surface, and so on. 

This chapter contains generalizations of such basic issues of electrodynamics as Lorentz reci- 
procity theorem and image principle aimed at expanding them over to the presence of irregularities 
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in space of various kinds, or to the electromagnetic fields corresponding to different material 
fillings of space of interest. Based on these generalizations, which are interesting scientifically for 
their own sake, it is possible to receive special integral equations allowing study of influence of 
the RAM coatings or other layered structures (including underlying surface) onto the radar target 
scattering. 

Another set of issues considered in this chapter provides further development of the stationary 
phase method and of physical optics with practical aim at radar problems with transient target illu- 
mination and bistatic configurations. 

Besides, some new results are obtained regarding RCS in three-dimensional problems expressed 
via two-dimensional models of various objects, which makes them much easier to compute. 


1.1 GENERALIZATION OF LORENTZ RECIPROCITY THEOREM ONTO 
THE CASE OF FIELDS CORRESPONDING TO DIFFERENT MATERIAL 
FILLING OF A REGION IN SPACE 


Integral representations are efficient means for studying and solving numerically a number of prac- 
tical problems in applied electrodynamics and radar. The basic and auxiliary electromagnetic fields 
in these representations may correspond to different and, in general, nonhomogeneous filling of 
some regions in space. The latter facilitates the use of properly generalized Lorentz reciprocity 
theorem to form such a representation. 

In this chapter, we give such a generalization of the Lorentz reciprocity theorem [10], using 
which, for instance, one can form and study integral field representations that provide corrections 
due to dielectrics and radar absorbent irregularities into the total diffraction field at a system of 
metallic scatterers (Section 1.2). 

Let us take the region V in space filled with isotropic but nonhomogeneous, in general, medium 
with permittivity €,(x), and permeability u, (x) and let this region contain extraneous currents with 
density J f (X), then electromagnetic field E, (X), H, (X) appears in this region. However, another field 
E, (X), A, (X) corresponds (another boundary conditions are possible) to permittivity €, (x), perme- 
ability u, (x), and extraneous current density J 5 (x). Thus, for the region V we have 


rot E, = jou, Ha," 
(1.1) 


rot H, = — joe, E, + Jè, œ= 1,2. 


Given usual assumptions on the smoothness of functions in Equations 1.1 over the region V up to 
its boundary surface L, we have equality following from Equation 1.1: 
div[-CE, x u, H5) + (E, xu H))] = jo (€u, — £24, )Ë, - E, 
+ [poz + (Vi x Hj]: E, - [J£ + (Vu, x HD] E. (1.2) 


Using the Ostrogradsky-Gauss theorem [10], we receive the following: 


f[u.g - Hy — WES Ai | dS = jo | eu, - £J;)E, - E, dV 
V 


L 


+ [ims + Go x Bol E - [pt + Wp, x 8] E. Jav. (13) 


V 


* Time dependence of the fields throughout the book is assumed to have the form of exp(—jar). 
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The symbols AT, B+ here have the following meaning: 
AT'-A-mA(n-A, B:i-mnx B. (1.4) 


where 7i is the unit vector of external normal to V. 

Let us mention here that expression (1.3) becomes the usual Lorentz integral representation given 
€ = & = const, U, = H, = const. 

Using the following substitution in Equation 1.3 


ES cH. JE e, Si, (3-12) 
we derive the equality expressing the fields excited by magnetic currents 


[te E Hi -eED.Hijds- jo [ ei eina Hs -H,dV 


L V 


" [| [e Js - (Ve; x EDI Hy — eJ - We, x E]: Ha fav. (.3^) 


V 


Formulas of Equation 1.3 type are generalization of the Lorentz reciprocity theorem [4,11] onto 
the case of nonhomogeneous media and the fields corresponding to two different material filling 
inside the region of interest V. 

If the region V is infinite, then (as in usual Lorentz reciprocity theorem) to ensure the validity of 
expressions (1.3), (1.3') one must put a requirement upon extraneous currents to be concentrated in 
some limited area and upon the fields to satisfy the radiation conditions [4,11]. 

Another form of generalization for the Lorentz reciprocity theorem was obtained in later works 
[12,13]. 


1.2 APPLICATION OF GENERALIZED LORENTZ RECIPROCITY THEOREM 
TO OBTAINING INTEGRAL REPRESENTATIONS OF SCATTERED FIELD 
DISTURBANCES INTRODUCED BY RADIO TRANSPARENT AND 
RADAR ABSORBENT LAYERED STRUCTURES 


Let us assume that L be a set of boundary surfaces cutting out the perfectly conducting scatterers 
V,*, Vj, ..., Vy from the rest of space; and in the external region V, characterized by permittivity 
€(x) and permeability u (x), there be extraneous currents with known density J*(X) or equivalent to 


them magnetic currents with density J" (X). Total resulted field E, H satisfies the condition 
E" = 0. (1.5) 


Our goal is to find such integral representations of the field E, H, which would allow to single out 
and estimate the contributions from individual scatterers or the influence of physical parameters of 
the medium filling the region V onto this field. To achieve this, we compare the field E,H with some 
additional auxiliary (“standard”) fields using the generalized Lorentz reciprocity theorem (1.3). 

We introduce the auxiliary field (of “electric kind") (XIX, p), H° (XIX), p) into region V, the 
latter satisfying the following equations within V: 


rot £^ = joy, H, 
i J ve _ mE (L6) 
rot Jf* = — joe, E° — jopó(x — xy), 
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(£y, Up are the permittivity and permeability of free space, and x; € V) and the other boundary condi- 
tions at L (formulated specifically for every problem at hand). Similarly, one can introduce the field 
of “magnetic kind.” 

We consider here the case where material media (homogeneous or piecewise homogeneous) 
are only distributed over some part T of the whole region V, and its complementary to the whole 
region V- = VAT being the free space. The homogeneous parts of the medium are separated from 
one another and from the V- by smooth surfaces S,, S2, ..., Su, and in this manner they form a 
layered structure. Moreover, we consider distribution of extraneous sources only within region V7, 
where u(x) = Aio, £(X) = £y. Now, in the region V we apply the generalized Lorentz reciprocity 
theorem to the field E, = E(%),H, = H(X), for which e, = e(%), y, = (3), Jf = J*(X); and to the 
field E, = E° (XIX, p), H, = 3(* (XIXs, p), for which £, = €),U> = Ho, Jf = — jo po (X — Xp) (given 
arbitrary orientation of p). While doing so, we use the superposition principle and the fact that in 
the vicinity of S; we have 


^. = Fy? — ur )ò(n) = iAuBQ), 


oe 
"On 


(1.7) 
Ve = = n(e; — e; )ó(n) = n Ae;5(n). 

Here, 7 is the unit normal vector to S; n is the coordinate along the normal, n = 0 at S, n > 0 in 
the direction of 7,5(n) is the delta-function; 17, u; are the marginal values of U(x) on S; respec- 


tively at positive and negative ends of n. 
Then, from Equation 1.3, we receive the following expression: 


jopo B-LE Gy) - GI = [MAE Gx, p H^ Gods 
L 


N 
+ jo[teGouGo - e u ER) - £ Gl, PAV - Y Au, [ETG p) H^coas. (1.8) 
T 


i=l Si 


Similar integral representation of magnetic field intensity H is received from Equation 1.3^ 


joes à AEG) - ËG) = jo fleu) - equi] HG - SP" Gi idv 
T 


N 
- e | a" (XIX), d) - H+(X)dS + Ys, [s (xy, qd) - E: (X)d S. (1.8^) 
L Sj 


Here, £(X,), H(,) are the vectors of electric and magnetic field intensities for the standard field 
excited in the space region V by the same extraneous sources that in real medium filling V excite the 
field E(X,), H(X,), although given different boundary conditions at L the latter being determined by 
the structure and boundary properties of the chosen auxiliary field of a point source. For example, 
E(X) is set according to formula 


-jop EG) = Jaw . Ee lš, B)AV. 


v- 


* S, are the closed surfaces, those coming into infinity or those with an end (boundary line) belonging to the boundary L of 
region V. 
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If, we assume now x, = sr? and put lxo] — oo in representation (1.8), we receive integral rep- 
resentation for complex vector directivity diagram E(7?): 


joo (EG) - EF) = [uzat p Has 
L 


N 
4 jo [teco UCE) - Ep uy EGO - £* (lr? p)dV — Yn [e aii, D-H:i(Gds. (19) 
T 


i-l S. 


i 


The field £*(Xlr?, p), H° (XIF°, p) in representation (1.9) is excited by plane wave: 


Es (xlr?, p) = Ko He [p -r° (p. Pl exp C- J& (P^ * 359, (1.10) 


Hé(XlF°, p) = -ko (7? x p) exp(—jky (F° - X), 


where kọ = M,/Eplly - 
If, as an auxiliary field in Equation 1.9, we choose the solution of Equations 1.6 that, given x) eV, 
satisfies the boundary condition 


£ (XIX), P)l ze; = 0, (1.11) 


or, in other words, as an auxiliary field we choose that of a point source placed at the point x, and 
having the vector-moment p in the presence of perfectly conducting scatterers with shape described 
by surface L, then representation (1.9) takes the following form: 


jou, p LEG) - EF?) = jof [eG UC) - eui IEG) - £ Gir", pydv 


T 


N 
z Xan | 270, p. H+(%) dS. (1.12) 


i=l Si 


In this manner, £ (X) and H (X;) describe the field excited by these sources when any mate- 
rial media are absent, and representation (1.12) expresses the far-field correction due to material 
medium 7. 

In the simplest case where u = uy,e(x) = € = const, representation (1.9) takes especially simple 
form given arbitrary p and Xy EV: 


P- (EG) EG) = (€ - e) | Eo Elto, P) av. (1.13) 
T 
From Equation 1.13, we obtain corrections to the complex directivity diagram: 


p [EG ?) - £(079)] = (e — e) [£c - E° (XIr?, p) dV. (1.14) 
T 


If the fields £(X,) and £(XlX,, p) are known, then, given X, € T equality (1.13) becomes the 
integral equation with respect to the field excited in medium T. 

So, when the variety of T is a set of thin dielectric layers (their thickness 5 being small), asymp- 
totic formulas can be obtained from Equation 1.13, the latter being the more accurate the lesser the 
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value of dimensionless parameter 5 = 6/A,. Given small 5, integral term in Equation 1.13, as it 
follows from physical considerations, must become small. It can be shown that this integral, as any 
other integral of the form 


IG) = IL - Ee (lx, p)dV 


with smooth over region T (up to its boundary) vector function F (X), allows existence of the follow- 
ing estimate given x, € T: 


I (X, € constă. (1.15) 
From equality (1.13) and estimate of Equation 1.15 type, it follows that given xe T 
E(X) = E(x) + O), 
therefore, we obtain from Equation 1.14 that 


p [E(r?)- €(7?)] = (e- e) [£c - E° (XIr?, p)dV + o(6). (1.16) 


Equalities of Equation 1.16 type can serve as computation formulas along with the estimate of 
computation error 0(8). 

Below, we consider another application of generalized Lorentz theorem. Let some perfectly 
conducting surface L be covered with layer T of RAM (Figure 1.1) with permittivity £, and perme- 
ability u. 

Let us further assume that the field (Z,,#,) excited by electric dipole J$ = —jwp&(% — X,)' is 
known in presence of the scattering surface specified above, however with the permittivity and per- 
meability e», up of the layer T. We need to find the field E, excited by extraneous sources (with the 
current density J/) situated in the region V- in the presence of radar absorbent layer T over metallic 
base L. It is additionally known that value of e, is close to £, and value of pi, is close to Lu. 

Let the observation point satisfy the condition x; e V^. We apply generalized Lorentz reciprocity 
theorem (1.3) to the fields (E,,H,) and (£,,3/,) in the region V = V- with boundary dV = S. Asa 
result, we get the following expression: 


-jop LE, Gy) - E Gl = [Gir 5 — EF - Fis yas, (1.17) 


FIGURE 1.1 Perfectly conducting surface covered with the layer of RAM. 


“Estimate (1.15) is nontrivial since it is based on eventual computation of singular integrals of the 
J, O(x\(—p + Xp- R°)R°)/R? dV kind, where R =X— Xy, R =IRI, R? = RIR. 

* Itis worth mentioning that using the superposition Mc the field E, excited by a preset extraneous current distribu- 
tion Jt can be expressed as: —jopE, (X3) = FE - £,(X|Xy, D) dV, where V contains all the extraneous sources of radiation. 
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Let, further, region V= T and its boundary be 9V= SU L. Application of theorem (1.3) to the 
same fields in this case gives us the following: 


[Ei - EE AAS = jole - eno | E & av. (1.18) 
S T 


Multiplying Equation 1.17 by p, and subtracting the equality thus received from Equation 1.18, 
we arrive at the following expression: 


jou, BLE, Gi) - £I = Qua - no EP HF AS - jole cen) E Eav. 49 
S T 


Having done similar transformations for the case of x, ET, we receive integral equation for the 
field E, inside layer T: 


-jop (mË, Gy) - mË, G9) = Ha - no | EF - 33 dS- joi - e) fE Eav. 02 


S T 


Having accounted for the smallness of values IM — u| and |e, — £j], one can obtain from 
Equation 1.20 the asymptotic representation of field E\(X)) given xy € T. The major term of this 
asymptotic has evidently the following form: 


EG) ~ nc EG. (1.21) 
2 


Having integrated once Equation 1.20 while substituting expression (1.21) into the right-hand 
side integrand of Equation 1.20, one obtains an elaborated asymptotic representation of the field 
E, (Xo) inside layer T: 


-jop EG) - -jop Ë, G)- "n 
2 


U, |M ET arl . | Hu JE T T 
+/1—-— |= | E? -H3dS—- jo|eg £ E, - E dV. (1.22) 
| Mo Mo J ? i ETT I J EG 


Having used expression (1.22) on the right-hand side of Equation 1.19, we come to the expres- 
sion of field E,( X;) given X, €V-, which, in its turn, allows expressing the field E, in the region 
external to the scattering surface via fields Ey, EI, obtained given another material filling of the 
region T. 

Finally, let us note that practical applications of generalized Lorentz reciprocity theorem is not 
by any means limited by examples presented above in Section 1.1. The generalization can be applied 
to quite a number of practical tasks. For instance, integral representation (1.8) can be applied not 
only to the scattering structures consisting of perfectly conducting scatterers and radar absorbent 
media, but also to evaluating the influence of radomes onto the propagation and scattering of elec- 
tromagnetic waves. 


1.3 GENERALIZED IMAGE PRINCIPLE AND ITS APPLICATION TO SOLVING 
SOME ELECTROMAGNETIC WAVE SCATTERING PROBLEMS 


Major content of this section is the description of rigorous and physically interpretable mathemati- 
cal models for the EM wave scattering from different types of scatterers (perfect conductors, perfect 
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magnetics, perfectly absorbing objects) placed over underlying surface, as well as of mathematical 
model of antenna aperture under radio transparent covering (fairing, radar dome, and so on). It 
is with regard to this later problem that we give generalization of the equivalent currents method 
interpretation by Ya.N. Pheld [14], which is of fundamental importance when computing the field 
excited by antenna aperture radiating into the half-space that contains scatterers— dielectrics, con- 
ductors, magnetic, and so on. In this context, it turned necessary to generalize also the classical 
image principle. 


1.3.1 GENERALIZED IMAGE PRINCIPLE 


Let us denote a half-space Q* (x, > 0) and its reflection (image) Q~ (x, < 0). Region Q* contains: 


a. Perfectly conducting scatterers with a set of boundary surfaces denoted as Sz, so that 


= 0; (1.23) 


= 0; (1.24) 


at the same time, the part Qf of half-space Q*, boundary of which consists of plane S(x, = 0), Sp, 
and Sy, is filled with isotropic and, generally, nonhomogeneous medium with complex permittivity 
£(X) and permeability (x) that may have also the discontinuity surfaces (interfaces). 

Let us denote also the image €2; of the region Qf in plane S and consider the “symmetrized” 
region O, = Or U SU Or with symmetrical, by geometry and physical properties, scatterers and 
the filling medium, in which 


(1.25) 


F (xi, o) = E (X1: X2 X3) 
U(x, 253) = U (X1, X2, %3). 
. Let us introduce the necessary symbols: if A= {A,,A,,A;} is any vector field, then 
A’ = {A,,A,,—A;}; particularly, if the radius-vector of the point x = (x, x5, x4), then 
X’ = (X, X3, X3). Thus, the following statement holds true (generalized image principle). 

Let Eo (X|Xy, P), Ho (lo, p) be the field excited in the symmetrized region Q, by the electrical 
dipole with the moment p placed at point x, e Q,. Then, for every point x e Q, the following equali- 
ties hold true: 


Ep (XIX, p^) = Ef (XIX, p), (1.26) 
Ho (1x4, p^) = -Hi Xl. P), (1.27) 


that express the generalized image principle. 
Rigorous derivation of these equalities (quite evident from the standpoint of physical intuition) 
can be based upon the following expression that can be easily verified: 


rot A’ (X^) = — (rot A (3))l, (1.28) 


xx 
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(the symbol x = x’ means that having computed the vector — (rot A(X)y', one must replace vector 
X by vector x^). Let us introduce the abbreviated symbols: 


EG) = £j Gd. P); Ho) = Ho Glo, P), 
Ej (F) = EG. P); Ho? (E) = -H (lo P). 
Then, from Maxwell’s equations we have 
rot £,(X) = joy Qo Ho (3), 


rot J£, (X) = — joe (X) £(X) — jop8 (x — xy). 


Using expressions (1.25), (1.28), we obtain 
rot EP (x) = rot £j (^) = (rot EEY lyy = —jep ^96; E) = jeu (DAP (E). (0129) 
In the same manner, we obtain that 


rot Hi. (X) = — joe (X) E (X) — jop/8( — x). (1.30) 


Thus, the field EP (x),3/1" (X) is the one excited by the current J,(X) = — jo p’ (X — X). Next, 
we can directly verify that boundary conditions at S,, Sy and at their images are satisfied. 

For instance, since £,(X) = Af, (X) (where ñ is the unit normal vector) at Sp, then 
Eg (E) = n' Eon (X^), from where we get EP (X)ls, =E; (X^) =ñ Ep, (X) and, accordingly, Ej", = 0. 

Finally, the field EP (X), 3/0" (X) evidently satisfies the radiation condition (in case of unlimited 
region Q,). 

Because of uniqueness of the boundary problem considered here, from Equations 1.29, 1.30 
and boundary conditions at Sz, Sy and at their images (as well as from radiation condition, if Q, is 
unlimited), we get that the field EP (X), HP (X) coincides with the field E, (X|x/, p^), Ho (X[X;, p^) 
that proves the statement formulated above. 

We need to make some remarks regarding the latter statement. First, the same statement holds 
true for the fields excited by magnetic dipoles too. 

Second, using the superposition principle and integral representation of the following kind: 


i = | IG EE - %)AV,,, 
9 


one can extend the image principle of the form presented above (and used in [15-17]) onto the fields 
excited by arbitrary extraneous currents. 


1.3.2 ON THE INFLUENCE OF UNDERLYING SURFACE ONTO THE SCATTERING PROPERTIES 
OF A TARGET 


Let the plane X (we assume it perfectly conducting) to be bounding a half-space containing the 
scattering object outlined by the boundary surface S (perfect conductor or perfect magnetic). 
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Standard method of obtaining an integral equation for the surface currents excited by known set 
of extraneous sources situated in the half-space under consideration (the one based on the Stratton— 
Chu integral equations [11]) leads to equations containing not only integral over the scatterer's sur- 
face S, but also over unlimited plane X that complicates dramatically numerical computation of its 
solution. Use of generalized image principle, in this context, allows obtaining the integral equation 
with regard to currents that involves integration only over S, which can be used as basis for stable 
and efficient computation algorithms. Below, we give the corresponding considerations. 

Let us denote as O7 the region in space bounded by surfaces S and X. Region Qf may contain 
both nonhomogeneities and other scatterers. 

Let us introduce the following symbols: 


E! (X), H (X) is the incident wave; 

E, (X), H, (X) is the scattered field; 

E (X), H (X) is the total field; 

E“ (x, P), H° (X|X,, P) is the field of point electric dipole in the half-space bounded by plane 
> given the object S is absent; 

E^ (Ix, 4), H” (X|Xo. q) is similar field of the point magnetic dipole. 


It is worth mentioning that using the field £,, 7, introduced in Section 1.3.1 (the one excited in 
the symmetrized region Q; in the absence of object S), one can express the field «£^, H° as follows: 


£* = Eo(X|Xp, p) — Eq (X|Xo, D^). (1.31) 
He = Hy (RX, p) — Hy (HX), p^). (1.32) 
The latter is a consequence of the fact that according to Equations 1.31 and 1.26, 
£* = Eq (XX, p) — E Qs. p): 
from where, given x € X, we obtain 


£a =0, 


Having applied the Lorentz reciprocity theorem to the fields (E, H, ) and UE 31*) as well to the 
fields (E, H,), and (£”, H m), and having accounted for the fact that field (E^, H €) is created by the 
current J* = —jops(x — X,) and the field (£", H”) is created by current J” = — jog (X — ï) 
(in the former case J” = 0 and in the latter case J^ = = 0), we arrive at the expressions: 


jop EGO = | Este = E Baas, (1.33) 
S+2 
— jog HX) = J KEH”) — (E" A,n)\ds. (1.34) 
S+ 


* Here and further on the symbol (bc) means the mixed vector product. 
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Having applied the Lorentz reciprocity theorem to the fields (E', Hi) and (E^, #),as well to the 
fields (Ei, H) and (£”, HH"), we obtain the following: 


J (Ei Hem a) — (£e Hi i)]ds = 0. (1.35) 


SX 


Having combined expressions (1.33), (1.34) with (1.35), we get the total field representation: 


jop- IEG) - E = | (or i - E Bas, (1.36) 
S+ 

-jog HG) Hi ()] = J KEH" îi) = (E H i)]d S. (1.37) 
S+% 


We consider two options here: 


A. S is the perfectly conducting surface and then E jn = 0, ET E = 0; 
= 0. 


B. S is the perfect magnetic surface and then H i| =(0,F* , 


S 


If option A is the case, the expressions (1.36) and (1.37) take the following form given x; € Qj: 


jap: LEG - EG) = -fë Aids, (1.38) 
S 

-joj- LE ig) - H^ GI = -f E” Haas. (1.39) 
S 


If option B is the case, then: 


jop AEG - E GL = [si as, (140) 


S 


-joĝ- [Ë Gy) - H Gy] = [si as. (1.41) 
S 


The fields (E°,H (En 9f ™) contain, as an additive component, the field of electric (magnetic) 
dipole in free space. So, for instance, 


He = He + H“, 
where H *" is the regular field and 
Hy = jo (p x Va). 


exp Cj Kylx — Xo!) 
4nx-xl ^ 
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Then, 
ae _=(_dg o ae 
(E H$ ñ) = —j@E p3, P DVE 


and, if we present the operator V in the following form: 


9 E 
V=n=—+D 
"9n i 
where D is tangential differential operator, then 
PES CASES Oe qusB 
(EH; 8)-—joE-| P 37 -(p-r)Dg |. 


Let us note that function dg/d n is the kernel of the double-layer potential. 

If we use now the fact that at the surface S H,|, = 0 for the option A; and £,| = 0 for the option 
B (these follow from Maxwell equations and boundary conditions at the boundary surface S), and 
use the boundary property of the double-layer potential while letting the point x, to tend to the sur- 
face S, then from Equations 1.39 and 1.40 we can obtain integral equations: 


Do a Sra EEE EESE 
-5Jed- HG) + jog: H Gy) = -[e H' i)ds, (1.42) 


S 


Zio E' (X) - jop. E(X)) = JET was. (1.43) 


S 


Equations 1.42 and 1.43 contain only integration over limited surface S and they, therefore, are 
Fredholm integral equations of second kind, which can be reduced effectively to the well-defined 
systems of linear algebraic equations. 

Having solved integral Equation 1.42, we find HT (Xo) and, having substituted it into the right- 
hand side of Equations 1.38 and 1.39, we find the field E^(X,), H^(X,) for any X, € Of in case 
where S is the surface of perfect conductor. In the same way, using integral Equation 1.43 and 
representations (1.40) and (1.41), we find the field E? (30), H P (x,) in case where S is the surface of 
perfect magnetic. 

Next, applying the Macdonald model [18] of perfect “black” body, one can obtain the field scat- 
tered by the object under consideration (with underlying surface present) given the assumption that 
its surface S possesses the properties of perfect “black” body. This field 


Be = l^. 8%), Be = LA + Bo (144) 


appears as result of illumination by primary incident wave Ei. H! of perfectly absorbing (according 
to Macdonald) object in presence of underlying surface and the medium nonhomogeneities. 
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1.3.3 CALCULATION or FIELD EXCITED BY RADIATING APERTURE IN PRESENCE 
OF ARBITRARY SYSTEM OF SCATTERERS 


Let an aperture S, to be placed in the plane S(x, = 0) and let it radiate into the half-space Q* (x, > 0) 
the field E (3), H (X) excited by extraneous sources situated in the half-space Q7 (x, < 0). The 
region Q* contains the following: 


a. Perfectly conducting scatterers, a set of boundary surfaces, which we denote as S; so that 


ET. = 0; (1.45) 


b. Scatterers being perfect magnetics, at the boundary surface (S5) of which 


B=; (1.46) 


In this case, the part Qf of the half-space Q*, boundary of which consists of S, Sp, and Sy is 
filled with isotropic but, in general, nonhomogeneous medium with complex permittivity £ (x) 
and permeability u (x) that may have the discontinuity surfaces (interfaces). Particularly, one may 
relate this to the presence in Q* of radio transparent antenna radome G* of some design (Figure 
1.2). 

Our goal here is to derive and interpret physically rigorous and approximated computation 
formulas expressing the radiated field via distributions over aperture of tangential components of 
vectors E and H (or, that is equivalent, via densities of equivalent surface currents—magnetic and 
electric) under following different assumptions on physical properties of the surface X = S\S,, the 
symbol S\Sọ meaning complementation of region Sg to the total region S: 


A. È is the surface of perfect conductor, ET l = 0; 
B. > is the surface of perfect magnetic, HT l =0. 


Extraneous sources and all the boundary conditions for the options A and B above are the 
same except the conditions at the surface X adjoining the region Q* (the latter being as stated 
above). 


FIGURE 1.2 Radio transparent antenna radome. 
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Here, we denote by (E^, H^) and (E?, H^) the fields excited in the region Qt by the extrane- 
ous sources at hand for the options A and B, respectively. Along with these fields, we consider their 
half-sums 


e = id^ +B), AC => + Hn, (1.47) 


which provide for some “averaging” of fields radiated by aperture S, in situations where X is the 
surface of perfect conductor (option A); and it is the surface of perfect magnetic (option B). The 
field averaged by means of Equation 1.47 can be considered as the one formally corresponding to 
Macdonald’s model of perfect black surface È. 

Now, we apply the Lorentz reciprocity theorem to the field of our concern E, H (for both 
options A and B), as well as to the field (Xlx,, p), H (XIX, p) excited in the region Of by an 
electric dipole with the moment p placed at point x e Qi in case where all the surface S(x, = 0) 
is one of the material interface surfaces of region Qi, with one of the following conditions being 
satisfied: 


£'|, =0 (for option A), (1.48) 
|, =0 (for option B). (1.49) 


Since all the extraneous currents that excite the field E,H are distributed over Q; and the density 
of current exciting the field £, H is 


Jy = -jopo(x - X) (1.50) 
then 
jop: EG) = f+ f +] Ex D- & x ias. (1.51) 
S Sg Sy 


According to boundary conditions of the (1.45), (1.46) kind, we have 


Therefore, integrals over Sz, Sy, and X = SVS, in Equation 1.51 are equal to zero. For the options 
A and B, we have, respectively: 


jop: EG) = | (£^ si ås, (1.52) 


So 


jop- E*(X) = -|E x H2)- d$. (1.53) 


So 
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Having computed the half-sums of right- and left-hand sides of equalities (1.52) and (1.53) and 
having used the notation of Equation 1.47, we get the following: 


jop. EC(X) = SG x H4) — (E? x H?))- dS. (1.54) 


So 


Equality (1.54) obtained in this way expresses the “averaged” (in sense of Equation 1.47) field 
radiated by aperture Sọ at any point xe Q/ via distribution over Sọ of tangential components of 
vectors E^, H?, and the fields of point source (electric dipole) £^, H? that are excited in region Qt 
with perfect (in sense of Equations 1.48 or 1.49) interface plane S. 

Further considerations are aimed at some transformation and interpretation of formula (1.54). 

First of all, we substitute the vector fields £,(Xlx;, p), Jf, (Xlx,, p) introduced in Section 1.3.1 
for the fields £ (XIX, D), H4 (li, p) in Equation 1.54. Let. X, X, € Qi, then electromagnetic field 
E, H, where 


E = Eo XIX, p) + £y (XIX, p^), (1.55) 
H = Ho (XIX, D) + Ho (XIX, D) (1.56) 


is the field £? (XIX, p). H? (XIX), p). To make it sure for oneself, one should just check the condition 
(1.49) to be satisfied. According to Equations 1.56 and 1.27 


H = Hy (XX, p) — Hi (X 1X9. D), 
from where, given x e $, we have 


HT , = 0. (1.57) 


In this manner, the field (1.55), (1.56) is indeed the field of the point source corresponding to 
option B above. Therefore, accounting for Equation 1.26 we have £^ = £,(Xlxy, p)  Ej(X xy, p) 
from where, given x € S, we receive at once the following: 


Es QU 2ET (XIX, p) las (1.58) 
In the same way, we find that 
HA = Ho (lk, p) — Hy (lxi, p^) = Ho | Xo, P) + H (XI, P), 
due to which we have 


34 = 230 GR D)... (1.59) 
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Combining results of Equations 1.54, 1.58, and 1.59 together, we find that for any point Xy € Qf 
and any vector-moment p there is exact equality 


jop: EC (y) = fe (X) x Hy Qi, p)) — CH (X) x Ey (iy, p) dS, (1.60) 


So 


where dS = ridS, ñ is the unit normal vector to S pointed toward Q-. 

So, the averaged field radiated by aperture S, into the half-space Q* filled with nonhomogeneous 
medium and different scattering objects (containing, for instance, a radome) is expressed by formula 
(1.60) via distribution over aperture of tangential components of vector fields £^ (X), H? (X) excited 
by sources spread over Q7 if X is the surface of perfect conductor or perfect magnetic, respectively; 
the field E°, H° in this expression is the field excited in the symmetrized region Q, by point source 
(electric dipole) given that any material screens in the plane x, = 0 are absent. 

If, for instance, there is some dielectric radome G* present in region Q* (Figure 1.2), then £,, Hy 
is the field excited by point source in space occupied only by closed dielectric envelope (Figure 1.3) 
symmetrical (by geometry and physical properties) with respect to plane x, — 0. 

Finally, to conclude our consideration, we transform the exact formula (1.60) into approximate 
one corresponding to physical optics approximation where edge effects (fringe radiation) of the 
aperture are relatively small so that one may assume (as it is usually done in theoretical and practical 
antenna calculations) that for S, the following approximate equalities hold true 


E^(X) = Eœ, HAG) = H*(X). 


Then, having omitted the indices A and B (while retaining the exact equality sign instead of 
approximate one in Equation 1.54), we arrive at the following: 


jop: ECG) = | (EC) x si, El, p» - x & Gs, p) - 45. 
So (1.61) 


Plane of symmetry 


FIGURE 1.3 Closed dielectric envelope. 
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The right-hand side of integral in Equation 1.61 expresses the field of radiating aperture by means 
of equivalent currents method via distributions of ET, HT over aperture that can be set directly. This 
formulation differs from the usual problem of the free space radiation by an aperture (antenna 
aperture particularly) in the way that the field £,, Ho in formula (1.61) is the field diffracted at 
aligned system of scatterers (instead of explicit expression of the field by electric dipole in unlim- 
ited free space). Equality (1.61) itself means that, given the presence of nonhomogeneous medium 
and arbitrary set of scatterers, the field computed using the equivalent current (or aperture) method 
coincides (within accuracy of physical optics) with the averaged field corresponding formally to 
Macdonald’s model, the latter meaning that result by Ya.N. Pheld [14] can be extended onto the 
more general case being considered here. 

In case where all nonhomogeneities of the propagation medium and all the scatterers of Q* are 
situated within limited distance from S,, one can derive from Equations 1.60 and 1.61 the formulas 
expressing complex directivity diagram of the radiating system under consideration, E(R°), where 


RO is the unit vector showing direction to the observation point in far-field (Fraunhofer) zone: 


p. Ed) = «£^ Go x st G, Rp) - (B° x EER, p) a5, (1.62) 


So 
(exact formula); 


p. Edi) = | (ET Go HRB) - (TB x EZR", p) - 48, 


So 


(1.63) 


(approximate formula; ET , H" are the distributions over aperture of tangential components of field 
vectors in Kirchhoff's approximation). 
In formulas (1.62) and (1.63), £,(X, RO, p), H, (X, R^, p) is the diffracted field of aligned system 


of scatterers excited by the propagating in direction (—R°) plane wave 
E, = ( x (p x RP) exp CjK Qi - 3), 
Hy = (px R^) e [uo expC jki (R° - 3), 


where €p, Hy are the permittivity and permeability of free space, and kọ is the wave number of free space. 
It is worth mentioning that formulas (1.38) through (1.44) and (1.60) through (1.63) are of not 
only practical computation interest but they are also of instructional value: calculations presented 
above along with physical interpretations allow estimating their applicability limits in every specific 
class of computational task at hand. It is out of any doubt that use of formula (1.63) for calculating 
directivity diagrams of antenna systems with radomes is more preferable than the use of such coarse 
computing methods as, for instance, the one of remote apertures (“false aperture method" [19]). 


1.4 REGULARIZATION OF SOLUTIONS TO NONSTATIONARY SCATTERING 
PROBLEMS IN CASE OF PHYSICAL OPTICS APPROXIMATION 
IN BISTATIC RADAR 

If one applies the physical optics method to compute fields scattered from smooth perfectly con- 


ducting bodies, the errors occur due to inadequate description of surface currents in the vicinity of 
terminator (the “light-shadow” boundary). In the work [6], these “terminator discontinuities” have 
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been eliminated for a handful of very special cases of stationary scattering (monostatic radar, two- 
dimensional problems, or three-dimensional problems but given terminator being a flat curve and 
its plane being perpendicular to the incidence direction). In [6], the summands have been singled 
out that are responsible for these false discontinuities, these summands being then subtracted from 
physical optics integral, which improved the result significantly. It should be noted that the compu- 
tation method in [6] is based essentially on the limited assumptions listed above and it cannot be 
used if any of the assumptions do not apply. 

However, it is easy to give examples of smooth closed convex surfaces with nonflat terminator. 

One such example of smooth closed convex surfaces with nonflat terminator is an egg-shaped 
surface (Figure 1.4) defined by the equation: 


F(x,y,z) = 0, 
where 


F = y +z? — u(x), 


u(x) = HC +3)? - x2), his. 


Let this surface be illuminated by plane wave with the wave vector k= (—1;0;1); then the termi- 
nator curve equations 


F(x, y,z) = 0, 
k- grad F(x, y,z) = 0 


can be presented in the following form: 


T" . = + Jua) = 03. 


z= v(x), 


where v(x) = (1/4)(x + 3)(2 x? + 3x - 1). 


Incident 
wave front 


FIGURE 1.4 The egg-shaped surface. 
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Assume that line (T) belongs to some plane 


Ay + Bz + Dx - C = Q, 
(A? + B? + D? #0). 


Then, we have an identity: 


A? (u — vy?) = (C + Bv + DY. 
Since 


1 1 
u(x) = -7 te, vQ)-2-33x te, 


then, it follows from this identity that: (1/4)(A? + B2) x5 +--- = 0, from where A = B= 0 and we 
have x = const at the terminator, which contradicts the terminator equations (7). 
The contradiction thus received lets us to draw a conclusion that terminator curve (7) is nonflat. 


Besides, even the ellipsoid illuminated from arbitrary direction RO forms the terminator, which 


is a flat curve (ellipse) with its plane being perpendicular to R? only in case where R? is parallel to 
one of the ellipsoid's principal axes. 

In this section, we develop the method for finding the summands introduced by terminator dis- 
continuity of surface current density due to physical optics approximation into the object's impulse 
response asymptotic and into its Fourier image’ for the case of bistatic radar, and in case where this 
flat terminator being arbitrarily oriented with respect to incidence direction, or even being nonflat. 

To move further, we need the well-known formula by M.I. Kontorovich [20,21], which gives us 
the contribution from a boundary contour in two-dimensional stationary phase method, to be gen- 
eralized in such way that it would include nonflat region and nonsingular stationary phase point of 
any type (and not only elliptical). 

In this manner, asymptotic method that we are about to obtain would give us the edge asymptotic 
for practically important case of amplitude function with singularity at the contour. 


1.4.1 SURFACE INTEGRAL ASYMPTOTIC GIVEN ARBITRARY TYPE OF NONSINGULAR STATIONARY 
PHASE POINT AND SINGULAR, AT THE EDGE CONTOUR, AMPLITUDE FUNCTION 


Integral representations of high-frequency electromagnetic fields contain the surface integrals of 
the following form: 


I= Jf Exp kE oso Frm. )dS, (1.64) 
S. 


given k> 1. 

If the surface S is not closed (wave diffraction at finite screen or aperture antenna radiation, for 
instance), then asymptotic of the integral J consists of contributions brought in by surface (two- 
dimensional) stationary phase points and the edge contour L. The case, where surface S is a part of 
plane, functions ® and F being smooth enough, has been considered in [20,21]. The method used 


* We deal here with high-frequency asymptotic of the impulse response Fourier transform (Fourier image) asymptotic and 
the corresponding asymptotic representation of the object impulse response in the vicinity of wave front. 
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here relies on the vector analysis theorems. It allowed us to single out the scattering contribution 
from the stationary phase point of elliptical type only. 
Below, we consider the 


a. Integral over nonflat (in general) surface S given smooth phase and amplitude F func- 
tions; the asymptotic representation of integral (1.64) in form of sum of contributions from 
L as well as from isolated stationary phase point of any type [22]; 

b. Contribution from edge contour L of flat region S given the amplitude function (as is the case 
in practically important classes of diffraction theory and radiating system theory problems) 


K(x) 
E ue) O<p<l. (1.65) 
Here, function F, is continuous over SU L, and d(x,, x») is the distance from point 
M(x,,x,) € S to the contour L. It is worth mentioning that the method used in [21] cannot 
be applied in this case; 
c. Asymptotic formulas for some nonstationary fields, which can be used in the vicinity of 
wave fronts, obtained by recovering original functions from operational representations of 
the short wave asymptotic received. 


Asymptotic of integral (1.64) given absent surface stationary points and edge singularities. Let 
f(x, x5, x3) = 0 be the surface S equation, the surface having relatively smooth edge contour L. We 
consider functions f, b, F as being smooth enough at the surface S and in its vicinity. Let us intro- 
duce the normal unit vector 


ü =i (x) =A xs x) Vf/ Vf (1.66) 


and tangential differential operators D = V — ñ (9/9 n), D+ = ñ x D. 

The assumption of stationary points absence at the surface means that DOI = ID} 6I # 0 all 
over S U L. 

Let us introduce the vector function 


Do _ D+® 
Dio Do 


u = 


(1.67) 


Then, 7 : rot(exp(jk®) Fu) = jkexp(jk®) F (Doi) + exp(jk®) D+ (Fu), and, accounting for 
(1.67), 


Do és Do 


ra — exp (ko) D- | F — 


From where, according to Stokes integral theorem, 


Jkexp(jk®)F zn - rot| exp(jk®)F 


(1.68) 


ijj e (jk) F dS = jos iio) rS elis (jk) D^ re = dS, (169) 


Dio 
pof 
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where 1 is the unit vector of a tangent to L (direction of circulation about edge contour L is coordi- 
nated with the unit normal vector to surface S defined according to Equation 1.66). Let us note (to 
use it later on) that 


where Y = (t x 7) is the unit normal vector to L that lies in the plane tangent to S. Expression (1.69), 
therefore, can be put in the following form: 


1 1 
10 = je? E (1.70) 
Here, 
h =j] exp(jk®)F d$; I, = ff exec jk) T F d$ 
S S 
K, = expr jk®) r|(32) 50° Jax 
L 
and TF = D+(F(D+ ®/|D@®I)) is the operator acting on function F. 
Having applied several times transform (1.70), we obtain for any m that 
m-l 
Dy -)p" 
I= CD) p (1.71) 


s + H m? 
= (jk! 5 G k)” 


where K,, J,, are the results of replacing in Ko, J) the function F by PE, T"F, respectively. From 


Equation 1.71 follows asymptotic formula for the surface integral (1.70) given the assumptions made 
above: 


JJewurmras = jose (7 o) /Baf |r dl + (s ) (1.72) 


where 


m-l Í 
Ead Gest SF. (1.73) 


s=0 


Contour integral in Equation 1.72, if necessary, can be replaced by a sum of squares of contribu- 
tions from the contour stationary phase points known to be existing in advance. If at some simple 
closed contour encircled by edge contour L the condition 0 € / € Laax holds, then ®_, = Ojog, and, 


therefore, the interval 0 < Z < /,,,, contains points with d®/d/ = 0. 


max 
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Let, for instance, these points be 4, L, ..., ly and ®©” (L) z 0, (i = L ..., N) (the latter condition 
can be replaced by a more general assumption). Then, integral in the right-hand part of Equation 
1.72 can be represented as 


N r 
[E sp (4) | 90/9 exp ito (1) TT spn” w) 
i=l k| P” (L) Do i 


Method of "neutralizers," localization of asymptotic contributions. Let us assume that surface 
S and its edge contour L are infinitely smooth, and functions f, F, and are infinitely differentiable 


at the surface S and in its vicinity, the condition Vf + 0 being held true all over SU L, and the 
condition D = 0 being held true at the only point Mo(x9) = Mo (x9, x9, x?) situated at surface S at 
distance R > 0 from the edge contour L. 

Having transformed coordinates back into Cartesian system (5,,5,,5,) with origin at Mo(x9) 
and axis MG, coinciding with the direction of the unit normal vector 7i (x), we get the following: 


f05.3,,3) = f(&, E, 5), FO) =FE1.E2,E3), Da x), 23) = (6,5, 5,). 


Surface S, according to [23] (given p = 4È}; 67 < Ry, where R is relatively small, and Ry < R), 
is described by equation of the form 5$, = g(5,,5;). At point Mo, we have that g =0, gz; = ger = 0. 
Now, we introduce the function y (p), the so-called “neutralizer,” which is infinitely smooth all over 
the semiaxis 0 € p < +, and 


where 0 < e < €, < Rp. 
Let us “split the unit” as 1 = y (p) + [1 — y (p)] in the integral 7 


I= [| (jk) F dS = J,+Jo- (1.74) 
S 


Here, J, =JJexp(jk®) F d$, S,=SN{R-Xl<e}, F —Fy, Jo =] exp(jk®)F dS, 
Sı So 


So= SN {¥ -xl = eo}, F; = FQ - y). 

The edge contour of surface S, consists of line L and the intersection line Lg of sphere lx — X91 = £o 
and S. Function F, and all its derivatives are equal to zero at line Lọ, and at line L they coincide with 
corresponding values of function F and its derivatives. Besides, at Sọ U L U Ly, there are no surface 
stationary phase points, therefore, according to results obtained above we have 


d = 1 
Jo =Qexp ae (32) Bet | F,dl+o E ) (1.75) 
L 


where F,, is represented by Equation 1.73. 


m 
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We proceed now with the integral J, asymptotic. Since e,< Rọ, then surface S, is described 
by equation $,— e(5,,6,), and its edge contour L, is the intersection of surface S and sphere 
Ix — Xyl = €,. Let us denote the contour and surface projection onto the coordinate plane (€,,6,) as 
Li and S/, respectively. Then, 


J, = [[exoGito»n ast, (1.76) 


Si 


where $(6,5,) = $(&, 5, «5,5. F6. 5) = Y(p)FG. E.g GS 1+ să + e. P= 
JE EE + g GE). i 

Multiplier y(p) at contour Lf makes the function F, and all its partial derivatives of any 
order to vanish given p = £,. Under these conditions and given nonsingular stationary phase 
point Mọ, double integral in Equation 1.76 allows [24,25] asymptotic representation of the form 


foo 


J, ~ k” exp] JKOM)] Y ank”. (177) 


m=0 


The major value approximation of integral is 


i= a epom y| TPO TA sen 99 pip) 4 o) , (1.78) 
ldet®| 
= o. D: — 
where O=| " B given €,=6,=0, and sgn®=u*t-—u- is the difference 
o. & 9. 


between the numbers of positive and negative eigenvalues À,,A. of matrix ®. In elliptical case 
(AA > 0), sgn 6 = +2, and in hyperbolic case A, «0, sgn ® = 0. A . 

Elements of matrix can be expressed (as it can be shown) via derivatives of functions ® and f 
depending on $,,5,,&, at the point M, (0, 0, 0) given I, m = 1,2 as follows: 


(dx Em Jee, = 7 fe, |o. En fe, m Fe, En P; | (1.79) 


Mo 


In this manner, there is no necessity to solve the equation f(5,,£,,£,) = 0 with respect to £, 
and to find the explicit expression of function g(€,,€,) in order to represent integral J, according 
to Equation 1.78. 

So, the asymptotic of integral J has been localized in form of contributions from the edge L of sur- 
face S (1.75), and from stationary phase point M, (1.77), (1.78). This result can be spread onto the case of 
several surface phase points. Besides, the method of “neutralizers” used above allows us, relying upon 
results presented in [24—26], to receive also asymptotic contributions from isolated stationary phase 
points in various cases of their singularity. For example, if, after proper rotation of coordinate system 


in f (61,6263) = O about axis M)§,, the phase function can be expanded (in the vicinity of point Mọ) as 


$(6,5) =@(M,)+A,6 F > Ang St 2» 


p+q23 
p.420 
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and if A, #0, Ap; z 0, then [26] 


x TU/3) exp ((jT/4) sgn A) 


(1.80) 
[Ml Das] Ks 


If, now, one considers integral J as a spectral image, then its original will be the integral 


1 
Ji ~ —— exp (jk®(M) )) F(Mo) 


B 


I = Ife (t — (X) F(X) dS. 
S 


Taking inverse Fourier transform of the right-hand part of Equation 1.74 (taking into consider- 
ation (1.75) and (1.77)), we get the ray expansion for 7, the latter being the more accurate the closer 
value | t- (x) is to zero. Principle member of this expansion has the form: 


T= J[6«-ec»rcoas Res oreo E send | FM) 9 (t -(3)) 
E 4 det | 
: uct -0(%)) (2) Bat ro di. (1.81) 
L 


Here, M, is the stationary phase point (the one, in which D ® = 0) at the surface 5; ó(r) is the 
Dirac delta-function; y( is the Heaviside step function. So, formula (1.81) can be considered as 
transient analog to the generalization of the M.I. Kontorovich formula [21] considered above in this 
chapter. 

Asymptotic of integrals with edge singularity. Integrals with the edge singularity appear in some 
electrodynamics problems such as the following: 


1. The total diffracted field H (X) is sought from the primary wave H, (X) incident on flat 
perfectly conducting infinitely thin screen S bounded by contour L. In this case, Green's 
formula [27] gives integral representation of the magnetic field strength vector at any point 
Xo outside the screen: 


H(ă) = Hy) + || We x J(X)) dS. (1.82) 
S 


Here, J(X) is the surface current density; g — g(Xy, X) = exp (jkr)/(4mr); r = x =% 
and the scattered field has the form 


HG, - Eoo) = ff exp GKO) Fy, dS, (1.837 
S 


given phase function ® = ®(x,, x) =r. 
2. Integrals of the same kind as in Equation 1.83 and with the same phase function are 
obtained for the radiation of aperture antenna in rigorous mathematical model [16,17]. 


* Without restricting generality, hereinafter we assume F to be a component of vector F, as well as we assume k to be 
dimensionless parameter equal to wave number k, times characteristic screen size. 
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In each of the examples given earlier, the physically necessary condition at the edge is applied 
in order to ensure the energy to be finite in the vicinity of the surface fracture [27]. Because of this, 


the amplitude function F may have singularity at infinitely thin edge i.e. F — Rd , where Fo is 
continuous in the vicinity of edge contour, and d — d(x,, x;) is the distance from a point in region S 
to the edge contour. 

In a more general case of fractures with interior angles 0 e [0, n], we have F=F,/d” and 
p = (x — 9)2n e [0, 1/2]. 

Method for obtaining the short wave asymptotic given edge singularities is presented below as 
applied to integral P over flat and strictly convex region S with relatively smooth edge contour L 
and function Fo: 


LA) 
P= || expGkr) ds, (1.84) 
jj Jaco) 


where r = J(x? — x + (x9 — x, Y + h?, (h = x #0). 
Point M,(x?, x}, 0) e S is separated from the edge contour L by distance R, > 0. Then, complex 
directivity diagram is as follows: 


Fy(X) 


RED dS, (1.85) 


O= ff exp c ka ©) 
S 


where R° = (0,— cos y, sin y). 
Integral P is convenient to be analyzed if we set the edge contour L by an equation in polar coor- 
dinates (p, 0) with the center at point Mo: 


p=0(0), 0<0<2n. (1.86) 


In this case (as it can be shown), the amplitude function in integral P can be represented as a ratio 
F (p, 8)/,/@(8) — p with numerator, having no singularities. We thus obtain 


2n o(0) 


P= [ao J exp( jk p? ) AOD pap (1.87) 


0 0 v6) - p 


Let us substitute new variable r = ,/p? + h? into integral P: 


2n Q 
P= [ao [exputo Q7" Grar, (1.88) 


0 h 


where Q = Q@)= Ja (0) + I^, G - G (7,6) - F (SP — 19.6) KOO) + S7? =F yx) + y^. 
Given hXr&s£X(0) we introduce infinitely differentiable by r (given every fixed value 
lhsrse, 


0,€ € r € €X0) 
(^ «£y «£y « min 2.@)).Given the condition that 1 = Y (r, 0) + y, (r, 9), we obtain P = P, + P,. 
0x0x2mn 


of ©) neutralizers y(r, 0) and y(r, ©), such that y, 21— yo, y,(r,0) = 
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Let us consider the asymptotic of integral P. The stationary phase point p = 0 (r = h) contribution 
is as follows: 


2n £0 
P, = J ao [ exp (jk rQ — ry"?G vy, rdr. (1.89) 


0 h 


Since function G(r, 8) = (Q — r)! Gyr, given every fixed value of 0, is continuous by re [h, 
£j] along with all its derivatives (they equal to zero given r = £), then integrating by parts gives us 
the following expression: 


"- » (—1)" exp(jkh) T 0"7G, (h, 0) 
07 ( jk)" or”! 


m-l 0 


de + opr } (1.90) 


In principle value approximation, we have 


2n 
h exp( kh f do 1 
P, = -PRUH My) | n (s) (1.91) 
Jk J Je) k 
Given asymptotic expansion of integral 
2n Q 
P = J d e [exp (kr)(Q — 7)? G y, r dr, (1.92) 
0 £ 


our goal is achieved by integrating the inner integral by parts. However, due to singularity of func- 
tion (Q — rr)? at point r = Q, it cannot be differentiated under the integral sign. So, instead of 
ek and ei'/(jk), one must use the sequence of special kind of antiderivatives to the product 
eir(0 — ry! = Ug(r, 0) or, in other words, one must use the sequence of functions 


+p 


— J (t= r)” exp(jkt)(Q — t)? dt, (m — 1,2,...), (1.93) 


U,, (r, 0) = 


that possess the following properties: 


QU, (r, 0 
Ld = ma. 0), (m = 1,2,. t o); 
—1)” f Tm -1/2 , 
2. U,(Q,Q) = EE exp (uj (m + 1/2)/2) D exp (jkQ), 
1 T (m — 1/2 
3. lu, (r,Q) S (m — 1)! pues ) (iere. 


The following asymptotic representation stems from these properties: 


kn-2 k^*V2 


N m— =f — = 7 
n zs D ! exp (= jn(m — 1/2)/2) T(m — 1/2) J evo w. (0)d0 +O zea} (1.94) 
0 


m=1 
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where 


a" [G(r.9) r] 


Yea (0) E Qr" 


r-Q(0) 


In the principle value approximation 


R = 


exp (—jn/4) Jn i 
Vk 


exp(jkQ) F (c, 0) jo d0 + ol ais } 
0 


Now, we are ready to consider asymptotic representation of integral Q (1.85). We restrict our- 
selves with the case of edge contour L being symmetrical with respect to one of coordinate axes, as 
well as by obtaining only two major members of asymptotic representation. 

Let L in coordinates (x, y) be set by equations x = +w(y) (a € y € b) and, in the vicinity of points 
a, b w (y), to have the following asymptotic: 


PO)Vy-a, (y>at0) 
w(y) ~ . 
q(y)yb- y, (ob-0) 


In this case, p(y), q(y), w*(y) are smooth enough within [a, a + €), [b — £, b), and [a, b], respec- 
tively (given € « (b — ay2). 


Amplitude function in Equation 1.85 can be represented as the ratio f(x, y) / A w2 (y)- x?,in 
which f(x, y) does not have any singularities. Let us assume that this function is satisfactorily smooth 
over S U L. After some math, we obtain the following: 


b 
Q = [exp (in VO, (k = k cosy), (1.95) 


d$ 


EISE) d& | 19w'Q) [9*/(95wG).»). E d& 


h-E? 2 oy A ox? He? 


From Equations 1.96 and 1.97, it follows that 


1 
Uo) = | Ewo). >) (1.96) 
-1 


U'(y) = 


(0<0<1). (1.97) 


U(a) = f (0,ayr, U(b) = f(0, byn, 


U'(a) = (2409 , 19^ /(, a) Aha (198) 


oy 4 ox 


of(0,b) 19 
vo-[ m Lae 2 a 
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where 


2 2 
w(y) w(y) 

A= lim | —==—|, B= lm . 
îm] |y ag | P3 Ib =y 


Integrating by parts twice into Equation 1.95, we obtain the following asymptotic formula: 


Q = resi) f b- [ze 2M 1 9? f(O, b) 2) 
J 


GKP ay 4 Ox? 
_ nad 1 (9f(0,a) . 1 0?f(0,a) 4 
T soo z f(, a) T5: | » +3 à 4)| + of E ) (1.99) 


In this manner, the asymptotic representation of integral Q obtained above is of discrete nature 
and it consists of contributions from vicinities of points (0, a) and (0, b) of edge contour. Such 
phenomenon is known well in the short wave diffraction theory and it is related with the “specular 
point" concept in radar. 

Methods used above to compute integrals P and Q allow us to obtain asymptotic representation 
of integrals with other phase functions and other types of edge singularities. 

Let us apply Kontorovich's formula generalization (1.81) obtained above to solve the prob- 
lem of electromagnetic wave diffraction at perfectly conducting convex body (in physical optics 
approximation). 


1.4.2  IMPULSE RESPONSE OF PERFECTLY CONDUCTING SMOOTH CONVEX BODY IN 
BisTaTIC RADAR (PHYSICAL Optics METHOD). ELIMINATION OF TERMINATOR 
DISCONTINUITIES 


Using asymptotic expression (1.81), one can obtain impulse response of perfectly conducting smooth 
convex body in general case of bistatic radar. 
Let the object with surface S be illuminated with plane monochromatic electromagnetic wave 


E? = pexpk, (a + R° - X)), 


e Vig (R° x p) exp(jko(a + R° - %)). (1.100) 
0 


Here, a is the distance from the zero phase plane to the coordinate origin, p is the polarization 


unit vector, R? is the wave unit vector of incident wave. 
Operational original for the field (1.100) is the pulsed plane wave 


E? (t,X|R°) 2 p6(t— a — R? - X), 


H? (t, XI R9) = js (R° x p)6ó(t — a — R. X). (1.101) 
0 
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Field scattered from the body in the direction of unit vector 7?, when the body is illuminated with 
wave (1.100), can be presented in the form: 


Bes qp = SPUN jg ff (Et x 7) exp C ji G* - 3) 45. 
S 


where H is total field at the surface S. Physical optics approximation gives us the following expres- 
sion for the scattered field: 


A" (rz?) = jy I exp (jk, )À d S, (1.102) 
Sittum 


where S, 


illum 


is the object surface part that illuminated with the wave (1.100), 


Eo (ax (m x p)) x7, @=a+r+(R -F° ) 3. 


Impulse response of the object, in its turn, is the original, spectral image of which in high- 
frequency approximation is represented by expression (1.102): 


S, 


illum 


In this manner, expression for the impulse response can be obtained using formula (1.81) simply 
by differentiating it by t. 

By the way, we are going to get a representation for the solution estimate to stationary diffraction 
problem described by expression (1.102). 

To achieve this, we evaluate, first, the contribution from stationary phase point. The stationary 
phase point M, is determined by the following equality at point Mo: 


pe-(m.ry-m.m"-o 


or 
Rt =P? - hi, 


where 7 is the normal to S;,,,,, at the stationary phase point Mọ. 
In the vicinity of point M,, we introduce local coordinate system &,, €,, G described above in 


Section 1.4.1 (here, G = €,). In the vicinity of point M, at S 


illum 


(= [8 + dn & Gat a) i o(& +83), 


30 Electromagnetic Wave Scattering by Aerial and Ground Radar Objects 


or, within accuracy of the higher-order infinitesimal, 


In this case, in the vicinity of My we have 
= 1 E D E E 
D (ÉLÉ) =a+r+ IP E + I" ` Nyy e 4). 


where 7° = RO — 70, so that 


Taking into account that 


we get 


Since “iy, is the unit vector of external normal to S then, evidently, (r o. Fim, ) > 0. 


Let], A, be the eigenvalues of matrix A. Then, 


illum? 


sgn Py, = sgn A, 
det By, |= (F° - iy, ) det Al = (F° - Fim ) Da Aa. 


Next, given proper rotation of coordinate system about axis G, we get equation for Sum in the 


vicinity of M, 


illum 


ç =- (unt + Man?) s 


from which it follows that A,, A, are the principal curvatures of Sum at point Mo: 


illum 


ÎN =æ, =; 


D = 2| 70 za 
det ®,,, | = cos (7 „im ) ei æl. 
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To move on further, we need to assume that ze, æ, z 0. Particularly, if surface S around point Mo 
is strictly convex, then &, > 0,2 > 0 and 


| det Dy, 


= 21:70 z 
= &, Æ, COS (7 iu), 
sgno,, = 2. 


If, in its turn, M, is the saddle point, then ææ, < 0, sgn Dy, = 0. For definiteness, we give all the 
considerations below for the case of æ > 0, æ, > 0. Using expression (1.78), we get contribution 
from the stationary phase point into the scattered field: 


e, [riy X (R° x p)] x F° 


st. ph. ~ Em 
Mo rfe, los’, ñm, ) 


Hs ( r y9 ) 


-exp(jko(a + r--1^-X,,). — (104) 


Boundary of the surface 5;,,,, is terminator L, which determines the “light-shadow” border line. 
We estimate its contribution into the scattered field asymptotic using (1.75): 


0o /9v 
2 


(EOF? Yon ~ jos Da di. (1.105) 
Here, 
90 [°. v= 1°. (tx 8), 
af’ - [rn | = [ie -(i-a) 


Let us assume that contour L is defined parametrically: 
x-x(t). 
Then, contour points of stationary phase can be found from equation 
1° .x' (t) = 0, 


and let these points be M; (i= 1, ..., N). Then, integral in Equation 1.105 can be computed 
asymptotically: 


N 


(Hs (r r? Yeont.L ~ > 


m-l 


esie rii) T gnl 7° - ) (1.106) 
My 
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It is taken into account here that 
-= dī 
(eu), «i (8) . 
Mm di 7 


where 


0) dt ypt TO 
ar^ al = rey 


> e 


So, having combined formulas (1.104) and (1.105), we get the following: 


e E [y X R? x xr? 
A“ (rr?) Mo ( p) 
le 12> Kr? “Ay, ) 


x exp(jky(a +r +T? - Xy,)) + here a(S J bay’ Ju (1.107) 
L 


Formula (1.107) gives solution to the stationary diffraction problem, where perfectly conducting 
smooth convex body is illuminated by plane wave (1.100). 

Expression of the impulse response, in its turn, for the object under consideration (scattered field 
in case of transient pulsed illumination of the object by the field (1.101)) can be considered as the 
original, spectral image of which is given by formula (1.107): 


x (R? x p)] x 7? s 
jr» (1, XIF?) ~ m Min SE SPUST piete pe Bela) 


0 pe Ale. æ (F° riy) 


+ $a -a-r- I. A [32 Bot a. (1.108) 
L 


So, in the physical optics approximation of impulse response, we have singled out the members 
responsible for terminator discontinuities appearing due to inadequate description of surface current 
density in the vicinity of “light-shadow” boundary in physical optics approximation. Solution obtained 
above for the stationary diffraction problem can be improved, like that of [6], by subtracting the major 
members of terminator asymptotic described by (1.106) from physical optics solution obtained above. 

Impulse response (1.108) can be smoothed out by subtracting the operational original, which cor- 
responds to the operational image (A (r roy) io 


N 
cont.L > 


gf scat (t x|r?) 


" 1 t-a-r-I19?-X 
«exp a geal pcd TES META (1.109) 
4 d! My il, 


from the right-hand part of Equation 1.108. 
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Representation of the impulse response obtained in such way does not have spurious peaks, 
absent in reality, and which appear due to discontinuous character of surface current density adopted 
in physical optics approximation. 

Let us mention also a special case, where terminator L belongs to the plane with normal vector 
7°. In this case 


(x)|, = const 
and, consequently, 
l^. X-catL, 


where c is some constant. 
It follows from here that 


VEIT Jour ~ expGko(a +r + of al 2 bof) dl, 
L 


L 


It can be seen that intense spurious “terminator” peak appears in this case in impulse response, 
which is needed to be eliminated. 

In some cases, slightly different approach can turn out to be more preferable for estimating 
impulse responses of complex scatterers in bistatic radar. Such approach (also developed by the 
authors of this book) uses the physical optics approximation too, but it passes by the need of estimat- 
ing scattering contributions from stationary phase points [28-30]. 

Therefore, in this chapter, we presented the method for computing impulse responses of perfectly 
conducting smooth objects in bistatic radar case. 

In the asymptotic representation obtained below, we also singled out the summands respon- 
sible for appearance of spurious peaks that were expressed by contour integral. The major mem- 
bers of this integral asymptotic have been obtained, which are needed to be eliminated from the 
impulse response representation in order to smooth it out. The latter allowed us to increase the 
computation accuracy over time period up to arrival moment of creeping wave traversing the 
shadow zone. 

All these results rely upon the generalization of M.I. Kontorovich formula obtained above, which 
gave us the scattering contribution from edge contour in two-dimensional method of stationary 
phase in case of nonflat region and nonsingular stationary phase points of any type. 


1.5 REMARKS ON RECIPROCITY PRINCIPLE FOR THE SCATTERED FIELDS 
IN PHYSICAL OPTICS APPROXIMATION 
As it is known, the reciprocity principle holds true with respect to the fields satisfying the Maxwell 


equations and, in general, any boundary conditions at the surface of a scatterer. However, when we 
deal with the fields approximating real ones (such as high-frequency asymptotic solutions to the 
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Maxwell equations), it turns out that reciprocity principle may not hold true. We consider this issue 
in more detail with respect to physical optics method used in Section 1.4. 

Let the perfectly conducting scatterer V to be bounded by closed surface S and let the Cartesian 
coordinate system origin to be placed inside the region V. 

We consider the object V as being illuminated by electric dipole, with vector-moment p 
that is localized at the point with radius-vector à = —a RO. Primary field E (Xla, p), H (X14, p) 
excited by the dipole has the following asymptotic representation given fixed unit vector R° and 
a — +o: 


EÉGlà,p)| _ kè expGika) ( E* ŒIR°, p) dim 
Hà, €» 4ra |H'(XIRSp) 


where 


p (XI RO, p) 


(p = R° (p - R°))exp (jk, (R° - X)) 
H° (XR, i 


= £p 30 = 4:50 = , (1.111) 
m (R? x p)exp(jky(R® - x)) 
0 


which is the plane wave field. 

It follows from vector integral equations of Green's kind for electromagnetic fields [11] and 
formula (1.110) that the field scattered from object V in far-field zone at a point with radius-vector 
r =r-F° has the asymptotic representation (given a > +, r — +o): 


[scai (rlà,p) _ ka exp (jky)(a + r)) qi scat (F? IR°, p) (1.112) 
Hat (F la, p) £o (An? ar gf scat (r? | RO, p) , 


in which vectors E“, 7/**" constitute the complex scattering diagram that is the field scattered in 
direction 7? (in far-field zone) given incidence of plane wave (1.110) onto V. In this case, 


£v" (FOIRO, p) = — ji, JE f (R - PPE? KyexpC- jk E? - 3545, 
0 
S 


(1.113) 
jr FR, p) = — jk, | F x Kyexp- ji G^ - Das, 
S 
where K = ñ x H” and H'' is the total field excited by plane wave (1.110). 
From the reciprocity principle in its usual formulation 
q: E“ (FIG, p) = p - E“ (ard), (1.114) 


as well as from asymptotic formula (1.112), and the following expressions: 
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follows the reciprocity principle for the complex scattering diagrams: 
d . Esca (F|R°, p) = p . Esca (— g9| a F°,q). (1.115) 


Equalities (1.114) and (1.115) are strict, which rigorously follows from Maxwell’s equations. Let 
us study the satisfiability of equality (1.115) in case of scattered fields computed in physical optics 
approximation given Kirchhoff’s approximation in formulas (1.113) of equivalent surface current 
density 


K(X) = 2n x H(ZIR°, p) 


over that part of S’(R°) c S where ri - R? > 0 (ñ is the unit vector of inner normal), and K(x) = 0 
over complementary part S\S’(R°). Under this approximation, we have 


Bo" (FOIRO, B) = -23 | IR? - FE" RODG- p) 
S’(R°) 


=(P - 7970 BYR? - Fi) exp jky(R° = 7°) - HAS, IO 


Eset (ROI = r9.q) = —2 jk, J [ = (r? = R°(R° t r^y ^ q) t 
S'(-r?) 


+ (G - R(R® - gy? - n))exp(k (RO — F°) - X)dS. (1.117) 


For the monostatic radar, where —F° = RO, the surfaces S’(R°) and S'(—r?) coincide, and 
RO — F° (F° . R?) = F° — Re (R? - F°) = 0, so that 


Ee (FIR, p) = 2jk (p — 7970. p) - I, (1.118) 
Esca (ROI — 79,4) = 2jky(G — 7900 - @))-1, (1.119) 
where 
I= J (RO - i)exp(2 jk, (R? - x))d S. (1.120) 
S’(R°) 


From Equations 1.118 and 1.119 follow the equalities (for the case _79 = RO 
q: Ev" (RP, p) = p EY" CRI 7,3) = 2k d) - FF: P-L. 


So, in the monostatic radar case, equality (1.115) holds true also for the scattered fields computed 
in physical optics approximation. 

Yet in case of bistatic radar (—r? # RO), integration in Equations 1.116 and 1.117 is done over dif- 
ferent noncoinciding varieties (the scalar products of integrands with g and p respectively do not 
coincide in this case either). 
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So, the reciprocity principle in bistatic radar case (given physical optics approximation) does not 
hold in general. 

This conclusion is of even more practical value since bistatic radar is an important part of mod- 
ern radar; and physical optics approximation together with reciprocity principle is the common 
approach used in electrodynamics, sometimes without thorough grounding. 


1.6 RCS OF THREE-DIMENSIONAL OBJECTS AND ITS RELATION 
TO THE RCS OF TWO-DIMENSIONAL OBJECTS 


Let the finite size object bounded by surface S be illuminated with plane wave (from radar) 


E°(X) = pexp(- jk (R? - x)), 


HO) = (px R°) = exp - jk, (R° - 3), 


0 


where —R° is the unit vector of ray from radar to a target, and p = p- p° is the unit vector of polar- 
ization, p^ L RO. 
The RCS is determined as [31] 


E 2 
prec , Eve 


qe (1.121) 
P-E 


o = lim 4x? 
Roo 


where R is the distance from scatterer to the receiving antenna, p'* is the unit vector determin- 


ing polarization of receiving antenna, E*" is the field scattered by the object toward the receiving 
antenna. 


So, computation of the scatterer RCS reduces to finding scattered field E*" at the reception 
point. 

If E(X), H(X) is the total field, then scattered field E**(x) = E(X) — E°(%), as it follows from 
the Lorentz reciprocity theorem, can be expressed as 


jog: E“ Go) = Jae - £j Gs.) - ET) - 365 Gs.) d S, (1.122) 
S 


where £; (XlX,, d), HE (XIX, q) is the field of point electric dipole with vector-moment 4 placed 
at point xy, the point being situated anywhere outside S and q having arbitrary amplitude and 
direction. 

We assume that g = p and let the radius-vector of observation point be x^ = RR?. 

We substitute in Equation 1.122 asymptotic expressions, given R — œ, for vector-functions 
£5 (Xl, p), Ho Gd. p) 


£t (Xl, p) ~ Q(k YES (XIR, p), 
HE Gl. P) ~ ORI (EIR? , p), 
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where 
| expCjk,R) 
OKR) = An ky R i 
(1.123) 
Es GIR?, p) = kgo, Ep" exp jk P - 3). 
0 
H SGIR^, p) = -kè o p^ expC- jk; (R° - X), doas 


p =p- RR p), pt =R xp. 


Formulas (1.123) and (1.124) represent the field of linearly polarized plane wave with wave vec- 


tor (-R°) that is arriving from infinite distance. These asymptotic representations hold true given 
xe S and R > D, where D is the diameter of the object being illuminated by radar (i.e., its largest 
linear measure). 


Now, scattered field Escu (x) in far-field zone has the following form: 


jo p: E= (RR?) ~ OK Roo expo jka (R - 3) 


S 


IPE ice — (R° x p)- E-(X)]ds, (1.125) 
0 


where H^ = ñ x H, E+ = ñ x E, and ñ is the unit normal vector to S. 
Once we assume dealing with perfectly conducting objects, i.e., E7l, = 0 then equality (1.125) 
reduces to the following: 


jop- E“ (RR?) ~ Qk R)K2 of exp- jk (GO - X)\(p - mofe dis. (1.126) 
0 
S 


Nonetheless, it is worth mentioning that representation similar to expression (1.126) follows from 
Equation 1.125 also for a wider class of scatterers, boundary conditions for which can be (with sat- 
isfactory accuracy) expressed by an impedance type condition: 


ET = oz at S. (1.127) 
0 


Indeed, given boundary condition of the kind (1.127) (satisfied, for instance, at the surface of a 
body with great but finite conductivity, or at the surface of some kinds of RAMs used for camou- 
flage, etc.), representation of vector Es (R R?) can be obtained by replacing vector p by vector 
D, = p + (R° x p)Z in scalar product p - H+ (X) of formula (1.126). 

From formula (1.126) follows rigorous expression for RCS of perfectly conducting object. Since 
r - E? (3) = p, then, given R/D > 1, the following asymptotic equality takes place: 

p i Es (RO) T 1 2 
ar = dS [exei GP 3) EO Eas 
| P £9 J P £o 


> 
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from where we derive the strict expression for RCS: 


Os! ~ 73 sil exp - jk, Gi - 3) n H+) : a (1.128) 


The use of exact formula (1.128) requires the surface current density H- over S to be found in 
advance by means of any rigorous method (eigenfunction method, integral equation, etc.). 

In practical RCS computations for the objects of large dimensions, far beyond resonant scattering, 
it is common to express the surface current density H- according to physical optics approximation, 
which leads to replacement of formula (1.128) by the widely known computational expression [7,8]: 


2 


guit J exp(—2 jk, QU - x))Gi - R)ds| , (1.129) 


S, 


illum 


where 5;,,,,1s the part of the surface S illuminated by incident plane wave. 

In the same way, in case of two-dimensional model of cylindrical body with the directrix / that 
is not restricted along generating lines and that is illuminated by plane wave, front of which being 
parallel to generatrix, the RCS value per unit length of generatrix is as follows: 


p? BRR 
— (1.130) 
UM pei 


This value, as it will be shown duly in rigorous theory, is expressed differently for E- and 
H-polarizations. 

We introduce Cartesian coordinate system Oxxx, with axes tied to the cylindrical scatterer 
in such manner that unit vector e, be parallel to generatrix, and unit vector &, = R° (which is the 
unit vector of ray coming from target to radar). We assume for E-polarization that p^ = &,, and 


p? = —é, for H-polarization. Let us note that given R — ee and p? L R^, 


E (IRR? , p)d x, ~ dE j Oko R)dx, 


—oo 


= pH (Foo ee exp jk R^ -3), (130 
JE 


-E E 2 j 
Il 
Q" (KR) = tk R e| jor- 7 4 2 


From Equations 1.122 and 1.131, it follows that 


where 


p^ E*" (R RP) ~ Q" (k R)k, Jor oec jk (9 - X))dl, (1.132) 
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where, given E-polarization 


= 1 Qu 
=0 -H- TP Bodo F 
(p ) FIE E (1.133) 
and given H-polarization 

p =-é,, H= ev, 

(50. H+) = (ñ - Ry. (1.134) 
So, according to Equations 1.130 and 1.132 
2 
n T =0 771 Ho e po. = 
oj = (p° - H>) exp(—jky)(R° - x))dl , (1.135) 
2X £p 


where (p° - H+) are determined by expressions (1.133) or (1.134), depending on polarization (paral- 
lel or perpendicular). 


In physical optics approximation, at the illuminated surface of object we have 
Bo AY 2p" = 2(â Be expC- jk, GR? - 3), 
0 


and formula (1.135) reduces to 


2 


of = 2*. | (i: RoexpCajt Ge -DDA (1.136) 


D 


illum 


If the scatterer is the infinitely thin perfectly conducting screen, then one may integrate over 
S+ and S- (over l+ and l- respectively) in exact formulas (1.128), (1.135) given fixed direction of the 
normal. As a result, these formulas will include K = (H+)* — (H+) instead of H+: 


2 


x Jewcinade gn eras 


0 
S 


, (1.137) 


2 


Mo gy 
£p 


of! = 3 | exei Gi - NB" - R) 


; 1.138 
| V (1.138) 


In their turn, formulas (1.129) and (1.136) evidently stay unchanged. 
RCS computation of infinite (by generating lines) cylindrical bodies, both approximate and 
exact, requires much less computation power than that of real three-dimensional objects and, at the 
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same time, provides qualitatively accurate scattering characteristics of different objects, as well as 
their RCS dependencies on frequency and other parameters. 

At the same time, as it will be shown below, the quantitatively accurate estimates of real object 
RCS can also be obtained under specific conditions by their two-dimensional values. We demon- 
strate such possibility, first, by analyzing expressions for RCS of perfectly conducting cylindrical 
screen S with arbitrary (open) directing line /. Let us assume that / is placed in plane x,Ox,, and that 


at S holds the condition —d/2 € x, € d/2, and the unit vector R? = Dé cos6,. 
Now, we introduce another two unit vectors such that Ed 


0 


NE 
! sin; 


(ë; cos, + 6, cos 0,), R? = & cos 6, + e sin 0,. 


Then, according to physical optics approximation 


2 
4 n — a — 
oy as f exec2im a DR AS 
S 
4 2 lap 2 
i ] 1 Dp + Dp = " . 
= as f eai sin0, (R? - X)(R) - n)dl J exp(—2 jky).x; cos0,)sin0, d x, 
d d/a 
2 d/2 2 
Es fe C2jt Gi DNR? al - E fex (=2jko(R} - 8$), (RY - &)dx 
» msin6, A, J Disputa 1 ad JKy Uy + €3 )X3 Uy) X35), 


where k; = kọ sin 0,, A, = A/sin 0, and, therefore, 


HT — 
şs = 


II ( PO all (RO 
anos (R°,A,) OF (RO, X). (1.139) 


Here, o! (RO, à) is the RCS of infinitely long cylindrical surface, its directrix / and generating 
lines being parallel to Ox,, that is illuminated by radar at the wavelength A, = A/sin 0, in the direc- 
tion — R? (Figure 1.5). 

In this case, 


TE 0, cos 6, 
Pes 6,” P= ‘sin 0; 
*, 

R 
l 
9 


FIGURE 1.5 Illumination geometry of infinite cylindrical surface. 
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-d/2 O dh 1 


FIGURE 1.6 Illumination geometry of infinite strip. 


In its turn, value 67 (R9,A) is the RCS of a strip (x, = 0, —d/2 € x, € d/2, —> < x, < ^) illumi- 
nated by radar in direction —R? at the wavelength A (Figure 1.6). 

Practically, expression (1.139) is useful given rather large values of angle 0}. Assume, for instance, 
that 1/6 < 0, < 1/2, then (1/msin 04) e (1/m, 2/1). When the object S is illuminated by wave, front of 
which is parallel to the cylinder generatrix, we have 0, = 7/2 and, therefore, 


A, =A, R-2R, Rg, 
1 -= _ (1.140) 
ot! = -of (9 of G,A. 


It is important to note that an equation similar to Equation 1.129 derived, given physical optics 
approximation still holds true even if other, more accurate methods than physical optics one, are 


used to express the surface current density K(3). 
We consider here that only parameter kd is large (linear dimensions characterizing / must not be 


necessarily large), and we assume that, given —d/2 € x, € d/2, the function K(X) at surface S coin- 
cides with the surface current density K" (3, x5) that is excited at corresponding infinite cylindrical 
surface. We assume also that 0, = (1/2), the unit vector RO being oriented arbitrarily in plane x, Ox; 


and vector p, in its turn being, oriented arbitrarily in the plane normal to R^. 
Then, using exact expression (1.137) we get 


d/2 2 


ot = I [exon Ge Dp KR) IE al | ax 
f 9 aj 
2 
= expr iy Rp? en Hear Ta 
x 2X 0 p M tm es 


The latter means that according to the approximation considered here 


o! = of GP.) of EM, (1.141) 
but, unlike Equation 1.139, of’ here is the exact value of two-dimensional RCS, and 67 is the same 
as in Equation 1.139 approximate RCS value of flat strip given its normal illumination. It is essential 
to note that in formula (1.141) the value o7 and, therefore, the RCS value o! of real object appear- 
ing in left-hand part depends on polarization unit vector p?, which, as it was shown, can be chosen 
arbitrarily (provided that condition p^ L R is satisfied). 
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Therefore, having computed exact RCS value o! of two-dimensional model (having solved 
for this purpose corresponding integral equation with respect to induced surface current density 


K" (3)), we find then, by formula (1.141), a more accurate and more informative (particularly with 
respect to the incident wave polarization dependence) expression for the real object RCS. 
In the same manner as we have derived expression (1.140), we can receive another expression of 


the same structure, in the left-hand part of which appears exact value of of’ computed by formula 


(1.137) given true distribution of K (X); and the two-dimensional model RCS o” being computed by 
exact formula (1.138) yet using approximate expression for the current density K” (3, x5) obtained 
by averaging K(X) over coordinate Xa: 


d/2 
F(x) z J Fi, (1.142) 


-d/2 


The latter remark has rather theoretical than practical sense: equality (1.141) turns to be exact 
if the surface current density in two-dimensional model is replaced by its integral average (1.142). 
Practically, however, the more important approximate equality (1.141) takes precedence in its origi- 
nal formulation described above. 

Finally, we note that in all the considerations related to formula (1.141), the line / may not only 
be single one but it may represent a set of arcs and, in its turn, the surface S may represent a set of 
cylindrical surfaces with their generating lines parallel to axis Ox;. For instance, using (1.141), we 
can compute the RCS of a double reflector antenna given its illumination from the outside: having 
solved the system of integral equations with respect to currents over the system of reflectors /,, l, 
and having computed current densities K/, K/ while accounting for all the interactions and reso- 
nances inside the system, we get the antenna system RCS o! by formula (1.141). 

In case of scatterers, which are the “double curvature surfaces" and which posses such character- 
istic that none of their principal curvatures is identical to zero (unlike cylindrical surfaces), the reso- 
nant effects of RCS dependence on frequency cannot be computed using two-dimensional models. 

The difficulties appearing in such computational problems and some approaches to their reso- 
lution are considered below using simple example of computing RCS of infinitely thin perfectly 
conducting paraboloid of revolution in case of its illumination along the axis. 

Axial illumination of paraboloid S, defined by equation 2qx, = x? + x3, where x? + x? € a? and 
kya > 1, leads (in approximation of physical optics) to RCS: 


ol! = 2nq*(1 — cos2k;d),* (1.143) 


where d = a?/2q is the elevation of edge points of the screen (paraboloid) under consideration over 
plane x,Ox;. 

Yet in corresponding two-dimensional problem given illumination along the axis of parabolic 
cylinder with directrix l, defined by equation 2qx, = xf, we get (under the same physical optics 
approximation) specific RCS value with respect to the unit length of generatrix 


fază 
o! = 4q J ei” dt = 4mq[C?(J2kyd) + S?(./2kod )], (1.144) 


where C(x), S(x) are the Fresnel integrals [32]. 


* We omit simple calculations leading to expression (1.143) and expression (1.144) presented below for the two-dimensional 
RCS model. 
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As functions of frequency (or wave number kọ = £I, ), the values (1.143) and (1.144) are 
of fast oscillating nature, the amplitude of oscillations in two-dimensional case (formula (1.144)) 
damping as the frequency increases and, given kyd > 10, they settle down at value o! = rq. 

Yet, in case of three-dimensional object, these RCS oscillations described by equality (1.143) 
do not dump even in high-frequency zone, small changes in frequency being able to change sig- 
nificantly the value of of’; resonant effects taking place here given kya >> 1 are due to the second 
parameter, kyd, and, given kyd — 0, they disappear. 

However, instead of such unstable characteristic as 077, which is subject to random fluctuations, 
one can introduce the value averaged over certain frequency interval 


EN in (2k,d) — sin (2k 
S! (ko) = 2n? D 2), 


1 
k, - kı 2(k, — k)d 


ky 
Ja = cos(2kyd))d ky = ine 
kı 


which, given significantly large values of parameter 2(k, — k,)d, is quite close to the constant: 


GU (kk)  2nq?. (1.145) 


In the same manner, we have also the averaged value of 


0] (kk) = tq, (1.146) 
so that the following expression takes place: 
nl 2 nl 2 
Os (kiko) = mL (ho). (1.147) 


Equalities (1.139), (1.140), (1.141), (1.147) expressing RCS of different objects, which have been 
obtained using different methods, share the same structure and follow similar quantitative pattern: 
RCS of three-dimensional object (fixed frequency one if the case is nonresonant, and frequency 
averaged one if the resonance is present) can be expressed as the product of corresponding! “two- 
dimensional" RCS (or frequency averaged ones) multiplied by a dimensionless parameter of the 
order of few tenths, which depends, in general, on the scattering object configuration, illumination 
direction, and radar signal polarization. 

This quantitative pattern can be shown to hold for a large number of RCS examples computed 
using both physical optics approximation and more accurate approximations of surface currents 
(particularly, using the edge wave method [7,8]). 

For example, in physical optics approximation, the RCS of plane body S (of arbitrary shape) 
given its illumination along the normal is 


ffas 


S 


III — An 


$5 X 


* Given large enough values of 05; for instance, 0, > 1/6. 
* We mean here the RCS per unit length of two cylindrical surfaces, the generating lines of which are perpendicular to each 
other, and their directing lines being determined by geometry of the object of interest. 
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where d,, d, are the measures of any rectangular enveloping the object S, and parameter y being the 
ratio of the S area to d,d,, so that 0 < y € 1. However, two-dimensional RCSs of strips ("bands") of 
the widths d, and d,, which are tangent to S, are 


2n 2n 
of = E d, of = PE d, 
and, therefore, 
Y 
of = = oroj. (1.148) 


In special case of circular or elliptical disk, this dimensionless parameter is Y?/n = 1/16. 

Finally, it must be emphasized that quantitative dependence formulated with respect to three- 
dimensional RCS, which relates it to that of two-dimensional model, is rigorously proved only for 
a limited number of scatterers illuminated under exactly specified conditions as to illumination 
direction and the surface current density approximation method. In other situations that are beyond 
the rigorous considerations presented here, this quantitative dependence can be considered as a 
heuristic approach to computation of the RCS rough estimates. 
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Radar information gathering on numerous objects of interest by means of full-scale and physical 
experiments involves considerable amount of expense in the form of materials, time, and manage- 
ment. Therefore, one can consider mathematical simulation as one of the most affordable ways of 
getting scattering characteristics data. Classical asymptotic methods of high-frequency diffraction 
do not allow, unless proper improvements and generalizations are introduced, to compute scatter- 
ing characteristics given such complicating factors as the object shape, presence of various radar 
absorbing materials on the object's surface (including fractures), influence of underlying surface, 
and multistatic radar configuration. Accordingly, the need to obtain scattering characteristics on a 
variety of real airborne and ground objects requires electromagnetic scattering theory to be elabo- 
rated, and generalized methods for computing scattering characteristics to be developed for the 
complex-shaped objects with nonperfectly reflecting surface. 

This chapter presents the method developed by the authors for computing scattering characteristics 
of airborne objects having complex shape and nonperfectly reflecting surface [33,34]. The method is 
based on separate evaluation of contributions that smooth surface part and edges (fractures) brought 
into total scattered field. In this case, total field over smooth parts of the object's surface is computed 
by Kirchhoff's method or by its generalization onto the case of present radar absorbing materials. 
The field scattered by edges (fractures) is computed using a solution to the simulative problem of 
plane monochromatic wave diffraction at perfectly conducting wedge with radar absorbing cylinder 
placed over its edge in case of oblique wave incidence. The method proposed here allows computing 
RCS of ideally conducting airborne object completely or partially covered with RAM (Figure 2.1). 
The object itself may have surface irregularities in the form of fractures that may be covered with 
RAM too. The object RCS can be computed for both monostatic and bistatic radar configuration. 

It should be mentioned that the method presented here allows computing RCS of the objects 
completely made of dielectrics or composites. 

In case of ground objects (Figure 2.2), we propose here the computation method that accounts for 
the presence of underlying surface with known electromagnetic characteristics [35-39]. Presence of 
the “air—ground” interface leads to the appearance of two mutually overlapping illuminated regions 
at the object's surface. The first one is due to direct incident wave from radar; the second one is due 
to the wave reflected from the ground. 

Integral representations obtained here allow us to single out four basic paths of electro- 
magnetic wave propagation through the system under consideration as follows: “transmitter— 
object-receiver, "transmitter-object-ground-receiver, "transmitter-ground-object-receiver;" 
"transmitter-ground-object-ground-receiver." As applied to ground objects, this method pro- 
vides computation of scattering characteristics also in case of radar absorbing materials presence 
at the object's surface. 


^» € 
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FIGURE 2.1 The airborne object model. 


FIGURE 2.2 The ground object model. 


In this chapter, we also consider the method for approximating the smoothed impulse response 
(IR) of the object given definite spectrum range of illumination signal. The method is applicable for 
computing impulse responses (high-resolution range profiles) for various radar objects. 


2.1 SURFACE GEOMETRY MODELING FOR THE COMPLEX-SHAPED OBJECTS 
Vitaly A. Vasilets and Oleg I. Sukharevsky 


Scattering characteristics computation for a complex-shaped object requires its surface to be math- 
ematically described [40]. Besides, the information on electromagnetic properties of materials, 
which the objects consist of, must be available too. 

As the methods for computing scattering characteristics progressed and computation means 
steadily improved, various methods were used for the object surface description that involved less 
manual labor. However, even today, mathematical description of the complex radar object's surface 
involves a great deal of manual work. 

The following methods for such object surface description are still the basic ones [41-45]: 


1. Bodies of revolution method. It is useful, for instance, for the aircraft or missile body 
description since its shape can usually be approximated with a body of revolution. 

2. Method of analytical surface description. It can be applied to the simple shape bodies, sur- 
face of which is described, for instance, by the equations of second order (sphere, cylinder, 
ellipsoid). 

3. The simplest component method. It is applicable to the electrically large objects, for which 
holds the inequality L >> A, where L is characteristic object size, and A is the illumination 
signal wavelength. The whole object gets split into separate parts, each being described 
by the mostly fit part of the simple shape object (disk, cylinder, cone, etc.) with the well- 
known value of RCS. In this manner, the whole surface of the object under consideration 
can be represented by a set of the simple shape body parts. Disadvantage of the latter 
approach is its high manual labor input and insufficient surface description accuracy (espe- 
cially at junctions between the simple shape bodies). 
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4. Wire models. The method is based on representing the object surface by a set of thin wires. 
It is widely used for computing scattering characteristics of complex objects in resonant 
and Rayleigh scattering regions. 

5. Method of direct surface description by a set of elementary flat regions (triangular or rect- 
angular plates), the so-called facet model. Basic advantages of the method are the fol- 
lowing: any limitation on the surface geometry is absent; elaborate evaluation of phase 
relations in radar scattering characteristics is possible. It is facet method that is now the 
most popular in the object's surface geometry description. Among the basic drawbacks 
of the method are the following: surface of the object of interest has to be digitized; algo- 
rithms for determining illuminated and shadowed parts of the object are complex and 
not cost-effective; and very large number of facets is needed to describe the surface. For 
example, for the model of perfectly conducting ellipsoid with semiaxes of 1, 2, and 3 m, 
one would need the number of facets ranging from 60,000 through 80,000 to compute the 
scattered field using Kirchhoff's integral (by preset current density over the surface) within 
accuracy of 2—4% given the object illumination in centimeter wave band. For the models 
of real flying vehicles, such number can reach the value of several hundred thousands. 
Therefore, such computation itself is a high burden. 


In this chapter, scattering simulation method is proposed that accounts for the presence of sur- 
face fractures. Right from the beginning, the method presumes splitting of all scattering surfaces 
and elements of the object into several groups: smooth surface part, local scatterers of the edge 
kind, forward-looking antenna system under the nose radome (if present at the object under consid- 
eration). Let us consider the simulation of these scatterer groups one by one. 

Smooth part of the surface is approximated by parts of three-axial ellipsoids. The number of 
ellipsoids used in every specific case is determined individually depending on the surface complex- 
ity and the level of its elaboration, which, in its turn, is determined by the radar signal wavelength 
implied for mathematical simulation of the object's scattering characteristics. 

Every ellipsoid is described by the following parameters (Figure 2.3): 


1. Ellipsoid’s semi axes: a,b,c. 

2. Rotation angles of the local coordinate system O’x’y’z’ tied to ellipsoid with respect to that 
tied to the object, Oxyz: Oy,Oy,Qz. 

3. Coordinates of the ellipsoid center O'(x,, yo, Zo) in the coordinate system Oxyz. 

4. Electromagnetic properties of the object’s surface element described by the depth of RAM 
ô and its RAM relative permittivity and permeability £’, W. If the surface element is consid- 
ered to be perfectly conducting, then depth of its RAM is assumed to be zero. If the object’s 
surface element is made completely of composite material, then negative value of 5 for the 
ellipsoid is used to indicate this fact. 


FIGURE 2.3 Geometric parameters of ellipsoid. 
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FIGURE 2.4 To determination of the cutting plane. 


5. Part of ellipsoid to be used for modeling part of the object's surface is singled out by 
means of cutting planes. Every such plane is set by the coordinates (x,, y,, z,) of the vector 
normal to its surface and by parameter n (Figure 2.4). Parameter m determines the choice 
of the ellipsoid fragment cut out by the plane. Cutting plane divides the space into two 
half-spaces. If m = 1, then the half-space containing the coordinate origin is taken, and 
otherwise if 1] 2 —1. Proper part of ellipsoid is taken together with the proper half-space. 
Intersection of half-spaces obtained in this manner with ellipsoid determines the ellip- 
soid's part that is to be used for modeling fragment of the object's smooth surface. The 
number of cutting planes for every ellipsoid is not limited. 


The use of three-axial ellipsoid as the surface approximating element allows modeling a wide 
range of the object surfaces with considerable accuracy. 

Local edge parts of the object's surface are modeled by means of mathematical description of 
the fracture line. We assume the fracture line to be a fragment of plane curve. In this case, curved 
fracture edge is approximated with a part of ellipse, and the straight fracture edge is approximated 
with a line segment. 

Every straight fracture edge of the surface is described by the following parameters (Figure 2.5): 


1. Coordinates (x,, y,, z;) of the fracture edge beginning in the coordinate system Oxyz tied to 
the object. 

2. Coordinates (x5, Y2, Z2) of the fracture edge end. 

3. Coordinates of vector g, which is the unit-vector orthogonal to one of the fracture faces. 

4. Angle $m, which is external angle of the wedge introduced in such way that it is to be tan- 
gent to the fracture. 


FIGURE 2.5 Straight fracture edge modeling. 
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5. Unit-vector w that is orthogonal to both vector g and the fracture edge, the vector w being 
directed toward the free space and away from the fracture. 

6. Parameters of the edge RAM toroidal coating, which include its radius r along with its 
relative permittivity and permeability £’, w. 

7. Radius of the integrating surface rọ enclosing the fracture edge. The value of ry is deter- 
mined in such a manner that condition r € ry < A would be satisfied (A is the wavelength of 
incident monochromatic wave). 


Every curved fracture edge of the surface is described by the following parameters (Figure 2.6): 


1. Coordinates (xo, yo, Zo) of the center of ellipse approximating the fracture edge in coordi- 
nate system Oxyz tied to the object. 

2. Coordinates of unit-vector g orthogonal to the edge plane. 

3. Semiaxes a, b of ellipse approximating the fracture. 

4. Unit-vector w being orthogonal to the fracture edge line and parallel to one of the ellipse’s 
semiaxes (Figure 2.6). 

5. Angle 0 between the edge (ellipse) plane and inner face of fracture, the angle lying in the 
plane containing vectors g and w. 

6. Angle $m, which is the external angle of wedge introduced so as to be tangent to the edge. 

7. Radius r of toroidal RAM coating, its relative permittivity and permeability £’, L, as well 
as the radius r of integrating surface enclosing the fracture edge that is determined in the 
same way as for the straight fracture edge (Figure 2.5). 

8. Part of the ellipse used for modeling the curved surface fracture is singled out by means of 
cutting planes in the same way as for the smooth parts of object's surface (Figure 2.4). The 
number of cutting planes is limited, however usually it takes one or two planes to cut the 
proper ellipse part out. 


It is worth noting that the most important parameters of the edge fragments are their angle 
measures and vector 2 that determine the fracture edge orientation with respect to incident wave 
direction. Character of the field scattered by fractures has been thoroughly studied in Ref. [7]. In 
Refs. [29,46], there are also dependencies of scattered field intensity versus the fracture aspect for 
different values of external wedge angle, as well as different values of radius, permittivity, and per- 
meability of its toroidal RAM coating. 

Forward-looking antenna system under the dielectric radome (nose fairing) 1s described by the 
following parameters (Figure 2.7): 


1. Coordinates of the radome cone base center (Xp, yo, Zo) in the coordinate system Oxyz tied 
to the object. 


FIGURE 2.6 Curved fracture edge modeling. 
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FIGURE 2.7 Model of antenna system under the dielectric cone radome. 


N 


. Vector s that determines inclination of the radome axis in the coordinate system Oxyz tied 
to the object. 

. Radome cone half-angle 0. 

. Radome cone height h and the distance d from the cone's tip to the top of antenna reflector. 

. Radome wall thickness 6 along with relative permittivity of its material £’. 

. Antenna reflector aperture radius r along with its focal parameter p, the antenna being 
shaped as finite (along the axis) paraboloid of revolution. 

7. Unit-vector g directed along the antenna axis and determining its orientation. 


Nm RU 


Modeling of scattering elements of the complex object's surface described above is done manually 
so far, since automation of this procedure is hindered by scatterer variety and surface complexity. 

When actual computation of scattering characteristics is carried out, the smooth fractions of the 
complex-shaped object surface are split into triangular facets in order to implement the computation 
method proposed in this chapter. The "lighted" part of the object's surface is found using modified 
method based on ray tracing [47]. In this case, every jth facet is checked for its being "lighted" in 
two steps: 


1. The jth facet is checked for its belonging to that part of /th ellipsoid used for the com- 
plex object surface approximation, in other words it is checked for its belonging to the 
"working" part of ellipsoid. At the same time, the jth facet is checked for its being on the 
“lighted” part of /th ellipsoid given that other ellipsoids are absent. 

2. The jth facet is checked for its shadowing by other parts of the whole object. We draw the 
straight line M through the center of jth facet in the direction of unit-vector RO, this line 
connecting the facet with the source of electromagnetic illumination (reception). Every 
ellipsoid used for approximating the object's surface is checked for whether this line 
crosses it or not (Figure 2.8). Unlike the ray tracing method [47], the visibility check for 
jth facet is carried out not with regard to every other facet of kth “obscuring” ellipsoid 
but with regard to the whole kth ellipsoid. To achieve this we transform linearly the coor- 
dinate system in such a manner that corresponding kth ellipsoid becomes the sphere of 
unity radius with center at the coordinate system origin. Now, if the distance from the 
line M in the new coordinate space to the origin is less than unity then we conclude that 
kth ellipsoid can obscure (shadow) the jth facet. In this case, we compute the coordinates 
of crossing point between line M and kth ellipsoid. Further on, the coordinates of cross- 
ing points are checked for their getting into the “working” part of kth ellipsoid. If they 
do get into the “working” part of the ellipsoid being checked, then we conclude that jth 
facet is obstructed and we remove it from computation of scattered field. The procedure 
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kth ellipsoid 


FIGURE 2.8 Visibility check for the facets. 


described above is carried out with regard to every ellipsoid we used for approximating 
the object’s surface. Such approach provides much less computation burden while finding 
the “illuminated” part of the object’s surface compared to classical ray tracing method. 


In a similar manner, every edge local scatterer is checked for its “visibility” from the electromag- 
netic illumination point. In this case, we also consider smooth parts of the object’s surface as those 
obscuring the edge scatterers. 

When designing mathematical model of scattering from edges, one should consider the implied 
wavelength band of illumination signal. The latter can be explained by a simple example. The 
contribution from local edge scatterer of 0.01—0.03 m size given the 3 cm illumination signal wave- 
length into the field scattered by the whole object would be quite small (for the T-90 tank, it would 
account for less than 0.1% of the total field). However, it is these edge elements of size comparable 
to the signal wavelength in millimeter and centimeter wave band that dominate in the design of 
modern ground objects (brackets, bolts, technological hatches, etc.). Accounting for such elements 
in the object’s surface model significantly increases computational burden but with no significant 
improvement in the scattered field computation accuracy. So, the small surface fractures and small 
elements at the external object’s surface were not taken into account in the current computer model. 
If, on the contrary, one needs the maximum possible accuracy of scattering characteristics computa- 
tion, then all the surface elements with scattering contributions comparable to the needed accuracy 
level must be accounted for. 

Inaccuracy of the object’s surface description may lead to errors in the resulted scattered field 
computation. These errors can manifest themselves as shifted and altered peaks of the scattering 
intensity diagram. Therefore, surface description of radar objects must be done with all possible 
thoroughness. 

In order to check the feasibility of the surface description method for the complex-shaped objects, 
we provided scattering simulation for some types of military vehicles. Figure 2.9 shows surface 
description of the MiG-29 aircraft, consisting of 29 surface fragments of three-axial ellipsoids, 
42 wedge fragments, and antenna system under the nose dielectric radome. Figure 2.10 shows the 
surface description of the T-90 tank consisting of 89 surface fragments of three-axial ellipsoids and 
34 wedge fragments. 

The method described in this chapter allows representing in mathematical form the surfaces of 
different radar objects. Accuracy of surface description can be improved by means of increasing the 
number of ellipsoids and wedges used for mathematical representation of the surface. The method 
introduced here blends in advantages of the simplest component method while finding illuminated 
part of the surface and of the facet method while describing the surface mathematically and com- 
puting the scattering characteristics. 
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FIGURE 2.9 Surface description example of MiG-29 aircraft. 


FIGURE 2.10 Surface description example of T-90 tank. 


2.2 METHOD FOR COMPUTING SCATTERING CHARACTERISTICS OF AERIAL 
OBJECTS WITH IMPERFECTLY REFLECTING SURFACE 


Vitaly A. Vasilets and Oleg I. Sukharevsky 


Computation method introduced here allows computing the scattering characteristics of standalone 
objects with imperfectly reflecting surface. Object's surface can be smooth or it can have surface 
fractures in the form of sharp edges covered with RAM. Particularly, the surface of such kind (com- 
bination of smooth surfaces intermeshed with RAM-coated edges) pertains to the objects made 
by "Stealth" technology [48]. Therefore, aerial objects with imperfectly reflecting surface scatter 
electromagnetic waves by their smooth parts and edge fractures (Figure 2.11). 

It is well known [11] that having computed tangential components of total electromagnetic field 
at any closed surface encompassing the scatterer, one can, using integration, obtain the value of 
the field scattered by the object at any point outside this closed surface. The method for computing 
scattering characteristic of the objects with surface fractures is based on splitting a surface encom- 
passing the whole object into some neighborhoods of fractures (lateral dimensions of which corre- 
spond to resonant scattering region) and into the smooth parts of the object surface (outside of these 
neighborhoods). Field scattered by the object is computed by Kirchhoff's kind integral equations. 
In this case, the surface of integration in those equations that encompasses the whole scatterer is 
chosen to be coinciding with the object's surface anywhere except some neighborhood of fractures. 
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FIGURE 2.11 Example of the standalone object's surface description. 


Let us consider plane monochromatic electromagnetic wave of unit amplitude with the polariza- 
tion unit-vector p? that propagates in the direction of unit-vector RO. 


E" (X) = p? exp (jk, (R? - X), 


> E = 2.1 
HG) = | x p^) expGK(R* - X)). a 
0 


This wave is being incident on the surface of the object in free space (Figure 2.11). Here, k is the 
wave number for free space (ky = 27/A, A is the wavelength of incident monochromatic wave), £, 
UW are the permittivity and permeability of vacuum, x is the radius vector of a point in space. The 
field scattered by the object in the direction 7° in far-field zone (projection onto direction P) can be 
represented by means of Lorentz reciprocity theorem in the following form [29]: 


_ = 4, exp(jkyR) | Ho ( 
S 
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where R is the distance from the object to an observation point; Et=ñx E; Ht=ñx H; (E,H) 
is the total field; and 7 is the unit-vector of the external normal to the integration surface S that 
encompasses the object under consideration. Let us choose S in such a manner that it coincides 
with the object surface every where but in the fracture neighborhoods, where it passes over toroidal 
surface of circular cross section "pulled over" the fracture (Figure 2.11). Toroidal surface then 
envelopes both the edge and the RAM covering it. Radius of torus tube is set in such a way that 
the field at the points, where toroid meets the wedge faces, to contain practically no contributions 
from the edge, so it could be computed using physical optics approximation as if we were deal- 
ing with smooth surface. In this case, surface S can be represented as a sum S = S, + Sọ, where S, 
coincides with smooth (nonperfectly reflecting, in general) parts of the surface, and S, is a set of 
toroidal neighborhoods of the edges. Finally, the integral in Equation 2.2 is a sum of integrals over 
surfaces S, and Sp. 


2.2.1 RADAR SCATTERING AT SMOOTH PARTS OF THE OBJECT’S SURFACE 


The field scattered from smooth surface can be computed by means of integration given that the 
tangential components of total field (ET, H7) are known over the object's surface [11]. Taking into 
account that characteristic size of the smooth surface parts in radar case is large compared to the 
wavelength (high-frequency scattering), it is only logical to compute the values of ET, HT, approxi- 
mately. For instance, for smoothly curved parts of perfectly conducting surface coated with a layer 
of RAM, the vectors E", H" are assumed to be equal to those at the surface of plain layer of the 
same RAM on top of perfectly conducting plate substituted for the curved surface part at any 
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definite point. Field scattered from the smooth part S, of the object’s surface in the direction 7? can 
be represented using part of expression (2.2) 


cw dm ., exp(Jk,R "E MS = "EC 
P: Es = —Jko PURO [Eo ao aem B escis es (2.3) 
0 
Sı 


In common radar cases, smooth parts of the object's surface are electrically large and has small 
curvatures. In physical optics approximation [29], tangential field components E-(x), H+(X) in 
Equation 2.3 shifted by 90° with respect to each other in the plane tangent to the surface can be 


replaced by corresponding values E-(X), H-(X) at the plane tangent to surface S, at point X. If 
the surface part of interest consists of RAM coating on top of perfectly conducting base, then this 
tangent plane consists of uniform layer of RAM over perfectly conducting plate too. If a part of the 
object is made of composite material completely, then, at points x of the surface enveloping these 
parts of the object, the tangent plane is replaced by a half-space with electrodynamic properties cor- 
responding to the composite. The latter is justified by the fact that electromagnetic wave entering 
deep enough region filled with composite material fades away almost completely. For example, the 
leading edge of the B-2 bomber aircraft consists of multiple layer RAM of more than 200 mm thick- 
ness covering the metallic honeycomb structure, the cells of which being filled with radar absorb- 
ing material of density smoothly increasing from the cell’s front to its bottom [49]. This results in 
significant wave absorption starting from the front RAM layer and cells’ filling and ending at final 
wave absorption due to multiple reflections from the cell walls. The aircraft wings are made of 
composites. Therefore, in order to compute the field scattered from the smooth part of the object's 
surface in physical optics approximation, we need to solve two typical (simulative) problems. They 
are as follows: (1) problem of the plane monochromatic wave (2.1) scattering at perfectly conducting 
plane covered with uniform layer of radar absorbing material (Figure 2.122); and (2) problem of the 
same wave scattering at half-space made of composite material (Figure 2.12b). 

Standard approach to solving such problems [50] is reduced to finding scattered field for two 
mutually orthogonal polarizations of incident wave related to vector RO and the unit-vector of axis 
Ox,. This makes it more difficult to receive solutions that would be uniformly applicable for arbi- 
trary angles of incidence and polarizations of illuminating wave. For instance, for the wave inci- 
dence close to normal, the field decomposition in two orthogonal components leads to ambiguities. 
But, it is this close-to-normal wave incidence onto the object surface that causes the strongest con- 
tributions into total field scattered by the object. In this regard, we need to have a solution that could 
be used given a wide range of angles of incidence (the uniformly applicable solution), including 
those approaching normal incidence. 

We now consider the solution to the problem of plane monochromatic wave scattering at plain 
uniform absorbing layer backed by perfectly conducting plate (Figure 2.12a). The problem solution 
will be sought in the following form [33]: 


FIGURE 2.12 Wave scattering at nonperfectly reflecting surface. 
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p p 
. _ 0 [fe lexpUko(R0-3))+| _ . fe, lexpGk(R! - X), x, < 0, 
Eo) EFN i GU x PO ° : 


H(X) 


(2.4) 


EOS) ea RO +3), 0<m <6, 
Hx) 


X 


where R! = RO —2n(R? . ñ), RY = R? — A(R? - ñ). 

It is essential for the solution of this problem to find only scattered back field, therefore solution 
reduces to finding complex vector p!. 

Having substituted the expression for the total field inside the layer into the Helmholtz wave 
equation, we obtain standard differential equations for tangential components of vectors E(x) and 
H (x): 


2T 
= + k? cos’, ET = 0, 
X) 
qui _ (2.5) 
dà + k? cos?0, H7 = 0. 
X) 


Here, cos?0, = (1— (sin^0/e/uj)) ; ki = ky fe hi ; E, uí are the relative permittivity and per- 
meability of absorbing material; 0 is the angle of wave incidence upon the layer. 

Let us write down the boundary conditions for tangential components of field vectors 
(Ex; J H (x; )) at perfectly conducting surface (x, = 8): 


dH” (8) = 0 


£ (8) = 0, Q.6) 
dx; 
Using boundary conditions (2.6), from expression (2.5), we can obtain the following: 
g" (x) = g” sin (k; cos 0, (6 — x, )), QJ) 
H" (x,) = VT cos(k, cos 0, (6 — x;)), 


where vectors U7, V? are to be found. It follows from Maxwell’s equations that vectors U7 and vi 
are linearly related: 


8 n ROL (ROL . rp;T 
[Bu jus bep A ni a, US S A (2.8) 
£i £i Hj 
where R = (ñ x R?), V+ = (ñ XV"). 
Let us write down the boundary conditions for the surface of absorbing layer (x, = 0): 


pU + p = UT sin(k, cos 0, 5), 


: : » 2.9 
poa x [(R° x p?) + (R! x 5i)] = V^ cos(k, cos 0, 8). 9 
0 
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Then, from Equation 2.8 and boundary conditions (2.9), we receive the equation with respect 
pT 


to p 


ie| — pcos 0 + ie (IT — por). ien 


= (BP + p) - vr RO pne pr) BO), 2.10) 
DIEI 


where c — i cos, tg(k, 6cos,). 
1 


Having solved Equation 2.10, we finally obtain 


-ir — je cos +1 yc 2 jc jor (qur - p°) "T (ROL . p?) viis 
jccos0 - 1 jccos0 - 1 jc — cos |. cos? 0; 
Eii JO" să 


Accounting for relationship between tangential and normal components of the vector p, we get the 
following: 


>IT . pO 
jl = p -aP E ) (2.12) 


Let us note that a similar procedure can be followed when solving the simulative problem of the 
plane monochromatic wave scattering at a half-space made of composites (Figure 2.12b). In this 
case, we should assume the absorbing layer thickness to be tending to infinity, or 6 — ce. Such 
assumption leaves all the expressions unchanged except for expression (2.11) for p!7, which would 
take the following form: 


-ır _ CCos0-—1l or 2c — (ROT . po) T" (ROL . p?) 
3 * R +R 
ccosü +17 ccos0 +1 c + cos ; ( co) , (2.13) 
Ey) c+ 
cos 


ui 
where c = 22 cos6,. 
1 


Expressions (2.11) through (2.13) are now applicable to computing scattered field according to 
Equation 2.4 given any polarization of incident wave and any incidence direction (except those 
approaching tangent ones). Particularly, for angles 0 close to zero, expression (2.10) for the complex 
(in general) reflection coefficient p' does not contain any ambiguity and, given 0 = 0, expressions 
(2.11) through (2.13) become the well-known ones [50] for the normal incidence. Finding the vec- 
tors E and # is not a prerequisite to finding the field at the radar absorbing layer surface (x; = 0), 
therefore we will not consider computing £ and H below. 

According to physical optics approximation, the field over “unlit” part of the object's surface 
is identical to zero. Therefore, having replaced the whole surface S, by its illuminated part S; and 
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having substituted the expressions for E (x),H (x) derived above into Equation 2.3, we arrive at the 
following approximate expression for the scattered field: 


exp(JkoR) 


p ERP) = —jky AR 


J f (Xexp(ik,Q(x)) dS, (2.14) 
S 


where f(X)-h(X): p+ &(X)- (p x F°), Q(X) 2 (R? — r9): x, h(X) = n x [(R° x p?) + (R! x p!)], 
é(X) = n x (p? + pl). 

Computation of the integral entering into Equation 2.14 necessitates application of special cuba- 
ture formulas since its integrand is a fast oscillating function. In Ref. [51], the cubature formulas 
were obtained for similar integrals that were based on linear approximations of functions f(x) 
and Q(x). 


2.2.2 CUBATURE FORMULA FOR COMPUTING SURFACE INTEGRALS OF FAST 
OSCILLATING FUNCTIONS 


Let us define a compact set of points A,@ = 1,2,...,n) at the surface Sj. The points themselves may be 
spread irregularly over the set, which is sometimes helpful and sometimes necessary condition for 
approximation of smooth parts of real objects. The values of functions f(x) and Q(x) are known in 
advance for these points. Given all the aforementioned, one can provide “triangulation” or, in other 
words, cover the region S/ with a system of triangles (A,),...,(A,,) that would have vertices at points 
(Aj). Having done this, one can approximately replace the integral M in Equation 2.14 by a sum of 
integrals over (Aj): 


M = | DPKS =>) | rGoexpG AC) ds. Q.15) 


si i=l (AD 


Accuracy of approximation (2.15) is conditioned by two major factors: replacement of S; by flat 
triangles given that the surface itself is not plain, and approximation errors occurring due to replace- 
ment of S/ by a system of triangles (Aj) in the vicinity of the Sf boundary, the latter being caused, 
for instance, by the object's surface irregularity (Figure 2.13). 

Let us consider integral M, over flat triangle A with vertices Ay, A,, A>, radius-vectors of the latter 
being dy, d;, d». We describe, at first, an arbitrary point position x € A by means of its “barycen- 
tric" coordinates: 


X = Wy, + Wa, + Wă,, (2.16) 


VAN 


FIGURE 2.13 To the accuracy of smooth surface approximation by a set of triangles. 
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where W,, W,, W, are nonnegative parameters such that W + W, + W, = 1. Expression (2.16) can be 


rewritten in the following form: 
x = Wa, — dy) + W,(d; — do) + ao. 


In the integral under consideration 


M, = | f@expGkQG)) ds, 


(A) 


we can use expression (2.17) in order to transform it into barycentric coordinates W;, W,: 


Ox | OX 
x 


L7 low ow; JJ SOM Ms exek aii WD aw, aw, 
x 


where 
FLW, Wr] = fW, (a, — do) + W, (a, — do) + do), 


O[W;.W,] = OW (a, = do) + W, (a, = dy) + do), 


> is the unit triangle shown in Figure 2.14. 
Multiplier of the integral in Equation 2.19 equals to the double area of triangle A 
Ox | OX 
Au Xu -2$,. 
aw, aw; - 754 


Q.17) 


(2.18) 


(2.19) 


(2.20) 


(2.21) 


2.22) 


Cubature formula for the integral M, can be obtained by way of approximating surfaces f[W,,W,], 
O[W;,W,] by planes passing through three points: (1, 0, /[1,0]), (0, 1, f[0,1]), (0, 0, /[0,0]), and (1, 0, 


O[1,0]), (0, 1, [0,1], (0, 0, €2[0,0]), respectively. In this case, we have 


FEIW, W2] = CfT1,0] — f[0,0)W, + Cf[,0] — f[0,0)W, + f[0,0], 


FIGURE 2.14 Unit triangle in barycentric coordinates. 


Q.23) 
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KyO[W,,W;] = pW, + qW, + k£0,0], (2.24) 


where p = ky (Q[1,0] — O[0,0]) and q = ky (Q[0,1] — O[0,0]). 


The integral M,, in its turn, can be expressed as follows: 
M, = 28, exp (iko O[0,0]) (Cf[1,0] — f[0.0D/,, + (10,11 — f[0.0D/o, + f[0.01/), — 2.25) 


where the values Zoo, Jo), Zio can be computed by means of the following integrals: 


1 LW 
Iw = fam f exputpw + aw) dW, 
0 0 
LW 


1 
ho = fwaw | exp(j(pW, + qW;)) dW), (2.26) 
0 0 
I-W 


1 
Ia = [Wed f expr, + a) aw. 


0 0 


Having computed these integrals and assuming @(x) = —j(exp(jx) — 1)/x, we receive the following 
expressions: 


Iov = —J(Q(P) -p - q), 
Lo = -(Q(q) — 0(p)— (q — PPCP - py, (2.27) 
In, = (Cp) — 0(9) - (Pp - DPMP - ay), 


which, taken together with expression (2.25), represent the integral M, by means of cubature 
formulas. 

Next, using representation (2.14) and formulas (2.15), (2.25), and (2.27), one can compute the 
field scattered from smooth part S, of the object's surface. Approximate density of triangular facets 
can be evaluated as shown in Ref. [52]. 

In high-frequency domain considered here, the field scattered from smooth part of the object’s 
surface is a fast oscillating function versus frequency, which is due to considerable change of 
Fresnel zones distribution over the object surface given even the smallest changes in the illumina- 
tion signal frequency. So, in order to receive robust values of the scattered field amplitude (used 
later on for the RCS computation), one should provide averaging of this value over some frequency 
range. Also, it is worth mentioning that besides definite advantages of the cubature formula, there 
is an expected drawback related with the necessity of increasing the facet density at the surface 
of integration when the illumination signal wavelength decreases. The problem is that for the 
very large (electrically) object (such as aircraft, for instance) it is quite difficult to introduce the 
fine enough mesh of facets. Therefore, we have to content ourselves with the frequency averaged 
values of scattered field amplitudes and RCS. According to our calculations for the simple shape 
bodies (sphere, ellipsoid), we can arbitrarily put some fixed mesh of facets over surface and then 
it is possible to select the frequency range (with preset central frequency) for the RCS value to be 
averaged over in such a manner that the average RCS would be close enough to the true mean RCS 
of real surface. 
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2.2.3 ASYMPTOTIC METHOD FOR COMPUTING RADAR SCATTERING FROM SMOOTH PARTS 
OF THE OBJECT iN BISTATIC RADAR CASE 


The method presented in Sections 2.2.1 and 2.2.2 for numerical computation of radar scattering 
from smooth parts of the object was based on special cubature formulas designed for calculating 
integrals from fast oscillating functions. The method is a variation of “current” method. 

In this section, we consider an alternative computation method based on “ray” asymptotic of cor- 
responding integrals for general bistatic radar configuration. 

From Equation 2.3 (Section 2.2.1), one can get the following expression for the field scattered 
from the smooth part S, of the object’s surface in far-field zone: 


= 4, [Mo CXPUkR)= 
= 2.2 
E Ke axg 109» (2.28) 
where 
iv) = | a - vue x ol (70 - x))dS. Q.28^) 
s 0 


Therefore, contribution from the “smooth” parts of the object's surface into total scattered field can 
be evaluated by computing integral 1(7°). Since all the geometrical parameters (linear dimensions, 
curvature radii) of “smooth” object parts are large compared to the incident field wavelength, and 
boundary contours lying closest to the edges are outside of that neighborhood, in which irregular 
component of surface current density is significant, then it is possible to account for contribution of 
such object’s parts by means of any asymptotic method of short wave diffraction. 

In this section, we consider the surface of a scatterer containing, in bistatic radar case, elliptical 
stationary phase points of both perfectly conducting and RAM-coated kinds. 

Let us consider, first, the case of smooth convex perfectly conducting surface part containing 
elliptical point of stationary phase in case of bistatic radar and let us evaluate its contribution into 
total scattered field. For the perfectly conducting surface part S,, expression (2.28^) transforms into 
the following: 


IE?) = J exp jk, (P? - X))v(X, k,)dS, (2.29) 


8i 


where V(X,k,) = [ri, x A]. 

For the sake of simplicity, we choose the coordinate origin to coincide with the stationary phase 
point at S} (point x = 0). Iterative method for finding solution to the magnetic field integral equation of 
V.A. Fock [53] in the region S, enables us to present v(x, kọ ) in form of asymptotic (for great kọ) formula: 


WS) ~ 2 eap [P Pra) aa: e) d$| Q3 


Si 


where g(, Ë) = d e =) 
E 
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By means of iterating the equation of V.A. Fock, we can get, one by one, the summands of ray 
asymptotic for the surface current density. Following this as a guideline, below we present com- 
putation of the first two summands of asymptotic v(x,k,) introduced by stationary phase point of 
elliptical type. 

Taking into account that 


V" (¥,ko) = Gi, x p?) exp(jky(R° - (à + X))), 


= £o ,zZ = z i : ML ‘ 
where p° = mod X p), and a is the radius-vector of stationary phase point in coordinate sys- 
0 


tem tied to the illumination source, it is easy to conclude from Equation 2.30 that 


V(X,k,) = exp(jkyR° - (G+ X) G, ko), (2.31) 
besides 
VGL) ~ 26i, x B°) + 1] 26.9[ = ga podes +R Ë-D)) dS; Q.32) 
where 
26, = am ER G x p’) — HE (i, x) p°) (2.33) 


It follows from here that 
— >- l= 
VQ, ko) ~ W) + ——WMV (x), 
ko 


where 


V (E) = 2, x p°), 


and V, (x)/jk, is the basic member of the integral asymptotic in Equation 2.32. 
From Equations 2.29, 2.31, and 2.33, it follows that given great k, the following asymptotic 
representation takes place: 


= E = A La =x) a l = 
IG?) x P? ~ expC jkolal) f expGi (CR - D DRO Whoo Jas, (2.34) 
0 


Si 
in which 


W(X) = 2, x p?) xF’, 


$ A (2.35) 
WE) = VE) xr. 
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Let us introduce cylindrical coordinates (p, @, 6): & = p cos 9, & =p sin Q. Then, the surface 5, in 
the vicinity of x = 0 becomes represented by the following equation: 


4 
€ stepp) = Y, S" pr + ofp, (2.36) 


m-2 
where, for instance 
g3(Q) = &, cos? Q + æ, sin? @ 
(æ and ze, are the principal curvatures of S, at ¥ = 0). Since x = (6, 6,, 6), then 
(R? — F°): x = 2cos0C(p,@), Gr) 2 C(p. 9). Q.37) 


where 0 is the half-angle of spacing between receiver and transmitter, and rij is the inner normal to 
the surface S, at point x = 0. 
Further on 


ot Y (acy | i 
d$ = iG) +2] pdpdọ = (1+ 370p? + ap? Jpdpdo. (2.38) 


where 
h (Q) = &, cos? @ + æ, sin? g. 
Additionally, in the vicinity of point x = 0 
Wo(X) = Wo (0) + pWo; (9) + P?Wo2() + o(p?), (2.39) 
W,G) = W (0) + Op), (2.40) 


where 


W, (0) = 2(riy X p?) x F° = 2cos ur + 2(p°  rij)rij) = —2cos 0 Dregs 


J OW. : (2.41) 
PW (E) = JE, ico se sia 
Using the Frenet formula, we finally obtain from Equation 2.39 that 
W(9) = 2| et x p^) x F° cos Q4 æt, x p?) x r^sin @ |, (2.42) 


Wy (9) = I; (9)p9, cos 0. (2.43) 
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Here, t;, t, are the unit-vectors of basic directions at point x = 0, the vector triplet (1,,1,,7ij) 
forming the right-hand triad. Vector W, (0) shall be computed below. In our case, we have æ, æ, > 0. 
Then, accounting for expressions (2.36) through (2.43), we apply the stationary phase point method 
to evaluate asymptotically the integral (2.34) multiplied by jk, 


jul G9) x P? ~ jka expGlJap | expliky2cos 06 (p. 9) x 


5i 


[wototo ! sk» (1e zoe ‘Japao: 2.44) 


Having introduced some asymptotic estimates and transformation in Equation 2.44, we obtain 


MESE = - 1 =. 
jkyl (09) x F° IL PE + a Hm) (2.45) 
where 
2n 
NT = h (9) 2 g 2 do 
T(?)- | [io a0 cos 8" "TN iio) 29) + i. co) pm 


0 


If the surface G can be represented by the second-order polynomial, that is, g, = g, = 0, then 


WO) F de , WO) [into 


TF?) = 2.46 
VM 2cos 0 4 (0) 4cos?0 A 23(Q) 2) 
Integrals in Equation 2.46 can be computed explicitly and then 
» 2 P, n 
T°) = -W 0) - 57 Ge + a) GU 
2 cosO ze, æ 


Expression (2.47) contains vector W, (0), explicit value of which has not yet been found. 
Since 


W,(0) = V,(0) x r?, 


then we need to find the principal asymptotic member V, (O)/jk, of integral J in Equation 2.32 at 
point x — 0. This integral can be evaluated asymptotically as 


Si 
JN 


f 1 
- fa 0f26 of ky — + Jobul + atopap (2.48) 
0 


where cj(Q) = sin 0 cos(p — 0), and o is the measure of angle formed by the projection of unit- 
vector R° onto plane €,0€, and the axis O€,. Next, having made a replacement 


Z(&,0) = Z(p.9), 
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and having carried out all the necessary transformations, we obtain 


lim (6,0) = Z,(9) = 2 [pl Ge; sin? g — æ cos? q) + pf; sin26] 
po 


1 . ; MR 
+ 5 a pfe cos p- a, sin? o) — pl, sin29], p? =F, p°. 


Therefore 


2n 


2 d fs, Beato 
Ja Zo eE a 
s] ATF egy 7 
and, consequently, 
17 24 
4o -l[.2*9( 7 (a9. (2.49) 


xJ (L+ e(9)? 


Having computed integral in Equation 2.49 explicitly, we obtain 


V,(0) = 7,V,,(8) + 5,V., (0), (2.50) 
where 
0 0 0 
V9) = o, Pie sin 20 pent 22) cos2a * P Ges — x, )®,(0), (2.51) 


0 0 0 
V,,(8) = zl P ing " aa) coda n P (æ, — æ,)0, (0), Q5) 


cosO sin?0 


2 120 _ 
a2 (9/2), 1 , 3sin0 3 
cos*0 
1+ cos?0 
$40)70 69-2 7 


Accounting for expressions (2.50) through (2.52), we obtain the following: 
W,(0) = -7,cos 0 V; (0) + T, cos 0 V,,(8) + riy sin O(sin (Vj, (0) — cos 0 V; (0). (2.53) 


So, expressions (2.45), (2.47), and (2.50) through (2.53) represent the sought for value of the integral 
(2.29). 
Let us assume, next, that radius-vector of the stationary phase point in some coordinate system 


related to the target is y°, and |a| = dj, R = d,. Then, using expression (2.28), we obtain the contribu- 
tion of surface S, into total scattered field: 
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NEN |H exp( jko(d, + d, + (RY — F°)- ¥°)) 
5, A 
1 £o 


2d, JX) 8; 


_ 1 
x LE E» n 0 s(t cos O V, (0) — T, cos OV, (0)) 


750 


— ii (sin o. V, (0) — cos a V; (0))sin 0 — ^. (e, +æ). (2.54) 


Let, now, the surface S, (either all or some part of it that contains the stationary phase point) to be 
covered with thin uniform layer of RAM coating. In this case, the surface S, itself is not perfectly 
reflecting anymore (at least in the vicinity of the stationary phase point), and E+ + 0 in the integral 
(2.28^). The issue of the integral (2.28’) evaluation, in its turn, depends in the first place on finding 
the values of vectors E+, H+ entering the integrand. Let, further, the radius-vector X ofa point at 
the scatterer surface’s vicinity of stationary phase point (i.e., such point that (RO . ñ) = -(F° - ñY) to 
be presented as vector sum 


X= yO +5, (2.55) 


where y° is the radius-vector of stationary phase point in some coordinate system related to the 
target. Then, the primary incident field (2.1) can be presented as 


Eb a a 
Lo. |= exp, (R? - ¥°)) zc]. (2.56) 
H°(X) uc GP xB ) exp jk, (R? - X) 


Due to linearity of the problem, the equivalent current densities around specular reflection point can 
be presented in similar form: 


E+ (X) F E) 
_ = | = exp(jko(R° - y?) (2.57) 
HX) HG) 


The values E^ (X), H^(X) can be approximately (asymptotically) determined as corresponding field 
components at the surface of tangent (at stationary phase point) plane uniform layer of covering 


material backed by metal plate [54,55]. The corresponding expressions have the following form: 


E+(X) = (ñ x BP )exp(jky(R° - x)) + (ñ x p!) exp( jk, (R! - X), (2.58) 


H+(X) = feet x (RO x p)Jexp(jky(R° - X)) + [7 x (R! x p!)] exp(jky(R! - x))]. (2.59) 
0 


Here, ri is the unit-vector of external normal to the surface S, at specular reflection point: 
R! = R? — m i) 


— N, (2.60) 
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where 


BIT = jccos 8 € 1 p" 2jc BOT (ger. p). por (Rot. p^) i 
jccos 8 - 1 jccos 0 - 1 jc — cos 0 „[. cos09,] |’ 
e Mi] je — p (2.61) 


, in? 
c= E cos 0,18] ko etu] dcos e, |; cos 6,2 ,/I - E UR 
1 1 Hı 


6 is the absorbent layer depth, and €/, u; are the relative permittivity and permeability of absorbing 
material. 
Let us note that in the vicinity of specular reflection point the following condition holds: 


(RO. X) = (ROT . x) = (R! - X). (2.62) 


Using expression (2.62), we can rewrite Equations 2.58 and 2.59 in the next form: 


E) n x (p? + p') FM 
exp (JE CR? - x)). (2.63) 


BAG). | x R x p+ x BI 
0 
Since the major contribution into the integral (2.28^) is from the stationary phase point vicinity, then 


substituting consequently expression (2.63) into expression (2.57) and then into expression (2.28^), 
we can reduce this integral to the following form: 


IF) = ae exp jk (GR — 79) : 3) | A expliky (CR? — F°) 345. (2.64) 
0 
Sı 


where 
A = R°(p° - i) — 2p'cos0 + R! (p! - ñ) + n(p?- RD), cos0 = -(R° - ñ). 


Amplitude multiplier A in the integrand is the slow oscillating function versus point position at 
the scatterer’s surface, so it can be replaced, within acceptable accuracy margin, by its value at the 
stationary point itself and be placed outside the integral. It is evident that in this case R! = F° and, 
therefore, we have 


IF?) = ine exp(jky(R° — F°): DĂ, [exp (Gk, QR? — 70). x)ds. (2.65) 
0 
Sı 


Having computed asymptotically the integral in the right-hand part of Equation 2.65 (by means 
of stationary phase point) and having done corresponding transformations for the expression of 
vector A at the stationary phase point (A, ), we finally receive 


= £ Ze d ou 2n a 
1(F°) = — |= exp(jky(R° — r9) - 33) ———— - P^, (2.66) 
Ho Jkg 4| 2,885 
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where ze, and æ, are the principal curvatures of the surface at its specular reflection point. Next, 
using expressions (2.28) and (2.66), we can evaluate the contribution from elliptical local scattering 
center covered with absorbent into total scattered field. 


2.2.4 RADAR SCATTERING AT THE LOCAL EDGE FRACTURES COVERED WITH ABSORBENT 


Scattering characteristic computation for the object surface singularities such as fractures is con- 
nected with solving diffraction problems. Getting an exact solution to the problem of electromag- 
netic wave diffraction at a fracture is a very complicated (both mathematically and computationally) 
task. Therefore, the practical way to solve such problems is to use the high-frequency asymptotic 
diffraction methods [56,57]. 

The problems of high-frequency diffraction at the objects with ribs are solved using, in the first 
place, the edge wave diffraction method (physical diffraction theory by P. Ya. Ufimtsev [7,8]). 
Using this method, we can find the field produced by the irregular part of the current excited on 
geometrical singularities of the object surface such as edges and fractures. This field, which is 
the correction to Kirchhoff’s approximation, is found directly for the far-field zone. The latter 
necessitates all the considerations to be carried out in every geometrical optics sector and, mostly 
challenging, in every boundary region between them. All the aforementioned factors condition 
the necessity of getting solution to the key problem of diffraction at the wedge in far-field zone. 
Consequently, the conditions listed above complicate the use of edge wave diffraction method 
given such real-world configurations as multistatic radar and nonperfectly reflecting surfaces 
(those covered with absorbent). Thus, the edge wave diffraction method needs modification, which 
is the change of principle (simulative) problem. 

We now present the computation method that is to be used for evaluating the contribution from 
edge local scatterers covered with RAM into secondary radiation of the object [34,55]. While 
doing this, we rely on the solution of the simulative problem of arbitrary incidence of plane elec- 
tromagnetic wave onto perfectly conducting wedge with cylindrically shaped absorbent coating of 
its edge [46]. 

In case of multistatic radar, this problem (of oblique incidence of plane wave onto the wedge 
with cylindrically shaped RAM coating of its edge) cannot be reduced to superposition of two 
independent two-dimensional problems as it was the case in Ref. [7]. It should be noted that the 
solution to simulative problem has been obtained for the wedge’s rib vicinity, which allowed us to 
use representations uniformly applicable in all angular sectors. The latter has also conditioned the 
absence of splitting the surface current density into regular and irregular constituents. This is the 
basic methodological difference of the method proposed from the edge wave diffraction method. 

Expression for the field scattered from the edge local scatterers can be presented in the following 
form: 


ND nm KR). = 
p Es = Troy ^s one ^o EP), 
(2.67) 
Fe» = | E 7 z (E+ x P esci :3)d5. 
A Ho 


Let us choose toroidal surface “pulled upon” the edge as the surface of integration Sọ. As it is 
shown in Figure 2.15, integration surface, in cross section orthogonal to the edge, is the part of cir- 
cumference with radius z, and center at O that encompasses the absorbent covering the edge. 

In all our further considerations, we assume that absorbent is bounded, in this same cross sec- 
tion, by a part of circumference of radius z € Zp, its center being at point O. The values of z and zo 
are conditioned by the inequality z < z, <A (A is the wavelength of incident monochromatic wave). 
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FIGURE 2.15 Cross section of the integration surface Sọ in the vicinity of fracture. 


In order to find the value of F(r?) in Equation 2.67, we need to know the tangential component 
distribution of total field (E+ = n x E, H+ = n x H) over surface Sọ. Let us introduce Cartesian 
coordinate system Ox,x,x, tied to the edge (Figure 2.15) so that 


X = X(v) + 1(,.0), (2.68) 


where x(v) is the radius-vector of a point at the edge Y with the arc coordinate v, and T(z,,8) is 
the vector orthogonal to the edge at this point, this vector having constant norm z, and direction 
determined by angle 0 (0 < 0 < oz). Here, 7 is the aperture angle of wedge placed to be tangential 
to the edge at the point with corresponding arc coordinate v. 

Let the object be illuminated with plane wave (2.1). Due to the problem of nonlinearity, the val- 
ues H+, E+ over S, at point (v,7) can be presented in the following form: 


zu (Ra > 
E | =| E00 |. GS GP - 10, Q.69) 


where H (1), EG are the intensity vectors of field excited at surface Sọ by plane wave 


E°(%) = p exp(jky(R° 1), 


Bs E. m (2.70) 
H(t) = m x p^)expCj ko(R° -7)). 
Now, accounting for Equation 2.69, the integral F(F°) can be presented as 
FO) = expLik GR" — 79) - X()]D,F°) dv, Q7) 
Y 
where 
DC?) = | exot- ji," -DIBAde, oa 


So 
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Sj is the line (part of circumference) at the surface Sọ that lies in plane orthogonal to Y, and 
dc = zo dO is the element of S; arc length 


BG) = A+@) - m Exo x "| (2.73) 
0 


Having evaluated the integral (2.71) by means of stationary phase method, we can show that at 
least for the edge, which is convex closed plane curve, there should always be two stationary phase 
points (except for the “singular case,” which shall be discussed later). Such edges (fractures) are 
usually present at the surface of revolution bodies. In general, equation for finding the stationary 
phase points Vy looks as follows: 


y'o) = (R°? = F°)- doo) = 0, (2.74) 
where g(,) is the unit-vector of the tangent to Y at point Up. Let us note that at point bg we have 
y" (o) = EVIR? = F?) VVp)], (2.75) 


where #(0,) is the curvature of Y at point vo, and V(v,) is the unit-vector of principal normal to the 
Y at point vs. Further on, we assume for definiteness that 2(,) > 0. So, the “singular case,” where 
the stationary phase point cannot be applied, occurs when the following condition holds: 


(RO — r9). V) « 1 (2.76) 


(for instance, given the body of revolution with edges, this corresponds to the wave incidence along 
the axis and monostatic radar configuration). In this case, the value of F(F°) can be computed using 
numerical integration, which is not hard if one accounts for condition that z)/A is less than unit. 
Having found the stationary phase points using (2.74), we need to check them for their “visibility” 
from the direction of plane wave incidence determined by wave parameter R? and from the direc- 
tion of scattered wave reception (—F°). To achieve this, we find the terminator (the light-shadow 
boundary line) and, consequently, the illuminated surface regions for both incident and scattered 
waves, and then we check the stationary phase points one by one for getting into both illuminated 
regions. If the point does not get into one of these illuminated regions, then contribution from it 
into the scattered field is not computed and not accounted for. Such analysis is given for every edge 
(fracture). Having applied the stationary phase method to the integral (2.71), we receive the final 
computation formula: 


p a = E E E 2n 
PE?) = ik, ((R9 — 70). 8/7. |D(vy,7°),| 7 s qm 
(r^) Zel o ): x(09) + 2l (Vo r^) kæ) R — 79) - V) ( ) 


where 6 = sgn[(R° — 7?) - V(v,)], and symbol (v) meaning that summation is done over all the 
“visible” stationary phase points. Since the integrand of Equation 2.72 is respectively slow oscillat- 
ing function, the value of D(w,r?) can be found by means of one-dimensional numerical integra- 
tion. Taking into account that the objects we consider are electrically large and curvatures of their 


surfaces are small, we can assume the values H+(t), E^ (1) at the surface So to be approximately 
equal to corresponding values at the surface of cylindrically shaped absorbent covering the rib of 
perfectly conducting wedge (z = zo) placed so as to be tangent to the edge at point Vo. So, finally the 
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simulative problem that needs to be solved for evaluating the contribution from edge local scatter- 
ers into total scattered field is the problem of oblique incidence of plane electromagnetic wave onto 
perfectly conducting wedge with cylindrically shaped radar absorbent at its rib. 

This problem is three-dimensional in principle. Its solution cannot be represented as a superposi- 
tion of two independent two-dimensional problems as in case of the problem of oblique incidence 
of plane wave onto perfectly conducting wedge, or in case of the problem of normal (with respect to 
the edge) incidence of plane wave onto the structure under consideration. However, it can be shown 
that this problem can be reduced to a system of two two-dimensional problems, solutions of which 
being related through boundary conditions (by means of some matrix differential operator) [29,46]. 


u 
If E, = u(x, x;)exp(jkx,R2), H, = vGx,x4)exp(jkox,R2), and w =| |, then vector w can 
v 


be developed into the Fourier-Bessel series with (2 x 2) matrix coefficients. For instance, for the 
region outside the absorbent cylinder we have 


w = Y, (Nor) + Cp HY Qyr)1f, (8), (2.18) 
m=0 


where Jy, is the Bessel function, H. "s 1s the Hankel function, 


sin(y,9) 


A = ko = (RP, Yn = m/d, 
a No 0 (5) Y milo 


AOE | 


Qm is the wedge aperture angle (0 < 0 < oz). The matrix coefficients A,,, C,, are derived from bound- 
ary conditions for functions u, v, and their derivatives at the surface of absorbent cylinder. The series 
of Equation 2.78 type converge well given small values of r (z € r € zo) [46]. 

It is worth mentioning that expression (2.77) cannot be used for straight edges since the curva- 
ture «(V,) of fracture line becomes zero. Let us write parametric equation for the straight edge 


(Figure 2.16): 


dy "ft, 
X(v) = 4 by +r, Q.79) 
Co +081, 


where a € t € B, and o, B are the endmost points of straight edge. 


FIGURE 2.16 Straight edge covered with RAM cylinder. 
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If we assume that such straight edge is at least few wavelengths long and we can neglect the 
influence of the ends, then the value of function D(v,r?) can be assumed approximately constant 
along all the edge Y and this value can be computed using solution to the simulative problem of 
plane monochromatic wave scattering given its oblique incidence onto perfectly conducting wedge 
with cylindrically shaped absorbent at its rib [46]. In this regard, expression (2.71) can be presented 
as follows: 


FG?) = B, J expL jky((R° — 7?) - x(9))]dv. (2.80) 
Y 


If we express the vector difference R° — F° as R^ — F° = (7,,r,7) and then account for Equation 
2.79, the integral (2.80) takes the following form: 


FG) = D, [expli d + qn1dv, Q.81) 
Y 


where | = na, + by + cy, q = r0) +H VI+nv2, and dv= Jv? +08 +08 dr = dr. So, com- 
putation of expression (2.81) reduces to evaluating one-dimensional integral: 


B 
FG) = By expGkD | expand 


exp( jkyqa) 


= Dy exp(jkol) oe expo = 0) = D. (2.82) 


Expression (2.82) allows computing integral F(r?) and, later on, it allows us to compute, using 
Equation 2.67, the field scattered from local scatterers in the form of straight edge covered with 
RAM for the general case of bistatic radar configuration. 


2.2.5 VERIFICATION OF METHODS FOR COMPUTING SCATTERING CHARACTERISTICS OF SIMPLE 
SHAPE OBJECTS 


2.2.5.1 Comparison of RCS Computation Results with the Data Observed 

in an Anechoic Chamber 
The correspondence of results obtained using the computation methods developed here to those 
observed in real-life scattering of plane electromagnetic wave with respect to simple shape objects 
has been checked by means of comparing our results with experimental data obtained using radar 
measurement system based on an anechoic chamber (AnC). 

The radar measurement system consisted of anechoic chamber, target modeling, and measure- 
ment subsystems. 

The anechoic chamber in the system was to represent the free space. It was the chamber with 
curved “pillow”-shaped walls. Its walls were covered with the spiky wide frequency range radar- 
absorbent material. Besides, the level of wall reflections in the chamber was below —45 dB, so the 
anechoic chamber could be used for precise measurements of the most parameters of antennas, 
radio electronic systems, and most of the target scattering characteristics. 

The target modeling subsystem included the low reflecting support (foam plastic) upon the rota- 
tor with index dial providing the azimuth aspect reading of the object under study. 

The distance to the object was set according to the following considerations: first, the object must 
be in the anechoic zone of the chamber; second, the distance must be larger than (217 /) [58—60], 
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where L is the maximum lateral dimension of the object or transmitting antenna and À the wave- 
length of wave incident onto the object. 

Structural diagram of the measurement system is shown in Figure 2.17. It consisted of the trans- 
mit signal generator (TSG), high-frequency amplifier (HFA) of transmitter, transmit, and receive 
antennas (TrA, RecA), receiver’s HFA, squared envelope detector (ED), low-frequency amplifier 
(LFA), analog-to-digit converter (ADC), timing pulse generator (TPG), and computer. 

TSG generated periodic sequence of LFM pulses with the frequency starting at 9.25 GHz and 
stopping at 9.45 GHz. After amplification in HFA, the signal was transmitted into the chamber’s 
space by means of transmit horn antenna. The echo signal from target was received by the receive 
horn antenna. At the same time, the signal leaked from transmit antenna to the receive antenna 
input was used as a heterodyne voltage. Received signal, after amplification in corresponding 
HFA, came to ED, which extracted the differential signal component between the return and 
leaked signals. 

Next, after its amplification in the LFA, the signal was converted into digital form via ADC and 
came to the computer. Here, it was processed with discrete Fourier transform (DFT), which was 
used to compute the received signal’s power spectrum density. The latter spectrum density provided 
us with the value of frequency difference (proportional to the object range); we also retrieved the 
value of power spectrum density reading at this frequency difference value. 

Power of echo signal was measured in relative units. In order to calibrate the radar measurement 
system and provide actual measurement of RCS, we computed in advance the RCS of simple scat- 
terers (spheres and triangular corner reflectors) to be used as standards. Relative power levels of 
echoes from these standards provided us with the RCS measurement units and the RCS calibration 
curve (echo signal power in relative units versus scatterer’s RCS in square meters). For every aspect 
position of the object we took 150 echo power measurements, which, after averaging, were put into 
table and transformed into the RCS values via the calibration curve. As an object of study, we used 
the cylinder of 0.1 m diameter and 0.32 m length. The backscattering RCS diagrams corresponding 
to the experiment and to the computation by method presented above are shown in Figure 2.18. The 
computation and measurement were done for the signal wavelength À = 0.032 m. 

Figure 2.18 shows the backscattering RCS diagrams, i.e. RCS o of the cylinder versus its aspect 
angle 0 counted off the cylinder's axis. Incident field polarization vector was perpendicular to the 
plane formed by the cylinder axis and the wave incidence direction. The bold line is for experimen- 
tal RCS values, the thin line is for the RCS by computation. 

As can be seen from the figure, RCS computation coincides quite well with experimental 
data. 
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FIGURE 2.17 Structural diagram of measurement system. 
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FIGURE 2.18  Backscattering RCS diagram of cylinder. 


The mismatch between the two curves is due to the following: first, imperfect alignment in 
vertical plane of the cylinder axis with the reception direction; second, aspect angle 0 increment 
in measurement was 2.5°, therefore some notches of backscattering diagram could be missed; and 
third, the LFM signal was used for RCS measurement that smoothed out the backscattering diagram 
to some degree. 


2.2.5.2 RCS Computation Results for the Cylinder Obtained Using Different 
Computation Methods 
The cylinder RCS was evaluated by the following methods: 


* Proposed in the book combination of the physical optics method with the method for scat- 
tering computation from local edge object parts 
* Methods of moments applied in the *FEKO" software [9] 


As the first object taken for comparison, we chose the cylinder of 0.66 m radius and 0.28 m 
height. Illumination signal wavelength was 1 GHz (30 cm wavelength). 

Figure 2.19 shows the cylinder RCS versus azimuth aspect of illumination. Bold line is for the 
dependence obtained by means of the proposed method presented above (computation time ~10 min 
given azimuth aspect increment of 0.5?). Thin line is for the dependence obtained by means of the 
“FEKO” software (computation time is more than 9 h given azimuth aspect increment of 1°). 

Analysis of dependence in Figure 2.19 shows that computation results for both methods coincide 
quite well for a wide range of aspect angles. 
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FIGURE 2.19 Cylinder RCS versus azimuth aspect angle. 
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2.2.5.3 RCS Computation Results for the Cone-Sphere Object Obtained Using Different 
Computation Methods 
RCS of the cone-sphere object was evaluated by the following methods: 


* Proposed in the book combination of the physical optics method with the method for scat- 
tering computation from local edge object parts 
e Methods of moments applied in the “FEKO” software 


The cone-sphere object for RCS comparison was chosen in the form of truncated cone termi- 
nated with part of the sphere, the sphere radius being 0.16 m, truncated cone height being 1.8 m, and 
the cone bases being 0.16 m and 0.35 m, respectively. Illumination signal wavelength was 1 GHz 
(30 cm wavelength). 

Figure 2.20 shows the cone-sphere RCS versus its azimuth aspect angle. The bold line is for the 
computation method proposed in the book for the cone-sphere objects (computation time ~10 min 
given azimuth aspect increment of 1°). The thin line is for the computation by means of “FEKO” 
software (computation time is about 14 h given azimuth aspect increment of 1°). 

Analysis of dependence in Figure 2.20 shows that computation results for both methods coincide 
quite well for the whole range of aspect angles. 

Verification of the proposed method provided in this manner shows that our method is opera- 
tional and precise. Small deviations seen in Figures 2.19 and 2.20 are due to the different approaches 
to the current density estimation over the object surface. 


2.2.6 RCS COMPUTATION FOR THE CRUISE Missie MODEL 


First, we would like to clear up the radar system that we bear in mind when studying scattering by 
different objects. Schematic of radar configuration assumed in book is shown in Figure 2.21. 

We assume the Cartesian coordinate system Oxxx; to be tied to the object, its axis Ox, 
coinciding with the object’s axis, axis Ox, being perpendicular to the wing plane, and the unit- 
vector of axis Ox, complementing the system to the right-hand triad. In this coordinate system, 
the illumination direction denoted by vector R° is determined by its elevation angle @ (the angle 
between this vector and plane Ox,x4) and by its azimuth 0 (the angle between axis Ox, and projec- 
tion of vector -R° onto the plane Oxx). In this case, this vector has the following components: 
RO = (—sin (p,— cos ọsin 0,—cos pcos 0) Vector that characterizes the receiving direction F° is 
determined by its elevation angle €, and the bistatic angle B of spacing between projections of -R° 
and r? onto the plane Ox,x,, so F° = {sin(@,), cos(q,)sin(0-- B), cos(q,) cos(0-- B)]. Horizontal 
polarization vector of illumination signal p, is parallel to the plane Ox,x,, and the vertical polariza- 
tion vector of illumination signal p, complements the vectors ( p, Dno RO) to the right-hand triad. 
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FIGURE 2.20 The cone-sphere RCS versus azimuth aspect. 
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FIGURE 2.21 Radar system configuration assumed for studying scattering objects. 


In the same way, we define the horizontal and vertical polarizations for the reception direction 7? 
(Figure 2.21). 

We now show some RCS computation results for the model of cruise missile presented in Figure 
2.22 versus illumination and reception aspect in case of monostatic radar, and versus bistatic angle 
in case of bistatic radar. 

RCS was computed for both the model with perfectly conducting surface and the model covered 
with RAM. The smooth parts of the latter model were assumed to be covered with thin (1.3 mm) 
RAM layer, its relative permittivity and permeability being £;— 20+ j0.1 and pj = 1.35 + j0.8. 
The edges of the model's wings were assumed to be covered with the same RAM of toroidal shape, 
its radius being 1 mm. The model was assumed to be illuminated with the signal at A = 3 cm wave- 
length (frequency f= 10 GHz). The missile model length along its longitudinal axis was 6300 mm, 
the wingspan was 3400 mm. 

Figure 2.23 shows RCS dependencies versus azimuth aspect given monostatic radar configura- 
tion. Elevation angle is @ = 0°. Both model illumination and signal reception were done at vertical 
polarization (purple line) and horizontal one (blue line). The model RCS is small at nose-on aspects 
(0 = 0°) and gradually increases to the maximum when the angle approaches side-on aspects 
(0 = 90°). As can be seen from the Figure 2.23, the RCS values for two polarizations coincide 
for almost all aspects. The only exception is the azimuth aspects, at which local edge scatterers 
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FIGURE 2.22 Cruise missile model. 
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FIGURE 2.23 (See color insert.) RCS of the cruise missile model versus azimuth aspect given its illumina- 
tion in the plane of wings. 


contribute significantly to the model RCS. For instance, given aspect angles 0 = 10? and 0 = 24°, the 
RCS at horizontal polarization is higher than that at vertical one. The latter is due to intense echoes 
from horizontal edges of wings and tail planes. Given the aspect angles greater than 75?, the RCS 
values at vertical polarization can go above those at horizontal one, which is due to echoes from the 
edges of vertical stabilizer. 

In the high-frequency domain under consideration, the object's RCS and its scattered field are 
fast oscillating functions versus frequency (Figure 2.24). This is due to the frequency dependence 
of phase differences between fields scattered from different parts of the model as well as by signifi- 
cant change in the Fresnel zone pattern over the object's surface given even the slightest changes in 
the illumination signal frequency. Therefore, obtaining reliable RCS estimates necessitates averag- 
ing over frequency range that is several times wider than the oscillation period of RCS frequency 
dependence (Figure 2.24). 

Figure 2.25 shows averaged RCS dependencies similar to those shown in Figure 2.23. Averaging 
was carried out by RCS values at 50 fixed frequencies evenly spread over frequency range of f= 9.95— 
10.05 GHz. Both here and in Figures 2.26 and 2.27 below, the thin line is for illumination and recep- 
tion at vertical polarization, and the bold line is for illumination and reception at horizontal one. 

It is worth mentioning that the larger part of computation time in numerical RCS evaluation by 
the methods proposed here is spent on calculating the field scattered from smooth surface parts. In 
this regard, the necessity of frequency averaging (in order to get reliable RCS estimates) leads to 
further increase in computation burden. One of the factors that make RCS the fast oscillating func- 
tion versus frequency and illumination aspect is the corresponding dependence on these parameters 
of phase differences between echoes from different parts of the object surface. To decrease the 
influence of this factor, we propose below to use the sum of separate object parts’ RCSs as a reliable 
RCS estimate of the RCS of object of interest. Since such sum does not account for phase differ- 
ences of fields scattered from different object's parts, then such RCS estimate is hereinafter called 
the “noncoherent” RCS. In its turn, the common sense coherent RCS (accounting for phase differ- 
ences) is called hereinafter the “instantaneous” RCS. 


Frequency (GHz) 


FIGURE 2.24 RCS of cruise missile model versus frequency (@ = 0°, 0 = 20°). 
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FIGURE 2.25 Frequency averaged RCS of cruise missile model versus azimuth aspect given its illumination 
in the plane of wings. 
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FIGURE 2.26  Noncoherent RCS of cruise missile model versus azimuth aspect given its illumination in the 
plane of wings. 


Particularly, the surface of cruise missile model (Figure 2.22) is split into 11 smooth and 15 edge 
scattering parts (elements). For instance, the missile body is split into six elements, three of them 
form the upper surface part (nose, fuselage, and tail) and other three complete the lower part of the 
body. Separate smooth parts are also the surfaces of wings and empennage except for some vicinity 
of sharp edges. 

Figure 2.26 shows noncoherent RCS of cruise missile model versus azimuth aspect given its 
illumination in plane of wings. 

The noncoherent RCS versus azimuth aspect is practically the same as the frequency averaged 
instantaneous one shown in Figure 2.25. We can state that values of noncoherent RCS are good 
and quite reliable RCS estimates given certain frequency and aspect ranges. Besides, the values of 
noncoherent RCS are obtained by computation at single frequency that lightens computation burden 
and saves time. 

Figure 2.27 shows the noncoherent RCS versus azimuth aspect (for monostatic radar) and versus 
bistatic angle (for bistatic radar). Figure 2.27a shows the RCS versus azimuth aspect given eleva- 
tion angle —20? (target illumination from below), and Figure 2.27b shows similar dependence given 
elevation angle +20° (target illumination from above). In case of illumination from below, the mean 
RCS value is lower than in case of illumination from above. The peaks of dependencies are close 
by amplitude, which is determined by scattering of radar wave at local edge scatterers. The RCS 
outside these peaks is determined by wave scattering at smooth part of the object surface. Since 
the lower part of the missile model body is of smaller curvature than that of upper part, then the 
echo signal is weaker given the target illumination from below than that given its illumination from 
above. Figure 2.27c shows the RCS versus elevation angle given azimuth aspect of 0°. 

Figure 2.27d shows the RCS of the model versus bistatic angle given elevation angle of illumina- 
tion and reception equal to 0? and azimuth angle of illumination also equal to 0? (radar illumination 
is along the object's axis and signal reception is in plane of wings). 
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FIGURE 2.27  Noncoherent RCS dependencies for different aspects and bistatic angles. 


The latter plot practically coincides with the one shown in Figure 2.26 except that it is stretched 
along the argument axis by the factor of two. For instance, in Figure 2.26 the main peaks of the 
plot that are determined by scattering at local edge parts appear at azimuth aspects of 10? and 24°. 
Similar peaks in Figure 2.27d appear at aspects of 20? and 48°, respectively. Given target illumina- 
tion at azimuth aspect of 0°, such values of bistatic angle correspond to specular reflection from the 
edges, which provide sharp RCS increase at azimuth aspects of 10° and 24° given monostatic radar 
configuration. The latter means that given target illumination along its axis and bistatic radar con- 
figuration the RCS peaks appear at bistatic angles that are twice as great as azimuth aspect angles 
given monostatic radar configuration. 

Figure 2.28 presents the noncoherent RCS of the model versus azimuth aspect of its illumination 
given horizontal polarization of transmit and receive wave. RCS of perfectly conducting model is 
shown by bold line; the thin line is for the model with nonperfectly reflecting surface. Application 
of RAM to the smooth parts of the model surface provides significant (by one order of magnitude) 
decrease in RCS level. 
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FIGURE 2.28 RCS versus azimuth aspect for the model with perfectly conducting surface and the model 
covered with RAM. 
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Application of RAM to the edge parts of the model surface provides decrease in RCS by factor 
of 2-3 in corresponding angular sectors. 

Figure 2.29 shows noncoherent RCS for different aspect, elevation, and bistatic angles given 
absent and present RAM coating at the model surface. Azimuth aspect of illumination and bistatic 
angles are the same as for Figure 2.27. Model illumination and signal reception were at horizontal 
polarization. The bold line is for the model with perfectly conducting surface; the thin line is for the 
model provided with RAM coating. 

Analysis of plots presented in Figure 2.29 shows that application of RAM to the smooth parts 
of the model surface in monostatic radar leads to the RCS decrease approximately by factor of 10. 
In case of bistatic radar (Figure 2.29d), application of RAM is less effective in reducing RCS given 
bistatic angles greater than 50°. Application of toroidal RAM coatings to the edge parts of the model 
surface reduces their reflections by factors of 1.4—5. 

Computation results presented above show that the methods proposed here provide RCS evalua- 
tion of standalone objects that have surface irregularities and RAM coatings in cases of monostatic 
and bistatic radar configuration. 

Ref. [42] described the computer software RECOTA by Boeing Aerospace that was designed 
for computing RCS of complex radar objects. Verification of the aforementioned software has been 
carried out using experimental RCS dependencies of cruise missile on the aspect of illumination. 
Cruise missile model presented in Figure 2.30 had perfectly conducting surface. By the data avail- 
able in the reference and by using our technique (described in Section 2.1), we designed similar 
model of the missile surface that is presented in Figure 2.31. The surface of the model was repre- 
sented by parts of 12 ellipsoids and 15 straight edges. 

Figures 2.32 and 2.33 show RCS computation results obtained using our method presented in 
this chapter (black line) and those measured by Boeing Aerospace for the same model (gray line). 
The results have been obtained for the signal carrier frequency of 12 GHz. 
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FIGURE 2.29 Noncoherent RCS dependencies for different aspects of its illumination and different bistatic 
angles for perfectly conducting model and that provided with RAM coating. 
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FIGURE 2.31 Model of the cruise missile used in computer simulation. 
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FIGURE 2.32 Computed (black line) and measured (gray line) RCS of cruise missile model versus azimuth 
aspect given its illumination in plane of wings at vertical polarization. 
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FIGURE 2.33 Computed (black line) and measured (gray line) RCS of cruise missile model versus azimuth 
aspect given its illumination at the angle —10.5? with respect to the plane of wings (from the lower half-sphere) 
at horizontal polarization. 


Comparison of dependencies presented above shows good coincidence between the results of 
computer simulation and physical modeling. Some variations that take place (for instance, for azi- 
muth aspects greater than 100?) can be explained by incomplete correspondence between the mis- 
sile's dummy and its computer model especially in the region of the missile's tail group and rear end 
of fuselage. The same reasons were pointed out in Ref. [42] as causing the difference in results of 
experiment and computation by means of RECOTA software. 

It is worth mentioning that computation results of the missile scattering characteristics by our 
method coincide quite well with those obtained by RECOTA software. This is another indirect 
proof of the proposed method adequacy to real physical processes taking place in radar scattering 
of electromagnetic waves by the complex-shaped objects. 


2.2.7 RCS REDUCTION or THE COMPLEX-SHAPED OBJECT BY MEANS OF OPTIMAL 
DISTRIBUTION OF LIMITED RAM Suppty Over [rs SURFACE 


Significant contributions into RCS of complex-shaped object are brought from regions of strong 
scattering at smooth convex parts of the object surface [33,34]. It is these parts of the object surface 
that are covered with RAM for the sake of radar camouflage. However, these RAM coatings are of 
considerable weight and cost. In this regard, there appears the problem of the most efficient RAM 
distribution over the object’s surface in order to reduce its RCS in certain aspect sectors of illumina- 
tion and reception given limitations on the volume of RAM that can be applied. 

In this section, we develop the method for distributing RAM coating over the complex object’s 
surface that provides RCS reduction in the preset sector of illumination and reception directions 
given limitations applied to the object’s surface percentage that can be covered with RAM. Quasi- 
optimal RAM distribution method proposed here is based on a whole-numbered linear program- 
ming problem. We also present some results of RAM distribution optimization for the simplified 
aircraft model, as well as evaluate the decrease in its RCS in various sectors of its illumination and 
reception of echoes. 

The object design peculiarities and technology of RAM application suggest that surface to be 
split into regions, each of which being either RAM-coated or perfectly conducting. In this case, the 
object’s RCS (noncoherent) can be approximately expressed as a sum of partial RCS of these regions: 


N 
o(6) = Y 0;(0), (2.83) 


i=l 
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where N is the number of parts the surface is split into, and 0 is the aspect angle of the object illu- 
mination or echo signal reception, which is argument of RCS function. Since our ultimate goal is 
to receive the RCS values that were averaged over some sectors of aspect angles, then such RCS 
approximation expressed by Equation 2.83 is acceptable for our computations. So, here we use the 
method described in Section 2.2.1 for computing the partial RCSs of separate object parts. 

Let us introduce the mean RCS of the whole object and mean partial RCS of the ith surface part, 
both corresponding to the angle sector of 0, < 0 < 0,, as follows: 


"EE 
= 3-0, ] o9 de, (2.84) 


_ 1 
5, = 9-9, ee) de (2.85) 


6 = Ys, (2.86) 


It is this expression (2.86), which is the sum of local area (partial) RCSs of the object averaged 
in certain aspect sector of illumination and reception, that becomes subject to minimization we are 
about to carry out. Let us introduce some notations for the partial RCS of ith part of the complex 
object's surface: G; is the mean partial RCS of ith surface part given that this part is perfectly con- 
ducting for this specific angle sector; G; is the mean partial RCS of the same surface part given 
that its surface is provided with RAM coating. Now, we can represent the RCS of complex object 
fully covered with RAM as 


N 
6, = D Sn (2.87) 
Subtracting Equation 2.87 from Equation 2.86, we obtain 


N N N 
6-0, = YG, — 6) = XII — 6) = Y sso. (2.88) 
i=l i=l 


i=l 


Here, K; is the whole numbered coefficient, which equals to zero if the corresponding ith sur- 
face part is covered with RAM, and, otherwise, equals to unit if the ith surface part is perfectly 
conducting. 

Let S; denote the maximum possible value of the object's surface area that can bear RAM coat- 
ing, and S denote the total surface area of the object (S, < S), so that the local parts adding up to 
make the whole surface 


S= Ys. (2.89) 
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We can express the limitation onto the maximum area of RAM coating using Kj( = 1,...,N): 

N 

SUS; 55, (2.90) 
i=l 

or in another form 

N 

ss 2 S- Sp. (2.91) 
i=l 


Thus, the problem of quasi-optimal distribution of RAM coating over the object’s surface has 
been reduced to the problem of whole numbered linear programming, i.e. the problem of finding 
binary set of coefficients K; that minimize expression (2.88) and satisfy the limitation (2.91). This 
problem can be solved by any of standard methods. For instance, it can be the additive algorithm or 
the method of branches and boundaries [61]. 

As an illustration of this method applicability, we used a simplified aircraft model (Figure 2.34) 
that consisted of only four three-axial ellipsoids. Ellipsoid axes were as follows: fuselage: a — 1.25 m, 
b = 1.25 m, c = 9 m; wings: a = 0.5 m, b = 11 m, c= 2 m; horizontal stabilizers: a = 0.3 m, b = 3 m, 
c= | m; vertical stabilizer: a 2 3 m, b = 0.3 m, c = 1 m. Centers of ellipsoids that model fuselage 
and wings are aligned and shifted by distance of 7.6 m with respect to the centers of ellipsoids that 
model stabilizers. 

Illumination signal frequency was assumed to be 10 GHz for the aircraft model RCS computa- 
tion. We also assumed the RAM coating to have thickness of 1.3 mm, its relative permittivity and 
permeability being e; = 20 + j0.1 and uj = 1.35 + j0.8, respectively. Material with such proper- 
ties provides the 15 dB reduction in the RCS of conducting plate given normal wave incidence and 
the carrier frequency specified above. 

To estimate the partially coated aircraft model RCS, we have split its surface into 140 parts, each 
having area from 0.3 to 4.5 m?. Next, we computed the values of mean partial RCS of every surface 
part given it being covered and not covered with RAM for various aspect sectors of object illumina- 
tion and echo signal reception. 

Figure 2.35 shows mean RCS of the aircraft model versus area of optimally distributed RAM 
coating in the azimuth aspect sector from —10° through +10° with respect to the aircraft axis and 
the elevation angle sector from 0° through —8° with respect to the wing plane (monostatic radar, 
illumination from below). 

Figure 2.36 shows similar dependence of mean RCS for bistatic radar configuration given direct 
nose-on illumination and echo signal reception at bistatic angles varying by azimuth aspect from 
—10° through +10°; elevation aspect from 0° through —8°. The mean RCS in bistatic radar decreases 
faster than that in monostatic radar case. 

The latter is evidently due to the smaller distances the local scattering centers move along the 
object's surface and, consequently due to the slightly different optimal distribution of RAM coating 


FIGURE 2.34 The aircraft model. 
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FIGURE 2.36 Mean RCS versus area of optimally distributed RAM coating in bistatic radar. 


over the model’s surface. Quite acceptable values of reduced RCS can be achieved while only 
20-25% of the model surface is covered with RAM. 

Results similar to those presented above but obtained given a wider solid angle sectors taken for 
averaging are given in Figures 2.37 and 2.38 for monostatic and bistatic radar, respectively. 

In the latter case, the RCS was averaged over the sector of azimuth aspects from —20° through 
20°, and over the sector of elevation aspects from 0° through —20°. It is worth mentioning that appli- 
cation of RAM coating over 50—60 m? of the object’s surface given its optimal distribution provides 
almost the same reduction in the RCS as for the fully covered aircraft model. 

As an example of quasi-optimal RAM coating distribution over the aircraft model's surface, we 
consider the two variants differing only by the aspect sectors taken for RCS averaging. 

Figure 2.39 shows optimal placement of RAM-coating given monostatic radar and RCS aver- 
aging in azimuth aspects over the sector from —5? through 45^, and averaging in elevation aspects 
over the sector from —3? through +3°. The aircraft view, as seen from above, is presented in Figure 
2.39a, and its view, as seen from below, is presented in Figure 2.39b. Placement of RAM coating is 
highlighted by gray and framed out. 
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FIGURE 2.37 Mean RCS versus area of optimally distributed RAM coating in monostatic radar obtained 
given a wider solid angle of averaging. 
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FIGURE 2.38 Mean RCS versus area of optimally distributed RAM coating in bistatic radar obtained given 
a wider solid angle of averaging. 


FIGURE 2.39 Optimal placement of RAM coating given monostatic radar and RCS averaging in azimuth 
aspects over the sector from —5? through +5°, and in elevation aspects over the sector from —3° through 43°. 


Area of the RAM coating is 40 m?. Mean RCS of aircraft model with such RAM distribution as 
observed nose-on is 0.68 m?, the mean RCS of the fully covered model being 0.26 m? and the mean 
RCS of perfectly conducting model being 8.11 m?. 

Figure 2.40 shows optimal placement of RAM coating given monostatic radar and RCS averag- 
ing in azimuth aspects over the sector from —20° through +20°, and averaging in elevation aspects 
over the sector from 0° through —20°. 

Area of the RAM coating is also 40 m?. Mean RCS of the aircraft model given such solid angle 
of averaging and optimal RAM distribution is 0.74 m?, mean RCS of fully covered model being 
0.23 m?, and mean RCS of perfectly conducting model being 6.81 m?. Comparison of the two fig- 
ures reveals significant difference between the variants of optimal distribution of limited volume of 
RAM given different angle sectors of aircraft observation by radar. 

This method for optimizing the RAM-coating distribution over the surface of complex-shaped 
objects is quite simple and can be easily programmed. Using this method, we obtained approximate 
estimate of the level, which the RCS can be reduced to in specific aspect sectors of the object obser- 
vation given optimal distribution of RAM over the part of object's surface. We came to a conclusion 
that in a wide aspect sector of the object observation one can significantly reduce its RCS applying 
RAM coating to only 20-25% of the object's surface. 


FIGURE 2.40 Optimal placement of RAM coating given monostatic radar and RCS averaging in azimuth 
aspects over the sector from —20° through +20°, and in elevation aspects over the sector from 0° through —20°. 
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2.2.8 REDUCTION or THE RADAR SCATTERING LEVEL FROM A LOCAL EDGE SCATTERER 
BY OPTIMIZING ITs SHAPE 


In this section, we develop the method for reducing the level of radar scattering from local edge 
scatterers. Method is based on the scattering characteristics computation of the object’s surface 
fractures presented in Section 2.2.4 and on the analysis of the model fracture (edge) RCS depen- 
dence on its shape. 

Practically every radar object (both ground and airborne) has surface fractures (sharp edges). 
Presence of such fractures can lead to an increase in the object’s RCS. In this regard, it is necessary, 
first, to account for contribution from local edge scatterers into total field scattered by the object; 
and, second, to take all possible measures for decreasing the scattering level from edges. 

In our computations here, we use the method for evaluating the contribution from local edge 
scatterers provided with RAM coating into total field scattered from the object [34,55]. The method 
is based on solution of the simulative problem of arbitrary incidence of plane electromagnetic wave 
onto perfectly conducting wedge with cylindrically shaped radar absorbent on its rib [46]. 

To illustrate the method, let us consider the straight sharp edge 0.6 m long (Figure 2.41). External 
angle of the wedge representing this edge equals to 360° (the wedge is flat). Wave incidence is in 
plane of wedge’s faces, azimuth angle of 0° corresponding to normal incidence of wave onto the 
edge. Azimuth angles of —90° and 90° correspond to the wedge illumination along the straight edge. 
Incident wave polarization vector p is parallel to the wedge’s faces. Illumination signal wavelength 
is 3 cm. Figure 2.42 shows the RCS of straight edge versus azimuth aspect angle of its radar obser- 
vation in monostatic radar configuration. 

The highest peak of RCS dependence corresponds to normal incidence of illuminating wave onto 
the edge (0.08 m?). The major lobe width by the half power level is about one-and-a-half degrees. 
Despite the relatively narrow angle sector, in which this edge can contribute significantly into total 
scattered field, the problem of reducing the maximum RCS level of the edge given arbitrary aspect 
of its radar observation or given certain sector of aspects (for instance, RCS reduction at zero azi- 
muth aspect) can arise. 

As an alternative to the straight edge, we consider the following variants: single saw tooth- 
shaped edge (Figure 2.432), triple saw tooth-shaped edge (Figure 2.43b), the edge shaped as a circu- 
lar segment (Figure 2.43c), the edge shaped as triple circular segment (Figure 2.43d). In every case 


FIGURE 2.41 Straight edge. 
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FIGURE 2.42 Straight edge RCS versus azimuth aspect. 
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FIGURE 2.43  Variants of shaping the local edge scatterer. 


to be considered, the distance between the edge ends d is constant. As a variable parameter in every 
of four examples given below, we set the height of saw tooth (or circular segment) h. 

Figure 2.44 shows the RCS of edge shaped as single saw tooth (Figure 2.43a) versus azimuth 
aspect. Thin line is for the tooth height A = 0.05 m, the bold line is for tooth height h = 0.10 m. 
Maxima of scattering correspond to the directions of normal wave incidence onto the edge segments. 

As it follows from the plots, replacement of straight edge with the saw tooth-shaped one leads 
to fourfold decrease in its maximum RCS and to shift of the maximum scattering direction to the 
side aspects. The “payment” for this decrease in appearance of two maximum scattering directions 
instead of one as well as the major lobe spread up to 4°. The amplitude and spread of the scattering 
lobes keep their values despite the change of the saw tooth height h since they are determined by 
edge segment length. 

Figure 2.45 shows the RCS of edge shaped as triple saw tooth (Figure 2.43b) versus azimuth 
aspect. This is the edge shaping type that is used for decreasing the radar scattering level from edges 
of the B-2 bomber air intakes [48]. The thin line is for the tooth height h = 0.02 m, and the bold line 
is for the tooth height /; = 0.05 m. As in case of single saw tooth-shaped edge, scattering maxima 
correspond to normal wave incidence onto partial edge segments. The RCS maxima themselves are 
lower than in previous case. Difference in the major lobe amplitudes in Figure 2.45 is due to the 
constructive interference of echoes from partial edge segments. The spread of RCS lobes now is 
about 10°, which is due to further decrease in straight segment length. 

While evaluating the contribution from rectilinear and curved (elliptical) fractures into total field 
scattered by the complex-shaped object [34], we figured out that curved surface fractures contribute 
less by RCS absolute value but in the wider angular sectors. 

Figure 2.46 shows the RCS of edge shaped as single circular segment (Figure 2.43c) versus azi- 
muth aspect. The gray line in Figure 2.46a is for the segment height of 0.02 m, the thin line is for 
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FIGURE 2.44 RCS of edge shaped as single saw tooth versus azimuth aspect. 
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FIGURE 2.45 RCS of edge shaped as triple saw tooth versus azimuth aspect. 


the segment height of 0.05 m, and the black bold line is for the segment height h = 0.07 m. The black 
bold line in Figure 2.46b is for the RCS dependence given the circular segment height of 0.09 m, the 
thin line is for the segment height of 0.10 m, and the gray line is for the segment height of 0.15 m. 

As it seen from the dependencies shown above, the use of segment with h = 0.02 m height already 
leads to eightfold reduction in the edge's RCS as compared to that of straight edge, but it occurs at 
the expense of the major lobe spread increase up to 12°. Further increase of the segment height leads 
to further widening of the angular sector, in which the edge's RCS exceeds the value of 0.001 m?. 

Analysis of plots in Figure 2.46 shows that the most acceptable segment height is h = 0.07 m. The 
angular sector width, in which the edge's RCS exceeds the level of 0.001 m?, is about 50°. However, in 
this case the RCS value oscillates around 0.002 m? level almost everywhere except in the two regions 
of local maxima (reaching 0.0035 m?). It is worth mentioning that the segment height must be chosen 
with regard to design features of the object bearing the local edge scatterer of interest. Besides, the use 
of rounded edges with the segment height greater than 5 cm is also acceptable from the RCS reduction 
viewpoint since its RCS at any aspect of radar observation does not get greater than 0.005 m?. 

Figure 2.47 shows the RCS of edge shaped as triple circular segment (Figure 2.43d) versus 
azimuth aspect of observation. The thin line in Figure 2.47 is for the segment's height of 1 cm, the 
black bold line is for segment’s height of 2 cm, and the gray line is for the segment’s height of 5 cm. 
All the three dependencies are of oscillating nature, which is due to interference of partial echoes 
from separate segments. The RCS maxima for most of the dependencies do exceed the level of 
0.01 m?, which is higher than those for edge shaped as single circular segment. The spread of lobes 
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FIGURE 2.46 RCS of edge shaped as single circular segment. 
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FIGURE 2.47 RCS of the edge shaped as triple circular segment versus azimuth aspect. 


does not exceed the value of 2°, and given the sector of observation aspects from —40° through 40° 
the RCS dependence has 17 peaks, most of which go higher than 0.005 m?. Besides, all the maxima 
of RCS dependence given the segment's height of 2 cm are concentrated within azimuth aspects 
from —15° through +15° and their absolute value does not exceed 0.01 m?. 

If the edge consists of three circular segments, each one of them having the local scattering center 
(“specular point") at almost any illumination aspect, then we can state that values of RCS maxima 
would also change significantly given even small variations in the illumination signal wavelength. 
In this regard, the edge shaping as multiple circular segments leads to its RCS reduction in a narrow 
frequency range of illumination signal. 

Shaping of the local edge scatterer provides significant decrease in its maximum RCS level. 
Shape selection for the edge is determined by the requirements to its maximum RCS and to the 
angular dependence of its RCS. 


2.3 METHOD FOR COMPUTING SCATTERING CHARACTERISTICS 
OF GROUND COMPLEX-SHAPED OBJECTS 


Vitaly A. Vasilets and Oleg |. Sukharevsky 


The method proposed here is basically based on the scattering characteristic computation method 
developed above in Section 2.1 for standalone objects, but it additionally provides taking into 
account the underlying surface with given electromagnetic properties. Due to the presence of the 
“air-ground” interface, there are two mutually overlapping illuminated regions, the first being cre- 
ated by the direct incident wave, and the second being created by the wave scattered from the 
ground surface. Integral representations obtained below allow us to single out the four basic wave 
propagation paths in the system formed due to the object's standing on the ground (Figure 2.48): 
"transmitter—object-receiver," "transmitter-object-ground-receiver," “transmitter-ground— 
object-ground-receiver," and “transmitter-ground—object—receiver.” The method is also applicable 
for the ground objects provided with RAM coating and for the objects with surface fractures. 


>> 66 


FIGURE 2.48 Basic paths of electromagnetic wave propagation for the case of ground object illumination. 


Methods for Computing Scattering Characteristics of Complex-Shaped Objects 91 


2.3.1 PLANE ELECTROMAGNETIC WAVE SCATTERING AT PERFECTLY CONDUCTING OBJECT 
PLACED IN THE VICINITY OF HOMOGENEOUS HALF-SPACE 


We present here the approximate method for computing characteristics of plane wave backscattering 
from electrically large object with perfectly conducting surface that also has small curvatures, the object 
itself being in the interface vicinity of homogeneous half-space (possibly having complex parameters). 

An importance of such problem formulation is conditioned particularly by the necessity of get- 
ting a priori information on backscattering characteristics of ground objects for the sake of their 
detection and identification by radar. 

The method is based on integral field representations that follow from the Lorentz reciprocity 
theorem when electromagnetic interaction is accounted for between perfectly conducting scatterer 
and the interface of homogeneous half-space. 

Computation of scattering from the object placed above the underlying surface must account for 
their mutual interaction, that is, one must consider the “perfectly conducting object—half-space 
with the ground properties” system (Figure 2.49) and account for the intrasystem interactions. 

In order to account for the underlying surface influence on the scattering, one has to consider four 
basic paths of electromagnetic wave propagation. Multiple reflections of backscattered wave can be 
neglected, in first approximation, as the second-order effects. 

Let £(XlXy, p), H (XIxy, p) be the field excited by the point dipole placed at point xy, the field 
being characterized by the vector-moment p in the presence of half-space V!. The field E(xlX, p), 
H (XIX,, D) satisfies the Maxwell equation system: 


rotE = jou, J£ 
iin | (2.92) 


rotH = —jwek — jope(x — Xo) 


£y, Xy € V°, 
where € = 
£j, xy EV’. 

It should be noted that if the main part of illumination signal spectrum is situated above the 
50 MHz mark, then dispersive properties of the propagation medium with parameters of the ground 
can be neglected [62]. 

Equation system (2.92) is complemented with boundary conditions at the propagation media 
interface D: 


ET = ET; HT = HT, (2.93) 
Ro Q, cus 
R! Q cs 
V? (Eo Ho) 
N 
V! (e by) 


FIGURE 2.49 The “object-ground” system. 
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Let us consider field E(X), H(X) excited by the definite volume current density J in V? given pres- 
ence of half-space V! and perfectly conducting object S in it. Given all these conditions, the Maxwell 
equations take the following form: 


LE = jou, H 
TOL HS | (2.94) 


rot H = -joegE +J 


Let us note that the region V? is bounded by DU S (Figure 2.49). Boundary conditions at the 
interface D, which are as follows: 


E" = ET, H" = HT, (2.95) 


are complemented with requirement to the tangential component of electric field intensity to be 
equal to zero at the surface S, that is 


E =0. (2.96) 


S 


Now, we are ready to apply the Lorentz reciprocity theorem to the fields E(X), H(X), and 
£(Xlxy, p), H (XIX, D) in the region V? given that x, € V? 


fer . H- — E- . -dS - fer Las = - [uos -X)p.E-«j.£)V. (2.97) 
D 8 y? 


Now, using the superposition principle and filtering property of 5-function, we get the following: 
jo EG - EG) = |E- Aas - [ET + - ET-AAS, — og) 

S D 
where E(X,) is the field excited in half-space V? by the predetermined distribution of extraneous 


currents J given that scatterer S is absent. 
Having applied the Lorentz reciprocity theorem to the same fields in the region V!, we obtain 


J (E are . H*+)dsS = 0. (2.99) 
D 


Here, A? = A — n(A - n), B+ = (ñ x B), and ñ is the unit-vector of the normal to the correspond- 
ing boundary. 

Summing expressions (2.98) and (2.99) term by term and accounting for the boundary conditions 
(2.93), (2.95), and (2.96), we can obtain the following integral representation: 


jop: GG) - EG) = | EGIZ, p) Etas. (2.100) 
S 


Let the vector x, be directed toward the illumination source, —R°, and let it have the length r: 


Een. Q.101) 
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Assuming that r — œ, we can represent Equation 2.100 in the following form: 


jop- (ECR?) — E(R°)) = JER, p): H+(x)dS, (2.102) 
S 
where £' (xIR^, p) is the field excited by plane wave 


E,(xIR°, p) = ko Á P? exp j ky(R° - X)) O(Kor), (2.103) 
0 


1 exp( jkor = 2 so- 5 
Or) = 4L 9 RD. pe = p- gig. Ro), 
0 


that propagates in the direction RO given that only half-space V! is present (scatterer S being absent); 
E(R°),£(R°) are the backscattering diagrams of the system under consideration given that scatterer 
S is present and absent, respectively. 

Expression for the incident wave (2.103) has been obtained as a result of proceeding to the limit 
in the form of vector function: 


Sep tr a L e s 22. expG Kx — Xl) 

E(xli, p) = «lvo Vg) + kps |. g(X, Xo) = ^ Amx-Xx]) ^" 

which expresses the field of electrical dipole placed in free space and localized to the point x, € V? 
given that x) goes away infinitely. Here, we use asymptotic representation of function g(x, Xo) given 
that r — oe: 


£(,X)) ~ KQ(Kr)expCj ko (R? - X)). 


In general case, plane wave (2.103) is incident obliquely onto the interface D between the two 
media. In this case, the field scattered in the direction —R? can be assumed to be equal to zero. So, 
the field above surface D given absent scatterer S can be expressed as follows: 


E(XIR^, p) = Ko jte | B° exp Ko (R? + 3) + p'expGk QU -3)) Our), — Q.104) 
0 


where R! = RO — 27(R° - îi) is the propagation direction of wave reflected from the plane of surface 
D, and p! is the vector coefficient of reflection from underlying surface, this coefficient being com- 
puted using Equations 2.12 and 2.13 according to method presented in Ref. [29]. 

Finally, we consider that the scatterer's surface S is illuminated by, first, direct plane wave propa- 
gating in direction R° and, second, the wave reflected from the plane D. 

While doing so, we need also to account for phase differences of the illumination wave that 
occur due to reflection from the interface D. To illustrate this, we assume, in some coordinate sys- 
tem Ox,x5x», the point M at the object’s surface to be determined by the radius-vector x and let the 
point A be the point of wave reflection at the plane D, from which reflected ray arrives to point M 
at S (Figure 2.50). 

The plane D is determined by the equality 


(X: n) hz0, (2.105) 
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FIGURE 2.50 To the issue of incident wave reflection from underlying surface. 


where A is the distance from plane D to the coordinate system origin along the unit-vector of normal 
n to the plane D, and x is the radius vector of a point at the plane. 


Let us introduce the following notation a = OA -X- pR', E = AN =X-a= pR', where the 
value p is determined from condition of point A belonging to plane D: 


_ +h 


T (2.106) 


Now, the incident wave (2.103) can be presented as 
E (RO, p) = Ho |e exp(jky(R° - (â + &))) Qr) 
= Kio Prado exp( ko (R° - G))expl jko(R° - &)) = P’ exp(jko(R°-§)), 
and the wave reflected from the plane D accordingly takes the form 
EIR’, p') = p'expG ky 5) = Ko aui exp(jky(R° - à) exp KR! - B) 
- go Pado P expC j K((R? — R'): G+ R! - X)). 


So, the resulted field at point x of the object's surface S that accounts for phase differences 
between direct wave and wave reflected from plane D can be written as 


E(XIR°, p) = kdo ^ad D? exp jk (R? - X)) + p'exp(jk,((R? — R')-a@ + R'- y]. (2.107) 
0 
Then, having accounted for Equation 2.107, from expression (2.102), we get 


p: ERR) = -jO kh ee [rp expG kR 3) 
0 
S 


+ plexp(jko((R° — R!) -å + R! - x))]- H^ (X)ds. (2.108) 
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Let us note that H^ (X) is the current density over surface S excited by the plane wave propagating 
along RO given that boundary D of half-space V! is present. Presence of half-space V! in the system 
under consideration leads to the appearance of additional wave incident on the object surface S that is 
the direct wave reflection from surface D and that propagates in the direction R'. Therefore, there 
are two mutually overlapping (in general) illuminated regions Q, and Q, that appear at the object's 
surface (Figure 2.49). In the physical optics approximation, the surface current density over illumi- 
nated smooth part of S can be presented as 


n 2n, x H5, Xe Op, 
Buc S Qo (2.109) 
27, x HB, FEO, 
where 
A} = (R° x pg Žo exp j k, (RP - X), 
Ho (2.110) 


AS = (Rx PX exp(j KR? — R!) - à)exp(j KR! - x). 
0 


So, the right-hand part of Equation 2.108 can be represented as a sum of four integrals of the 
P= | fGexpGk 9 GDXdS kind: 
Q 


P- Ed) = jk “HE [Pt 4 | BP expGi Ge 30)- Gig x (R x p^), E2 expe Ge -DaS 


2nr 
Qo 


+ | expira - RY) G+ R3): Gig x (R? x pO), m exp jk (R" - x))ds 
0 
Qo 


+ J p? exp(jky(R° - X)) - (is x (R! x p!) » exp(jk,(R? — R!)- G+ R! - x))dS 
0 


0, 
+ [ P'expGk, (GP — RI) à + RI) Gig x (R' x ^) 
9, 
x [eec cie —R')-G+R'- sus) 2.1) 
0 


Here, the two first integrals are to be integrated over illuminated region Oy, and the other two 
integrals are to be integrated over illuminated region Q,. 

The functions corresponding to f(x) and O(X) in every integral are slow oscillating. In their 
turn, the functions in the integrand of Equation 2.111 are fast oscillating and they necessitate appli- 
cation of cubature formulas described in Section 2.2.2. 

In a similar manner, we can obtain the expression for computing the field scattered from local 
edge scatterers that accounts for underlying surface. However, in this case we need the bistatic solu- 
tion of the problem of wave scattering at local edge scatterer [31]. 
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In Section 2.3.3, we shall also present the method for evaluating contributions from local edge 
scatterers provided with RAM coating into the RCS of ground object with nonperfectly reflecting 
surface. 

Using expressions obtained for the fields scattered from smooth parts of the surface and from 
local edge scatterers, we can evaluate total field scattered from the object placed close to the under- 
lying surface. 


2.3.2 SCATTERING CHARACTERISTICS OF PERFECTLY CONDUCTING MODEL OF A GROUND OBJECT 


To prove the applicability of method developed above, we simulated the process of plane electro- 
magnetic wave scattering from the model of tank (Figure 2.51) standing on the ground. 

The model’s length was 8 m, its width was 3 m, and its height was 2 m. We assumed the underly- 
ing surface to consist of brown loam of equivalent dry density of 1.2 g/cm?. The dry soil properties 
were as follows (moisture content was 1%): e = 3 + j0.38, Ww = 1 + j0; and the moist soil properties 
were as follows (moisture content was 20%): €’ = 17 + j0.9, W = 1 + jO. 

As the elevation angle, we consider the angle between the normal to ground and the incidence 
direction vector. So, in case of the object illumination parallel to the ground this elevation angle is 0°. 
Azimuth aspect is counted off the head-on direction. 

RCS computation for the model was carried out in the azimuth aspect sector from 0° through 90°. 
The elevation angle was 30°. Illumination signal frequency was assumed equal to 10 GHz (A = 0.03 m). 

Figure 2.52 shows instantaneous RCS of perfectly conducting tank model standing on dry soil 
versus azimuth aspect. RCS dependence at horizontal polarization is shown with bold line, and the 
thin line is for the RCS dependence at vertical polarization. Figure 2.53 shows similar dependencies 
for the tank standing on moist soil. 


FIGURE 2.51 The model of a tank. 
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FIGURE 2.52  Instantaneous RCS of the tank model standing on dry soil versus azimuth aspect. 
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FIGURE 2.53  Instantaneous RCS of the tank model standing on moist soil versus azimuth aspect. 


Maximum RCS values take place at head-on and side-on model illumination regardless of inci- 
dent wave polarization and soil type. The RCS at vertical polarization is lower than that at horizon- 
tal polarization through almost all the aspects. This can be explained by the smaller contribution 
from underlying surface given vertical polarization of illumination signal. At some aspects, the 
vertical polarization RCS goes higher than that at horizontal polarization. The latter is due to the 
stronger scattering from vertical edges of the model surface than that from the horizontal ones. In 
case of wet soil, the model RCS is higher than that in case of dry soil; the difference is especially 
observable at horizontal polarization of illumination signal. 

In the high-frequency range being considered, the RCS of an object, like scattered field itself, is 
the fast oscillating function of frequency. 

When objects get sounded by real radar signals, their RCS values become somewhat averaged 
over the frequency ranges corresponding to the signal bandwidths. As it is shown in Figure 2.24, 
reliable estimates of RCS can only be obtained given their averaging in the frequency range at 
least 5 MHz wide. Figure 2.54 shows the plot of tank model RCS versus azimuth aspect given that 
it stands on dry soil, which correspond to those shown in Figure 2.52. The RCS values were aver- 
aged in the frequency range of f= 9.95-10.05 GHz. To achieve this, we took 50 RCS values at fixed 
frequencies evenly spaced over this range. Figure 2.55 shows the averaged RCS of the tank model 
standing on moist soil versus azimuth aspect, these dependencies corresponding to those shown in 
Figure 2.53. The bold line is for the RCS at horizontal polarization, and the thin line is for the RCS 
at vertical polarization. 

The plots of Figures 2.54 and 2.55 are smoother than those in Figures 2.52 and 2.53. This is due 
to RCS averaging in frequency and due to corresponding decrease in the influence of coherent sum- 
mation of contributions from different parts of the model's surface. 

To save the computation time when computing reliable RCS estimates, we computed the corre- 
sponding values of noncoherent RCS for the same model. Figure 2.56 shows the noncoherent RCS 
of the tank model standing on dry soil versus azimuth aspect. Figure 2.57 shows the same depen- 
dencies for the model standing on moist soil. 

The latter dependencies of noncoherent RCS are even more smoothed out than those averaged in 
frequencies (Figures 2.54 and 2.55). Therefore, these noncoherent RCSs values are good and quite 
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FIGURE 2.54 Averaged RCS of the tank model standing on dry soil versus azimuth aspect. 
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FIGURE 2.55  Averaged RCS of the tank model standing on moist soil versus azimuth aspect. 
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FIGURE 2.56  Noncoherent RCS of the tank model standing on dry soil versus azimuth aspect. 
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FIGURE 2.57  Noncoherent RCS of the tank model standing on moist soil versus azimuth aspect. 


reliable estimates of the object RCS given certain sector of aspects and certain range of illumination 
frequencies. It is worth noting that noncoherent RCS value is obtained by scattering computation at 


single frequency, which lightens the computation burden considerably. 
Figures 2.58 through 2.60 show these dependencies of noncoherent RCS of the tank model given 


different elevation angle of its illumination. 
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FIGURE 2.58  Noncoherent RCS of the tank model versus azimuth aspect given 0° elevation angle, the 


model was standing on: (a) dry soil; (b) moist soil. 
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FIGURE 2.59 Noncoherent RCS of the tank model versus azimuth aspect given 10° elevation angle, the 
model was standing on: (a) dry soil; (b) moist soil. 
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FIGURE 2.60 Noncoherent RCS of the tank model versus azimuth aspect given 75° elevation angle, the 
model was standing on: (a) dry soil; (b) moist soil. 


RCS dependencies presented above show that when the model is illuminated along the ground 
surface, then there is no difference in RCS values at vertical and horizontal polarization. The latter 
is due to the fact that given illumination directions close to those being tangent to the ground, ground 
reflection coefficient approaches unit at any polarization of incident wave and along any propaga- 
tion path considered of incident wave. The surface fractures, in their turn, are either obscured or 
they do not backscatter. Given object sounding at elevation angles close to 90°, the RCS values for 
the two polarizations are close to each other again since the wave propagated along the “radar— 
object-radar" path contributes most to the scattered field and ground reflections are almost absent. 
The largest difference between the RCS at two polarizations takes place given elevation angles of 
10? and 30? (Figures 2.56, 2.57, and 2.59) when the difference in reflection coefficients at the two 
polarization is significant. This is why the RCS of tank model standing on moist soil is higher than 
that of standing on dry soil given these elevation angles of 10? and 30°. When the elevation angles 
are approaching 0° or 90°, the influence of the soil type is much smaller. 


2.3.3 METHOD FOR COMPUTING RCS or GROUND OBJECT WITH NONPERFECTLY 
REFLECTING SURFACE 


The method developed here is based on integral representations of fields derived from the Lorentz 
reciprocity theorem while taking into account electromagnetic interactions between the scat- 
terer and the interface between free space and homogeneous half-space. Besides this, the method 
accounts for the presents of discontinuities (sharp edges and radar absorbents) at the surface of the 
object of interest. 

Let us consider the plane monochromatic wave (2.1) incidence onto nonperfectly reflecting 
ground object. Using the Lorentz reciprocity theorem [11], we can express the field scattered by the 
object with surface S as 
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"E 1 = -= NE » x 
P: E(%) = jo o : E(xlxq, p) + E^ (x) - H(xlxo, p)1d5,, (2.112) 
S 


where E, H (x|x, p) is the field of electrical dipole placed at point x, the dipole having the vector- 
moment p given the presence of interface D of half-space V! (Figure 2.49), and (E^, H+) are, 
as before, the 90? rotated tangential components of resulted total field at the object's surface S. 
Particularly, if the object's boundary discontinuity is due to the presence of uniform radar absorbent 
layer backed by perfectly conducting object's surface, then the field (E, H) can be found by using 
solution to the simulative problem presented in Section 2.1. Let us note that for the case of backscat- 
tering Xy = -r RO. If we put now r — oo, then the dipole field can be asymptotically expressed as 


£(Xlxy, P) ~ O(kyrYEQR?, p), 


"ad MCN (2.113) 
H (XlXo, p) ~ O(Kor)7f (XI RP, p), 
where 
Q k elkor 
Cor) = r 
The field E(XIR,, p), J£ (XIR,, p) is excited by plane wave 
E GIRP, p) = po ep BT exp jko(R° 3), 

(2.114) 


H(XIR°, p) = —ky2@p* exp jko(R° - x), 


where p+ = R° x p, p" = p — R(R® . p). 
Consequently, the field over interface D given that scatterer S is absent can be expressed as 


E(XR®, p) = ONES Ho r exp(jko(R° - 3) + p'expGk GR! - 3) |; (2.115) 

FGIR, p) = -kof p expl jky(R° - 3) + p^ exp(jky(R' - 3) |, (2.116) 
where p?- = R° x p°, p^ = R! x pi, p? = p! , and p! is the vector calculated by expressions (2.12) 
and (2.13). 


So, like it was in Section 2.3.1, we consider that the object’s surface S is illuminated, first, by 
direct plane wave propagating in direction R? and, second, by the wave reflected from the plane D, 
the latter propagating in direction R! (Figure 2.49). 

Phase differences that appear due to wave reflection from the interface D are accounted for in the 
same manner as for the perfectly conducting object. For instance, the electrical field component of 
resulted incident field at point x of the object's surface S that accounts for phase differences due to 
primary wave reflection from plane D can be written as 


E(X|R°, p) = Kio | Q(ky)| P exp jko(R? - 3) + pl expjko((R? — RD: E + R3), — 2.117) 
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~ 2 (X-nths, .. : A 
where ¢ = X — P 1; fi is the normal to the plane D; and A is the distance from the center 
jd 
of coordinate system tied to object down to the surface D (Figure 2.50). In the same manner, we can 
write expression for Jf (XIR, p). _ n 
Now, accounting for the fields £ (XIR?, p), H (XIR®, D) from the expression (2.112), we can obtain 
expression for total field scattered in direction —R? (above the surface D) given that object S is 
present: 


p. E(R?)=- sano fe | B° expliky (R^ %)) + p'expGk (CR? — RI) è + 8-3) | ALG) 


+ | i exp( jk, (R? - x)) + p^ exp(K((R? — RD. + RI. y] ; EG) Jas. 
(2.118) 
We note here that H+ (X) is the equivalent current density of electric current over surface S of non- 
perfectly reflecting object. This surface current density H+ (X) is excited by plane wave propagating 


in direction R° given that the interface D of the half-space V! is present (Figure 2.49). In the physical 
optics approximation, the value of H+ (X) for smooth parts of the surface S can be expressed as 


B (x o epe Q.119) 
n,XH,, xeQ, 
where 
= (R° x p?) uc exp Ge X))+ (QR! x p?!) o exp ko (RO x). 
H,-(R'xp SM (RO —R') - c)exp(j ko (R! - X)) 
t (RI! x pl!) us exp(j K,CR? — R!) - c)exp(j ko (R - X)). (2.120) 


Here, jis is the normal to the object’s surface 5; R^! = RO — 27i, (R? - fis), R! = R! — 2r, (R! - ñg); 
and p”, p!! are the complex vector coefficients of reflection from nonperfectly reflecting object's 
surface given its illumination in directions R? u R!, respectively. Vectors p?! and p!! can be com- 
puted using the method described in Section 2.1.1. 

In expression (2.112), the value of E (X) describes an equivalent density of magnetic current over 


surface S. In the physical optics approximation, the value of E+ (X) can be written as 


= AXE, xeQ,, 
E-@)= SO! 2 (2.121) 
nyXE,, xeQ, 
where 
E, 2 p? exp(j ko (R° - X)) + p" exp Cj ky (RO - X)), 
E, =p! exp(j k, (R° — R!) - c)exp jk, (R! - x)) + p" exp ko (R° — R!) - expo (RI! - x). 


(2.122) 
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Taking into account Equations 2.119 through 2.122, expression (2.118) can be presented as 


p.E(R)- = jk, SPUR fle “(jis x Hj) + (R° x p?) Gi; x E) ]expu (R? - x)ds 
2 


+ fle “(jis x A) + (R! x 5). (iis x E) Jexp( jk (GR? — R')- è + R' -3))d$ 
d 


+ [Po Gas x Hy) + R x p°): Gis x E) | exp CR? - Das 
9, 


«[[p “(jis x Hy) + (R! x p») (ig x E) |expGk (CR? — RD. E + R! 34$ >. 
a 
(2.123) 


The first two integrals are over illuminated region Q,, the other two integrals are over illumi- 
nated region Q,. Integrands in Equation 2.123 are fast oscillating functions, which necessitates the 
cubature formulas to be applied as described in Section 2.2. 

Having applied the cubature formula (Section 2.2.2) to the integrals in Equation 2.123, we can 
compute the field scattered from smooth part of the object's surface. 

For the field scattered from local edge scatterers of ground object, we use the same expression 
(2.112). The expression for resulted total field at point X of the surface S enveloping the object that 
accounts for phase differences due to reflection of primary wave from the interface plane D can be 
written in the same manner as in Equation 2.117: 


£(XIR9, p) = go rao P? exp( jk, (R? - X))  p'exp jk, ((R? — R!)- C + R! - Xy]. (2.124) 
0 


H(XIR®, p) = ke QUsr)| p% exp jk (R? - X)) + p exp(jk(R? — R')- C+ RI - Xy]. (2.125) 


SED Na G=x- (X: n)+h 
4Tkor (R!- n) 
to the plane D; and h is the distance from the coordinate system tied to object down to the plane D 

(Figure 2.50). 
Now, the field scattered from local edge scatterers of ground object in the backward direction 


—R? can be expressed as 


R!, p™ = R° x p°, pl = R! x pi; ñ is the normal 


where O(kyr) = 


2 non . ik 
p. EG) = -jk “PV (+ gy (2.126) 


R= j| fao D exp( jk, (R? SaL p exp (jk, (CR? y C+R -X)] 


Wo 


Ee (3). | p expt jko(R° - X)) + p exp(jko((R° - P) + 8X] fas, 2127) 
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1 J E ’ ( ) f E i exp (Jk, CR? i X) p exp( Jk, ((R° E R') i C T R! : X)) 
\ €o 
W 


+ EH). | p% exp (jky(R° - X)) + p exp jk (R^ — R) -C+ RI. Xy] dS. | QI28) 


Here, W, is the whole set of toroidal surfaces enveloping the edges that are illuminated by 
wave propagating in direction RO (Figure 2.61); W, is the whole set of toroidal surfaces envel- 
oping the edges illuminated by wave reflected from the interface plane D; Ea = (rig X E^) and 
He = (ng X H^) are the surface densities of equivalent magnetic and electric currents over the sur- 
face W, (7i, is the normal to the surface W,) given its illumination in direction RO; E?! = (i, x E^) 
and HP! = (n, x H^) are the surface densities of equivalent magnetic and electric currents over the 
surface W, (ri is the normal to the surface W,) given its illumination in direction R! 

Let us consider the integral F) over surface Wp. To do so, we need to express coordinates of the 
points X at the surface W, as follows: 


X=X(v)+T, (2.129) 


where x(v) is the radius-vector of a point at the surface fracture Y given its edge line's parameter 
equal to v, and 1 is the vector orthogonal to the edge at this point that has constant length zy, and 
which direction is determined by vector 0(0 x 0 < om) (Figure 2.15). 

It is convenient to split the phase correcting vector coefficient C in two parts: 


C = & GQ)) * à), (2.130) 
where & (X(v)) = X(v) — GO) sm eR gi AORERE (om) R'. 
(R' - 1) (R' - n) 
Then, the E^ and H^ can be represented as follows: 
E^ E? . E " 
_ |=] ~ [EPK R - x(v))), (2.131) 
H^ Ha 


where E", H^ are the intensity vectors of the field excited at W, by plane wave 


W, - KU K; 


RO K, W,=K,UK; 


FIGURE 2.61 To the determination of surfaces Wy and W,. 
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E* (1) = p° exp jko(R°-)), 
HH") = f (i x expo GP 9). 
0 


Taking into account all that we stated above, the integral F, over surface W, can be written as 


F, = Á Ji (0): p^ + i EAG) (R9 x Z2 jk (R9 - X))exp(jky(R° - X (0)))dS 
0 0 
Wo 


* m J [ie que [io (RIX P [emot (R - R')-C + R'- X) 
£o A Ho 


x exp (jk, (R? - X (0))) dS. Q.132) 


Having replaced the surface integral by the double one, we write integral F, in the following 
form: 


F, = E A [expui 2(R° ! x (0)) Dy, dv 
Yo 


i Ves p - [expGk (R^ — R) EE) + GP + R) 3t) By dv, 2138) 
0 
Yo 


Da = exp( jky(R°-T)) Bo dz, 


Wo 
By = HAG) + | EMG x RO, (2.134) 
0 
Dy, = | expCiky((R? = 8-3, 00 + R' ăn de, 
Wo 


dz = z d0 being the element of the arc Wy length; 


By, = He (t) + [edo x R’). (2.135) 
0 


Here, Y is the whole set of edge lines that are enveloped by the surface Wo, and Wọ is the crossing 
line between surface W, and the plane perpendicular to the edge. 

We can see that the first summand in expression for integral F, is the same as the corresponding 
expression for the field scattered from the local edge scatterer of standalone object. 
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Let us consider the integral F, over surface W,. The field (E^, H^) can be represented in the fol- 
lowing form: 


p E^ TM 7 
| a =| = fexpCikol(R? = RY) - 6G Q0) + QU - X9), (2.136) 
H 


where E x: H » are the intensity vectors of the field excited at W, by plane wave 
E" (0) = pi expL ky (CR? — R^) à, CO) + (RD) 
H"() = [pa x p')expLjk (CR? — R') à (0) + (RD). 
Taking into account Equation 2.136, we can write expression (2.128) for the integral F, as follows: 


F, = dec] L go [en BP (ko x Peek (R^ - X) 
0 A Uo 


x exp(jky ((R° — R!) - à (X (0) + R! - ¥(v))) dS 


+ [eJ TE [eie (RI x jo enc (R^ RD. C + R X) 
Eo A Uo 
x exp(jky ((R? — R!) - & (X()) + R! - ¥(w))) dS. (2.137) 


Having replaced the integral over surface by double integral, we can rewrite expression for F, 
as follows: 


F = [er : [exp iky(R® — R) à Go) + (R + R) FO) dv 
M 


+ ee : [exo 2 e — RD). &(X(0)) + R! - X(0))D,, d o, (2.138) 
Y, 
= ! "E = = " £s. = 
Byo = ['exeGk (R Boa, By AHO + [EE x RO), (2.139) 
x 


D, = f exo, (R - 8): à 0 + R9) B, dz, 


w 


B, = H+ due Con x R’), 
0 


where Y, is the whole set of fracture lines that are enveloped by the surface W,, and Wọ is the cross- 
ing line between the surface W, and the plane perpendicular to the fracture line. 


(2.140) 
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Now, the problem is reduced to finding four vector coefficients: Dy ; Dy, Do B which can be 
solved in the same manner as it was done in Section 2.2.4 by numerical integration procedure for 
the vector coefficient D. 

As it follows from Equations 2.133 and 2.138, computation of scattering from local edge scatter- 
ers of ground object can be interpreted by terms of the four path wave propagation picture as it was 
done for the case of electromagnetic wave scattering from the smooth part of the object's surface. 
By adding together components scattered from smooth surface part and local edge scatterers of the 
object, one can estimate the field scattered from the object standing on the underlying surface. 


2.3.4 SCATTERING CHARACTERISTICS OF NONPERFECTLY REFLECTING MODEL 
OF A GROUND OBJECT 


Applicability of the method developed here was verified by computer simulation of plane electro- 
magnetic wave scattering from nonperfectly reflecting model of a tank (Figure 2.51), which was 
provided with RAM coating and put on the ground. 

The model length was 8 m, its width was 3 m, and its height was 2 m. In simulation we assumed 
RAM with the following properties: relative permittivity and permeability were £' = 20 + j0.1 and 
uw’ = 1.35 + j0.8, respectively, coating thickness over smooth parts of the surface was 1.3 mm, radius 
of radar-absorbing toroid at the fracture ribs was 1 mm. As underlying surface, we took the soil with 
properties of brown loam. Relative permittivity and permeability of dry soil (given moisture content 
of 1%) were e =3 + j0.38 and uw’ = 1 + j0, respectively; the moist soil (given moisture content of 
20%) had the following relative permittivity and permeability: e’ = 17 + 0.9, w’ = 1+ jO. 

RCS computation was provided for the azimuth aspects from 0° through 90° with increment of 1°. 
Illumination signal wavelength was assumed to be 10 GHz (A = 0.03 m). RCS estimations presented 
in Figures 2.62 through 2.65 were provided for the elevation angle of 30°. 

Figure 2.62 shows instantaneous RCS of the tank model standing on dry soil versus azimuth 
aspect of its radar observation. RCS at horizontal polarization is shown with bold black curve, and 
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FIGURE 2.62 Instantaneous RCS of the RAM-coated tank model standing on dry soil. 
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FIGURE 2.63 Instantaneous RCS of the RAM-coated tank model standing on moist soil. 
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the RCS at vertical one is shown with thin black curve. Figure 2.63 shows similar RCS dependen- 
cies for the tank model standing on moist soil. Gray curves at these plots show corresponding RCS 
dependencies for the perfectly conducting model. 

All basic qualitative relationships of RCS for the tank model provided with RAM coating were 
practically the same as for the perfectly conducting model at both polarizations of illumination 
signal (Section 2.3.2). 

In order to save computation time when obtaining reliable RCS estimates, we computed also the 
noncoherent RCS values. Figure 2.64 shows such noncoherent RCS of the tank model standing on 
dry soil versus azimuth aspect of its observation. Figure 2.65 shows similar dependencies of nonco- 
herent RCS of the tank model standing on moist soil. RCS of the RAM-coated model is shown with 
black curves; the gray curves are for the perfectly conducting model. Bold lines are for the RCS at 
horizontal polarization, and the thin lines are for RCS at vertical polarization. 

RCS of the RAM-coated model is, in average, 10-fold less than that of the perfectly conducting 
model. RCS values at vertical polarization are lower than those at horizontal polarization, which is 
even more evident for the case of moist soil (Figure 2.65). 

The noncoherent dependencies of RCS presented above are smoother compared to instantaneous 
RCS dependencies, and they provide reliable estimate for the RCS given specific frequency range 
and sector of observation aspects. 

Figures 2.66 through 2.68 show dependencies of noncoherent RCS of the tank model given vari- 
ous elevation angles of its illumination. Dependencies presented above show that behavior of nonco- 
herent RCS of perfectly conducting model correlate strongly with RCS behavior of the RAM-coated 
model. The dependencies are almost the same for all the azimuths and elevation angles except that 
the RCS of RAM-coated model is about 10-fold lower compared to RCS of perfectly conducting 
model given the use of this specific RAM coating. 

The level of RCS reduction goes as high as 16 dB. Variations in the RCS levels given different 
kinds of underlying surface become more evident as the elevation angle increases. Main qualitative 
RCS relationships for the ground model, which has perfectly conducting and nonperfectly reflecting 
surface, practically coincide with each other. Particularly, given target illumination along the ground 
surface, there is almost no difference between the RCS at vertical and horizontal polarization. These 
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FIGURE 2.64 Noncoherent RCS of the tank model standing on dry soil. 
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FIGURE 2.65 Noncoherent RCS of the tank model standing on moist soil. 
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FIGURE 2.66 Noncoherent RCS of the tank model versus azimuth aspect at elevation angle of 0? (a — dry 
soil, b — moist soil). 
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FIGURE 2.67  Noncoherent RCS of the tank model versus azimuth aspect at elevation angle of 10° (a — dry 
soil, b — moist soil). 


RCS values are practically the same since, for the illumination directions approaching those being 
tangent to the ground surface, the reflection coefficient approaches unit given any signal polarization. 

When the tank model is illuminated at elevation angles approaching 90°, then the values of its 
RCS at horizontal and vertical polarization are close to each other since the direct wave propagating 
without reflecting from the ground contributes mostly into total scattered field. As it was the case 
for the perfectly conducting model, the maximum difference between the RCS values at vertical 
and horizontal polarizations is observed at elevation angles of 10? and 30°. At these elevation angles 
of the model illumination, the ground reflection coefficients at the two polarizations differ from 
each other, and the waves propagating via ground reflection contribute significantly to total field 
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FIGURE 2.68  Noncoherent RCS of the tank model versus azimuth aspect at elevation angle of 75? (a — dry 
soil, b — moist soil). 
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scattered from the object. As it was the case for the perfectly conducting model, for the elevation 
angles of 10? and 30? the RCS of the RAM-coated tank model standing on moist soil is higher than 
that of standing on dry soil. At the elevation angles approaching 0° and 90°, the influence of the soil 
type on the RCS level decreases significantly. 


2.4 SCATTERING CHARACTERISTICS OF REFLECTOR ANTENNA SYSTEMS 
Sergey V. Nechitaylo and Oleg |. Sukharevsky 


In last few decades, the detection capabilities of radar means have increased considerably with 
respect to both airborne and ground (marine) targets. Therefore, special attention is paid now to the 
measures as to decreasing the radar visibility (RV) of weapon systems. 

Many studies were dedicated to solving this problem [63—69]. We have shown earlier that by 
applying RAM coating and shaping the surface of weapon systems in a specific way, one can achieve 
significant reduction in its RV. In this case, the antenna systems (AS) of weapons may become one 
of its unmasking elements. The latter is due to the fact that based on basic functional assignment of 
the antenna (transmission and reception of radio waves) its surface cannot be nonreflecting. 

So, considering the importance of antenna systems one needs to be capable of evaluating their 
scattering characteristics. In this section, we consider the way for computing scattering character- 
istics of reflector antennas including those under radio transparent radomes as well as the way for 
reducing their RV at specific aspects of their observation by means of applying RAM coating to 
some of the antenna elements. 

Reflector antennas (RA) are used widely in different specimens of military equipment and arma- 
ment. The latter is due to their high performance achieved given simple design and low cost. In this 
regard, the armament designers are interested in the methods for reducing radar visibility of such 
antennas by means of applying RAM coating to some of their elements. 

Onboard forward-looking antennas installed onboard modern combat aircraft significantly increase 
their RCS, especially when observed nose-on. Development of general RCS computation method 
introduced below includes quantitative evaluation of contribution from such antennas into the field 
scattered from the whole airborne object. In this section, we also consider the method for computing 
scattering characteristics of reflector antenna systems placed under dielectric radomes (Figure 2.69). 

The field scattered in the backward direction from the antenna is presented in the form of a sum, 
first summand of which corresponds to the scattering from the radome only (given that antenna 
itself is absent) and the second integral summand corresponds to the contribution from the antenna 
into the field scattered by the “antenna—radome” system. The latter summand includes all the intra- 
system interactions. While doing this, we assumed that current density over antenna reflector is 
induced by the primary wave propagated directly through the radome wall, and by the secondary 
wave reflected once from the inner surface of the radome wall. 


FIGURE 2.69 Model of reflector antenna system under the cone radome. 
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The use of asymptotic methods of short wave diffraction allows us to provide computations for the 
radomes with small surface curvature. The ogive-shaped radomes used in practice, which take the 
middle position between the radomes with conically and spherically shaped tips, do not satisfy the lat- 
ter condition. Besides, the use of asymptotical ray and current methods is complicated by the necessity 
of accounting for multiple wave reflections inside the radome. In this case, one should use the method 
of integral equations [70—76]. However, these issues are beyond the scope of this book. 


2.4.1 COMPUTATION Or SCATTERING CHARACTERISTICS OF ELECTRICALLY LARGE ANTENNAS 
AND THE MEASURES FOR REDUCING THEIR RADAR VISIBILITY 


Reduction in radar visibility of antenna by giving it specific shape is unacceptable since the form of 
reflector is determined by the necessity of providing the antenna with specific directivity pattern. In 
this regard, application of RAM coating to the antenna surface fractures comes to the foreground. 
The main surface fracture present in any reflector antenna is the rim of its reflector. Therefore, 
in this section, we consider computational expressions providing scattering characteristics of the 
antennas, reflector’s rim of which is covered with RAM. 

Let us consider a reflector antenna in free space. We assume that antenna dimensions are greater than 
illumination signal wavelength (this condition holds for the pencil beam antennas). We also assume the 
antenna reflector to be an infinitely thin screen D shaped as paraboloid of revolution, the rim of which 
being provided with toroidal RAM coating. Properties of the coating are characterized by €,, U,, and its 
cross section in the plane orthogonal to the rim is a circle with radius p (Figure 2.70). 

We assume that plane monochromatic wave (2.1) is incident onto the antenna reflector. 

Here, as in the rest of the book, we consider that time dependence of the field has the form of 


expo). 


2.4.1.1 Basic Mathematical Expressions for Computing Electromagnetic Field Scattered 
from Electrically Large Reflector Antenna with RAM Coating at Its Rim 


To solve the problem formulated above, we use the integral representation of scattered field of the 
Stratton- Chu type [29] (which, in its turn, can be obtained using the Lorentz reciprocity theorem 
[11,77]: 


1 
JOLLo 


H” (%,) E fd x Vg) T jog, gE* € 
S 


(Et. Pe us (2.141) 


where x, is the radius-vector of observation point, S is any closed surface enveloping the screen D 
(Figure 2.70), E+ = ñ x E, H+ = n x H are the tangential components of total field at the surface S, 


Observation point 


FIGURE 2.70 Reflector antenna geometry. 
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FIGURE 2.71 Cross section of the screen by plane xOz. 


n is the inner, with respect to S, normal, g = exp(Jjkor)/4nr, r = EA — xj, and x is the radius vector 
of a point at the surface S. 

We now assume the surface S to be tending to D (Figure 2.71) every where except the rim vicinity. 
In the vicinity of the rim, we assume the surface S to be tending to toroidal surface S’ that envelopes 
the absorbent surface S”. 


As a result, we get the following expression for the scattered field: 
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where D' is such part of surface D that excludes the rim vicinity bounded by surface S ' (in Figure 
2.71 this surface D’ is highlighted with bold line). The variable K , which enters expression (2.142), 
is the jump in surface current density induced at D": 


K = (Ht) (Hy, (2.143) 


where (H +)* and (H +) are the surface densities of electric current over illuminated and obscured 
sides of the screen, respectively. 

Let us find expressions for computing field scattered by the screen in the far-field zone. To do 
this, we use asymptotic of the functions g and Vg given r — eo [77]: 
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where 7? is the unit-vector directed to the observation point. 
Taking into account expressions (2.144) and (2.145), we get the following: 
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where 


Íy = [i - A x P) xpi jky C? - x)]ds, (2.147) 
: 


ZI iko(F° - X)] ds. (2.148) 


Since geometrical dimensions of surface D’ are large compared to signal wavelength, and the 
surface itself does not include the vicinity of the reflector rim where the irregular component of 
surface current density plays significant role, then contribution of the surface D’ into scattered field 
is computed in approximation of physical optics. Particularly, 


UP? = 20 « H°), (AL) = 0. (2.149) 
Once expression (2.149) is used, then Equation 2.148 takes the form 


= € es = RS " = = = 
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where D; is the illuminated part of surface D’. 

Since the integrand in Equation 2.150 has fast oscillating exponential multiplier, then this inte- 
gral should be computed using cubature formula (2.15) obtained above in Section 2.2.2 for the 
integral of the form: M = J s; F (Æ) exp Gk, €(x)) ds, in which the amplitude and phase function of 
integrand have the following form: f(x) = n(X) x (RO x p?) and Q(X) = jk,(R? — r9) - X, respec- 
tively. It is worth noting that the use of cubature formula requires the surface D; to be triangulated, 
that is, replaced by a set of flat triangles (A;]. Within every triangle, the amplitude and phase func- 
tions are linearly interpolated. Then, the integral M is represented by a sum of integrals over all the 
triangles A,. 

In Ref. [51], the estimate of the cubature formula (2.15) residual was found. It can be used either 
as accuracy estimate for the integral (2.14) or as an indicator of required number of triangles, which 
the surface D; to be split into in order to provide the needed calculation accuracy. 

Contribution from the vicinity of reflector rim into total scattered field is determined by expres- 
sion (2.147). Let us represent radius-vector of a point at surface S' in expression (2.147) in the form 
of the sum (see Figure 2.72): 


x = X() +E@), (2.151) 


where X(/) is the radius-vector of a point at the rim that has the arc coordinate /, and Elo) is the vec- 
tor orthogonal to the rim at point / that has the length R 2 p and orientation of which is determined 
by angle Q(0 < ọ < 21). Angle @ is counted off the half-plane that is tangent to the reflector rim at 
point /. 

Based on Equation 2.151, the values H+ and E! at point with radius-vector X at the surface S’ 
can be expressed as follows: 
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FIGURE 2.72 To explanation of the integration over surface S". 


where H+ (E) and Et (E) are the surface densities of electric and magnetic currents, respectively, at 
points of surface S’ that are excited by incident wave: 


E*(É) = p? exp Gk, (R* - E), 


"M B oo. (2.153) 

H? (E) = VJ€o/bo (R° x p° exp (jko(R® - 8). 

So, the surface integral entering the expression (2.147) can be represented as a double one like it 
was done in Ref. [31]. External integral is along the rim line L: 


Hr*y- JexpLiko cae - F°): X0))] M(.r?)dl, (2.154) 


L 


where d! is the arc element of L. Internal integral, in its turn, is along the line Sọ, which is the cross- 
ing line between the integration surface S’ and the plane orthogonal to the reflector rim at point /. 
In our case, this Sọ is the circumference of radius R (Figure 2.72). Expression for M(I,r?) takes the 
form: 


MUF?) = | expl—jkyF E A+ — [£2 EL® x 79) laq, (2.155) 
Ho 


So 


where dq = Rdq is the arc element of circumference S,. In our computations, we assumed the radius 
R to be equal to half the wavelength of incident field. Such choice of R is conditioned by the fact 
that, as is shown in Ref. [29], at the distances larger than half the wavelength from the wedge's edge 
the values of total field at the wedge's faces are close to those computed in approximation of physi- 
cal optics. 

Integral (2.154) can be evaluated by the stationary phase method [25]. The equation for finding 
stationary phase points /, at the rim L has the following form: 


h(l) = (R° — F°) - X'(9) = 0. (2.156) 


However, for the circular edge, which is the reflector's rim in our model, there is a situation 
when it is impossible to apply the stationary phase method. This situation corresponds to the axial 
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illumination of reflector in case of monostatic radar, where the whole rim becomes "specular" 
region. The value of integral Z (r°) can be obtained by numerical integration (in our computations, 
results of which will be presented below, we used the five-point Gaussian integration formula [78]). 

Once the stationary phase points have been found, they need to be checked for “visibility” from 
both the transmitter and receiver directions. We provided such check using the ray tracing method 
described in Ref. [47]. The essence of the method can be explained by example of checking the 
stationary point with coordinates (xy, yo. z;) for its visibility from the direction set by RO. The check 
is provided by solving simultaneous equations: 


X = Xp + RU, 
y = yo + Rt, 
d (2.157) 


x + y!-Afz- 0, 


where RO, RO, R? are the projections of vector R° onto axes x, y, and z, respectively, and f is the focal 
distance of the antenna reflector. 

In simultaneous Equations 2.157, the first three expressions describe parametrically the straight 
line passing through point (Xp, yo, Zo) in the direction RO, the fourth equation describes the reflector 
geometry. Having solved simultaneous Equations 2.157 with respect to t, we obtain the second- 
order equation with roots f,, t. One of the roots always equals to 0. If the nonzero root is negative, 
it means that ray being considered crosses the antenna reflector at some point that obscures point 
(Xo. Yo» Zo). In the same manner, we check the point for its visibility from the receiving direction. If 
this stationary point is not visible from at least one of these directions, its contribution into scattered 
field is not accounted for. In case of monostatic radar, only one check is necessary. Having provided 
such check for every stationary phase point and having applied the stationary phase point method 
itself, we obtain the following expression: 
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where n; (lo) is the unit-vector of major normal to L at point lp, the symbol li: means that summa- 
tion is done over all “visible” stationary phase points at the rim, and e(J/, ) is the curvature of curve 
L at point Jp. 

When the integral (2.154) is to be computed using expression (2.158), one need to know the value 
of function M(/,r°) at point lọ. Due to the fact that integrand in Equation 2.155 is smooth enough, 
the M(Iy, r?) can be evaluated using one-dimensional numerical integration. In our computation, 
we used the five-point composite Gauss formula [78]. For this purpose, we needed to find the val- 
ues for H+ Ë) and E+ (E) along the line S,. Taking into account the large electric dimensions of the 
reflector and small curvature of its rim, we can assume the values of H+ (&) and E+ (&), like it was 
explained in Section 2.2.4, to be equal approximately to those values that would have been excited 
at the surface of absorbent cylinder if the latter had been covering the edge of perfectly conducting 
half-plane that was tangent to the reflector surface at point lọ. 

As in Section 2.2.4, we computed the values of H+) and E+) using solution to the simula- 
tive problem of oblique incidence of plane electromagnetic wave onto perfectly conducting wedge 
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provided with RAM coating at its edge [46], the only difference being in the value of external angle 
of the wedge, which became equal to 27. In this case, the wedge itself turned into a half-plane 
(Figure 2.73). 

Like it was in Section 2.2.4, we represent the E, and H, as E, = u(xj, x7) exp(jkyxi RO), 


u(xt, x5) 


H, = va, xi)exp (kx; RD), and introduce the vector w = ) In our case, the value of w 


v(1,35) 
outside the absorbent cylinder can be decomposed into series (2.78), but with respect to the Bessel 
functions of half-integer index. The latter is so because we took the parameter ¢ determining the 
angular aperture of the wedge to be equal to two. So, the series is as follows: 


w= AESA r) 23 C.H Mo 3) Ín (9), (2.159) 


m 
2 
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where In (Mo r) is the Bessel function, H? (nr) is the Hankel function, Ny = ky./1 — (R2)? , and 


sin(@m/2) 
cos(@m/2) ) ` 


In(Q) = | 

Expressions for the matrix (2 x 2) coefficients A,,, and C,, were received in Ref. [46]. 

Having known the values of u(x;, x2) and v(x{, x7), we can use the Maxwell equations to find all 
other components of the sought field. 

Finally, using expression (2.159) for computing M(/, r°) by formula (2.155) and taking into 
account that H-(£) = zi x H(€) and E-(£) = îi x E(E), we find the resulted contribution from all 
visible parts of the reflector rim into resulted scattered field. 

In order to prove the applicability of the method described above, we compared the compu- 
tational results to the results of real scattering of plane wave at the antenna reflector in anechoic 
chamber. 

As antenna reflector, we took the paraboloid of revolution with aperture of 0.3 m and focal dis- 
tance of 0.137 m. Computation was carried out for the wavelength of A = 0.032 m. 

The results of computation and experiment are shown in Figure 2.74. 

The figure shows RCS of paraboloid of revolution versus observation angle 0 that is counted off 
the reflector's axis of revolution in plane yOz (refer to Figure 2.70). Polarization vector of incident 
field was oriented along the axis Ox (hereinafter, we refer to such vector orientation as vertical 
polarization, and we refer to the case of polarization vector being perpendicular to axis Ox as hori- 
zontal one). The bold line is for experimental RCS values, and the thin line is for computed RCS 
values. 


FIGURE 2.73 The half-plane with radar absorbent cylinder at its edge. 
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FIGURE 2.74  Backscattering diagram of paraboloid of revolution. 


As seen from the plot, the results of computation agree quite well with the experiment. Small 
deviation of the two curves is due to, first, some misalignment of vertical plane containing the axis 
of paraboloid with the direction toward the receiving antenna that took place in measurements 
and, second, value of the observation aspect 0 increment was equal to 2.5?, because of which some 
ravines of the dependence could have been missed. 


2.4.1.2 Study of the Possibility to Reduce RCS of Reflector Antennas by Means 
of Applying Radar Absorbent Coating to the Reflector Rim 

Reflector antennas are installed on a wide range of airborne objects (forward-looking radar antenna 
of aircraft, radar seeker antennas of different purpose missiles). Therefore, in this section we pres- 
ent computation results for backscattering diagrams of parabolic reflector antennas of different geo- 
metrical dimensions in case of application of different thickness RAM coating to their reflectors’ 
rims. 

In Section 2.4.1.1, we gave the expression for RCS of finite paraboloid of revolution in conditions 
of its axial illumination, monostatic radar configuration, and physical optics approximation: 


c = 2nq' - cos2Kk,d)), (2.160) 


where q is the parameter of parabolic reflector equal to double focal distance of paraboloid, and d 
is the paraboloid depth. 

Itis seen from Equation 2.160 that RCS is oscillating function versus frequency (or wave number 
k) of incident field. Therefore, small frequency deviation can lead to considerable change in the RCS 
value. So, this instantaneous RCS must be averaged over some frequency range in order to obtain 
reliable RCS estimate. It is advisable to match the frequency range used for averaging the antenna 
RCS of airborne objects to the signal bandwidth of surveillance (warning) radar. 

One of the basic means for detecting airborne objects today is the Airborne Warning and Control 
System (AWACS) aircraft. The radar of AWACS aircraft operates in S-band (from 7.5 cm through 
15 em). So, we set the frequency range for averaging RCS of antennas considered below to be 
lying inside the S-band, namely it shall be from 8.5 cm through 9.5 cm. It is worth mentioning that 
with this operating frequency band in mind, the onboard antennas considered below can indeed be 
regarded as passive scatterers, since the operating wavelengths of AWACS radar are, in average, two 
to three times as large as operating wavelengths of the most of these antennas. 

Geometric parameters of parabolic reflectors, for which we computed scattering characteristics, 
are presented in Table 2.1. 

Computation results for backscattering diagrams of the three AS under consideration are pre- 
sented in Figures 2.75 through 2.77. Figure 2.75 corresponds to AS #1, Figure 2.76 corresponds to 
AS #2, and Figure 2.77 corresponds to AS #3. In all of these three figures, the plots marked as (a) 
correspond to antenna illumination at vertical polarization and the plots marked as (b) correspond 
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TABLE 2.1 

Geometric Parameters of Parabolic Reflectors of Onboard Antennas 
Antenna Number Reflector Diameter (m) Reflector Focal Distance (m) 
AS #1 0.63 0.233 

AS #2 0.33 0.15 

AS #3 0.365 0.166 


to horizontal polarization. Thin lines are for backscattering diagrams of perfectly conducting reflec- 
tor, the bold lines are for the reflector, whose rim is provided with toroidal RAM coating of 0.016 m 
radius, and the dashed lines are for the reflector, whose rim is provided with toroidal RAM coating 
of 0.008 m radius. 

Properties of absorbent were assumed to be as follows: e’ = 1 + j10, w = 1 + j10. These properties 
correspond to the so-called Zommerfeld-type absorbent. Such absorbents are described in [18,79]. 
Electromagnetic field inside such absorbent fades very quickly as the wave propagates inside the 
material, since the imaginary parts of e’ and w’, which condition the losses, are great. When the 
incident field hits the absorbent's surface at right angle, the absorbent material's impedance matches 
that of free space, that is, Z = Ju, /£, = Vuo/Eo = Zo (Zo is the impedance of free space; Z is 
impedance the surface; €,, |i, are the absolute permittivity and permeability of RAM). 

In order to analyze the backscattering diagrams in Figures 2.75 through 2.77, it is convenient 
to split the whole sector of antenna observation aspects 0 into three subsectors (Figure 2.70). The 
first subsector would include the aspects 0 close to axial illumination of antenna system. In this 
subsector, we observe either peak or ravine of backscattering diagram. In Figure 2.75, this subsector 
includes aspect angles 0 < 0 < 5°; in Figure 2.76, it includes aspects 0 € 0 € 7°; and in Figure 2.77, 
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FIGURE 2.75  Backscattering diagrams of antenna system #1 (a — vertical polarization, b — horizontal 
polarization). 
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FIGURE 2.76  Backscattering diagrams of antenna system #2 (a — vertical polarization, b — horizontal 
polarization). 
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FIGURE 2.77  Backscattering diagrams of antenna system #3 (a — vertical polarization, b — horizontal 
polarization). 
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it includes aspects 0 < 0 < 8°. If antenna system is observed at aspect angles lying in this subsector, 
then application of RAM coating to the antenna reflector rim can decrease its RCS (Figure 2.75), but 
such RAM application can increase the antenna system RCS as well (Figure 2.76). 

Such RCS increase can be explained by the fact that given axial illumination of finite paraboloid 
of revolution by a monostatic radar, its RCS is the oscillating function versus wavelength of inci- 
dent field. Such property of this function can already be seen from Equation 2.160, which does not 
account for irregular current component (due to the reflector's rim). Figure 2.78 shows the RCS of 
paraboloid versus wavelength of incident field computed using expression (2.160). Here, bold solid 
line corresponds to RCS dependence of AS #1, thin solid line corresponds to the RCS dependence 
of AS #2, and thin dashed line corresponds to the RCS dependence of AS #3. Analysis of Figure 
2.78 shows that given the signal wavelength lies between 0.085 m and 0.095 m the values of RCS 
for AS #1 approach their maxima. 

Our computations show that fields scattered by the smooth surface part and edge local scatterers 
interfere constructively for antenna system #1 given this wavelength band, which explains the maxi- 
mum in its RCS. Application of RAM coating to the antenna reflector's rim leads to the antenna 
RCS decrease in the first subsector of observation aspects 0. 

In case of AS #2, we observe destructive interference of the fields scattered by the smooth sur- 
face part and edge local scatterers of antenna reflector, which results in minimal antenna RCS for 
the aspect angle of 0 = 0. In this situation, application of RAM to the reflector's rim decreases the 
contribution into resulted scattered field from the edge local scatterers, but the resulted field scat- 
tered from paraboloid in direction of 0 = 0 goes up (Figure 2.76). 

RCS of AS #3 (dashed line in Figure 2.78) does not reach its minimum in this first angle 
subsector and in the wavelength band under consideration. Therefore, application of toroidal 
RAM coating with radius 0.008 m leads to decrease in RCS level (Figure 2.77) and increase in 
the RAM-coating radius up to 0.016 m, on the contrary, leads to increase in RCS level (bold line 
in Figure 2.77). 

Analysis of Figure 2.78 shows that in the first subsector of aspects 0 we should expect the reduc- 
tion in antenna RCS due to RAM coating at the reflector’s rim within those wavelength bands, in 
which the antenna RCS approaches its maximum (Figure 2.78). For instance, results of backscat- 
tering diagram computation for AS #2 given the averaging over the wavelength band from 0.055 m 
through 0.065 m presented in Figure 2.79 (the lines designation being the same as in Figure 2.76) 
show the efficiency of RAM-coating application to the antenna reflector’s rim. 

The second subsector of aspect angles O would include observation aspects, at which the specular 
reflection region appears at smooth part of reflector’s surface that contributes mostly into the field 
scattered backward. For the AS #1, this subsector includes aspect angles 5° « 0 € 28°; for AS #2, it 
includes the aspects 7? « 0 € 18°; and for AS 43, it includes the aspects 8? « < 17°. It can be seen 
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FIGURE 2.78 RCS of antenna systems versus incident field wavelength given axial illumination of their 
reflectors computed in physical optics approximation (bold solid line — AS #1, thin solid line — AS #2, thin 
dashed line — AS #3). 
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FIGURE 2.79  Backscattering diagrams of antenna system £2 given averaging in the wavelength band of 
incident wave from 0.055 m through 0.065 m (a — vertical polarization, b — horizontal polarization). 


from Figures 2.75 through 2.77 that application of RAM coating to reflector's rim in this case does 
not have any significant influence on reduction in the backscattered field level. 

In the third subsector of observation aspects, this specular reflection region at smooth part of 
the reflector's surface is absent, so the edge local scatterers (reflector's rim) contribute significantly 
into backscattered field. For the case of AS #1, this third subsector of observation aspects includes 
the angles 28? < 0 < 90°; for AS #2, it includes aspects 18? < 0 < 90°; and for AS #3, it includes 
the aspects 17? « 0 < 90°. Therefore, in this third subsector of antenna observation aspects 0, appli- 
cation of toroidal RAM coating to the reflector's rim again leads to significant reduction in the 
antenna RCS. 

Computation results presented above indicate that for every specific reflector antenna, one should 
evaluate the properties and parameters of RAM coating at its rim while bearing specific sector of 
aspect angles in mind. 


2.4.2 RADAR SCATTERING OF THREE-DIMENSIONAL MODEL OF ONBOARD REFLECTOR ANTENNA 
UNDER THE CONE RADOME 


Here, we seek for engineering expressions to compute backscattering characteristics of radar equip- 
ment situated in the nose part of air vehicle. In this regard, we consider the three-dimensional model 
of reflector antenna system placed under the conical radome (Figure 2.80), which is illuminated 
from outside by plane electromagnetic wave (2.1) (given p? = p). 

Application of the Lorentz reciprocity theorem to the sought total field (E, H) and to auxiliary 


field (E, H (xlxo, p)), the latter corresponding to that of electric dipole placed at point x, that has 
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FIGURE 2.80 The “antenna—radome” system. 


the vector-moment p given that only radome is present, allows us to obtain integral representation 
of the field we seek 


jop: E(x) = jop- ES% (xy) + Jaw - Ê” (xlxy, p)) dS, (2.161) 
L 


where E345. (x) is the field scattered by the radome only, K (x) is the surface current density over 
the antenna reflector's surface. Integral summand of expression (2.161) represents the response of 
antenna reflector onto incident wave that takes into account electromagnetic wave interaction with 
the radome. Having placed x) = —rR? and having further assumed that r — œ, we receive expres- 


sion for resulted field scattered from the *antenna-radome" system in the far-field zone: 


? Amr 


Jkor »" 
p: ER?) ~ p: Ej, (R) = jk See [ (E(x) Ras. (2.162) 
0 
L 


Here, E (x) is the field excited by primary incident plane wave (2.1) in points over the reflector's 
surface L given that only radome is present. We are going to compute this field by method of geo- 
metrical optics. 

Under approximation assumed above, we represent (E(x), H(x)) as a sum of field that passes to 
reflector directly through the illuminated part of radome (propagation path | in Figure 2.81) and the 
field that passes to reflector via single reflection from the inner wall of radome (propagation path 2 
in Figure 2.81). 

The field corresponding to propagation path 1 in Figure 2.81 can be presented as 


EG = lupă. + tp (B? x E, )] exp(jky(R° - x), Q.163) 


<0 ft, p, (R? xE) — t,py&j ] expliko QR? - X)), (2.164) 
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FIGURE 2.81 Propagation paths of incident wave. 


xn 


Igi u^ é = (R? x e), pi = (pr ei). Py = (p: 6), and n is the vector of the normal 
n 


where e, — 


to the radome surface. 

Complex-valued coefficients t, ,t, describe propagation of plane electromagnetic wave through 
flat uniform layer with the properties of radome at two mutually orthogonal polarizations. As paral- 
lel polarization marked by sign |, we consider the situation where electric field intensity vector of 
incident wave belongs to the plane passing through vector R? and normal n at every particular point 
of the radome surface. Accordingly, the perpendicular polarization, marked by sign L, corresponds 
to situation where electric field intensity vector is orthogonal to the plane specified above. General 
expression for the propagation coefficient can be presented as follows: 


t= c KO + Zsin s) +{ 0s «d—Zsin | exp(—jk,5cos 0), (2.165) 
where p is the complex-valued coefficient of reflection from plain uniform layer of material that has 


the properties of radome. This coefficient can be expressed as 


j(c? — Dsinxó 


- : 2.1 
P= 2ccosk8 — j(c? + Dsink6 a 


I Fan 
Here, c = AED M K = ky J£' — sin? 0,cos 092 I(RO - n), sin? 0 = 1 - (R° - n, €’ is relative 


BcosO ^" 
permittivity of the radome material, and 6 is the radome thickness. 


B= 


t incase L polarization, 


e incase || polarization. 


In case of polarization L, we have p = p,, t— t,; and in case of polarization ||, we have p = py. 
T= T 
ll 
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If the ray passing through radome at some point x, does not hit the reflector, then it must pass 
through radome once again at some point x,. If we find, in this case, the values for t,,t,, Pi-Pu- 
ee, at point xy, then we can compute the intensity vector of electric field that has propagated 
through radome at point x, and that is incident onto its inner surface at point x, 


p,expGk, (QR? - x), p, =T Pies +TuPi&i- (2.167) 


Vector p,, wave incidence direction Ry, and the normal n (x) to inner surface of radome S, at 
point x, can be used for finding 1,,, Tis Pius Pry» €11» Cum by means of formulas (2.165) and (2.166). 
The field that has reflected from inner surface of radome at point x, and that is incident onto anten- 
na’s reflector (path 2 in Figure 2.81) can be represented as follows: 


w>: 


2(¥) = [P PE * pupa (QU x & ,)]exp (jk [CR? X) + (R! XD), (2.168) 


A,(%) = [eros Py ài * Pu pu (R! x &j)lexpGk[(G? - 30) + (x), (2.169) 


where R! = RO — 2n (xj )(R? -n (x). 

It should be noted that once plane electromagnetic wave bounces off the inner surface of radome, 
then caustic surface may form. Computation of such caustic surface that appears in case of oblique 
incidence of plane wave onto the radome cone has been carried out in Refs. [80,81]. The ray passing 
through such caustic surface changes its phase by 7/2 [82,83], which has to be taken into account 
for the wave hitting the antenna after reflection from the radome inner surface. 

Surface current density K (x) over antenna reflector in expression (2.162) is computed in the 
form of sum of currents excited on the reflector's surface by "direct" and "reflected" waves (path 
1 and path 2 in Figure 2.81). In the physical optics approximation, current surface density can be 
expressed as 


K (x) = 2(N x A), (2.170) 


where N is the vector of normal to the reflector's surface at point x, and H can be computed as a 
sum of magnetic field intensities for the first and second paths of incident wave propagation accord- 
ing to expressions (2.164) and (2.169), respectively. 

The field p - Es“, (RO) scattered by radome can be computed using Kirchhoff's approximation 


radome 


.pseat ÜxX uos p 3 d Ho 
P Ej dome (R ) s Jko Arr I |o (n xH (x))) £y 
Sittum. 
+ E(x): (n x (px R?) Jexpt jk, (Q9 x))d5. (2.171) 


Here, (£', H^) is the field at (or close to) illuminated surface of radome, which in Kirchhoff's 
approximation can be expressed as 


R! x (R! x ñ) 


a lexp(jko(k!- 3), (2.172) 
R! x (R! x ñ) 


=. xi EE 
E'(X)«- p. Gp, co E x "a + py GO p, Q 
R xii 
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1 
H'(x) 2 ——V x E(x), 2.173 
Q3 = xau V X ED Q.173) 


where R! = R° — 2n(R? - n), and n = n(x) is the normal to the outer radome surface S,. For dielec- 
tric radome of conical shape, representation (2.171) can be simplified and reduced to single integral 
by angular coordinate o tied to the illuminated part of radome: 


p- Ext. (RO) = —jk eio sing 


Oy 
radome —JKo Arr cos?0 | oo do. (2.174) 
Og 


where 


hexp(j2k,ho(a)) " exp(j2k,hq(o)) — 1 
2 jk, (ot) 4k5 Q? (a) i 


(Qa) = Fe) 


F(a) = (p, (4) pj (4) — po) p; (00) QR? - n(00), 
P(0) = tg0(R? cosa + R? sina) + RY, 


n tg 
Ol, = arcct , Q= 27-A, n--—, 
0 8 j-n 1 0 tgy 


h is the radome height, 0 is half-angle of the cone, y is the angle between the cone axis and the 
vector RO, n(a) is the vector of normal to outer surface of radome $,. 

For numerical computation, we take the antenna model with the following characteristics (Figure 
2.82): the tip of radome cone is placed at the coordinate system origin, its axis coinciding with the 


FIGURE 2.82 To the description of computer model of reflector antenna. 
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axis Oz. The rest of the parameters are as follows: radome height h = 1 m, half-angle of the cone (the 
angle between the cone's axis and generatrix) 0 = 20°, relative permittivity of the radome material 
£' = 7 + j0, distance between the cone tip and the center of parabolic reflector d = 0.75 m, reflector's 
radius a — 0.25 m. Antenna can turn under the radome around axis Oy. Unit-vector of the wave 
incidence direction R belongs to the plane Oxz (R? = {siny, 0, cosy}). 

In the process of our computer simulation, we considered three kinds of reflector antennas: the 
first one has almost flat reflector (focal parameter g = 10 m, reflector depth is about 3 mm), the sec- 
ond one has focal parameter q — 1 m with reflector depth of 3 cm, and the third one is the so-called 
"deep" reflector antenna (focal parameter g = 25 cm, reflector depth is 12 cm). 

Figure 2.83 shows RCS of antenna with focal parameter q = | m versus its illumination angle y 
given that radome is absent. Illumination signal wavelength was À = 3 cm. Antenna reflector posi- 
tion was shifted by angle a = 45° in plane Oxz. Figure 2.84 shows RCS of the same antenna versus 
its illumination angle y given that 5.6 mm thick radome is present (the radome wall thickness was 
matched to the incidence angle of 20?). Polarization vector of incident wave was perpendicular 
to plane Oxz (u-polarization). Thin black line shows contribution into antenna RCS from the field 
that was directly incident onto the antenna reflector (path 1 in Figure 2.81). The dashed gray line 
shows contribution into antenna RCS from the field that was incident onto the antenna reflector after 
bouncing off the inner wall of radome (path 2 in Figure 2.81). Bold black line shows the resulted 
RCS of antenna reflector that takes into account its electrodynamic interaction with radome. 

Figure 2.85 shows RCS of the “antenna—radome” system. Thin black line shows resulted RCS of 
antenna reflector that takes into account its electromagnetic interaction with radome. Gray dashed 
line shows contribution into the *antenna-radome" system RCS from radome itself, resulted RCS of 
the system being shown by solid bold line. Analysis of Figures 2.84 and 2.85 and their comparison 
to the RCS dependence of antenna reflector without any radome shows that matched radome does 
not influence, in general, the antenna reflector RCS in quite wide angular sector. However, at some 
illumination angles, the presence of radome changes the resulted value of reflector RCS consider- 
ably. For instance, given reflector illumination at the angle of 45? (antenna reflector was illuminated 
along its axis), the influence of radome leads to sevenfold reduction in the RCS of whole system. 
The influence of field that was incident on the reflector after reflection from the inner radome wall 
led to considerable change in the reflector RCS given angles of its illumination greater than 60*. 
Reflections from the radome provide significant contributions into the system RCS given small val- 
ues of illumination angles y as well as given illumination angle y = 70°, which corresponds to the 
wave incidence perpendicularly to the radome cone generatrix. 

Dependencies similar to those shown in Figures 2.84 and 2.85, but for the situation where polar- 
ization vector of incident wave belongs to plane Oxz (v-polarization), are presented in Figures 2.86 
and 2.87, respectively. 

Given v-polarization of incident wave, the influence of radome onto the RCS of whole system 
decreases. The latter is due to decrease in field reflection from the inner wall of radome, decrease 


RCS (m?) 


o [s e ma: 
m 


Y (degree) 


FIGURE 2.83 RCS of antenna reflector given that radome is absent. 
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FIGURE 2.84 RCS of antenna reflector given that radome is present (u-polarization case). 
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FIGURE 2.85 RCS of the "antenna-radome" system (u-polarization case). 
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FIGURE 2.86 RCS of antenna given that radome is present (v-polarization case). 
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FIGURE 2.87 RCS of the "antenna-radome" system (v-polarization case). 
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in scattering from the radome itself, and the behavior of the whole “antenna—radome” system, 
which, given the v-polarization, comes closer to that of antenna without any radome compared 
to the case of u-polarization. For instance, given the v-polarization of wave and its incidence at 
y= 45°, RCS of the system is almost the same as that of antenna without any radome for this aspect 
of illumination. 

To evaluate the influence of radome on the whole system RCS given axial illumination of antenna 
reflector, we consider here the dependence of RCS on the antenna reflector depth (Figure 2.88). 
Reflector depth 5 changes from 3 cm (illumination signal wavelength) through 10.5 cm (3.5 times 
the wavelength), which corresponds to change in focal parameter from q = 1 m to q = 0.3 m. Gray 
solid line shows RCS dependence on the antenna reflector depth given that radome is absent. Black 
solid line corresponds to the RCS dependence of antenna under radome given v-polarization of inci- 
dent wave, and the dashed line corresponds to RCS dependence of antenna under radome given 
u-polarization. 

RCS dependencies of antenna under radome are shifted to the right with respect to those of 
standalone antenna without any radome. Particularly, the dependence given u-polarization is shifted 
even more than others. Axial illumination of parabolic reflector leads to formation of Fresnel zones 
at its surface similar to those formed at the surface of convex objects (sphere for example). Its RCS is 
determined in this case by summation of fields scattered from the first and the last Fresnel zones at 
reflector's surface. The change in reflector's depth leads to periodic appearance or disappearance of 
Fresnel zones at the reflector's rim. Consequently, this periodicity of RCS variations is related to the 
wavelength of illumination signal. As it is seen from dependencies of Figure 2.88, the presence of 
radome influences considerably the formation of Fresnel zones. Given u-polarization, particularly, 
this influence gets even stronger. 

Analysis of RCS computation results for the system with flat reflector (g = 10 m) shows the same 
tendencies as for the antenna with q = 1 m, that is, significant contribution into RCS of scattering 
from radome as well as from wave bouncing off the radome's inner wall given some aspect angles of 
illumination. RCS dependence in this case has sharp peak at illumination aspect of 45°, which is due 
to geometrical optics reflection from almost flat round screen the antenna reflector degenerates into. 
RCS of the system with “deep” antenna reflector (q = 0.25 m) is of oscillating (from 1 m to 10 m?) 
nature in the whole sector of aspects (from 0° to 90°). Besides, presence of wave bounced off the 
inner wall of radome does not have any significant influence on the RCS of antenna. 

Accounting for electromagnetic interactions between antenna and its radome provides much 
more accurate prediction of the “antenna-—radome” system RCS and, as a result, it increases the 
accuracy of RCS prediction for the whole object bearing antenna under a radome. Angular and other 
dependencies of RCS are of oscillating nature and they change in wide range. Therefore, one should 
provide averaging of RCS values in corresponding sectors of aspect angles in order to receive reli- 
able estimates of RCS for airborne objects with antennas under the radomes. 
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FIGURE 2.88 Antenna RCS versus its reflector depth. 
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2.5 APPROXIMATION OF SMOOTHED IMPULSE RESPONSE FOR OBJECTS 
ILLUMINATED BY SIGNALS OCCUPYING CERTAIN FREQUENCY BANDS 


Vitaly A. Vasilets and Oleg |. Sukharevsky 


In many up-to-date radar tasks, one comes across the need to obtain impulse responses (high-range 
resolution profiles of various objects [84]). Such high-range resolution profiles (HRRPs) provide us 
with scattering data regarding separate local regions of intense scattering at the object's surface. 
HRRP can be used for solving the radar recognition problems for various objects. In Chapter 3, we 
shall present HRRP examples for complex aerial and ground objects. 

It is convenient to use impulse response (IR) approximation of an object in order to obtain the 
object's HRRP, which is the object's scattering response onto impulse plane wave. 

As a smoothed approximation of impulse plane wave 


(E? (t, x R?) = pó(t — R°- x), 


= (2.175) 
H?(t, x| R?) = INS x p)é(t — R° - x), 
0 


considered as primary incident field for obtaining the IR, we chose the short Gaussian video pulse: 
E (R°, 1) = POG - R? - 3), 
zor BO EM £0 (po = Spi? 


O(t) = qe. PPI) (T, < 1): 


p 
If we use the following representation: 


Rx)? >% _ (tz)? 
2 2 
e r = fe "" O(z— RO. x)dz, 


—oo 


then, due to the problem linearity and superposition principle (we could also use the theorem of the 
convolution's Fourier transform), the object's response on the incident field (2.176) can be presented 
as the Fourier transform 


Hr, t) = E J H(r°, K) S()e-?" dk, 2.177) 


—oo 


where S(k) = e ?*, (p = 17/4 -«« 1) is the spectrum density of function Q(t), and H(r?, k) is the 
frequency response of scattering object given its radar observation from the direction set by unit- 
vector r?. 

However, IR of the object is used practically for obtaining the object's scattering response on a 
signal specified by spectrum density occupying certain frequency range [k,, k, ]. 

So, we can use the following function as a smoothed approximation for object's impulse response: 


ky 
H(r°, t) = EIL k)e~™ dk, (2.178) 


h 


(since B « 1 and S(ķ) is close to unit within frequency band bounded by [k,, k,]). 
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The function #(r°, t) is computed by fast Fourier transform (FFT) algorithm. Besides, in all 
computation examples in this book, we set the frequency increment of ~ 10 MHz, which provides 
correct estimation of variations in Jf(r?, t) for all the cases considered in the book. 

In the following, we use the amplitude-frequency response (AFR) of the object, which is fre- 
quency f ( f = ck/2n , c is the speed of light) dependence of normalized value of projection of mag- 
netic field intensity at reception point onto unit-vector of receiving (transmitting) antenna p 


F(k) = 2x R(p - H(r?, k)), (2.179) 


where R is the distance from the object to observation point. We shall present also the quadrature 
components of AFR. 
Consequently, we consider the following value as smoothed IR: 


ky 
A(t) = aq | re dk. (2.180) 


kı 


As a matter of fact, the dependence |A(t)| is the HRRP of the object given its illumination with 
the signal with rectangular amplitude spectrum. 

Computation results. As examples of objects for computing their smoothed IR, we consider here 
the following: two cylinders and the cone-sphere. Their view is presented in Figure 2.89. 

Both perfectly conducting objects and those having RAM coating at their fractures and smooth 
parts of surface are considered below. RAM coating assumed here had the following properties: 
g’ = 20 + j0.1, w = 1.35 + j0.8, coating thickness at smooth parts of surface was 0.0013 m, radius of 
toroidal RAM coating for the fractures was 0.01 m. Horizontal polarization for all the objects cor- 
responded to the vector of electric field intensity belonging to the plane passing through the object’s 
axis and containing the wave vector of incident wave. Vertical polarization corresponded to the 
electric field intensity vector orthogonal to that plane. 

Figures 2.90 through 2.96 show scattering computation results for the first cylinder (Figure 
2.892), radius of which (0.66 m) is considerably greater than its length (0.28 m). 

Figure 2.90 shows amplitudes of the scattered field quadrature components versus frequency of 
illumination signal changing from 0.75 MHz through 1.25 GHz, the observation aspect being 45? 
with respect to the cylinder axis and illumination signal polarization being horizontal. Surface of 
the cylinder was perfectly conducting. 

Absolute value of smoothed impulse response of perfectly conducting cylinder for its observation 
aspect of 45? with respect to cylinder's axis is shown in Figure 2.91, illumination signal occupy- 
ing the range from 0.75 GHz through 1.25 GHz. Bold line corresponds to the cylinder response 
at horizontal polarization and the thin line corresponds to its response at vertical one. It is worth 
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FIGURE 2.89 Example of the objects: (a) cylinder with radius 0.66m and length 0.28m; (b) cylinder with 
radius 1.66m and length 3.28m; (c) truncated cone caped with the half-sphere (sphere radius is 0.16m, cone 
height is 1.8m, bases radii are 0.16m and 0.35m). 
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FIGURE 2.90 Amplitude-frequency response of the object model given its observation aspect of 45° and 
illumination frequency ranging from 0.75 MHz through 1.25 GHz. 
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FIGURE 2.91 Absolute value of the smoothed impulse response of the object model given its observation 
at the aspect of 45? and illumination signal spectrum occupying the range from 0.75 GHz through 1.25 GHz. 


mentioning that these two responses differ from each other significantly by the peak amplitudes. 
The latter is due to scattering differences at the edge local scatterers of the cylinder. 

Figure 2.92 shows the same dependencies as in Figure 2.90, but for illumination signal frequency 
ranging from 9.35 GHz through 10.65 GHz. 

Absolute values of the smoothed impulse responses given its observation aspect of 10? (with 
respect to cylinder's axis) and illumination spectrum occupying the range from 9.35 GHz through 


FIGURE 2.92 Amplitude-frequency response of the object given its observation aspect of 45° and illumina- 
tion frequency ranging from 9.35 GHz through 10.65 GHz. 
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10.65 GHz are shown in Figures 2.93 and 2.94 for horizontal and vertical polarizations, respec- 
tively. Bold lines in these figures correspond to the response of perfectly conducting cylinder, the 
thin lines correspond to the response of cylinder provided with RAM coatings as described above. 
The responses (HRRPs) of Figures 2.93 and 2.94 have two major peaks. The first peaks in these 
figures correspond to the return from the first edge local scatterer at the front base of cylinder, and 
the second peaks correspond to superpositions of returns from second edge local scatterer at the cyl- 
inder's front basis and the visible part of edge scatterer at rear cylinder's base. The peak amplitude is 
lowered due to application of RAM coating at both polarizations, but, practically, it mostly happens 
for the first peak. The amplitude of second peak is somewhat lowered only at horizontal polariza- 
tion. It is worth mentioning that given the use of RAM with such properties, the amplitude of peaks 
can even go up (sometimes significantly) when the cylinder is observed at broadside aspects. The 
latter is due to the fact that scattering from the toroidal RAM coating itself exceeds that from the 
clear edge local scatterer. Besides, one must bear in mind that this RAM coating is quite narrow- 
band, that is, it is designed for the illumination signal wavelength of 3 cm, and the actual signal 
bandwidth for the smoothed IR is 1.3 GHz. 

Typical results illustrating this phenomenon are presented in Figures 2.95 and 2.96. These fig- 
ures show the same dependencies as in Figures 2.93 and 2.94, but for the aspect angle of 45*. 


-5 0 5 
t (ns) 


FIGURE 2.93 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
10? and the horizontally polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 
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FIGURE 2.94 Absolute value of the smoothed IR of the object model given its observation at the aspect of 


10? and the vertically polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 


132 Electromagnetic Wave Scattering by Aerial and Ground Radar Objects 


—5 0 5 
t (ns) 


FIGURE 2.95 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45° and the horizontally polarized illumination signal’s spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 
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FIGURE 2.96 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45? and the vertically polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 


The first (t = —3 ns) and third (t = 3 ns) peaks of these responses correspond to echoes from edge 
local scatterers at front base of the cylinder and the second peak (t = —2 ns) of these responses cor- 
responds to echo from the visible part of edge scatterer at rear cylinder's base. 

Figures 2.97 through 2.100 show the smoothed IR of the cylinder presented in Figure 2.89b. This 
cylinder has the base with 1.66 m radius and its length is 3.28 m. Parameters of simulation are the 
same as for Figures 2.93 through 2.96. 
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FIGURE 2.97 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
10° and the horizontally polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 
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FIGURE 2.98 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
10? and the vertically polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 


FIGURE 2.99 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45? and the horizontally polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 


It should be noted that unlike the previous object observed at the aspect of 10? (Figures 2.97 
and 2.98) the echoes from all the three visible local edge scatterers are evidently separate from one 
another. Besides, given the object illumination at vertical polarization (Figure 2.98), the amplitude 
of echo from the edge at rear cylinder's base (t = 19.5 ns) is very small. Application of RAM coat- 
ing to the edges provides considerable decrease in the amplitude of second peak (t «2 ns) and 
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FIGURE 2.100 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45? and the vertically polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 
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significant increase in the amplitude of third peak (t = 19.5 ns) given the cylinder illumination at 
horizontal polarization. In case of vertical polarization, the amplitude of first peak of the cylinder's 
smoothed IR (t = —2 ns) gets considerably lower. 

Results obtained for the observation angle of 45? (Figures 2.99 and 2.100) show that the second 
peak of smoothed IR (f= 8 ns) is formed by superposition of echoes from the second local edge 
scatterer at front cylinder's base and the visible part of the edge at its rear base. Application of RAM 
coating to the cylinder bases’ rims leads to significant increase of second peak (t = 8 ns) of the 
smoothed IR for both polarizations. 

The object shown in Figure 2.89c is the truncated cone caped with the half-sphere. Sphere radius 
is 0.16 m, the cone height being 1.8 m and its bases having radii of 0.16 m and 0.35 m. 

The smoothed IR of the object observed at the aspect angle of 45? given illumination signal occu- 
pying the range from 0.75 GHz through 1.25 GHz is shown in Figure 2.101. The bold line shows the 
object response at horizontal polarization and the thin line is for vertical one. The main difference 
between the responses at different polarizations is observed in the echo from the visible part of local 
edge scatterer (the second highest peak, ft = 7 ns, at the plot). The first highest peak (t = —1 ns) is due 
to scattering from the half-sphere, so the echoes at both polarizations are the same. 

The absolute value of smoothed IR of the object model given its observation at the aspect of 45? 
and the illumination signal's spectrum occupying the range from 9.35 GHz through 10.65 GHz is 
shown in Figure 2.102, illumination signal polarization being horizontal. Bold line represents the 
response of perfectly conducting cone-sphere object, and the thin line is for the response from the 
same object provided with RAM coating (as described above). The first highest peak (t = —1 ns) is 
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FIGURE 2.101 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45? and the illumination signal's spectrum occupying the range from 0.75 GHz through 1.25 GHz. 
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FIGURE 2.102 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45? and the horizontally polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 
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FIGURE 2.103 Absolute value of the smoothed IR of the object model given its observation at the aspect of 
45? and the vertically polarized illumination signal's spectrum occupying the range from 9.35 GHz through 
10.65 GHz. 


due to scattering from the front half-sphere. It goes down given that RAM coating is applied to its 
surface. The peak around 7 = 6.4 ns delay time is due to scattering from the rear local edge scatterer, 
and it goes up if the RAM coating is applied. 

The same computational results for the case of vertical polarization of illumination signal are 
shown in Figure 2.103. 

So, the method developed in this section allows us to evaluate the HRRPs (the smoothed IRs for 
certain frequency ranges) of both perfectly conducting objects and objects provided with RAM coat- 
ing. As it turned out, application of RAM does not always lead to suppressing echoes the HRRPs 
consist of. However, the RAM-coating presence does always change the form of HRRP. 
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RCS of the cruise missile model versus azimuth aspect given its illumination in the plane of 


FIGURE 3.4 Circular diagrams of instantaneous RCS given radar observation of B-2 aircraft model at car- 
rier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.9 Circular diagrams of noncoherent RCS given radar observation of B-2 aircraft model at carrier 
frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.10 Circular diagrams of instantaneous RCS given radar observation of B-2 aircraft model at car- 
rier frequency of 3 GHz (10 cm wavelength). 


FIGURE 3.15 Circular diagrams of noncoherent RCS of B-2 aircraft model given its radar observation at 
carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.16 Circular diagrams of instantaneous RCS given radar observation of B-2 aircraft model at car- 
rier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.21 Circular diagrams of noncoherent RCS of B-2 aircraft model given its radar observation at 
carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.33 Circular diagrams of instantaneous RCS given radar observation of Tu-22M3 aircraft model 
at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.38 Circular diagrams of noncoherent RCS given radar observation of Tu-22M3 aircraft model at 
carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.39 Circular diagrams of instantaneous RCS given radar observation of Tu-22M3 aircraft model 
at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.44 Circular diagrams of noncoherent RCS of Tu-22MG aircraft model given its radar observation 
at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.45 Circular diagrams of instantaneous RCS given radar observation of Tu-22M3 aircraft model 
at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.50 Circular diagrams of noncoherent RCS of Tu-22M3 aircraft model given its radar observation 
at carrier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.62 Circular diagrams of instantaneous RCS given radar observation of Boeing-737-400 aircraft 
model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.67 Circular diagrams of noncoherent RCS given radar observation of Boeing-737-400 aircraft 
model at carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.68 Circular diagrams of instantaneous RCS given radar observation of Boeing-737-400 aircraft 
model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.73 Circular diagrams of noncoherent RCS of Boeing-737-400 aircraft model given its radar 
observation at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.74 Circular diagrams of instantaneous RCS given radar observation of Boeing-737-400 aircraft 
model at carrier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.79 Circular diagrams of noncoherent RCS of Boeing-737-400 aircraft model given its radar 
Observation at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.91 Circular diagrams of instantaneous RCS given radar observation of An-26 aircraft model at 
carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.96 Circular diagrams of noncoherent RCS given radar observation of An-26 aircraft model at 
carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.97 Circular diagrams of instantaneous RCS given radar observation of An-26 aircraft model at 
carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.102 Circular diagrams of noncoherent RCS of An-26 aircraft model given its radar observation 
at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.103 Circular diagrams of instantaneous RCS given radar observation of An-26 aircraft model at 
carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.108 Circular diagrams of noncoherent RCS of An-26 aircraft model given its radar observation 
at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.122 Circular diagrams of instantaneous RCS given radar observation of MiG-29 aircraft model 
at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.127 Circular diagrams of noncoherent RCS given radar observation of MiG-29 aircraft model at 
carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.128 Circular diagrams of instantaneous RCS given radar observation of MiG-29 aircraft model 
at carrier frequency of 3 GHz (10 cm wavelength). 


FIGURE 3.133 Circular diagrams of noncoherent RCS of MiG-29 aircraft model given its radar observation 
at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.134 Circular diagrams of instantaneous RCS given radar observation of MiG-29 aircraft model 
at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.139 Circular diagrams of noncoherent RCS of MiG-29 aircraft model given its radar observation 
at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.151 Circular diagrams of instantaneous RCS given radar observation of F-16 aircraft model at 
carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.156 Circular diagrams of noncoherent RCS given radar observation of F-16 aircraft model at 
carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.157 Circular diagrams of instantaneous RCS given radar observation of F-16 aircraft model at 
carrier frequency of 3 GHz (10 cm wavelength). 


RCS (m2) 0 


FIGURE 3.162 Circular diagrams of noncoherent RCS of F-16 aircraft model given its radar observation at 
carrier frequency of 3 GHz (10 cm wavelength). 


FIGURE 3.163 Circular diagrams of instantaneous RCS given radar observation of F-16 aircraft model at 
carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.168 Circular diagrams of noncoherent RCS of F-16 aircraft model given its radar observation at 
carrier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.179 Circular diagrams of instantaneous RCS given radar observation of AGM-86 ALCM model 
at carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.184 Circular diagrams of noncoherent RCS given radar observation of AGM-86 ALCM model 
at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.185 Circular diagrams of instantaneous RCS given radar observation of AGM-86 ALCM model 
at carrier frequency of 3 GHz (10 cm wavelength). 


RCS(m) ^ g45 


FIGURE 3.190 Circular diagrams of noncoherent RCS of AGM-86 ALCM model given its radar observa- 
tion at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.191 Circular diagrams of instantaneous RCS given radar observation of AGM-86 ALCM model 
at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.196 Circular diagrams of noncoherent RCS of AGM-86 ALCM model given its radar observa- 
tion at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.210 Circular diagrams of instantaneous RCS given radar observation of T-90 tank model (e = 1°, 
underlying surface — dry soil). 
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FIGURE 3.215 Circular diagrams of noncoherent RCS given radar observation of T-90 tank model (£ = 1°, 
underlying surface — dry soil). 


FIGURE 3.216 Circular diagrams of instantaneous RCS given radar observation of T-90 tank model 
(€ = 10°, underlying surface — dry soil). 
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FIGURE 3.221 Circular diagrams of noncoherent RCS of T-90 tank model (e = 10°, underlying surface — 
dry soil). 
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FIGURE 3.222 Circular diagrams of instantaneous RCS of T-90 tank model (e = 10°, underlying surface — 
moist soil). 
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FIGURE 3.227 Circular diagrams of noncoherent RCS of T-90 tank model (e = 10°, underlying surface — 
moist soil). 
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FIGURE 3.228 Circular diagrams of instanteneous RCS of T-90 tank model (€ = 30°, underlying surface — 
dry soil). 
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FIGURE 3.233 Circular diagrams of noncoherent RCS of T-90 tank model (e = 30°, underlying surface — 
dry soil). 
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FIGURE 3.234 Circular diagrams of instanteneous RCS of T-90 tank model (€ = 30°, underlying surface — 
moist soil). 
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FIGURE 3.239 Circular diagrams of noncoherent RCS of T-90 tank model (e = 30°, underlying surface — 
moist soil). 


FIGURE 3.262 Circular diagrams of instantaneous RCS given radar observation of Leopard-2 tank model 
(e = 1°, underlying surface — dry soil). 
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FIGURE 3.267 Circular diagrams of noncoherent RCS given radar observation of Leopard-2 tank model 
(e = 1°, underlying surface — dry soil). 
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FIGURE 3.268 Circular diagrams of instantaneous RCS given radar observation of Leopard-2 tank model 
(€ = 10°, underlying surface — dry soil). 
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FIGURE 3.273 Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 10°, underlying sur- 
face — dry soil). 
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FIGURE 3.274 Circular diagrams of instanteneous RCS of Leopard-2 tank model (e = 10°, underlying sur- 
face — moist soil). 
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FIGURE 3.279 Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 10°, underlying sur- 
face — moist soil). 


FIGURE 3.280 Circular diagrams of instanteneous RCS of Leopard-2 tank model (e = 30°, underlying sur- 
face — dry soil). 
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FIGURE 3.285 Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 30°, underlying sur- 
face — dry soil). 
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FIGURE 3.286 Circular diagrams of instanteneous RCS of Leopard-2 tank model (e = 30°, underlying sur- 
face — moist soil). 


FIGURE 3.291 Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 30°, underlying sur- 
face — moist soil). 


FIGURE 3.311 Circular diagrams of instantaneous RCS given radar observation of MIAI Abrams tank 
model (e = 1°, underlying surface — dry soil). 


FIGURE 3.316 Circular diagrams of noncoherent RCS given radar observation of M1A1 Abrams tank 
model (e = 1°, underlying surface — dry soil). 


RCS (m?) 


FIGURE 3.317 Circular diagrams of instantaneous RCS given radar observation of MIAI Abrams tank 
model (e = 10°, underlying surface — dry soil). 


FIGURE 3.322 Circular diagrams of noncoherent RCS of MIAI Abrams tank model (e = 10°, underlying 
surface — dry soil). 


FIGURE 3.323 Circular diagrams of instantaneous RCS of MIAI Abrams tank model (e = 10°, underlying 
surface — moist soil). 


FIGURE 3.328 Circular diagrams of noncoherent RCS of MIAI Abrams tank model (e = 10°, underlying 
surface — moist soil). 
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FIGURE 3.329 Circular diagrams of instanta- FIGURE 3.334 Circular diagrams of noncoherent 
neous RCS of M1A1 Abrams tank model (e = 30°, | RCS of MIAI Abrams tank model (e = 30°, underly- 
underlying surface — dry soil). ing surface — dry soil). 


FIGURE 3.335 Circular diagrams of instanta- FIGURE 3.340 Circular diagrams of noncoherent 
neous RCS of M1A1 Abrams tank model (e = 30?, RCS of MIAI Abrams tank model (e = 30°, underly- 
underlying surface — moist soil). ing surface — moist soil). 
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This chapter is intended for reference and it basically concludes theoretical studies presented in the first 
two chapters. It contains results of the radar scattering characteristic computer simulation for a number 
of airborne and ground objects that were obtained using methods developed in the previous chapters. 
We present the following radar scattering characteristics: circular diagrams of instantaneous 
RCS, as wells as mean and median RCS values in specific angular sectors of the object illumination. 
Such scattering characteristics were computed for a number of airborne objects (B-2, Tu-22M3 stra- 
tegic bombers, Boeing-737 passenger aircraft, An-26 transport aircraft; MiG-29, F-16 fighter jets, 
and AGM-86 cruise missile given their radar observation at elevation angles close to the plane of 
wings) as well as ground objects (Russian main battle tank—T-90, German tank—Leopard-2, and 
American tank—M1A1 Abrams given their radar observation at different elevation angles). 
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Besides, we present circular diagrams of the so-called “noncoherent” RCS. As in Chapter 2, we 
consider the noncoherent RCS to be computed as a sum of RCSs of all parts of ellipsoids and edges 
constituting the object surface model. 

Since the radar target aspect can be regarded as random value, its RCS at any given moment can 
be regarded as random value too. Probability distribution of such random value can be evaluated by 
diagrams of instantaneous RCS obtained as a result of computation or experiment. Along with RCS 
O, its square root Je is often used in radar theory, the latter being proportional to the radar echo 
amplitude. Therefore, this chapter features the distribution histograms of radar echo amplitude mul- 
tiplier Jo given the object observation at the most common aspect angles. From a number of possible 
probability distributions (normal, Rayleigh, lognormal, Weibull, B-distribution, T-distribution), we 
chose the ones that fit best empirical probability distributions according to Kolmogorov-Smirnoff 
criterion (while doing this we also determined the parameters of theoretical probability distributions). 

Commonly adopted in radar technique of evaluating range of target detection with probability 
equal to 0.5 requires that median RCS value be available. Therefore, for every radar target considered 
in this chapter we provide median RCS values for specific sectors of the radar observation azimuth 
aspects. As median RCS, we consider such nonrandom RCS value, which corresponds to condition 
that probabilities of random RCS being below and above this median in specific angular sector of the 
object observation are equal to 0.5. 

All the characteristics mentioned above are presented for monostatic radar configuration. 


3.1 SCATTERING CHARACTERISTICS OF AIRBORNE OBJECTS 


Scattering computation results for airborne objects were obtained at the following illumination fre- 
quencies: 10 GHz (radar signal wavelength is about 3 cm), 3 GHz (wavelength is 10 cm), and 1 GHz 
(wavelength is about 30 cm). Other parameters of illumination were as follows: azimuth aspect incre- 
ment was 0.02°, azimuth aspect (Figure 3.1) being counted off from the nose-on aspect (0? corre- 
sponds to the nose-on radar observation, 180? corresponds to the tail-on observation). Considering the 
fact that aircraft aspect in elevation plane may vary during flight, we chose this elevation angle aspect 
to be random value distributed uniformly in the range —3° + 4? with respect to the wing plane (eleva- 
tion angle aspect of —3? corresponds to the radar observation from the lower hemisphere [Figure 3.1]). 
Computation results were obtained for monostatic radar configuration and two mutually orthogonal 
polarizations of illumination signal: horizontal—electrical field intensity vector of incident wave p? 
lying in the plane of wings; and vertical—electrical field intensity vector of incident wave p? being 
orthogonal to vector p? and belonging to the plane that is perpendicular to the wing plane and passes 
through the incidence direction vector. Hereinafter, blue curves correspond to horizontal polarization 
of incident wave and red curves correspond to its vertical polarization. 

Computation of mean RCS may result in very large values when the air vehicle is observed at side- 
on aspects due to scattering from idealized (almost flat) surface in directions close to normal. Such 
anomalously great values can distort the corresponding histograms of mean RCS. Therefore, to obtain 


FIGURE 3.1 Geometry of airborne object illumination. 
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mean RCS values close to real ones, we discarded 0.2% of the largest instantaneous RCS values in the 
azimuth aspect averaging sector from 45° through 135°; in the azimuth aspect averaging sector from 
80? through 100*, we discarded, in the same manner, 196 of the largest instantaneous RCS values. 

Distribution histograms of the echo signal's amplitude multiplier (square root from RCS) are 
given for the azimuth aspect sector of object illumination from —20° through +20° (nose-on aspects 
of airborne radar objects) and horizontal polarization of incident electromagnetic wave. 

Along with histograms, we also present theoretical probability densities for the radar echo amplitude 
multiplier (selected from the ones mentioned above), which fit best the empirical probability distribu- 
tions by the Kolmogorov-Smirnov criterion. Black lines in figures containing histograms correspond 
to probability densities (specified in the side notes) multiplied by the area of corresponding histograms. 

It is worth mentioning that in some cases, despite the fact that theoretical curves fit empirical 
distributions quite well by Kolmogorov—Smirnov criterion, these curves of theoretical probability 
distributions can deviate considerably from the histogram envelopes. In this situation, the end user 
may try to find other theoretical probability distributions that better fit the histograms presented 
below or use the histograms themselves. 

Also, there are examples of high-range resolution profiles (HRRPs) computed for the airborne 
objects given various central frequencies and various widths of illumination signal spectrum. 


3.1.1 SCATTERING CHARACTERISTICS OF B-2 STRATEGIC BOMBER AIRCRAFT 


The contract for creation of “stealth” bomber aircraft under the code name ATB was given to 
Northrop company in 1981 [48]. Along with Northrop, other companies also contributed to the pro- 
gram: Boeing (radio electronics), Ling-TeamCo Wout (new materials and structures), and General 
Electric (engines). The first flight of aircraft officially designated as B-2 Spirit in 1987 was in 1989. 
In 1993, the first B-2 aircraft was put into service in the US Air Force. Today only 15 of 21 aircrafts 
are in service; the other four being used as trainers, and one being made into a flying laboratory for 
testing perspective precision weapons. On February 23, 2008, B-2 Spirit of Kansas, 89-0127 crashed 
on the runway shortly after takeoff from Andersen Air Force Base in Guam. Total cost of all B-2s 
produced (not accounting for the infrastructure build for their testing and maintenance) was US$46.4 
billion. Today, the work for upgrading the aircraft is being carried out; they plan to complete by 2014. 

B-2 aircraft is designed according to the “flying wing” scheme and it does not have vertical sta- 
bilizers (Figure 3.2). Conventional rudders were replaced by the so-called split brake-rudders and 


FIGURE 3.2 External view of B-2 bomber. 
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differential thrust. The split brake-rudders are pairs of flaps at the trailing edge of wings that are 
simultaneously deflected up and down. The planform of B-2 is generated by 12 straight lines that 
enable concentration of all intensive radar signatures in few basic narrow angular sectors. Aircraft 
design features the use of the so-called “four leaf" scattering layout: parallel sections of leading and 
trailing edges and of hatch covers, landing gear bay and engine compartment covers, as well as air 
intake cowlings lead to the formation of four X-shaped sectors of major backscattering on circular 
backscattering diagram (two sectors in front hemisphere and other two in rear hemisphere). When 
Observed nose-on or side-on, the aircraft is practically devoid of straight edges and flat surfaces. 
The inside of the leading edge of the wing is filled with spiky radar absorbent honeycomb structure. 

The aircraft airframe is basically made of titanium and aluminum alloys with wide use of 
carbon-graphite composites [49]. The basic load-bearing element of the aircraft hull is the single 
longeron titanium torsion box situated in the central front part of the body and adjacent intermedi- 
ate sections. Carbon-graphite wing consoles with no taper are attached to this central torsion box. 

According to available data on the B-2 aircraft structure, we designed the model of its surface 
(Figure 3.3) suitable for computing the aircraft radar scattering; parameters of the model being 
presented in the Table 3.1 below. We also considered the B-2 aircraft model with suppositional 
distribution of RAM over its surface. Let us note that since the actual properties of RAM coating 
have not been known to us, we assumed the model to be covered with RAM having unchanging 
relative permittivity and permeability: e” = 1 + j5, uw’ = 1 + j5. The latter values correspond to the 
radar absorbent of Sommefeld's type, and they correspond to some forms of existing ferromagnetic 
RAM coatings [85,86]. Leading wing's edge (shown in black in Figure 3.3) is the front boundary of 
the airframe region that is made of long metallic tubes filled with radar absorbent. In the aircraft 
surface model, we accounted for this circumstance in the following way. Tangential components of 


field E and H at points of the wing surface marked black in Figure 3.3 were assumed to be equal 
to those at the interface of half space consisting of the tube filling material (E^ = 1 + j5, W = 1 + j5) 
and being tangential to the corresponding point of the wing. In case of the model with nonperfectly 
reflecting surface, the depth of RAM coating was assumed to be variable. It varied from 3 mm for 
the frontal airframe part to 2.5 mm for its rear part and to 2 mm for the rest of model's surface. 
Besides, the surface of the cockpit canopy and the upper wing's wedge behind the engines' nozzles 
were assumed to be perfectly conducting in the model. 

Figures 3.4 through 3.21 show diagrams of mean and median RCS given the B-2 aircraft model 
illumination at vertical and horizontal polarization, the latter having been averaged over different 
angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS for the fre- 
quency ranges of our interest. 

Figures 3.22 through 3.24 show the amplitude distributions of echo signals for the frequency 
ranges of interest given horizontal polarization of illumination wave. 

Table 3.2 summarizes the parameters of empirical probability distributions that mostly fit the 
simulation data for square root of RCS. 


FIGURE 3.3 Model of the B-2 bomber surface. 
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TABLE 3.1 

Geometrical Characteristics of B-2 Strategic Bomber Aircraft 

Airframe Characteristics (Figure 3.2) Aircraft Surface Model Characteristics (Figure 3.3) 
Aircraft length 20.9 m Number of parts of ellipsoids in the model 26 
Aircraft height 5.45 m Number of straight wedge parts in the model 22 
Wing span 52.4m 

Wing’s area 464.5 n? 


FIGURE 3.4 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of B-2 
aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 


In Section 3.1.2, there are examples of HRRPs computed for the aircraft given various central 


frequencies of signal spectrum and its widths. 
Table 3.2 contains expressions and parameters of probability distributions that fit best empirical 


distributions of the RCS square root given various carrier frequencies and polarizations of illumina- 
tion signal. 
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FIGURE 3.5 Diagrams of mean and median RCS of the B-2 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm wavelength). 


142 Electromagnetic Wave Scattering by Aerial and Ground Radar Objects 


1.00 
"s 013 0.18 
^ d 0.13 
= dp 0.08 
D 0.05 
cá 0.04 - 

0.01 

Nose on: 0-45 Side on: 45-135 Tail on: 135-180 


B (deg) 
Mean RCS WN Median RCS 


FIGURE 3.6 Diagrams of mean and median RCS of the B-2 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.7 Diagrams of mean and median RCS of the B-2 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 
wavelength). 
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FIGURE 3.8 Diagrams of mean and median RCS of the B-2 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.9 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of B-2 air- 


craft model at carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.10 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of B-2 
aircraft model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE3.11 Diagrams of mean and median RCS ofthe B-2 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.12 Diagrams of mean and median RCS of the B-2 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.13 Diagrams of mean and median RCS of the B-2 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.14 Diagrams of mean and median RCS of the B-2 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.15 (See color insert.) Circular diagrams of noncoherent RCS of B-2 aircraft model given its 
radar observation at carrier frequency of 3 GHz (10 cm wavelength). 
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(See color insert.) Circular diagrams of instantaneous RCS given radar observation of the 


FIGURE 3.16 
B-2 aircraft model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.17 Diagrams of mean and median RCS of the B-2 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.18 Diagrams of mean and median RCS of the B-2 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.19 Diagrams of mean and median RCS of the B-2 aircraft model in 20-degree sectors of 


azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 
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FIGURE 3.20 Diagrams of mean and median RCS of the B-2 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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(See color insert.) Circular diagrams of noncoherent RCS of B-2 aircraft model given its 


radar observation at carrier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.21 
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FIGURE 3.22 Amplitude distribution of echo signal from B-2 aircraft model at carrier frequency of 10 GHz 


given its horizontal polarization. 
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Amplitude distribution of echo signal from B-2 aircraft model at carrier frequency of 3 GHz 


given its horizontal polarization. 


FIGURE 3.23 
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FIGURE 3.24 Amplitude distribution of echo signal from B-2 aircraft model at carrier frequency of 1 GHz 
given its horizontal polarization. 


TABLE 3.2 
Parameters of Probability Distributions for the Echo Signal Amplitudes for 
B-2 aircraft 
Wavelength Polarization Distribution Kind Distribution Parameters 
3cm Horizontal B-distribution: v = 2.4491 
TOEO ta 2 Ao œ= 14.612 
p(x) = TOO) x= xy, 
where I (v) is the gamma-function 
3cm Vertical B-distribution v = 2.39636 
@ = 13.48536 
10cm Horizontal Weibull distribution: b=0.1854 
c (xY c = 1.7822 
p(x) = =| = RU 
bib 
10 cm Vertical B-distribution v = 2.37642 
œ= 10.81251 
30 cm Horizontal Weibull distribution b = 0.36701 
c = 2.344988 
30 cm Vertical Weibull distribution b = 0.37423 
c = 2.306958 


3.1.2 IMPULSE RESPONSES or B-2 STRATEGIC BOMBER AIRCRAFT 


As an example, we consider HRRPs of the B-2 aircraft observed at the elevation angle of —3? (illu- 
mination from below) and azimuth aspect of 35? (perpendicularly to the wing's leading edge). 

Figures 3.25 and 3.26 show HRRPs of B-2 aircraft given its illumination with signals at car- 
rier frequency of 10 GHz (3 cm wavelength) for the cases of horizontal and vertical polarizations, 
respectively. Solid line corresponds to HRRP obtained using signal with rectangular amplitude 
spectrum of 1 GHz bandwidth. Dashed line corresponds to HRRP obtained using signal with rect- 
angular spectrum of 250 MHz bandwidth. 
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FIGURE 3.25 HRRPs of B2 aircraft given its illumination by signal with center spectrum frequency of 
10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.26 HRRPs of B-2 aircraft given its illumination by signals with center spectrum frequency of 
10 GHz (3 cm wavelength), vertical polarization. 


Peaks #1 correspond to scattering from the leading edge of aircraft's wing. The amplitude of 
echo from the wing’s leading edge is higher for the case of horizontal polarization. Peaks #2 corre- 
spond to scattering from trailing edge of aircraft's body. Peaks #3 correspond to scattering from the 
trailing edge of the further wing's rear extension. Peaks #4 correspond to scattering from straight 
wing's tip of the further wing. It is worth mentioning that amplitudes of peaks #2, #3, and #4 are 
higher in case of vertical polarization of illumination signal. The later is due to scattering peculiari- 
ties of edge local scatterers given their illumination along the face of scattering wedge and toward 
its edge. Peaks £5 in Figure 3.26 correspond to scattering from air intake situated at the upper sur- 
face of the nearer wing. It should be noted that air intake does not provide any echo at horizontal 
polarization. This can be probably explained by destructive interference of partial echoes from 
horizontally oriented parts of “saw-tooth”-shaped upper edge of the air intake. 

Figures 3.27 and 3.28 show HRRPs of B-2 aircraft given its illumination by signals with spectra 
centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polarization, respec- 
tively. Bold solid line corresponds to HRRP obtained using signal with rectangular spectrum of 
1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

HRRPs shown in Figures 3.27 and 3.28 contain the following peaks marked with numbers. 

Peaks #1 are due to scattering from the leading edge of the aircraft's wing. Amplitude of the 
response from wing's leading edge is higher for the case of horizontal polarization. Peaks #2 are due 
to scattering from the air intake. Peaks #3 are due to scattering from the trailing edge of the nearer 
wing's rear extension. Peaks #4 are due to scattering from trailing edge of aircraft's body. Peaks 
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FIGURE 3.27 HRRPs of B2 aircraft given its illumination by signals with center spectrum frequency of 
3 GHz (10 cm wavelength), horizontal polarization. 


FIGURE 3.28 HRRPs of B2 aircraft given its illumination by signals with center spectrum frequency of 
3 GHz (10 cm wavelength), vertical polarization. 


+5 are due to scattering from trailing edge of the further wing’s rear extension. Peaks #6 are due to 
scattering from the straight edge tip of the further aircraft wing. Amplitude of peaks #3, #4, #5, and 
#6 is higher in case of vertical polarization. 

Figures 3.29 and 3.30 show corresponding HRRPs of B-2 aircraft given its illumination by sig- 
nals with spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical 
polarization, respectively. Bold solid line corresponds to HRRP obtained using signal with rectan- 
gular spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal 
with rectangular spectrum of 250 MHz bandwidth. 
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FIGURE 3.29 HRRPs of B2 aircraft given its illumination by signals with center spectrum frequency of 
1 GHz (30 cm wavelength), horizontal polarization. 
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FIGURE 3.30 HRRPs of B2 aircraft given its illumination by signals with center spectrum frequency of 
1 GHz (30 cm wavelength), vertical polarization. 


Peaks #1 are due to scattering from the wing’s leading edge. Besides, peak #1 is the only one 
that can be singled out in HRRP given horizontal polarization of illumination signal (Figure 3.29). 
Peaks #2 in Figure 3.30 are due to the scattering from air intake. Peaks #3 in Figure 3.30 are due to 
scattering from trailing edge of the nearer wing’s rear extension. Peaks #4 in Figure 3.30 are due to 
scattering from trailing edge of the aircraft body. Peaks #5 in Figure 3.30 are due to scattering from 
trailing edge of the further wing's rear extension. Peaks #6 in Figure 3.30 are due to scattering from 
the straight edge tip of the further aircraft wing. 

It is worth mentioning that despite radar absorbent materials present in the wing's construc- 
tion, its illumination in the direction perpendicular to leading wings' edge results in considerable 
(several units of relative amplitude) increase of the echo amplitude due to significant extent of the 
leading edge. For the rest of the aspect angles of the aircraft illumination, maximum amplitude of 
such echoes, according to our computation results, is of the order of tenth and hundredth fraction of 
relative amplitude unit. 


3.1.3 SCATTERING CHARACTERISTICS OF TU-22M3 LONG-RANGE BOMBER AIRCRAFT 


The first prototype of Tu-22M3 long-range bomber aircraft was developed as a result of deep 
upgrade of the Tu-22M bomber aircraft. In 1978, the aircraft had been put in for mass production. 
However, new armaments installed on it required additional time for testing and refinement, and 
hence the final version of Tu-22M3 had officially entered service only in March 1989 [87]. 

The Tu-22M3 was designed according to standard aerodynamic scheme and had the variable 
sweep wing, it also featured an all-moving horizontal stabilizer and single fin vertical stabilizer 
(Figure 3.31). The airframe was basically made of aluminum alloys. The wing consisted of a fixed 
wing part and consoles that swept back and forth (the consoles at Tu-22M3 could be set to the sweep 
angle values of 20°, 30°, and 65°, at the earlier prototypes the sweep back angle had been limited to 
60°). Theoretical studies and flight tests revealed the following advantages of heavy strike aircraft 
having such wing design: aerodynamic quality as averaged over flight significantly increased due to 
its increase on a subsonic flight speed given moderate wing sweep that provided an increase in flight 
range; the aircraft obtained an improved capability of landing and taking-off with the minimum 
sweep angle; with the wing swept back, the aircraft became optimized for the flight at high super- 
sonic speeds, at maximum angle of wing sweep the aircraft could accelerate faster and, as a result, 
the time of passing through the transonic region decreased; the vertical G-force in the ground vicin- 
ity was lower, which provided aircraft with supersonic penetration speeds at extremely low level. 
In the zone of wing-turning mechanism, there were wing fences preventing air overflow to the con- 
soles. The variable wing sweep aircraft design led to new approach to the placement and use of aero- 
dynamic controls: ailerons were removed from the wing; the spoilers and differentially deflecting 
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FIGURE 3.31  Tu-22M3 long-range bomber aircraft. 


stabilizers were installed instead; take-off and landing characteristics were farther improved by 
leading edge flaps running along the whole wingspan length. 

For the scattering characteristics computation, we used the perfectly conducting model of the 
aircraft surface (Figure 3.32). Parameters of computer model are summarized in Table 3.3. 

Figures 3.33 through 3.50 show diagrams of mean and median RCS given the Tu-22M3 aircraft 
model illumination at vertical and horizontal polarization, the latter having been averaged over dif- 
ferent angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS for the 
frequency ranges of our interest. 


FIGURE 3.32 Surface model of the Tu-22M3 aircraft. 


TABLE 3.3 
Geometrical Characteristics of Tu-22M3 Long-Range Bomber Aircraft 
Airframe Characteristics (Figure 3.31) Aircraft Surface Model Characteristics (Figure 3.32) 
Aircraft length 41.46 m Number of parts of ellipsoids in the model 50 
Aircraft height 11.05 m Number of straight wedge parts in the model 25 
Wing span: Sweep back angle of the turning consoles 65? 
Maximum (20?) 34.28 m 
Minimum (65?) 23.3m 
Wing's area: 
Maximum (20?) 183.57 m? 


Minimum (65?) 175.8 m? 
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FIGURE 3.33 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Tu-22M3 aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.34 Diagrams of mean and median RCS of the Tu-22MG aircraft model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE3.35 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.36 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz 
(3 cm wavelength). 
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FIGURE 3.37 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm 
wavelength). 
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FIGURE 3.38 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of 
Tu-22M3 aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.39 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Tu-22M3 aircraft model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.40 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.41 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.42 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.43 Diagrams of mean and median RCS of the Tu-22M3 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 


FIGURE 3.44 (See color insert.) Circular diagrams of noncoherent RCS of Tu-22M3 aircraft model given 
its radar observation at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.45 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Tu-22M3 aircraft model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.46 Diagrams of mean and median RCS of Tu-22M3 aircraft model in three sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 


wavelength). 
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FIGURE 3.47 Diagrams of mean and median RCS of Tu-22M3 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.48 Diagrams of mean and median RCS of Tu-22M3 aircraft model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 
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FIGURE 3.49 Diagrams of mean and median RCS of Tu-22M3 aircraft model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 
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FIGURE 3.50 (See color insert.) Circular diagrams of noncoherent RCS of Tu-22M3 aircraft model given 
its radar observation at carrier frequency of 1 GHz (30 cm wavelength). 
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Figures 3.51 through 3.53 show the amplitude distributions of echo signals for the frequency 
ranges of interest given horizontal polarization of illumination wave. 

Table 3.4 summarizes the parameters of empirical probability distributions that mostly fit the 
simulation data for square root of RCS. 

In Section 3.1.4, there are examples of HRRPs computed for the aircraft given various central 
frequencies of signal spectrum and its widths. 


140 — 
Iognormal distribution: 
2 
120 pi) = =e exp (logi) - wy" - 
N 202 

B 100 H = 0.483656; 0 = 0.532213 J 
E 
B 80 
Ei 
Z 
= 
S 60 
o A 
4A 
E 40 
Z Z7 

20 — 27 

7 77 
0 
00 05 10 L5 20 25 30 35 40 45 50 55 60 


Square root of RCS (m) 


FIGURE 3.51 Amplitude distribution of echo signal of Tu-22M3 aircraft model at carrier frequency of 
10 GHz given its horizontal polarization. 
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FIGURE 3.52 Amplitude distribution of echo signal of Tu-22M3 aircraft model at carrier frequency of 
3 GHz given its horizontal polarization. 
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FIGURE 3.53 Amplitude distribution of echo signal of Tu-22M3 aircraft model at carrier frequency of 
1 GHz given its horizontal polarization. 
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TABLE 3.4 
Parameters of Probability Distributions for the Echo Signal Amplitudes for 
Tu-22M3 Aircraft Model 


Wavelength Polarization Distribution Kind Distribution Parameters 
3cm Horizontal Lognormal distribution: u = 0.483656 
P(x) : af m = zi ) POS 

J2n xo 26 

3cm Vertical Lognormal distribution u = 0.478054 
6 = 0.537757 
10 cm Horizontal Lognormal distribution u = 0.490824 
o = 0.532442 
10 cm Vertical Lognormal distribution u = 0.477216 
o = 0.550485 
30 cm Horizontal Lognormal distribution u = 0.557202 
6 = 0.528223 
30 cm Vertical Lognormal distribution u = 0.517806 
6 = 0.556563 


3.1.4 IMPULSE RESPONSES OF TU-22M3 LONG-RANGE BOMBER AIRCRAFT 


As an example, we consider HRRPs of the Tu-22M3 aircraft observed at the elevation angle of —3? 
(illumination from below) and azimuth aspect of 65° (perpendicularly to the wing’s leading edge 
given its maximum sweep back—supersonic flight). 

Figures 3.54 and 3.55 show HRRPs of Tu-22MG aircraft given its illumination with signal at 
central frequency of 10 GHz (3 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Bold solid line corresponds to HRRP obtained using signal with rectangular amplitude 
spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with 
rectangular spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the nose part of aircraft body. Peaks #2 are due to scatter- 
ing from wing's leading edge. Peak amplitude of the echo from wing's leading edge is significantly 
higher for the case of horizontal polarization. Peaks #3 are due to scattering from the aircraft's 
empennage. Peaks #4 in Figure 3.55 are due to scattering from the air intake. It is worth noting 
that in Figure 3.54 the peak that is due to scattering from air intake is barely seen since it is hidden 
behind the intense echo from the wing's leading edge. 
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FIGURE 3.54 HRRPs of Tu-22M3 aircraft given its illumination by signal with center spectrum frequency 
of 10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.55 HRRPs of Tu-22M3 aircraft given its illumination by signals with center spectrum frequency 
of 10 GHz (3 cm wavelength), vertical polarization. 


Figures 3.56 and 3.57 show HRRPs of Tu-22M3 aircraft given its illumination by signals with 
spectra centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

HRRPs shown in Figures 3.56 and 3.57 contain the following peaks marked with numbers. The 
view of these HRRPs is similar to those shown above for the case of illumination signals with spec- 
tra centered at 10 GHz frequency (3 cm wavelength). 

Peaks #1 are due to scattering from the nose part of aircraft body. Peaks #2 are due to scattering 
from wing's leading edge. Peaks #3 are due to scattering from the aircraft's empennage. 

Figures 3.58 and 3.59 show HRRPs of Tu-22M3 aircraft given its illumination by signals with 
spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
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FIGURE 3.56 HRRPs of Tu-22M3 aircraft given its illumination by signals with center spectrum frequency 
of 3 GHz (10 cm wavelength), horizontal polarization. 
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FIGURE 3.57 HRRPs of Tu-22M3 aircraft given its illumination by signals with center spectrum frequency 
of 3 GHz (10 cm wavelength), vertical polarization. 
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FIGURE 3.58 HRRPs of Tu-22M3 aircraft given its illumination by signals with center spectrum frequency 
of 1 GHz (30 cm wavelength), horizontal polarization. 
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FIGURE 3.59 HRRPs of Tu-22M3 aircraft given its illumination by signals with center spectrum frequency 
of 1 GHz (30 cm wavelength), vertical polarization. 


of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the nose part of aircraft’s body. Peaks #2 are due to scattering 
from the pilot’s cabin. Peaks #3 are due to scattering from the wing’s leading edge. Peaks #4 are due 
to scattering from the wing-to-body joint. 


3.1.5 SCATTERING CHARACTERISTICS OF BOEING 737-400 MEDIUM-RANGE AIRLINER 


The development of Boeing 737 airplane began in February 1965 [88, 89]. Right from the begin- 
ning, Boeing developed two variants: 737-100 with capacity of 100—103 seats, and 737-200 with 
capacity of 115 seats. The first prototype of 737-100 started the flight test program on April 9, 1967, 
and the first Boeing 737-200 performed its maiden flight on August 8, 1967. Certification of the 
737-100 model was completed in December 1967; however it was not very popular, and only 50 
airplanes were shipped to the customers. More attention was paid to the 737-200 model, which had 
also been certified in December 1967. 

As a result of further upgrade, the Boeing 737-200 Advanced variant was developed that served 
as basis for the development of a large family of very different airplanes. Maiden flight of this air- 
plane modification was performed on April 15, 1971, and the first lot was shipped to the customer 
by the end of May. Originally, the take-off weight of the 737-200 Advanced was 54.2 tons, which 
was soon increased, first to 56.47, and then to 58.1 tons. Convertible variant of Boeing 737-200C 
Advanced also featured the 2.14 x 3.4 m freight door right behind the cockpit. 

Up-to-date modifications of Boeing 737 medium-range airliner are based on the Boeing 737-200 
Advanced variant. First flight of the Boeing 737-300 prototype was performed in 1984. Boeing 737- 
300 differs from the 737-200 model by elongated 2.64 m body, by somewhat larger wingspan that 
provided more lift, better performance at low speed, improved short-field capability, and fuel economy 
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at cruise speed. Boeing 737-300 has become the basis for the creation of a wide family of short- and 
medium-range airliners (737-400, -500, -600, -700, and -800). In April 2001, the certification proce- 
dure was completed for the new modification—737-900 with capacity increased up to 190 passengers. 

Currently, Boeing 737 is the most mass produced civil aircraft. Besides, by the year 2001 the num- 
ber of Boeing 737 airplanes of different modification that have been sold achieved the level of 4300. 

For our scattering computation, we chose the Boeing 737-400 variant (Figure 3.60). Basic geo- 
metrical characteristics of the plane and computer model of its surface are given in the Table 3.5 
below (Figure 3.61). 

Figures 3.62 through 3.79 show diagrams of mean and median RCS given the Boeing 737-400 
aircraft model illumination at vertical and horizontal polarization, the latter having been averaged 
over different angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS 
for the frequency ranges of our interest. 


FIGURE 3.60 Boeing 737-400 airliner. 


TABLE 3.5 

Geometrical Characteristics of Boeing 737-400 Medium-Range Airliner 

Airframe Characteristics (Figure 3.60) Aircraft Surface Model Characteristics (Figure 3.61) 
Aircraft length 36.04 m Number of parts of ellipsoids in the model 58 
Aircraft height 11.13m Number of straight wedge parts in the model 25 
Wing span 28.88m 

Wing's area 105.4 m? 


FIGURE 3.61 Computer model of the Boeing 737-400 surface. 
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FIGURE 3.62 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Boeing 737-400 aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 


1000 
154.26 
— 100 
a 29.39 
& 
a 22.39 
E 6.00 1113 
10 : 
2.31 
1 
Nose on: 0-45 Side on: 45-135 Tail on: 135-180 
B (deg) 


Mean RCS N Median RCS 


FIGURE 3.63 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 


wavelength). 
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FIGURE 3.64 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength) 
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FIGURE 3.65 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 
wavelength). 
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FIGURE 3.66 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.67 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of Boeing 
737-400 aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.68 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Boeing 737-400 aircraft model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.69 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 


wavelength). 
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FIGURE 3.70 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.71 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.72 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 


FIGURE 3.73 (See color insert.) Circular diagrams of noncoherent RCS of Boeing 737-400 aircraft model 
given its radar observation at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.74 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of Boeing 
737-400 aircraft model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE3.75 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.76 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.77 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 
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FIGURE 3.78 Diagrams of mean and median RCS of Boeing 737-400 aircraft model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 


FIGURE 3.79 (See color insert.) Circular diagrams of noncoherent RCS of Boeing 737-400 aircraft model 
given its radar observation at carrier frequency of 1 GHz (30 cm wavelength). 
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Figures 3.80 through 3.82 show the amplitude distributions of echo signals for the frequency 


ranges of interest given horizontal polarization of illumination wave. 
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FIGURE 3.80 Amplitude distribution of echo signal of Boeing 737-400 aircraft model at carrier frequency 


of 10 GHz given its horizontal polarization. 
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Amplitude distribution of echo signal of Boeing 737-400 aircraft mode at carrier frequency 


of 3 GHz given its horizontal polarization. 
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FIGURE 3.82 Amplitude distribution of echo signal of Boeing 737-400 aircraft model at carrier frequency 


of 1 GHz given its horizontal polarization. 
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TABLE 3.6 
Parameters of Probability Distributions for the Echo Signal Amplitudes for Boeing 
737-400 Aircraft Model 


Wavelength Polarization Distribution Kind Distribution Parameters 
3cm Horizontal Lognormal distribution: u = 0.987449 
p(x) = : e| (log(x) - p)? | pue 

Jm. Xo 20? 
3 cm Vertical Lognormal distribution u = 0.984423 
o = 0.800425 
10 cm Horizontal Lognormal distribution u = 0.965987 
6 = 0.795971 
10 cm Vertical Lognormal distribution u = 0.965978 
o = 0.796419 
30 cm Horizontal a (3) 1 b = 1.598166 
T-Distribution: p(x) = (i) e Te c = 2.330455 
where I'(c) is the gamma-function 

30 cm Vertical I-Distribution b = 1.592673 
c = 2.340167 


Table 3.6 summarizes the parameters of empirical probability distributions that fit mostly the 
simulation data for square root of RCS. 

In Section 3.1.6, there are examples of HRRPs computed for the aircraft given various central 
frequencies of signal spectrum and its widths. 


3.1.6 IMPULSE RESPONSES or BOEING 737-400 MEDIUM-RANGE AIRLINER 


As an example, we consider HRRPs of Boeing 737-400 aircraft observed at the elevation angle of —8? 
(illumination from below) and azimuth aspect of 17.2° (perpendicularly to the wing’s trailing edge). 

Figures 3.83 and 3.84 show HRRPs of Boeing 737-400 aircraft given its illumination with signal 
at central frequency of 10 GHz (3 cm wavelength) for the cases of horizontal and vertical polariza- 
tion, respectively. Bold solid line corresponds to HRRP obtained using signal with rectangular 
amplitude spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using 
signal with rectangular spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the nose part of aircraft body. Peaks #2 are due to scattering 
from the engine nacelle at the nearer wing. Peaks #3 are due to scattering from the engine air intake 
at the nearer wing. Peaks #4 are due to scattering from the engine nacelle at the farther wing. Peaks 
#5 are due to scattering from the engine air intake at the farther wing. Peaks #6 are due to scattering 
from the trailing edge of the nearer wing as well as from the nacelle-to-wing joint. Amplitude of 
the echo from trailing edge is significantly higher in case of vertical polarization. Peaks #7 are due 
to scattering from the wing-to-body joint. Peaks #8 are due to scattering from the joint of engine 
nacelle to the farther wing. Small peaks at the lag time t between 75 and 100 ns are due to scattering 
from the empennage of the airplane. 

Figures 3.85 and 3.86 show HRRPs of Boeing 737-400 aircraft given its illumination by signals 
with spectra centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polar- 
ization, respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular 
spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with 
rectangular spectrum of 250 MHz bandwidth. 
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FIGURE 3.83 HRRPs of Boeing 737-400 aircraft given its illumination by signal with center spectrum 
frequency of 10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.84 HRRPs of Boeing 737-400 aircraft given its illumination by signals with center spectrum 
frequency of 10 GHz (3 cm wavelength), vertical polarization. 
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FIGURE 3.85 HRRPs of Boeing 737-400 aircraft given its illumination by signals with center spectrum 
frequency of 3 GHz (10 cm wavelength), horizontal polarization. 


HRRPs shown in Figures 3.85 and 3.86 contain the following peaks marked with numbers. 
Peaks #1 are due to scattering from the nose part of aircraft body. Peaks #2 are due to scattering 
from the engine nacelle at the nearer wing. Peaks #3 are due to scattering from the engine nacelle at 
the farther wing. Peaks #4 and 6 are due to scattering from the wing-to-body joint. Peaks #5 are due 
to scattering from trailing edge of the nearer wing as well as from the nacelle-to-wing joint. Peaks 
#7 are due to scattering from the joint of engine nacelle to the farther wing. 

Figures 3.87 and 3.88 show HRRPs of Boeing 737-400 aircraft given its illumination by sig- 
nals with spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical 


Scattering Characteristics of Some Airborne and Ground Objects 173 


1.8 
1.6 
1.4 
1.2 
1.0 
0.8 
0.6 
0.4 
0.2 


IAQ)| 


FIGURE 3.86 HRRPs of Boeing 737-400 aircraft given its illumination by signals with center spectrum 
frequency of 3 GHz (10 cm wavelength), vertical polarization. 


2.0 
1.8 
1.6 
1.4 
1.2 
1.0 
0.8 
0.6 
0.4 


|A()] 


FIGURE 3.87  HRRPs of Boeing 737-400 aircraft given its illumination by signals with center spectrum 
frequency of 1 GHz (30 cm wavelength), horizontal polarization. 
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FIGURE 3.88 HRRPs of Boeing 737-400 aircraft given its illumination by signals with center spectrum 
frequency of 1 GHz (30 cm wavelength), vertical polarization. 


polarization, respectively. Solid bold line corresponds to HRRP obtained using signal with rectan- 
gular spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal 
with rectangular spectrum of 250 MHz bandwidth. 

The view of these HRRPs is similar to those obtained for illumination signals with spectra cen- 
tered at frequency of 3 GHz (10 cm wavelength). 

Peaks #1 are due to scattering from the nose part of aircraft body. Peaks #2 are due to scattering 
from the engine nacelle at the nearer wing. Peaks #3 are due to scattering from the engine nacelle 
at the farther wing. Peaks #4 and #6 are due to scattering from the wing-to-body joint. Peaks #5 are 
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due to scattering from the trailing edge of the nearer wing as well as from the nacelle-to-wing joint. 
Peaks #7 are due to scattering from the joint of engine nacelle to the farther wing. Small peaks at 
the end of HRRP are due to scattering from the empennage of the airplane. 


3.1.7 SCATTERING CHARACTERISTICS OF AN-26 MULTIPURPOSE TRANSPORT AIRCRAFT 


An-26 multipurpose transport aircraft is the military version of An-24 passenger airplane. It is 
designed for tactical airlifting or airdropping personnel, military goods in standard packs including 
fuel and lubricants in barrels and canisters, as well as for transporting injured or sick people. An-26 
is designed as a cantilever monoplane with high-set wing (Figure 3.89) equipped with extension 
flaps of large span—double slit outside of engine nacelle and single slit at the wing root [90, 91]. 
Rear part of fuselage has large cargo door that is closed by original cargo ramp. Empennage is 
traditional, however, it has additional fin under the fuselage. Fuselage itself is of semimonocoque 
type. Hydraulically operated landing gear consists of three legs each having two wheels. Power plant 
contains two Ivchenko AI-24VT turbo-prop engines equipped with variable-pitch propellers, as well 
as RU19A-300 auxiliary turbojet engine mounted into the right engine nacelle. The aircraft has many 
modifications operated both in Armed Forces and national economy. Among them, there are elec- 
tronic warfare variants, airborne command posts, medivacs, firefighting aircraft, and so on. Computer 
model of An-26 aircraft is shown in Figure 3.90. Parameters of the model are shown in Table 3.7. 


m 


FIGURE 3.90 Computer model of the An-26 surface. 


TABLE 3.7 

Geometrical Characteristics of An-26 Multipurpose Transport Aircraft 

Airframe Characteristics (Figure 3.89) Aircraft Surface Model Characteristics (Figure 3.90) 
Aircraft length 23.8m Number of parts of ellipsoids in the model 40 
Aircraft height 8.58m Number of straight wedge parts in the model 25 
Wing span 29.2 m 


Wing's area 74.98 m? 
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Figures 3.91 through 3.108 show diagrams of mean and median RCS given the An-26 aircraft 
model illumination at vertical and horizontal polarization, the latter having been averaged over dif- 
ferent angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS for the 
frequency ranges of our interest. 

Figures 3.109 through 3.111 show the amplitude distributions of echo signals for the frequency 
ranges of interest given horizontal polarization of illumination wave. 
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FIGURE 3.91 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of An-26 
aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.92 Diagrams of mean and median RCS of An-26 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.93 Diagrams of mean and median RCS of An-26 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.94 Diagrams of mean and median RCS of An-26 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 
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FIGURE 3.95 Diagrams of mean and median RCS of An-26 aircraft model in 20-degree sectors of azimuth 


aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.96 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of An-26 
aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.97 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of An-26 
aircraft model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.98 Diagrams of mean and median RCS of An-26 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.99 Diagrams of mean and median RCS of An-26 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.100 Diagrams of mean and median RCS of An-26 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 


wavelength). 
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FIGURE 3.101 Diagrams of mean and median RCS of An-26 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 


Table 3.8 summarizes the parameters of empirical probability distributions that fit mostly the 
simulation data for square root of RCS. 

In Section 3.1.8, there are examples of HRRPs computed for the aircraft given various central 
frequencies of signal spectrum and its widths. 
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FIGURE 3.102 (See color insert.) Circular diagrams of noncoherent RCS of An-26 aircraft model given its 
radar observation at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.103 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
An-26 aircraft model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.104 Diagrams of mean and median RCS of An-26 aircraft model in three sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 
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FIGURE 3.105 Diagrams of mean and median RCS of An-26 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 


Scattering Characteristics of Some Airborne and Ground Objects 181 


D 
ui 
26 
1000 2o 
a ON 
bel 
es 
= ad So 
& 100 TA [0-09 ENS 
= oo co Sa 
> oo A N O 
N a2 ive} = 
Q 3 ER g S RES 
E 
& 10 H HB ie cs Sn 
e | e 2 La Tla 
S A S 
1 
2 2 2 2 2 2 2 2 2 
a + Ne} % e e * © có 
I | I | = = = = = 
o © [-] © l l l l l 
a + © 2 2 fæ] Q 2 
96 =] a * Ne} 
= — — — 
B (deg) 


Mean RCS N Median RCS 


FIGURE 3.106 Diagrams of mean and median RCS of An-26 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.107 Diagrams of mean and median RCS of An-26 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 


RCS (m?) 0 
345 1000 


180 


FIGURE 3.108 (See color insert.) Circular diagrams of noncoherent RCS of An-26 aircraft model given its 
radar observation at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.109 Amplitude distribution of echo signal of An-26 aircraft model at carrier frequency of 
10 GHz given its horizontal polarization. 
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FIGURE 3.110 Amplitude distribution of echo signal of An-26 aircraft model at carrier frequency of 3 GHz 
given its horizontal polarization. 


= te RI 
140 pui , 
La) 
pls) «(rz e» 
120 b bI (c) 
b = 0.987631; c = 2.23962 


? 


Number of realizations 


40 


20 


0 12 3 4 5 6 7 8 9 10 11 12 13 14 15 
Square root of RCS (m) 


FIGURE 3.111 Amplitude distribution of echo signal of An-26 aircraft model at carrier frequency of 1 GHz 
given its horizontal polarization. 
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TABLE 3.8 
Parameters of Probability Distributions for the Echo Signal Amplitudes of An-26 
Aircraft Model 


Wavelength Polarization Distribution Kind Distribution Parameters 
3cm Horizontal T-Distribution: b = 0.760616 
SEDE mn 
b bl (c) 
where T (c) is the Gamma-function 
3cm Vertical T-Distribution b = 0.761035 
c — 2.18595 
10 cm Horizontal T-Distribution b = 0.782157 
c = 2.282556 
10 cm Vertical T-Distribution b = 0.777077 
c = 2.260024 
30 cm Horizontal T-Distribution b = 0.987631 
c = 2.23962 
30 cm Vertical T-Distribution b = 1.012708 
c = 2.13088 


3.1.8 IMPULSE RESPONSES OF AN-26 MULTIPURPOSE TRANSPORT AIRCRAFT 


As an example, we consider HRRPs of An-26 aircraft observed at the elevation angle of —1? (illumi- 
nation from below) and azimuth aspect of 18.7? (perpendicularly to the leading edge of horizontal 
stabilizer). 

Figures 3.112 and 3.113 show HRRPs of An-26 aircraft given its illumination with signal at cen- 
tral frequency of 10 GHz (3 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Bold solid line corresponds to HRRP obtained using signal with rectangular amplitude 
spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with 
rectangular spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the nose part of aircraft body. Peaks #2 are due to scattering 
from the engine at the nearer wing. Peaks #3 are due to scattering from the engine at the farther 
wing. Peaks #4 in Figure 3.112 are due to scattering from the leading edge of aircraft's horizontal 
stabilizer. In Figure 3.113 (HRRP of An-26 aircraft given vertical polarization of illumination sig- 
nal), the corresponding peak is absent. 
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FIGURE 3.112 HRRPs of An-26 aircraft given its illumination by signal with center spectrum frequency of 
10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.113 HRRPs of An-26 aircraft given its illumination by signals with center spectrum frequency 
of 10 GHz (3 cm wavelength), vertical polarization. 


Figures 3.114 and 3.115 show HRRPs of An-26 aircraft given its illumination by signals with 
spectra centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 
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FIGURE 3.114 HRRPs of An-26 aircraft given its illumination by signals with center spectrum frequency 
of 3 GHz (10 cm wavelength), horizontal polarization. 
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FIGURE 3.115 HRRPs of An-26 aircraft given its illumination by signals with center spectrum frequency 
of 3 GHz (10 cm wavelength), vertical polarization. 
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HRRPs shown in Figures 3.114 and 3.115 contain the following peaks marked with numbers. 
Peaks #1 are due to scattering from the nose part of the aircraft body. Peaks #2 are due to scat- 
tering from the engine at the nearer wing. Peaks #3 are due to scattering from the engine at the 
farther wing. Peaks #4 are due to scattering from the leading edge of aircraft's horizontal stabilizer. 
Amplitude of the echo from leading edge of horizontal stabilizer is significantly higher for the case 
of horizontal polarization. 

Figures 3.116 and 3.117 show HRRPs of An-26 aircraft given its illumination by signals with 
spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the nose part of the aircraft body. Peaks #2 are due to scatter- 
ing from the pilot's cockpit. HRRPs computed given different carrier frequencies have these peaks 
missing or their amplitudes are very low. Peaks #3 are due to scattering from engine at the nearer 
wing. Peaks #4 are due to scattering from engine at the farther wing. It is worth mentioning that in 
the latter HRRPs the echoes from individual propeller blades can be singled out. Peaks #5 are due 
to scattering from the leading edge of aircraft's horizontal stabilizer. Besides, the echo from leading 
edge of horizontal stabilizer given vertical polarization of illumination signal (Figure 3.117) is well 
observable and it has amplitude comparable to the echoes from the aircraft's engines. 
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FIGURE 3.116 HRRPs of An-26 aircraft given its illumination by signals with center spectrum frequency 
of 1 GHz (30 cm wavelength), horizontal polarization. 


FIGURE 3.117 HRRPs of An-26 aircraft given its illumination by signals with center spectrum frequency 
of 1 GHz (30 cm wavelength), vertical polarization. 
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3.1.9 SCATTERING CHARACTERISTICS OF MIG-29 FRONT-LINE FIGHTER 


MiG-29 fighter is the one seat twin engine all-weather aircraft of the front-line. The aircraft was 
designed as mean for gaining the air superiority in the tactical battlefield zone and its main goal 
is to fight the enemy aviation, to cover the troops and logistics objects against air strikes, and 
to counter the enemy air reconnaissance day and night both in visual and instrument meteoro- 
logical conditions [92, 93]. High thrust-to-weight ratio, good aerodynamics provide for aircraft 
high performance including fast acceleration, high climb rate, instantaneous and sustained high 
g-turns. 

The aircraft is designed as integral monoplane featuring the swept wing blended with the leading 
edge root extensions, and two vertical fins (Figure 3.118). The load-bearing body is of semimono- 
coque design and it consists of three main sections: front, engine, and rear; it contributes about 40% 
of the whole lift. The RD-33 engines are installed in separate nacelles placed in the rear fuselage 
section. The aircraft is mainly made of aluminum, but it includes also titan, steel, and composites 
based on carbon and honeycombs [93]. 

The N-091EA onboard radar fits into the nose fuselage section and is covered with ogive radome. 
The radar units are placed into the compartment right behind the antenna followed by airtight pilot's 
cockpit. The cockpit features the bubble-type canopy. The canopy is of two sections, the fixed wind- 
screen and the segment that opens up and back. The canopy frame is made of magnesium alloy. 
Canopy glass is made of three layers that envelop the wires of electrical anti-icing system. 

Wedge-type intakes with variable ramp are in the front sections of engine nacelles. Being opti- 
mized for flight at transonic and supersonic speeds, they form the four pressure jumps. 

The three slit louvers on the upper side of the leading edge root extensions (right behind the 
upper auxiliary air intakes) alter the auxiliary air flow to the engines. The upper auxiliary intakes 
have five slits that open during engine start, taxiing, take-off, and landing. When auxiliary air 
intakes are open, then main intakes are closed preventing ingestion of ground debris into turbofan 
engines. The main air intakes open once the aircraft gains speed of 200 km/h during take-off and 
close once the aircraft slows down to 200 km/h during landing. 

Central fuselage section (behind the cockpit) houses main fuel tanks. The engines are slightly 
turned in vertical plane and they are mounted at the angle of 4? with respect to the aircraft longitu- 
dinal axis. Rear fuselage section bears the empennage, afterburners, airbrakes, and a drogue-chute 
container. MiG-29 aircraft has two vertical fins with rudders, the fins being inclined outwards by 
angle of 6? with respect to the vertical. 

Parameters of the model are summarized in Table 3.9. 

Computer model of the aircraft surface used for the scattering computation is presented in Figure 
3.119. It is worth mentioning that once the MiG-29 fighter is illuminated from the front hemisphere it 
has the two sources of scattering that can neither be modeled by smooth parts nor by edge scatterers. 
Such sources of scattering are the antenna under the nose radome and the air intakes. Since these two 


FIGURE 3.118 MiG-29 front-line fighter jet. 
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TABLE 3.9 

Geometrical Characteristics of MiG-29 Front-Line Fighter 

Airframe Characteristics (Figure 3.118) Aircraft Surface Model Characteristics (Figure 3.119) 
Aircraft length 17.32m Number of parts of ellipsoids in the model 29 
Aircraft height 4.73 m Number of straight wedge parts in the model 42 
Wing span 11.36 m 

Wing’s area 38.06 m? 


FIGURE 3.119 Computer model of MiG-29 surface. 


types of scatterers can contribute significantly to total scattered field, we need to account for such ele- 
ments in our computer model in order to receive adequate scattering characteristics for the whole plane. 

Antenna system under the radio transparent radome is an integral part of Doppler radar 
N-091EA “Ruby” (included into radar aiming system RLPK-29E) onboard of MiG-29 fighter 
plane. The radar provides simultaneous tracks of up to 10 air targets, allowing to choose the most 
dangerous object, and generates data necessary to launch single R-27R missile equipped with 
semiactive radar seeker. 

Antenna system is designed as the reverse Cassegrain architecture [94]. The front concave reflec- 
tor (Figure 3.1202) has been inclined downwards by 9? with respect to antenna axis and it contains 
a system of vertical parallel conductors mounted into its surface. This allows signals of only single 
polarization to pass through the reflector. The main antenna reflector (Figure 3.120b) is shaped as a 
part of paraboloid of revolution that has the diameter of 71 cm and depth of 1 cm. Besides, at the dis- 
tance equal to quarter of the radar-operating wavelength from metallic reflector inside the dielectric 
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FIGURE 3.120 Antenna system of N-091EA “Ruby” radar. 
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medium there are half-wave conductors, whose orientation is shifted by 45? with respect to those of 
the front reflectors. So, when the transmitted signal first hits the front reflector, it bounces back to 
the main reflector. Once reflected from it, transmitted signal changes its polarization to cross one 
and passes unobstructed through the front reflector. Signal reception is done in reverse order. Such 
antenna design saves space, however as a result of trade-off the antenna system becomes quite nar- 
rowband. The angles of scan of +65* in azimuth and 456? through —36° in elevation are provided by 
rotation of the whole antenna module along circular rails mounted to the front fuselage section as 
well as by turn of main reflector in vertical plane by +20°. 

Antenna radome (Figure 3.121) is made of glass cloth and it has the following properties: length 
is 1.91 m, diameter at the basis is 0.9 m, wall thickness is 9 mm, and permittivity is e = 3. The 
radome axis has been inclined downwards by 9? with respect to the fuselage axis. 

Proceeding from the antenna design of N-091EA radar, we can assume that given radar scat- 
tering computation at its operating frequency (10 GHz) the signal, whose polarization coincides 
with orientation of conductors at the front reflector (vertical polarization given zero degree angle 
of antenna module rotation with respect to its axis), bounces off front antenna reflector only. In its 
turn, the horizontally polarized signal gets fully consumed by the equivalent load of radar receiver. 
Given the illumination frequencies outside the radar operating frequency range, we can assume that 
horizontally polarized illumination wave passes without any loss through the front reflector and 
scatters at the main antenna reflector without getting consumed by the equivalent antenna load, yet 
the vertically polarized illumination wave bounces off the front reflector totally. 

Contribution from the nose radome into scattering characteristics of antenna system was 
accounted for under the assumption that radome was cone shaped. Scattering computation has been 
conducted using solution to the simulative problem of wave scattering at three-dimensional model 
of onboard reflector antenna under the radome presented in Section 2.4.2. 

Accounting for scattering contribution from the air intakes of MiG-29 fighter plane. In works by 
Kisel’ and Fedorenko [95,96], the following approach has been offered to account for scattering from 
air intakes of aircraft. Air intake gets split into two parts: the waveguide one (from inlet to the fan) and 
the load of this waveguide (the fan itself). In its turn, the waveguide part is farther split into several sec- 
tions, the number of which depends on the total length of the airflow channel. Electromagnetic fields 
in the waveguide part are computed by elaborated iterative physical optics method based on integral 
field representations. Computation of scattering at the fan is conducted based on integral equation 
method. As shown in [97], this method can be used for computing scattering characteristics of air 
intakes that have various configurations, its accuracy being proved by results of physical simulation. 

So, the scattering contribution from air intakes of MiG-29 aircraft has been accounted for in 
our computer model by way of replacing actual intakes by equivalent scatterers shaped as parts of 
second-order surfaces but having the same RCS as the actual air intakes over wide range of illumina- 
tion aspects. Besides, we used here the data on RCS of standard air intakes from [97] as a reference. 

Figures 3.122 through 3.139 show diagrams of mean and median RCS given the MiG-29 aircraft 
model illumination at vertical and horizontal polarization, the latter having been averaged over 


FIGURE 3.121 The nose radome of MiG-29. 
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(See color insert.) Circular diagrams of instantaneous RCS given radar observation of MiG- 


FIGURE 3.122 
29 aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.123 Diagrams of mean and median RCS of MiG-29 aircraft model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.124 Diagrams of mean and median RCS of MiG-29 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.125 Diagrams of mean and median RCS of MiG-29 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 
wavelength). 
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FIGURE 3.126 Diagrams of mean and median RCS of MiG-29 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.127 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of MiG- 
29 aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.128 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of MiG- 
29 aircraft model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.129 Diagrams of mean and median RCS of MiG-29 aircraft model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.130 Diagrams of mean and median RCS of MiG-29 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.131 Diagrams of mean and median RCS of MiG-29 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.132 Diagrams of mean and median RCS of MiG-29 aircraft model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 


FIGURE 3.133 (See color insert.) Circular diagrams of noncoherent RCS of MiG-29 aircraft model given 
its radar observation at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.134 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of MiG- 
29 aircraft model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.135 Diagrams of mean and median RCS of MiG-29 aircraft model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.136 Diagrams of mean and median RCS of MiG-29 aircraft model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.137 Diagrams of mean and median RCS of MiG-29 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 
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FIGURE 3.138 Diagrams of mean and median RCS of MiG-29 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.139 (See color insert.) Circular diagrams of noncoherent RCS of MiG-29 aircraft model given 
its radar observation at carrier frequency of 1 GHz (30 cm wavelength). 
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different angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS for 


the frequency ranges of our interest. 


Figures 3.140 through 3.142 show the amplitude distributions of echo signals for the frequency 


ranges of interest given horizontal polarization of illumination wave. 


Table 3.10 summarizes the parameters of empirical probability distributions that fit mostly the 


simulation data for square root of RCS. 


In Section 3.1.10, there are examples of HRRPs computed for the aircraft given various central 


frequencies of signal spectrum and its widths. 
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FIGURE 3.140 Amplitude distribution of echo signal of MiG-29 aircraft model at carrier frequency of 


10 GHz given its horizontal polarization. 
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Amplitude distribution of echo signal of MiG-29 aircraft model at carrier frequency of 


3 GHz given its horizontal polarization. 


FIGURE 3.141 
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FIGURE 3.142 Amplitude distribution of echo signal of MiG-29 aircraft model at carrier frequency of 
1 GHz given its horizontal polarization. 


TABLE 3.10 
Parameters of Probability Distributions for the Echo Signal Amplitudes of 
MiG-29 Aircraft Model 


Wavelength Polarization Distribution Kind Distribution Parameters 
3cm Horizontal T-Distribution: b = 0.957488 
c- (x = 2.456989 
ael Jc ll. E 
b bI (c) 
where I'(c) is gamma-function 
3cm Vertical Weibull distribution: b = 2.580824 
c-i (xY c = 1.891905 
D(x) = Ce hU 
bib 
10 cm Horizontal T-Distribution b = 0.734123 
c = 2.86766 
10 cm Vertical Weibull distribution b = 2.339237 
c = 1.816584 
30 cm Horizontal T-Distribution b = 1.049921 
c = 2.291626 
30 cm Vertical T-Distribution b = 0.899074 
c = 2.517632 


3.1.10  IMPULsE RESPONSES OF MiG-29 FRONT-LINE FIGHTER 


As an example, we consider HRRPs of MiG-29 aircraft observed at the elevation angle of —3? (illu- 
mination from below) and azimuth aspect of 10°. 

It should be noted that given radar observation of MiG-29 aircraft from its rear hemisphere the 
HRRPs obtained at two different polarization of illumination signal can differ quite frequently 
even though they correspond to the same observation aspect. The reason for that would be different 
scattering properties of local edge scatterers given different polarizations of illumination signal. 
At the plots shown below, these differences in HRRPs at the two polarizations are caused also by 
scattering properties of onboard antenna system at MiG-29 aircraft, design of which together with 
polarization peculiarities was mentioned in the previous section. 
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Figures 3.143 and 3.144 show HRRPs of MiG-29 aircraft given its illumination with signal at 
central frequency of 10 GHz (3 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Bold solid line corresponds to HRRP obtained using signal with rectangular amplitude 
spectrum of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with 
rectangular spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the aircraft’s air intakes. Peaks #2 in Figure 3.144 are due to 
scattering from the front (auxiliary) reflector of onboard radar antenna. It is worth mentioning that 
antenna system does not give any echo at horizontal polarization of illumination signal. The latter 
is due to polarization and frequency properties of the antenna system as well as due to its assumed 
orientation with respect to basic polarization directions. 

Figures 3.145 and 3.146 show HRRPs of MiG-29 aircraft given its illumination by signals with 
spectra centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

HRRPs shown in Figures 3.145 and 3.146 contain the following peaks marked with numbers. 

Peaks #1 are due to scattering from the aircraft’s air intakes. Peaks #2 in Figure 3.145 are due to 
scattering from the main antenna reflector (wavelength of 10 cm is beyond the operating frequency 
range of the radar). Peaks #2 in Figure 3.146 are due to scattering from the front (auxiliary) reflector 
of onboard antenna system. 

The two reflectors of antenna system have different dimensions and polarization properties as 
well as are spaced apart, so these facts account for different amplitudes and lags of echoes at dif- 
ferent polarization. 
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FIGURE 3.143 HRRPSs of MiG-29 aircraft given its illumination by signal with center spectrum frequency 
of 10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.144 HRRPs of MiG-29 aircraft given its illumination by signals with center spectrum frequency 
of 10 GHz (3 cm wavelength), vertical polarization. 
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FIGURE 3.145 HRRPs of MiG-29 aircraft given its illumination by signals with center spectrum frequency 
of 3 GHz (10 cm wavelength), horizontal polarization. 
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FIGURE 3.146 HRRPs of MiG-29 aircraft given its illumination by signals with center spectrum frequency 
of 3 GHz (10 cm wavelength), vertical polarization. 


Figures 3.147 and 3.148 show HRRPs of MiG-29 aircraft given its illumination by signals with 
spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the aircraft’s air intakes. Peaks #2 in Figure 3.147, like those 
in Figure 3.145, are due to scattering from the main reflector of onboard antenna (wavelength of 
30 cm is beyond the operating frequency range of the radar). Peaks #2 in Figure 3.148, like those in 
Figure 3.146, are due to scattering from the front (auxiliary) reflector of onboard antenna system. 


|A()| 


FIGURE 3.147 HRRPs of MiG-2 aircraft given its illumination by signals with center spectrum frequency 
of 1 GHz (30 cm wavelength), horizontal polarization. 
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FIGURE 3.148 HRRPs of MiG-29 aircraft given its illumination by signals with center spectrum frequency 
of 1 GHz (30 cm wavelength), vertical polarization. 


We should note that amplitude difference between the peaks corresponding to different polariza- 
tions at this wavelength is higher (three times). 


3.1.11 SCATTERING CHARACTERISTICS OF F-16 MULTIROLE FIGHTER 


The F-16 Fighting Falcon fighter originally developed by General Dynamics (now Lockheed 
Martin) is the high-performance multirole aircraft. It is operated by the Air Forces of more than 22 
countries around the world. F-16 is a very nimble aircraft. It can perform the g-turns with up to 9-g 
force. Pilot’s frameless bubble canopy provides for all-round visibility [98]. 

The prototype of F-16 “Falcon” family, experimental YF-16, has performed its maiden flight on 
February 2, 1974, and in March 2000 the 4000-th fighter of this type was produced. Despite its sig- 
nificant age, F-16 is kept to be dynamically upgraded and it is still among the world best fighters. 
Originally developed as cost-effective air superiority day fighter (a little bit delayed American response 
to the MiG-21 aircraft), it evolved into the all-weather multirole aviation complex with air strike capa- 
bilities. Thanks to its capabilities and versatility, the F-16 platform had been put through a number of 
upgrades and modifications: F-16A—single-seat multirole day fighter; F-IGB—two-seat combat and 
training version of F-16A; F-16C—single-seat improved multirole fighter; F-IGD—two-seat combat 
and training version of F-16C; F-I6ADF——antiaircraft defense fighter designed for US National guard; 
RF-16C (F-I16R)—Treconnaissance version fitted with ATARS container system. Evidently, even after 
the fifth-generation fighter enters the world's aviation market the F-16 aircraft will find its customers. 

In the second half of 1980s, the F-16C/D aircraft has been fitted with the means for reducing 
their radar visibility (the canopy has been metalized from the inside, RAM coatings have been 
placed in the air intake zone). These measures alone (by some sources) provided for 4096 reduction 
of frontal RCS. 

In our RCS computations, we used the perfectly conducting model of the aircraft surface (Figure 
3.150). Parameters of computer model are summarized in Table 3.11. 

Figures 3.151 through 3.168 show diagrams of mean and median RCS given the F-16 aircraft 
model illumination at vertical and horizontal polarization, the latter having been averaged over 


TABLE 3.11 

Geometrical Characteristics of F-16 Multirole Fighter 

Airframe Characteristics (Figure 3.149) Aircraft Surface Model Characteristics (Figure 3.150) 
Aircraft length 15.03 m Number of parts of ellipsoids in the model 42 
Aircraft height 5.00m Number of straight wedge parts in the model 20 
Wing span 9.45 m 


Wing's area 27.87 m? 
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FIGURE 3.149  F-16 multirole fighter. 


FIGURE 3.150 Computer model of F-16 surface. 
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FIGURE 3.151 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of F-16 
aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.152 Diagrams of mean and median RCS of F-16 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.153 Diagrams of mean and median RCS of F-16 aircraft model in three sectors of azimuth aspect 
given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.154 Diagrams of mean and median RCS of F-16 aircraft model in 20-degree sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 
wavelength). 
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FIGURE 3.155 Diagrams of mean and median RCS of F-16 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.156 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of F-16 
aircraft model at carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.157 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of F-16 
aircraft model at carrier frequency of 3 GHz (10 cm wavelength). 


Scattering Characteristics of Some Airborne and Ground Objects 203 


100.0 
34.93 

a 10.0 

E 3.80 

P 153 148 

E 

10 0.38 0.38 
Nose on: 0-45 Side on: 45-135 Tail on: 135-180 
p (deg) 
Mean RCS N] Median RCS 


FIGURE 3.158 Diagrams of mean and median RCS of F-16 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.159 Diagrams of mean and median RCS of F-16 aircraft model in three sectors of azimuth aspect 
given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 


different angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS for 
the frequency ranges of our interest. 

Figures 3.169 through 3.171 show the amplitude distributions of echo signals for the frequency 
ranges of interest given horizontal polarization of illumination wave. 

Table 3.12 summarizes the parameters of empirical probability distributions that fit mostly the 
simulation data for square root of RCS. 
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FIGURE 3.160 Diagrams of mean and median RCS of F-16 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.161 Diagrams of mean and median RCS of F-16 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 


RCS (m?) 0 


FIGURE 3.162 (See color insert.) Circular diagrams of noncoherent RCS of F-16 aircraft model given its 
radar observation at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.163 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of F-16 
aircraft model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.164 Diagrams of mean and median RCS of F-16 aircraft model in three sectors of azimuth aspect 
given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 


100.0 
€ 10.0 
o 2.42 
O 142 102 
~“ 10 
0.25 
0.1 
Nose on: 0-45 Side on: 45-135 Tail on: 135-180 


B (deg) 
Mean RCS Median RCS 


FIGURE 3.165 Diagrams of mean and median RCS of F-16 aircraft model in three sectors of azimuth aspect 
given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.166 Diagrams of mean and median RCS of F-16 aircraft model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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Diagrams of mean and median RCS of F-16 aircraft model in 20-degree sectors of azimuth 


aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.169 Amplitude distribution of echo signal of F-16 aircraft model at carrier frequency of 10 GHz 


FIGURE 3.168 (See color insert.) Circular diagrams of noncoherent RCS of F-16 aircraft model given its 
given its horizontal polarization. 


radar observation at carrier frequency of 1 GHz (30 cm wavelength). 


FIGURE 3.167 
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FIGURE 3.171 
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Amplitude distribution of echo signal of F-16 aircraft model at carrier frequency of 3 GHz 
given its horizontal polarization. 
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Parameters of Probability Distributions for the Echo Signal Amplitudes of F-16 Aircraft Model 
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In Section 3.1.12, there are examples of HRRPs computed for the aircraft given various central 
frequencies of signal spectrum and its widths. 


3.1.12 IMPuLsE RESPONSES or F-16 MULTIROLE FIGHTER 


As an example, we consider HRRPs of F-16 aircraft observed at the elevation angle of —3? (illumi- 
nation from below) and azimuth aspect of 40°. 

Figure 3.172 shows HRRPs of F-16 aircraft given its illumination with signal at central fre- 
quency of 10 GHz (3 cm wavelength). Since there is practically no difference in HRRPs obtained 
for horizontal and vertical polarization, we present here only the corresponding impulse responses 
for the case of horizontal polarization of illumination signal. Bold solid line corresponds to HRRP 
obtained using signal with rectangular amplitude spectrum of 1 GHz bandwidth. Thin dashed line 
corresponds to HRRP obtained using signal with rectangular spectrum of 250 MHz bandwidth. 

Peaks of HRRPs in Figure 3.172 are numbered from 1 through 4. 

Peaks #1 are due to scattering from the Pitot tube, which is placed at the front of radar antenna 
radome. Peaks #2 are due to scattering from the aircraft air intake. Peaks #3 are due to scattering 
from horizontal stabilizer. Peaks #4 are due to scattering from vertical rudder. 

Figures 3.173 and 3.174 show HRRPs of F-16 aircraft given its illumination by signals with 
spectra centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 
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FIGURE 3.172 HRRPSs of F-16 aircraft given its illumination by signals with center spectrum frequency of 
10 GHz (3 cm wavelength). 
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FIGURE 3.173 HRRPs of F-16 aircraft given its illumination by signal with center spectrum frequency of 
10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.174 HRRPs of F-16 aircraft given its illumination by signals with center spectrum frequency of 
10 GHz (3 cm wavelength), vertical polarization. 


The peaks of HRRPs in Figures 3.173 and 3.174 are numbered. The peaks #1 are due to scatter- 
ing from the Pitot tube, which is placed at the front of radar antenna radome. Peaks £2 are due to 
scattering from the pilot's cockpit. Peaks #3 are due to scattering from the aircraft air intake. Peaks 
#4 are due to scattering from the horizontal stabilizer. Peaks #5 are due to scattering from vertical 
rudder. The peak amplitude of echo from the wing's leading edge is significantly lower in case of 
vertical polarization as compared to that for the case of horizontal one. The latter is due to different 
polarization properties of scattering from the edge. Therefore, in Figure 3.174 the peak due to scat- 
tering from the wing's leading edge is not marked out. In Figure 3.173 (horizontal polarization), the 
peaks #6 correspond to the echo from the leading edge of wing. It is worth mentioning that peaks 
#4 in these two figures differ in amplitude too. 

Figures 3.175 and 3.176 show HRRPs of F-16 aircraft given its illumination by signals with 
spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Solid bold line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

The amplitudes of HRRP peaks in Figures 3.175 and 3.176 are so different that in HRRP 
obtained for the case of horizontal polarization (Figure 3.175) only two major peaks can be 
singled out. Peaks #1 are due to scattering from the wing’s leading edge. Peaks #2 are due to 
scattering from the leading edge of horizontal stabilizer. Amplitudes of these two peaks domi- 
nate those of other peaks. HRRP obtained for the case of vertical polarization (Figure 3.176) 
contains more peaks of the lower amplitude. Peaks #1 are due to scattering from the Pitot tube, 
which is placed at the front of radar antenna radome. Peaks £2 are due to scattering from the 
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FIGURE 3.175 HRRPs of F-16 aircraft given its illumination by signals with center spectrum frequency of 
1 GHz (30 cm wavelength), horizontal polarization. 
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FIGURE 3.176 HRRPs of F-16 aircraft given its illumination by signals with center spectrum frequency of 
1 GHz (30 cm wavelength), vertical polarization. 


pilot's cockpit. Peaks #3 are due to scattering from the aircraft air intake. Peaks #4 are due to 
scattering from the wing's leading edge. The latter peak amplitude is ten times lower than that of 
corresponding peak £1 in Figure 3.175. Peaks #5 are due to scattering from horizontal stabilizer. 
Peak £6 is due to scattering from the vertical rudder. 


3.1.13 SCATTERING CHARACTERISTICS OF AGM-86 ALCM 


The AGM-86 air launch cruise missile (ALCM) (Figure 3.177) is the main long-range weapon 
system of B-52H bomber aircraft. With their nuclear warheads having been replaced by conven- 
tional ones, the AGM-86 is kept in the armament inventory in foreseeable future as a very effective 
weapon [99]. 

The first launch of AGM-86B has been performed in 1979, and in August 1981 the missiles 
were put into the inventory of B-52G/H bomber aircraft. The AGM-86B cruise missile has single 
F107-WR-100 or -101 turbojet engine and it is able to carry the W-80-1 variable power thermo- 
nuclear warhead. Prior to launch the wings and empennage are stowed in the fuselage, they are 
deployed in 2 s after the launch. 

A total of 1715 specimens of AGM-86B cruise missile were produced by 1986 at the Boeing 
factories, and then the production was stopped. In 1986, the Boeing Company started to refit 
part of the AGM-86B missiles to the standard named AGM-86C. The basic change consisted in 
replacing thermonuclear warhead by the 900 kg high-explosive fragmentation one. AGM-86C 
missiles have also been equipped with GPS navigation receiver and digital scene matching area 
correlator (DSMAC) that significantly improved its accuracy (mean circular deviation reduced 
to 10 m). 

In November 2001, the flight tests of AGM-86D Block II cruise missile were carried out that was 
equipped with the new 540 kg advanced unitary penetrator (AUP) warhead, which was designed to 
destroy heavily fortified targets or those placed deep in the ground. 


FIGURE 3.177  AGM-86 cruise missile. 
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In our scattering computation, we used the perfectly conducting surface model of the missile 
shown in Figure 3.178. Parameters of computer model are summarized in Table 3.13. 

Figures 3.179 through 3.196 show diagrams of mean and median RCS given the AGM-86 model 
illumination at vertical and horizontal polarization, the latter having been averaged over different 


FIGURE 3.178 Computer model of AGM-86 surface. 


TABLE 3.13 

Geometrical Characteristics of AGM-86 ALCM 

Airframe Characteristics (Figure 3.177) Aircraft Surface Model Characteristics (Figure 3.178) 
Missile length 6.32m Number of parts of ellipsoids in the model 12 
Diameter 0.62m Number of straight wedge parts in the model 15 
Wing span 3.66m 
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FIGURE 3.179 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
AGM-86 ALCM model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.180 Diagrams of mean and median RCS of AGM-86 ALCM model in three sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 


wavelength). 


10.000 2.84 

1.000 
" 0.23 
t 0.07 0.05 
= 0.100 
D 
~ 0.01 901 

N US 

0.001 

Nose on: 0-45 Side on: 45-135 Tail on: 135-180 
B (deg) 


Mean RCS N Median RCS 


FIGURE 3.181 Diagrams of mean and median RCS of AGM-86 ALCM model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.182 Diagrams of mean and median RCS of AGM-86 ALCM model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 10 GHz (3 cm 
wavelength). 
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FIGURE 3.183 Diagrams of mean and median RCS of AGM-86 ALCM model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 10 GHz (3 cm wavelength). 


FIGURE 3.184 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of 
AGM-86 ALCM model at carrier frequency of 10 GHz (3 cm wavelength). 
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FIGURE 3.185 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
AGM-86 ALCM model at carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.186 Diagrams of mean and median RCS of AGM-86 ALCM model in three sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.187 Diagrams of mean and median RCS of AGM-86 ALCM model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm wavelength). 
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FIGURE 3.188 Diagrams of mean and median RCS of AGM-86 ALCM model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.189 Diagrams of mean and median RCS of AGM-86 ALCM model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization and carrier frequency of 3 GHz (10 cm 
wavelength). 
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FIGURE 3.190 (See color insert.) Circular diagrams of noncoherent RCS of AGM-86 ALCM model given 
its radar observation at carrier frequency of 3 GHz (10 cm wavelength). 


FIGURE 3.191 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
AGM-86 ALCM model at carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.192 Diagrams of mean and median RCS of AGM-86 ALCM model in three sectors of azi- 
muth aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm 


wavelength). 
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FIGURE 3.193 Diagrams of mean and median RCS of AGM-86 ALCM model in three sectors of azimuth 
aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.194 Diagrams of mean and median RCS of AGM-86 ALCM model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization and carrier frequency of 1 GHz (30 cm wavelength). 
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FIGURE 3.195 Diagrams of mean and median RCS of AGM-86 ALCM model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization and carrier frequency of 1 GHz (30 cm 
wavelength). 
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FIGURE 3.196 (See color insert.) Circular diagrams of noncoherent RCS of AGM-86 ALCM model given 
its radar observation at carrier frequency of 1 GHz (30 cm wavelength). 


angular sectors, as well as circular diagrams of instantaneous and noncoherent RCS for the fre- 
quency ranges of our interest. 

Figures 3.197 through 3.199 show the amplitude distributions of echo signals for the frequency 
ranges of interest given horizontal polarization of illumination wave. 

Table 3.14 summarizes the parameters of empirical probability distributions that fit mostly the 
simulation data for square root of RCS. 
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FIGURE 3.197 Amplitude distribution of echo signal of AGM-86 ALCM model at carrier frequency of 


10 GHz given its horizontal polarization. 
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FIGURE 3.198 Amplitude distribution of echo signal of AGM-86 ALCM model at carrier frequency of 


3 GHz given its horizontal polarization. 
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FIGURE 3.199 Amplitude distribution of echo signal of AGM-86 ALCM model at carrier frequency of 


1 GHz given its horizontal polarization. 
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TABLE 3.14 
Parameters of Probability Distributions for the Echo Signal Amplitudes of 
AGM-86 ALCM Model 


Wavelength Polarization Distribution Kind Distribution Parameters 
3cm Horizontal Weibull distribution: b — 0.08038 
cl xY - 
_ efx +3) c= 3.6956 
PX) =F | 3 e 
3 cm Vertical Weibull distribution: b = 0.08035 
c = 3.6566 
10 cm Horizontal Lognormal distribution: u = —2.58274 
1 (log(x) — u}? ) 6 = 0.3143 
p(x) ex 
i V27 xo of 207 
10cm Vertical p-distribution: v = 12.21349 
T(v+@) @ = 145.0882 


PO) = Tara) xc - xy 


where I (v) is the Gamma function 


30 cm Horizontal Lognormal distribution u = -2.55742 
o = 0.77075 
30 cm Vertical Normal distribution: u = 0.09308 


(x -u ) 6 = 0.03406 
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In Section 3.1.14, there are examples of HRRPs computed for the missile given various central 
frequencies of signal spectrum and its widths. 


3.1.14 IMPULSE RESPONSES OF AGM-86 ALCM 


As an example, we consider HRRPs of the AGM-86 ALCM observed at the elevation angle of —3° 
(illumination from below) and azimuth aspect of 23° (illumination perpendicularly to the leading 
edge of horizontal empennage). 

Figures 3.200 and 3.201 show HRRPs of AGM-86 ALCM given its illumination with signals 
at carrier frequency of 10 GHz (3 cm wavelength) for the cases of horizontal and vertical polar- 
izations, respectively. Solid line corresponds to HRRP obtained using signal with rectangular 
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FIGURE 3.200 HRRPs of AGM-86 ALCM given its illumination by signal with center spectrum frequency 
of 10 GHz (3 cm wavelength), horizontal polarization. 
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FIGURE 3.201  HRRPs of AGM-86 ALCM given its illumination by signals with center spectrum frequency 
of 10 GHz (3 cm wavelength), vertical polarization. 


amplitude spectrum of 1 GHz bandwidth. Dashed line corresponds to HRRP obtained using signal 
with rectangular spectrum of 250 MHz bandwidth. 

Peaks #1 are due to scattering from the nose part of fuselage. Peaks #2 are due to scattering 
from the wing. Peaks £3 are due to scattering from the leading edge of horizontal empennage. The 
echo amplitude for the leading edge of horizontal empennage is significantly higher for the case of 
horizontal polarization. 

Figures 3.202 and 3.203 show HRRPs of AGM-86 ALCM given its illumination by signals with 
spectra centered at 3 GHz (10 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Bold solid line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 
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FIGURE 3.202 HRRPs of AGM-86 ALCM given its illumination by signals with center spectrum fre- 
quency of 3 GHz (10 cm wavelength), horizontal polarization. 
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FIGURE 3.203 HRRPs of AGM-86 ALCM given its illumination by signals with center spectrum fre- 
quency of 3 GHz (10 cm wavelength), vertical polarization. 
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FIGURE 3.204 HRRPs of AGM-86 ALCM given its illumination by signals with center spectrum fre- 
quency of 1 GHz (30 cm wavelength), horizontal polarization. 
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FIGURE 3.205 HRRPs of AGM-86 ALCM given its illumination by signals with center spectrum fre- 
quency of 1 GHz (30 cm wavelength), vertical polarization. 


HRRPs shown in Figures 3.202 and 3.203 contain the following peaks marked with numbers. 
The view of these HRRPs is similar to those obtained for the illumination signals with spectra cen- 
tered at 10 GHz (3 cm wavelength). 

Peaks #1 are due to scattering from the nose part of fuselage. Peaks #2 are due to scattering from 
the wing. Peaks #3 are due to scattering from the leading edge of missile's horizontal empennage. 

Figures 3.204 and 3.205 show HRRPs of AGM-86 ALCM given its illumination by signals with 
spectra centered at 1 GHz (30 cm wavelength) for the cases of horizontal and vertical polarization, 
respectively. Bold solid line corresponds to HRRP obtained using signal with rectangular spectrum 
of 1 GHz bandwidth. Thin dashed line corresponds to HRRP obtained using signal with rectangular 
spectrum of 250 MHz bandwidth. 

Peaks #1 are due scattering from the nose part of fuselage. Peaks #2 are due to scattering from 
the wing. Peaks #3 are due to scattering from the leading edge of missile's horizontal empennage. 


3.2 SCATTERING CHARACTERISTICS OF GROUND OBJECTS 


When computing scattering characteristics of ground objects, we assumed the following elevation 
angles £ of their radar illumination (Figure 3.206): 1° (illumination by the ground-based radar sys- 
tems); 10? and 30? (illumination by the airborne radar systems). Increment in azimuth aspect was set to 
0.02°, the azimuth aspect angle f itself being counted off counterclockwise from the head-on direction 
(0° corresponds to the head-on illumination, 180° corresponds to the stern-on illumination). Scattering 
computation results are presented for the illumination frequency of 10 GHz (3 cm wavelength). 
Computation results are given for the case of monostatic radar given two orthogonal polariza- 
tions of illumination signal: the horizontal one, for which the vector of electrical field intensity of 
illumination wave pj is parallel to the underlying surface; and the vertical one, for which the vector 
of electrical field intensity of illumination wave p? is orthogonal to p? and belongs to the plane that 
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FIGURE 3.206 Geometry of the ground object illumination. 
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FIGURE 3.207 Modulus of reflection coefficient for the dry and moist soil given horizontal (a) and vertical 
(b) polarization of illumination wave. 


is perpendicular to the underlying surface plane and that includes at the same time the propagation 
direction vector of plane incident wave. Below, all the curves corresponding to horizontal polariza- 
tion are blue and those corresponding to vertical polarization are red. 

We present the computation results obtained in assumption of two types of underlying surface 
that possess the most common values of relative permittivity. These two types are the following: dry 
soil (&' = 3 + j0.4); moist soil (relative moist content being 20%) e = 17 + j0.9. Relative permeability 
was equal to unity for the both soil types. When the illumination elevation angle e = 1°, the modules 
of reflection coefficients IPI are close to one another and they approach the unit irrespectively of 
underlying surface characteristics (Figure 3.207). Therefore, in this case only scattering diagrams 
corresponding to dry soil are presented. The difference in scattering diagrams given the different 
types of soil becomes more prominent when the elevation angle of the object illumination increases. 

The histograms of echo signal amplitude distribution (distribution of the square root from RCS) 
are shown for the two values of elevation angles: e = 1? and e = 30? given averaging in the two main 
sectors of azimuth aspects: from —10° through 10 and from 10? through 30°. Such diagrams were 
obtained by the scattering data computed given azimuth aspect angle increment of 0.02°. As in case 
of airborne objects, we compared the echo signal amplitude histograms to a number of empirical 
probability distributions and found those that fitted our computation data the most. 

There are also examples of HRRPs computed for the tank models given various illumination 
signal spectrum widths. 


3.2.4 SCATTERING CHARACTERISTICS OF T-90 MAIN BATTLE TANK 


The Russian T-90 tank is the latest modification of the T-72 machine, it entered service in 1993 
[100]. T-90 tank keeps up with Soviet tradition of tank construction—the classical layout, in which 
its major weapons are housed in the turret, power plant and transmission are in the aft section, and 
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the crew is accommodated separately: tank commander and gunner occupying the fighting com- 
partment, and the driver occupying the driving compartment. The exterior of the T-90 tank (Figure 
3.208) is practically the same as of T-72B one. The T-72 tank, in its turn, has been developed by 
the *Uralvagonzavod" design bureau as an upgrade of T-64A tank designed and produced by the 
Malyshev plant in Kharkiv [101]. 

In our computations, we used the perfectly conducting computer model of the tank surface shown 
in Figure 3.209. Parameters of computer mode are summarized in Table 3.15. 

Figures 3.210 through 3.239 show diagrams of mean and median RCS and circular diagrams 
of instantaneous and noncoherent RCS obtained for the T-90 tank model. The results are given for 
vertical and horizontal polarization, two types of underling surface and three elevation angles. 

Figures 3.240 through 3.247 show the amplitude distributions of echo signals for two azimuth 
aspect angle sectors and two elevation angles. 

Tables 3.16 and 3.17 summarize the parameters of distributions that fit mostly the simulation data 
for square root of RCS. 

In Section 3.2.2, there are examples of HRRPs computed for the tank model given various illu- 
mination signal spectrum widths. 


FIGURE 3.209 Computer model of T-90 surface. 


TABLE 3.15 

Geometrical Characteristics of T-90 Main Battle Tank 

Hull Characteristics (Figure 3.208) Tank Surface Model Characteristics (Figure 3.209) 
Tank length (gun included) 9.53m Number of parts of ellipsoids in the model 89 
Width 3.46m Number of straight wedge parts in the model 34 
Height 223m 


Combat weight 46.5 tonne 
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FIGURE 3.210 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of T-90 
tank model (e = 1°, underlying surface — dry soil). 
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FIGURE 3.211 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.212 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.213 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.214 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.215 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of T-90 
tank model (e = 1°, underlying surface — dry soil). 
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FIGURE 3.216 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of T-90 


tank model (e = 10°, underlying surface — dry soil). 
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FIGURE 3.217 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — dry soil). 
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FIGURE 3.218 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (e = 10°, underlying surface — dry soil). 
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FIGURE 3.219 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — dry soil). 
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FIGURE 3.220 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization (e = 10°, underlying surface — dry soil). 
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FIGURE 3.221 (See color insert.) Circular diagrams of noncoherent RCS of T-90 tank model (e = 10°, 
underlying surface — dry soil). 
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FIGURE 3.222 (See color insert.) Circular diagrams of instantaneous RCS of T-90 tank model (e = 10°, 


underlying surface — moist soil). 
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FIGURE 3.223 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.224 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.225 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization (e = 10°, underlying surface — moist soil). 
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FIGURE 3.226 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.227 (See color insert.) Circular diagrams of noncoherent RCS of T-90 tank model (e = 10°, 
underlying surface — moist soil). 
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FIGURE 3.228 (See color insert.) Circular diagrams of instanteneous RCS of T-90 tank model (e = 30°, 


underlying surface — dry soil). 
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FIGURE 3.229 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 30°, underlying surface — dry soil). 


FIGURE 3.230 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.231 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.232 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.233 (See color insert.) Circular diagrams of noncoherent RCS of T-90 tank model (e = 30°, 
underlying surface — dry soil). 
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FIGURE 3.234 (See color insert.) Circular diagrams of instanteneous RCS of T-90 tank model (e = 30°, 


underlying surface — moist soil). 
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FIGURE 3.235 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (e = 30°, underlying surface — moist soil). 
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FIGURE 3.236 Diagrams of mean and median RCS of the T-90 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — moist soil). 
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FIGURE 3.237 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at horizontal polarization (e = 30°, underlying surface — moist soil). 
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FIGURE 3.238 Diagrams of mean and median RCS of the T-90 tank model in 20-degree sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — moist soil). 
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FIGURE 3.239 (See color insert.) Circular diagrams of noncoherent RCS of T-90 tank model (e = 30°, 
underlying surface — moist soil). 
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FIGURE 3.240 Amplitude distribution of echo signal given radar observation of T-90 tank model in the 
azimuth aspect sector from —10° through +10°, horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.241 Amplitude distribution of echo signal given radar observation of T-90 tank model in the 
azimuth aspect sector from —10° through +10°, horizontal polarization (€ = 1°, underlying surface — moist soil). 
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FIGURE 3.242 Amplitude distribution of echo signal given radar observation of T-90 tank model in the 
azimuth aspect sector from 10? through 30°, horizontal polarization (€ = 1°, underlying surface — dry soil). 
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Amplitude distribution of echo signal given radar observation of T-90 tank model in the 


FIGURE 3.243 


azimuth aspect sector from 10? through 30°, horizontal polarization (€ = 1°, underlying surface — moist soil). 
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FIGURE 3.244 Amplitude distribution of echo signal given radar observation of T-90 tank model in the 


azimuth aspect sector from —10° through +10°, horizontal polarization (€ 


30°, underlying surface — dry soil). 
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FIGURE 3.245 Amplitude distribution of echo signal given radar observation of T-90 tank model in the azi- 


muth aspect sector from —10° through +10°, horizontal polarization (€ 


30°, underlying surface — moist soil). 
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FIGURE 3.246 Amplitude distribution of echo signal given radar observation of T-90 tank model in the 
azimuth aspect sector from 10? through 30°, horizontal polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.247 Amplitude distribution of echo signal given radar observation of T-90 tank model in the 
azimuth aspect sector from 10? through 30°, horizontal polarization (e = 30°, underlying surface — moist soil). 


TABLE 3.16 
Parameters of Probability Distributions for the Echo Signal Amplitudes of T-90 Tank 
Model Given Elevation Angle of Illumination Equal to 1? 


Azimuth 
Aspect Range Soil Type Polarization Distribution Kind Distribution Parameters 
—10? --- +10° Dry soil Horizontal Lognormal distribution: u = 1.44945 
— uk 6 =1.06818 
p(x) = exp - 0082 - w) | 
N2nxo 20° 
Vertical Lognormal distribution u = 1.40716 


6 = 1.09705 
(continued) 
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TABLE 3.16 (continued) 
Parameters of Probability Distributions for the Echo Signal Amplitudes of T-90 Tank 
Model Given Elevation Angle of Illumination Equal to 1? 


Azimuth 
Aspect Range Soil Type Polarization Distribution Kind Distribution Parameters 
Moist soil Horizontal Lognormal distribution u = 1.45733 
o = 1.06933 
Vertical Lognormal distribution u = 1.36692 
o = 1.09704 
10? -.. 30° Dry soil Horizontal Normal distribution: u= 2.57101 
e 1 ox M o = 1.148921 
o 2n 26 
Vertical Weibull distribution: b = 2.75873 
cl (xY c = 2.32431 
"3 efa) RU 
bib 
Moist soil Horizontal Normal distribution u = 2.58899 
o= 1.15612 
Vertical Weibull distribution b = 2.671515 
c = 2.320417 
TABLE 3.17 


Parameters of Probability Distributions for the Echo Signal Amplitudes of T-90 Tank Model 
Given Elevation Angle of Illumination Equal to 30° 


Azimuth Aspect Distribution 
Range Soil Type Polarization Distribution Kind Parameters 
—10° --- +10° Dry soil Horizontal Lognormal distribution: u = 1.117329 
earthy o = 0.96877 
bj gy Ow 
N2nxo 20 
Vertical Normal distribution: u = 1.588124 
(x) 1 c) o = 0.732297 
x ex 5 
PUT lan 20? 
Moist Horizontal Lognormal distribution u = 1.48526 
soil o = 1.01046 
Vertical lognormal distribution u = 0.71735 
6 = 1.04842 
10° --- 30° Dry soil Horizontal Weibull distribution: b= 1.782212 
c1 (xY c = 2.149668 
p(x) = CX. RU 
bib 
Vertical Weibull distribution b = 1.381546 
c — 2.163581 
Moist Horizontal Weibull distribution b = 2.171357 
soil c = 2.171995 
Vertical Rayleigh distribution: b = 0.927724 


x x? 
p(x) = iJ) 
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3.2.2 ImpuLse RESPONSES or T-90 MAIN BATTLE TANK 


As an example, we consider HRRP of the T-90 main battle tank observed at the azimuth aspect of 
15° and carrier frequency of 10 GHz (3 cm wavelength). 

Bold solid lines in all figures below correspond to HRRPs obtained using signal with rectangular 
amplitude spectrum of 1 GHz bandwidth. Thin dashed lines correspond to HRRP obtained using 
signal with rectangular spectrum of 250 MHz bandwidth. Both wideband signals are centered at the 
same carrier frequency. 

Figures 3.248 and 3.249 show HRRPs of T-90 tank standing on the dry soil given its illumination 
at the grazing elevation angle of 1° for the cases of horizontal and vertical polarization of illumina- 
tion wave, respectively. 

Figures 3.250 and 3.251 show HRRPs of T-90 tank standing on the moist soil given its illumina- 
tion at grazing elevation angle of 1° for the cases of horizontal and vertical polarization of illumina- 
tion wave, respectively. 

Peaks #1 are due to scattering from the right track cover. Peaks #2 are due to scattering from the 
left track cover. Peaks #3 correspond to the earliest time of wave incidence upon the tank’s turret. 
Peaks #4 correspond to the latest time of wave incidence upon the tank turret’s front panel. Peaks 
#5 are due to scattering from the machine-gun superstructure. 

It should be noted that edge local scatterers of the turret surface contribute somewhat into the 
amplitude of peaks #3 and #4. So, there is some difference in the amplitudes of peaks #3 and #4 
given horizontal and vertical polarization of incident wave, respectively. Such difference in the 
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FIGURE 3.248 HRRP of T-90 tank model standing on dry soil given its radar observation at elevation of 
1°, horizontal polarization. 
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FIGURE 3.249 HRRP of T-90 tank model standing on dry soil given its radar observation at elevation of 
1°, vertical polarization. 
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FIGURE 3.250 HRRP of T-90 tank model standing on moist soil given its radar observation at elevation of 
1°, horizontal polarization. 
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FIGURE 3.251 
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HRRP of T-90 tank model standing on moist soil given its radar observation at elevation of 


amplitudes of peaks #3 and #4 cannot be accounted by influence of underlying surface since, given 
radar observation of the tank model at grazing elevation of 1°, the surface reflection coefficients 


approach unit irrespectively of polarization and soil type. 


Figures 3.252 and 3.253 show HRRPs of T-90 tank standing on the dry soil given its illumina- 
tion at the elevation angle of 10? for the cases of horizontal and vertical polarization of illumination 


wave, respectively. 
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FIGURE 3.252 HRRP of T-90 tank model standing on dry soil given its radar observation at elevation of 
10*, horizontal polarization. 
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FIGURE 3.253 HRRP of T-90 tank model standing on dry soil given its radar observation at elevation of 
10°, vertical polarization. 


Figures 3.254 and 3.255 show HRRPs of T-90 tank standing on the moist soil given its illumina- 
tion at the elevation angle of 10? for the cases of horizontal and vertical polarization of illumination 
wave, respectively. 

The peaks of HRRPs in Figures 3.252 through 3.255 are numbered. Peaks #1 are due to scat- 
tering from the right track cover. Peaks #2 are due to scattering from the left track cover. Peaks #3 
and #4 are due to scattering from the turret’s front panel, the influence of underlying surface being 
accounted for. Peaks #5 are due to scattering from the turret’s machine-gun superstructure, the 
influence of underlying surface being also accounted for. 

Amplitude of HRRP peaks at horizontal polarization (Figures 3.252 and 3.254) is larger for the 
case of moist soil. This is conditioned by the greater reflection coefficient of moist soil at horizontal 
polarization given 10? angle of wave incidence (elevation angle). At the same time, the amplitudes 
of HRRP peaks at vertical polarization (Figures 3.253 and 3.255) are greater for the case of dry soil. 
This is conditioned by the fact that, given moist soil, the incidence (elevation) angle of 10? is close to 
the Bruster angle and the reflection coefficient at vertical polarization approaches zero. 

Some of the peaks (#3, #4, and #5) correspond to the echoes that could be obtained only if the 
influence of underlying surface had been accounted for. Such peaks are of negligible amplitude or 
absent altogether in HRRPs obtained given vertical polarization of incident wave, where the ground 
reflection coefficient is significantly less than unit. 

Figures 3.256 and 3.257 show HRRPs of T-90 tank standing on the dry soil given its illumina- 


tion at the elevation angle of 30? for the cases of horizontal and vertical polarization of illumination 
wave, respectively. 
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FIGURE 3.254 HRRP of T-90 tank model standing on moist soil given its radar observation at elevation of 
10*, horizontal polarization. 
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FIGURE 3.255 HRRP of T-90 tank model standing on moist soil given its radar observation at elevation of 
10°, vertical polarization. 
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FIGURE 3.256 HRRP of T-90 tank model standing on dry soil given its radar observation at elevation of 
30°, horizontal polarization. 
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FIGURE 3.257 HRRP of T-90 tank model standing on dry soil given its radar observation at elevation of 
30°, vertical polarization. 


Figures 3.258 and 3.259 show HRRPs of T-90 tank standing on the moist soil given its illumina- 
tion at the elevation angle of 30? for the cases of horizontal and vertical polarization of illumination 
wave, respectively. 

The peaks of HRRPs in Figures 3.256 through 3.259 are numbered. Peaks #1 are due to scat- 
tering from the right track cover. Peaks #2 are due to scattering from the left track cover. Peaks 
#3 are due to scattering from left track (ground scattering is accounted for). Peaks #4 are due to 
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FIGURE 3.258 HRRP of T-90 tank model standing on moist soil given its radar observation at elevation of 
30°, horizontal polarization. 
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FIGURE 3.259 HRRP of T-90 tank model standing on moist soil given its radar observation at elevation of 
30°, vertical polarization. 


scattering from the side panel of tank’s track skirt (ground scattering is accounted for). Peaks #5 are 
due scattering from the hatch on top of turret. Peaks #6 are due to scattering from the front panel 
of turret, ground influence being accounted for. Peaks #7 are due scattering from the machine-gun 
superstructure of the turret, ground influence being also accounted for. It should be noted that some 
of the peaks (#3, #6, and #7) correspond to the echoes that could be obtained only if the influence 
of underlying surface had been accounted for. Such peaks are of negligible amplitude or absent alto- 
gether in some HRRPs (Figure 3.257). The time shift of peaks #4 is also observable at the HRRP 
obtained given vertical polarization of incident wave (Figures 3.257 and 3.259). This apparently is 
due to the fact that, given horizontal polarization, the main scattering contribution is provided by 
the smooth part of side panel of tank’s track skirt, whereas given vertical polarization the main con- 
tribution into these echoes is due to vertically oriented local edge scatterers of the same side panel. 

Amplitude of peaks, both given horizontal (Figures 3.256 and 3.258) and vertical (Figures 3.257 
and 3.259) polarization of incident wave, is greater for the case of moist soil. The latter is due to the 
greater reflection coefficients of moist soil for both horizontal and vertical polarizations given wave 
incidence angle (elevation) of 30°. 


3.2.3 SCATTERING CHARACTERISTICS OF LEOPARD-2 MAIN BATTLE TANK 


The Leopard-2 is apparently one of the most successful projects for developing the latter generation 
of battle tanks. Total number of specimens produced by now exceeds 3200. The Leopard-2 tanks 
are in service of the armies of Austria, Denmark, Germany, the Netherlands, Switzerland, Swiss, 
Finland, and so on. In March 2003, the contract had been put forward for furnishing 170 specimens 
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of Leopard-2 tanks of 2A6EX modification to the armed forces of Greece. In March 2006, the 
government of Chile made a contract for furnishing the 118 specimens of Leopard-2 tanks of 2A4 
modification that had been decommissioned from the German army [102]. 

The tank has classical layout (Figure 3.260). Driver's compartment hatch is in the hull’s forepart 
and it is slightly shifted to the right. It gets partially closed by the turret when the gun points straight 
forward. Despite the large inclination of the glacis armor (81°), the driver is still in sitting position 
while driving. The inside volume of driver's compartment is 2.4 m°. 

Tank commander and the gunner take their positions to the right of the gun; the loader takes his 
position to the left of it. The height of the fighting compartment from the turning floor up to ceiling 
inside the turret is 1650 mm, which is the lower margin providing the normal operating conditions for 
the loader in standing position. The inside volume of the fighting compartment is 10.1 m?. 

The engine and transmission compartment with the diesel engine placed along the tank's axis 
occupies the volume of 6.9 m? in the aft hull’s section. It is separated by the fire-proofed bulkhead 
from the fighting compartment. 

Considerable volume of the machine's inside space (19.4 m?) conditioned its heavy weight (55.2 t) 
and overall width of 3700 mm. The latter, in its turn, necessitated the use of removable side armor 
screens to make it possible to ship the tank by railway. 

The main tank's weapon is its 120 mm smoothbore gun by “Reinmetal.” The gun barrel is 
equipped with thermal sleeve and bore evacuator made of glass-reinforced plastic. 

Forehead of the hull and turret is protected by the multilayered combined spaced armor. The hull 
and turret are made up by welding. The turret's front armor plates have special hatches for mounting 
and dismounting the packs of combined armor barriers. The side armor is enforced by the remov- 
able anti-hollow-charge armor screens that consist of multiple layers and that are 110 mm thick in 
their frontal area. The front plates of turret's armor are vertical. 

In our computations, we used the perfectly conducting computer model of the tank surface 
(Figure 3.261) that consisted of 57 smooth surface parts and 24 local edge scatterers. Parameters of 
the model are summarized in Table 3.18. 

Figures 3.262 through 3.291 show diagrams of mean and median RCS and circular diagrams of 
instantaneous and noncoherent RCS obtained for the Leopard-2 tank model. The results are given 
for vertical and horizontal polarization, two types of underling surface and three elevation angles. 

Figures 3.292 through 3.299 show the amplitude distributions of echo signals for two azimuth 
aspect sectors and two elevation angles. 

Tables 3.19 and 3.20 summarize the parameters of distributions that fit mostly the simulation 
data for square root of RCS. 

In Section 3.2.4, there are examples of HRRPs computed for the tank model given various illu- 
mination signal spectrum widths. 


FIGURE 3.260 Leopard-2A4 basic combat tank. 
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FIGURE 3.261 Computer model of Leopard-2 surface. 


TABLE 3.18 

Geometrical Characteristics of Leopard-2 Main Battle Tank 

Hull Characteristics (Figure 3.260) Tank Surface Model Characteristics (Figure 3.261) 
Tank length (gun included) 9.67 m Number of parts of ellipsoids in the model 57 
Width 3.70m Number of straight wedge parts in the model 24 
Height 2.48m 

Combat weight 55.15t 


FIGURE 3.262 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Leopard-2 tank model (e = 1°, underlying surface — dry soil). 


Scattering Characteristics of Some Airborne and Ground Objects 245 


10,000 
2960.09 
1000 564.62 
E 
57.11 

= 100 

E 
10.62 
10 
1.44 1.29 
1 SS SS away 
Head on: 0-45 Side on: 45-135 Stern on: 135-180 
B (deg) 


Mean RCS WN Median RCS 


FIGURE 3.263 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.264 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (£ = 1°, underlying surface — dry soil). 
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FIGURE 3.265 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.266 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 1°, underlying surface — dry soil). 


FIGURE 3.267 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of 
Leopard-2 tank model (e = 1°, underlying surface — dry soil). 
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FIGURE 3.268 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
Leopard-2 tank model (£ = 10°, underlying surface — dry soil). 
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FIGURE 3.269 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — dry soil). 
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FIGURE 3.270 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (e = 10°, underlying surface — dry soil). 
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FIGURE 3.271 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization (e = 10°, underlying surface — dry soil). 
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FIGURE 3.272 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 10°, underlying surface — dry soil). 


FIGURE 3.273 (See color insert.) Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 10°, 
underlying surface — dry soil). 


FIGURE 3.274 (See color insert.) Circular diagrams of instanteneous RCS of Leopard-2 tank model 
(e = 10°, underlying surface — moist soil). 
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FIGURE 3.275 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.276 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (e = 10°, underlying surface — moist soil). 
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FIGURE 3.277 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.278 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 10°, underlying surface — moist soil). 
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FIGURE 3.279 (See color insert.) Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 10°, 
underlying surface — moist soil). 


FIGURE 3.280 (See color insert.) Circular diagrams of instanteneous RCS of Leopard-2 tank model 
(e = 30°, underlying surface — dry soil). 
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FIGURE 3.281 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.282 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.283 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 30°, underlying surface — dry soil). 
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FIGURE 3.284 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.285 (See color insert.) Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 30°, 
underlying surface — dry soil). 
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FIGURE 3.286 (See color insert.) Circular diagrams of instanteneous RCS of Leopard-2 tank model 
(e = 30°, underlying surface — moist soil). 
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FIGURE 3.287 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at horizontal polarization (e = 30°, underlying surface — moist soil). 
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FIGURE 3.288 Diagrams of mean and median RCS of the Leopard-2 tank model in three sectors of azimuth 
aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — moist soil). 
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FIGURE 3.289 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 30°, underlying surface — moist 
soll). 
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FIGURE 3.290 Diagrams of mean and median RCS of the Leopard-2 tank model in 20-degree sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 30°, underlying surface — moist soil). 


FIGURE 3.291 (See color insert.) Circular diagrams of noncoherent RCS of Leopard-2 tank model (e = 30°, 
underlying surface — moist soil). 
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FIGURE 3.292 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in the 
azimuth aspect sector from —10* through +10°, horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.293 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in the 
azimuth aspect sector from —10° through +10°, horizontal polarization (€ = 1°, underlying surface — moist soil). 
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FIGURE 3.294 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in 
the azimuth aspect sector from 10? through 30°, horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE3.295 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in the 
azimuth aspect sector from 10° through 30°, horizontal polarization (€ = 1°, underlying surface — moist soil). 
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FIGURE 3.296 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in the 
azimuth aspect sector from —10° through +10°, horizontal polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.297 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in the 
azimuth aspect sector from —10° through +10°, horizontal polarization (e = 30°, underlying surface — moist soil). 
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FIGURE 3.298 Amplitude distribution of echo signal given radar observation of Leopard-2 tank model in 
the azimuth aspect sector from 10? through 30°, horizontal polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.299 Amplitude distribution of echo signal given radar observation of Leonard-2 tank model in the 
azimuth aspect sector from 10° through 30°, horizontal polarization (e = 30°, underlying surface — moist soil). 


TABLE 3.19 


Parameters of Probability Distributions for the Echo Signal Amplitudes of Leopard-2 Tank 
Model Given Elevation Angle of Illumination Equal to 1° 


Azimuth Aspect 


Range Soil Type 

—10? --- +10° Dry soil 
Moist soil 

10? --- 30° Dry soil 
Moist soil 


Polarization 


Horizontal 


Vertical 


Horizontal 


Vertical 


Horizontal 


Vertical 


Horizontal 


Vertical 


Distribution Kind 


Normal distribution: 


1 (x - py? 
P(x) oV2n zi 20? ) 


Normal distribution 


Normal distribution 
Normal distribution 
T-distribution: 


xo-(z] yp 


bI (c) 


where I (c) is the gamma-function 
T-distribution 


T-distribution 


T-distribution 


Distribution 
Parameters 


u = 3.68522 
c = 1.793628 


23.518374 
o = 1.710021 
pu = 3.740518 
o = 1.821332 
p = 3.28975 

o = 1.595294 
b = 1.8 14148 
c = 2.206866 


b=1.7225911 
c= 2.21231 

b = 1.845529 

c = 2.205043 


b = 1.594283 
c = 2.220279 
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TABLE 3.20 
Parameters of Probability Distributions for the Echo Signal Amplitudes of Leopard-2 Tank 
Model Given Elevation Angle of Illumination Equal to 30? 


Azimuth Aspect 


Range Soil Type Polarization Distribution Kind Distribution Parameters 
—10° --- +10° Dry soil Horizontal Normal distribution: u = 2.385831 
1 x- uw)? o = 1.106391 
p(x) = ——exp| - ED 
oV2n 20 
Vertical Normal distribution u — 2.171519 
6 — 0.98248 
Moist soil Horizontal Weibull distribution: b = 2.811256 
cb (xY c = 1.955078 
m" 
bib 
Vertical Normal distribution u = 1.89439 
6 — 0.838508 
10° -.. 30° Dry soil Horizontal T-distribution: b = 0.52747 
"m x c 3) 1 c = 2.158628 
po) =] € ore’ 
where I (c) is Gamma-function 
Vertical Lognormal distribution: u = — 1.04413 
1 log(x) - uy 6 = 0.709801 
ae MEET 
J2nxo 26 
Moist soil Horizontal T-distribution b = 0.815589 
c = 2.088607 
Vertical T-distribution b = 0.42271 
c = 2.362732 


3.2.4 IMPULSE RESPONSES or LEOPARD-2 MAIN BATTLE TANK 


As an example, we consider HRRPs of the Leopard-2 main battle tank observed at the azimuth 
aspect of 15° and carrier frequency of 10 GHz (3 cm wavelength). 

Bold solid lines in Figures 3.300 through 3.308 below correspond to HRRPs obtained using 
signal with rectangular amplitude spectrum of 1 GHz bandwidth. Thin dashed lines correspond to 
HRRP obtained using signal with rectangular spectrum of 250 MHz bandwidth. Both wideband 
signals are centered at the same carrier frequency. 

Figure 3.300 shows HRRPs of Leopard-2 tank model illuminated at grazing elevation angle of 
I? (illumination almost along the ground). Unlike the T-90 tank model, the surface fractures do 
not contribute significantly into total echo from Leopard-2 tank model given this elevation. So, the 
difference between this tank model's HRRPs obtained given horizontal and vertical polarization 
of illuminating wave as well as given dry and moist soil as underlying surface is almost absent. 
Therefore, we present only impulse responses of the Leopard-2 tank model standing on dry soil 
given its illumination at horizontal polarization. 

Peaks #1 are due to scattering from the right track cover. Peaks #2 are due to scattering from the 
side surface of right track skirt. Peaks #3 are due to scattering from the left track cover. Peaks #4 
are due to scattering from the main gun mantlet. Peaks #5 are due to scattering from side surfaces of 
the turret and the right track cover. Peaks £6 are due to scattering from the turret's rear edge. Peaks 
#7 are due to scattering from the tank's stern. 
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FIGURE 3.300 HRRPs of Leopard-2 tank model standing on dry soil given its radar observation at eleva- 
tion of 1°, horizontal polarization. 


Figures 3.301 and 3.302 show HRRPs of Leopard-2 tank model standing on dry soil (as underly- 
ing surface) given its illumination at the elevation angle of 10? by the waves with horizontal and 
vertical polarizations, respectively. 

Figures 3.303 and 3.304 show HRRPs of Leopard-2 tank model standing on moist soil (as under- 
lying surface) given its illumination at the elevation angle of 10? by the waves with horizontal and 
vertical polarizations, respectively. 

Some peaks in Figures 3.301 through 3.304 are numbered. Peaks #1 are due to scattering from 
the right track cover. Peaks #2 are due to scattering from the left track cover. Peaks #3 are due to 
scattering from the side surface of right track skirt. Peaks #4 are due to scattering from the turret’s 
rear edge. Peaks £5 are due scattering from the tank's stern. 
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FIGURE 3.301  HRRPs of Leopard-2 tank model standing on dry soil given its radar observation at eleva- 
tion of 10°, horizontal polarization. 
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FIGURE 3.302 HRRPs of Leopard-2 tank model standing on dry soil given its radar observation at eleva- 
tion of 10°, vertical polarization. 
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FIGURE 3.303 HRRPs of Leopard-2 tank model standing on moist soil given its radar observation at eleva- 
tion of 10°, horizontal polarization. 
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FIGURE 3.304 HRRPs of Leopard-2 tank model standing on moist soil given its radar observation at eleva- 
tion of 10°, vertical polarization. 


It is worth mentioning that the peaks are the superpositions of echoes propagated along different 
paths and shifted by different time delays thereof. Therefore, some peaks (for instance peaks #5) 
start to split. The amplitudes of peaks obtained at horizontal polarization (Figures 3.301 and 3.303) 
are greater in case of tank standing on moist soil. The latter is conditioned by the greater reflection 
coefficient of moist soil given illumination elevation angle of 10° at horizontal polarization. At the 
same time, given vertical polarization of illumination wave (Figures 3.302 and 3.304), the peak 
amplitudes are greater for the case of dry soil. The latter is due to the fact that elevation angle of 
illumination equal to 10° is close to the Bruster angle in case of moist soil, which leads to the surface 
reflection coefficient at vertical polarization approaching zero. 

Amplitudes of most of HRRP peaks are greater in case of horizontal polarization than of those 
in case of vertical one given any soil type. The latter indicates the fact that electromagnetic energy 
bounced off the underlying surface significantly influences the HRRP formation. 

Figures 3.305 and 3.306 show the HRRPs of Leopard-2 tank model standing on dry soil (as 
underlying surface) given its illumination at the elevation angle of 30° by the waves with horizontal 
and vertical polarizations respectively. 

Figures 3.307 and 3.308 show the HRRPs of Leopard-2 tank model standing on moist soil (as 
underlying surface) given its illumination at the elevation angle of 30° by the waves with horizontal 
and vertical polarizations, respectively. 

Some HRRP peaks in Figures 3.305 through 3.308 are numbered. Peaks #1 are due to scatter- 
ing from the right track cover. Peaks #2 are due to scattering from the left track cover and from 
the right tank’s track (surface reflection is accounted for). Peaks #3 are due to scattering from the 
right tank’s track (surface reflection is accounted for). Peaks #4 and #5 are due to scattering from 
the left tank’s track (surface reflection is accounted for). Peaks #6 are due to scattering from the 
hatch on turret’s top. Peaks #7 are due to scattering from the tank’s stern, surface scattering being 
accounted for. It should be noted that some peaks are due to echoes that could be received only via 
mediation of underlying surface. So, such peaks (for instance peaks # 3, #4, #5, and #7) can have 
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FIGURE 3.305  HRRPs of Leopard-2 tank model standing on dry soil given its radar observation at eleva- 
tion of 30°, horizontal polarization. 
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FIGURE 3.306 HRRPs of Leopard-2 tank model standing on dry soil given its radar observation at eleva- 
tion of 30°, vertical polarization. 
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FIGURE 3.307 HRRPs of Leopard-2 tank model standing on moist soil given its radar observation at eleva- 
tion of 30°, horizontal polarization. 
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FIGURE 3.308 HRRPs of Leopard-2 tank model standing on moist soil given its radar observation at eleva- 
tion of 30°, vertical polarization. 
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negligible amplitudes or can be absent altogether (Figure 3.306). Amplitudes of peaks given hori- 
zontal (Figures 3.305 and 3.307) and vertical (Figures 3.306 and 3.308) polarization of illumination 
wave are greater for the case of moist soil. This is due to the greater surface reflection coefficients 
of moist soil for both polarizations given illumination elevation angle of 30°. 


3.2.5 SCATTERING CHARACTERISTICS OF M1A1 ABRAMS MAIN BATTLE TANK 


Although the first specimens of series produced M1 Abrams tanks were made in 1980 at the gov- 
ernment-owned Lima Army Tank Plant, the series production itself had not started until September 
1981. Production of the baseline variant of M1 was stopped in January 1985, when a total of 2374 
tanks of this modification had been produced [103]. 

The front hull part houses the driver's compartment of 2.5 m? volume. Fighting compartment 
of the 10.4 m? volume includes the hull center and circularly rotating turret. The turret houses pri- 
mary and secondary weapons—the M68EI stabilized in two planes 105 mm rifled gun with coaxial 
M240 7.62 mm machine gun. In front of the commander's hatch, there is a 12.7 mm Brauning M2 
machine gun, and in front of the loader's hatch there is a MAG-58 machine gun. 

The MI Abrams tank design was aimed at the drastic increase in its protection against variety of 
weapons as compared to its predecessors (the M60). This aim has been achieved by the complex of 
design solutions: tank visibility reduction, application of heavy armor of new type, decrease in the 
heavy armor surface and use of armor cutouts, and designing rational internal layout. The low tank 
visibility is facilitated by the low tank's silhouette and disruptive pattern paint job that provided 
better masking capability compared to plain olive drab color scheme of M60 tanks. 

The tank's hull and turret are made by welding (Figure 3.309). The hull consists of five large 
blocks. The turret consists of outer and inner armor shells tied together by stiffening ribs, the space 
between them being filled with combined armor packs consisting of steel and nonmetallic materi- 
als. Transmission is protected with sectional skirt screens (seven sections per side) made of spaced 
armor with filling. Each section thickness (except the first one) is about 70 mm, their total weight 
on both sides being 1.5 tons. Thickness of armor plates varies over the whole tank's surface accord- 
ing to statistics of hits by rounds: the glacis plate thickness goes up from 50 mm in its lower part to 
125 mm at the turret's barbette; armor thickness around power plant and transmission compartment 
varies from 25 mm to 32.5 mm, that of turret varies from 25 mm to 125 mm, and that of hull's sides 
varies from 45 mm to 60 mm. In total, armor accounts for about 5646 of the tank mass. The armor 
itself is based on the British-designed “Chobham” armor. 

Computer model of the tank surface used in our scattering computations (Figure 3.310) consisted 
of 53 parts of ellipsoids and of 22 local edge scatterers. Parameters of computer model are sum- 
marized in Table 3.21. 

Figures 3.311 through 3.340 show diagrams of mean and median RCS and circular diagrams of 
instantaneous and noncoherent RCS obtained for the MIAI Abrams tank model. The results are 
given for vertical and horizontal polarization, two types of underling surface and three elevation 
angles. 


FIGURE 3.309  MIAI Abrams main battle tank. 
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FIGURE 3.310 Computer model of M1A1 Abrams tank surface. 


TABLE 3.21 

Geometrical Characteristics of M1A1 Main Battle Tank 

Hull Characteristics (Figure 3.309) Tank Surface Model Characteristics (Figure 3.310) 

Tank length (gun included) 9.828 m Number of parts of ellipsoids in the model 53 
Width 3.65m Number of straight wedge parts in the model 22 
Height 2.438 m 

Combat weight 57.15t 


Figures 3.341 through 3.348 show the amplitude distributions of echo signals for two azimuth 
aspect sectors and two elevation angles. 

Tables 3.22 and 3.23 summarize the parameters of distributions that fit mostly the simulation 
data for square root of RCS. 

In Section 3.2.6, there are examples of HRRPs computed for the tank model given various illu- 
mination signal spectrum widths. 
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FIGURE 3.311 (See color insert.) Circular diagrams of instantaneous RCS given radar observation of 
MIAI Abrams tank model (e = 1°, underlying surface — dry soil). 
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FIGURE 3.312 Diagrams of mean and median RCS of the M1A1 Abrams tank model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization (£ = 1°, underlying surface — dry soil). 
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FIGURE 3.313 Diagrams of mean and median RCS of the M1A1 Abrams tank model in three sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 1°, underlying surface — dry soil). 
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FIGURE 3.314 Diagrams of mean and median RCS of the M1A1 Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization (£ = 1°, underlying surface — dry soil). 
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FIGURE 3.315 Diagrams of mean and median RCS of the M1A1 Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.316 (See color insert.) Circular diagrams of noncoherent RCS given radar observation of MIAI 
Abrams tank model (£ = 1°, underlying surface — dry soil). 
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FIGURE 3.317 (See color insert.) Circular diagrams of instantaneous RC 


S given radar observation of 
MIAI Abrams tank model (e = 10°, underlying surface — dry soil). 
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FIGURE 3.318 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — dry soil). 
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FIGURE 3.319 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at vertical polarization (£ = 10°, underlying surface — dry soil). 
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FIGURE 3.320 Diagrams of mean and median RCS of the MIAI Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — dry soil). 
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FIGURE 3.321 Diagrams of mean and median RCS of the MIAI Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization (e = 10°, underlying surface — dry soil). 
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FIGURE 3.322 (See color insert.) Circular diagrams of noncoherent RCS of MIAI Abrams tank model 
(e = 10°, underlying surface — dry soil). 


FIGURE 3.323 (See color insert.) Circular diagrams of instantaneous RCS of M1A1 Abrams tank model 
(e = 10°, underlying surface — moist soil). 
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FIGURE 3.324 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.325 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 10°, underlying surface — moist soil). 
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FIGURE 3.326 Diagrams of mean and median RCS of the MIA1 Abrams tank model in 20-degree sectors of 
azimuth aspect given its radar observation at horizontal polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.327 Diagrams of mean and median RCS of the M1A1 Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization (€ = 10°, underlying surface — moist soil). 
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FIGURE 3.328 (See color insert.) Circular diagrams of noncoherent RCS of M1A1 Abrams tank model 
(e = 10°, underlying surface — moist soil). 
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FIGURE 3.329 (See color insert.) Circular diagrams of instantaneous RCS of M1A1 Abrams tank model 
(e = 30°, underlying surface — dry soil). 
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FIGURE 3.330 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.331 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.332 Diagrams of mean and median RCS of the M1A1 Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.333 Diagrams of mean and median RCS of the MIAI Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization (e = 30°, underlying surface — dry soil). 
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FIGURE 3.334 (See color insert.) Circular diagrams of noncoherent RCS of M1A1 Abrams tank model 
(e = 30°, underlying surface — dry soil). 
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FIGURE 3.335 (See color insert.) Circular diagrams of instantaneous RCS of M1A1 Abrams tank model 
(€ = 30°, underlying surface — moist soil). 
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FIGURE 3.336 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at horizontal polarization (£ = 30°, underlying surface — moist soil). 
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FIGURE 3.337 Diagrams of mean and median RCS of the MIAI Abrams tank model in three sectors of 
azimuth aspect given its radar observation at vertical polarization (e = 30°, underlying surface — moist soil). 
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FIGURE 3.338 Diagrams of mean and median RCS of the MIAI Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at horizontal polarization (e = 30°, underlying surface — moist 
soil). 
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FIGURE 3.339 Diagrams of mean and median RCS of the MIAI Abrams tank model in 20-degree sectors 
of azimuth aspect given its radar observation at vertical polarization (€ = 30°, underlying surface — moist soil). 
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FIGURE 3.340 (See color insert.) Circular diagrams of noncoherent RCS of MIAI Abrams tank model 
(£ = 30°, underlying surface — moist soil). 
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FIGURE 3.341 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model in 
the azimuth aspect sector from —10° through +10°, horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.342 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model in 


the azimuth aspect sector from —10° through +10°, horizontal polarization (e = 1°, underlying surface — moist soil). 
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FIGURE 3.343 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model 


in the azimuth aspect sector from 10° through 30°, horizontal polarization (€ = 1°, underlying surface — dry soil). 
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FIGURE 3.344 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model in 


the azimuth aspect sector from 10° through 30°, horizontal polarization (€ = 1°, underlying surface — moist soil). 
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FIGURE 3.345 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model in 


30°, underlying surface — dry soil). 
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FIGURE 3.346 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model in 


30°, underlying surface — moist soil). 
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FIGURE 3.347 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model 
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FIGURE 3.348 Amplitude distribution of echo signal given radar observation of M1A1 Abrams tank model 
in the azimuth aspect sector from 10? through 30°, horizontal polarization (€ = 30°, underlying surface — moist 
soil). 


TABLE 3.22 
Parameters of Probability Distributions for the Echo Signal Amplitudes of M1A1 Abrams 
Tank Model Given Elevation Angle of Illumination Equal to 1? 


Azimuth Distribution 
Aspect Range Soil Type Polarization Distribution Kind Parameters 
Weibull distribution: b = 3.858086 

cl (xY c — 1.865993 

—109 --- +10° Dry soil Horizontal P(x) = ss) RU 

Vertical Weibull distribution b = 3.683428 

c = 1.873687 

Moist soil Horizontal Weibull distribution b = 3.915371 

c — 1.862784 
Vertical Weibull distribution b = 3.444218 

c = 1.884252 
10° --- 30° Dry soil Horizontal Normal distribution: u = 3.236452 

1 (x- py? o = 1.77658 

P(x) e zi 2o! ) 

Vertical Normal distribution u = 3.085798 

O = 1.69432 
Moist soil Horizontal Normal distribution u = 3.283558 

o = 1.80324 
Vertical Normal distribution u = 2.878823 


o = 1.5822 
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TABLE 3.23 
Parameters of Probability Distributions for the Echo Signal Amplitudes of M1A1 Abrams 
Tank Model Given Elevation Angle of Illumination Equal to 30° 


Azimuth Aspect 


Range Soil Type Polarization Distribution Kind Distribution Parameters 
—10? --- 410? Dry soil Horizontal Weibull distribution: b = 2.018514 
c1 (xY c — 1.48781 
p(x) = su) o) 
bib 
Vertical T-Distribution: b = 0.988648 
(x c-l (3) 1 c= 1.84323 
Heu b ) ^ TO 
where T is Gamma-function 
Moist soil Horizontal Weibull distribution b = 2.502363 
c= 1.552444 
Vertical T-Distribution u = 1.133567 
o = 1.817716 
10° --- 30° Dry soil Horizontal T-Distribution b = 0.244365 
c = 2.673187 
Vertical T-Distribution b = 0.200213 
c — 2.838689 
Moist soil Horizontal T-Distribution b = 0.360052 
c = 2.762984 
Vertical T-Distribution b = 0.230819 
c = 3.47689 


3.2.6 IMPULSE RESPONSES or M1A1 ABRAMS MAIN BATTLE TANK 


As an example, we consider HRRPs of the M1A1 Abrams main battle tank observed at the azimuth 
aspect of 15° and carrier frequency of 10 GHz (3 cm wavelength). 

Bold solid lines in Figures 3.349 through 3.357 below correspond to HRRPs obtained using 
signal with rectangular amplitude spectrum of 1 GHz bandwidth. Thin dashed lines correspond to 
HRRPs obtained using signal with rectangular spectrum of 250 MHz bandwidth. Both wideband 
signals are centered at the same carrier frequency. 

Figure 3.349 shows HRRPs of MIAI Abrams tank model illuminated at grazing elevation angle 
of I? (illumination almost along the ground). Unlike the T-90 tank model, the surface fractures do 
not contribute significantly into total echo from MIAI Abrams tank model given this elevation. So, 
the difference between this tank model's HRRPs obtained given horizontal and vertical polarization 
of illuminating wave, as well as given dry and moist soil as underlying surface, is almost absent. 
Therefore, we present only impulse responses of the MIA1 Abrams tank model standing on dry soil 
given its illumination at horizontal polarization. 

Peaks #1 are due to scattering from the right track cover. Peaks #2 are due to scattering from the 
left track cover. Peaks #3 are due to scattering from the gun's mantlet. Peaks #4 are due to scattering 
from the hatch on top of turret. Peaks #5 are due to scattering from the tank's stern. 

Figures 3.350 and 3.351 show HRRPs of M1A1 Abrams tank model standing on dry soil (as 
underlying surface) given its illumination at the elevation angle of 10? by the waves with horizontal 
and vertical polarizations respectively. 
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Figures 3.352 and 3.353 show HRRPs of M1A1 Abrams tank model standing on moist soil (as 
underlying surface) given its illumination at the elevation angle of 10? by the waves with horizontal 
and vertical polarizations respectively. 

Some peaks in Figures 3.350 through 3.353 are numbered. Peaks #1 are due to scattering from the 
right track cover. Peaks #2 are due to scattering from the left track cover. Peaks #3 are due to scat- 
tering from the turret's mantlet. Peaks £4 are due to scattering from the hatch on top of the turret. It 
is worth mentioning that the peaks are the superpositions of echoes propagated along different paths 
and shifted by different time lags thereof. So, some peaks (for instance peaks #3 and #4) start to split. 
The amplitudes of peaks obtained at horizontal polarization (Figures 3.350 and 3.352) are greater 
in case of tank standing on moist soil. The latter is conditioned by the greater reflection coefficient 
of moist soil given illumination elevation angle of 10? at horizontal polarization. At the same time, 
given vertical polarization of illumination wave (Figures 3.351 and 3.353), the peak amplitudes are 
greater for the case of dry soil. The latter is due to the fact that elevation angle of illumination equal to 
10? is close to the Bruster angle in case of moist soil, which leads to the surface reflection coefficient 
at vertical polarization approaching zero. 

Figures 3.354 and 3.355 show the HRRPs of MIA1 Abrams tank model standing on dry soil (as 
underlying surface) given its illumination at the elevation angle of 30? by the waves with horizontal 
and vertical polarizations respectively. 

Figures 3.356 and 3.357 show the HRRPs of MIAI Abrams tank model standing on the moist 
soil (as underlying surface) given its illumination at the elevation angle of 30? by the waves with 
horizontal and vertical polarizations respectively. 

Some peaks in Figures 3.354 through 3.357 are numbered. Peaks #1 are due to scattering from 
the right track cover. Peaks #2 are due to scattering from the left track cover. Peaks #3 are due to 
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FIGURE 3.349 HRRPs of MIAI Abrams tank model standing on dry soil given its radar observation at 
elevation of 1°, horizontal polarization. 
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FIGURE 3.350 HRRPs of MIAI Abrams tank model standing on dry soil given its radar observation at 
elevation of 10°, horizontal polarization. 
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FIGURE 3.351 HRRPs of MIAI Abrams tank model standing on dry soil given its radar observation at 


elevation of 10°, vertical polarization. 


JAI 


t (ns) 


FIGURE 3.352 HRRPs of MIAI Abrams tank model standing on moist soil given its radar observation at 


elevation of 10°, horizontal polarization. 
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FIGURE 3.353 HRRPs of MIAI Abrams tank model standing on moist soil given its radar observation at 


elevation of 10°, vertical polarization. 
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FIGURE 3.354 HRRPs of MIAI Abrams tank model standing on dry soil given its radar observation at 


elevation of 30°, horizontal polarization. 
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FIGURE 3.355 HRRPs of MIAI Abrams tank model standing on dry soil given its radar observation at 
elevation of 30°, vertical polarization. 
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FIGURE 3.356 HRRPs of MIAI Abrams tank model standing on moist soil given its radar observation at 
elevation of 30°, horizontal polarization. 
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FIGURE 3.357 HRRPs of MIAI Abrams tank model standing on moist soil given its radar observation at 
elevation of 30°, vertical polarization. 


scattering from the right track (surface scattering is accounted for). Peaks #4 are due to scattering 
from the turret’s mantlet. Peaks #5 are due to scattering from the left track (surface scattering is 
accounted for). Peaks #6 are due to scattering from the hatch on top of the turret. Peaks #7 are due 
to scattering from the turret via mediation of underlying surface. It should be noted that some peaks 
are due to echoes that could be obtained only via mediation of underlying surface. So, such peaks, 
(for instance peaks #3, #5, and #7) can have negligible amplitude or be absent altogether in some 
HRRPs (Figures 3.355 and 3.357). Amplitudes of peaks given horizontal (Figures 3.354 and 3.356) 
and vertical (Figures 3.355 and 3.357) polarization of illumination wave are greater for the case of 
moist soil. This is due to the greater surface reflection coefficients of moist soil for both polariza- 
tions given illumination elevation angle of 30°. 


References 


16. 


17. 


18. 
19. 
20. 
21. 
22. 


23. 
24. 


25. 


. Lvova, L.A. 2003. Radar visibility of air vehicles, Russian Federal Nuclear Center - the All-Russian 


Research Institute of Theoretical Physics (RFYaC-VNIITPh), Snezhinsk (in Russian). 


. Chernyak, V.S., Zaslavky, L.P., and Osipov, L.V. 1987. Multi-site radar stations and systems, Zarubezhnaya 


radiolektronika, 2, 9-69 (in Russian). 


. Sukharevsky, O.I., Gorelyshev, S.A., and Sazonov, A.Z. 2000. On the strict and approximated computa- 


tion of radar cross-section (RCS) of three dimensional objects, Collection of Papers, Kharkiv Military 
University, 4(30), 53-63 (in Russian). 


. Nikolsky, V.V. and Nikolskaya, T.I. 1989. Electrodynamics and Propagation of Radio Waves, Nauka, 


Moscow (in Russian). 


. Kenaugh, E.M. and Moffatt, D.L. 1965. Transient and impulse response approximation, Proceedings of 


the IEEE, 53(8), 893—901. 


. Gupta, LJ. and Burnside, W.D. 1987. A physical optics correction for backscattering from curved sur- 


faces, IEEE Transactions of the AP, 35(5), 553—561. 


. Ufimtsev, P. Y. 1971. Method of edge waves in the physical theory of diffraction, Foreign Technology Div 


Wright-Patterson AFB Ohio, No. FTD-HC-23-259-71. 


. Ufimtsev, P. 2003. Theory of Edge Diffraction in Electromagnetics, Tech Science Press, Encino, 


California. 


. http://www.feko.info. 
. Sukharevsky, O.I. 1987. Generalized Lorentz lemma and integral representations of some electro dynam- 


ical problems, Soviet Journal of Communications Technology and Electronics, 32(11), 2255-2262 (in 
Russian). 


. Silver, S. 1949. Microwave Antenna Theory and Design, MIT Radiation Laboratory Series, 12, McGraw- 


Hill, New York. 


. Benenson, L.S. and Pheld, Ya. N. 1993. Some new quadratic lemmas for electro dynamic fields, Soviet 


Journal of Communications Technology and Electronics, 38(7), 1179-1187 (in Russian). 


. Bakhrah, L.D., Benenson, L.S., and Zelkin, E.G. et al. 1997. Antenna Technology Handbook, Pheld, Ya. 


N. and Zelkin, E.G. (eds), 5 Vols., Vol. 1, IPRZhR, Moscow (in Russian). 


. Pheld, Ya. N. 1981. Oncomputation of field excited by aperture antenna, Soviet Journal of Communications 


Technology and Electronics, 26(1), 178—179 (in Russian). 


. Sukharevsky, O.I. 1983. Radiation of antenna array under dielectric radome in the presence of perfectly 


conducting underlying surface Radiotekhnika, Kharkiv Institute of Radio electronics, Kharkiv, 60, 43-49 
(in Russian). 

Sukharevsky, I.V. and Sukharevsky, O.I. 1985. About the field excited by radiating aperture in the 
presence of scattering objects, Waves and Diffraction-85. Short Thesis of Paper for the IX All-Union 
Symposium on Diffraction and Propagation of Radio Waves, Tbilisi, 1, 270—273 (in Russian). 
Sukharevskiy, I.V. and Sukharevsky, O.I. 1986. Calculation of the field excited by a radiating aperture 
in the presence of an arbitrary system of scatters, Soviet Journal of Communications Technology and 
Electronics, 31(5), 8-13. 

Zakhariev, L.N. and Lemansky, A.A. 1972. Wave Scattering by Black Bodies, Soviet radio, Moscow (in 
Russian). 

Kaplun, V.A. 1974. UHF Antenna Radomes, Soviet radio, Moscow (in Russian). 

Vakman, D.E. 1962. Asymptotic Methods in Linear Radio Techniques, Soviet radio, Moscow (in Russian). 
Kontorovich, M.I. and Muraviev, Yu. K. 1952. Derivation of geometrical optics reflection laws on the 
basis of asymptotic consideration of diffraction problems, Journal of Technical Physics, 22(3), 394—409 
(in Russian). 

Sukharevsky, I.V. and Sukharevsky, O.I. 2000. The determination of shortwave asymptotics of scattered 
fields by the stationary-phase method, Telecommunications and Radio Engineering, 54(7), 14-22. 
Goursat, E. 1959. A Course in Mathematical Analysis, Vol. 1, Dover, New York. 

Fedoryuk, M.V. 1963. The stationary phase method for multidimensional integrals, USSR Computational 
Mathematics and Mathematical Physics, 2(1), 152-157 (in Russian). 

Fedoryuk, M.V. 1977. Saddle-Point Method, Nauka, Moscow (in Russian). 


281 


282 


26. 


27. 
28. 


29. 


30. 


31. 


22. 


33. 


34. 


35. 


36. 


37. 


38. 


39. 


40. 
41. 
42. 
43. 
44. 
45. 
46. 


47. 
48. 
49. 


50. 
51. 


References 


Povzner, A.Y. and Sukharevsky, I.V. 1962. On finding the asymptotes to the solutions of short-wate diffrac- 
tion problems, USSR Computational Mathematics and Mathematical Physics, 1(2), 249-276 (in Russian). 
Honl, H., Maue, A.W., and Westpfahl, K. 1961. Handbuch der Physik, Springer-Verlag, Berlin, 25(1), 218—573. 
Sukharevsky, O.I. and Vasilets, V.A. 1996. Impulse characteristics of smooth objects in bistatic case, 
Journal of Electromagnetic Waves and Applications, 10(12), 1613-1622. 

Sirenko, Yu. K., Sukharevsky, I.V., Sukharevsky, O.I., and Yashina, N.P. 2000. Fundamental and Applied 
Problems of Electromagnetic Wave Scattering, Krok, Kharkiv (in Russian). 

Shirman, Y.D., Gorshkov, S.A, Leschenko, S.P., Orlenko, V.M., Sedyshev, S.Y., and Sukharevsky, O.I. 
2002. Computer Simulation of Aerial Target Radar Scattering, Recognition, Detection, and Tracking, 
Shirman (ed.), Artech House, London, Boston. 

Sukharevsky, O.I. and Dobrodnyak, A.F. 1989. Scattering of a finite ideally conducting cylinder where the 
discontinuity lines have absorption coatings in the bistatic case, Radiophysics and Quantum Electronics, 
32(12), 1126-1131. 

Gradshteyn, I.S. and Ryzhik, I.M. 2000. Table of Integrals, Series and Products, 5th edition, Academic, 
New York. 

Sukharevsky, O.I., Vasiets, V.A., Sazonov, A.Z., and Tkachuk, K.I. 2000. Computation of scattering of 
electromagnetic wave on perfectly conducting object partially covered with radar absorbent material by 
means of triangulation formulas. Radio Physics and Radio Astronomy, 5(1), 47—54 (in Russian). 
Sukharevsky, O.L, Vasilets, V.A., Gorelyshev, S.A., Nechitaylo, S.V., and Tkachuk, K.I. 2001. Radar 
cross-section of the objects with non-perfectly conducting surface that has fractures, Zarubezhnaya 
Radioelektronika, 6, 41—48 (in Russian). 

Sukharevsky, O.I., Vasilets, V.A., Gorelyshev, S.A., and Shramkov, A. Yu. 1998. Impulse signal scatter- 
ing at perfectly conducting object situated in the vicinity of interface between two media, Collection of 
Papers, Kharkiv Military University, Kharkiv, 16, 78—85 (in Russian). 

Sukharevsky, O.I., Gorelyshev, S.A., Vasilets, V.A., and Muzychenko, A.V. 1998. Pulse signal inverse 
scattering by perfectly conducting object located near uniform half-space, Radio Physics and Radio 
Astronomy, 3(2), 136-145. 

Sukharevsky, O.I., Vasilets, V.A., Gorelyshev, S.A., and Muzychenko, A.V. 2000. Pulse signal scattering 
from perfectly conducting complex object located near uniform half-space. Progress in Electromagnetic 
Research, PIER 29, 29, 169—185. 

Vasilets, V.A. 2001. Method for computing RCS of perfectly conducting ground object, Collection of 
Papers, Kharkiv Military University, Kharkiv, 7(37), 90—92 (in Russian). 

Sukharevsky, O.I., Vasilets, V.A., Sazonov, A.Z., and Tkachuk, K.I. 2003. Method for computing RCS 
of ground object with non-perfectly conducting surface, Interservice Subject Collection of Papers 
Electromagnetic Wave Scattering, TGRU, Taganrog, 12, 9-15 (in Russian). 

Klimov, V.E. and Klishin, V.V. 1983. Axiomatization of the three dimensional object geometry synthesis 
problem, Izvestiya Academii Nauk, USSR, Technical Cybernetics, 4, 57-62 (in Russian). 

Mittra, R. 1973. Computer Techniques for Electromagnetics, 7. Pergamon Press, Oxford and New York. 
Youssef, N.N. 1989. Radar cross section of complex targets, Proceedings of the IEEE, 77(5), 722—734. 
Varganov, M.E. et al. 1985. Radar Characteristics of Air Vehicles, Tuchkov, L.T. (ed.), Radio i svyaz, 
Moscow (in Russian). 

Shtager, E.A. 1986. Wave scattering at the bodies of complex shape, Radio i svyaz, Moscow (in Russian). 
Shirman, Ya. D., Gorshkov, S.A., Leshchenko, S.P., Bratchenko, G.D., and Orlenko, V.M. 1996. 
Simulation of radar scattering, detection, recognition, and tracking, Zarubezhnaya Radioelektronika, 11, 
3—63 (in Russian). 

Sukharevsky, O.I. and Dobrodnyak, A.F. 1988. Three-dimensional problem of diffraction by an ideally 
conducting wedge with a radio-absorbing cylinder on the edge, Radiophysics and Quantum Electronics, 
31(9), 763—769. 

Rogers, D.F. and Adams, J.A. 1989. Mathematical Elements for Computer Graphics, 2nd edition, 
McGraw-Hill, Inc, New York, NY. 

Sweetman, B. 1992. Northrop B-2 Stealth Bomber: The Complete History, Technology, and Operational 
Development of the Stealth Bomber (Mil-Tech Series), Motorbooks Intl., USA. 

Sweetman, B. and Dorr, R.F. 1997. B-2 Stealth Bomber, World Air Power Journal, 31, 50p. 
Brekhovskikh, L.M. 1980. Waves in Layered Media, Academic Press, New York. 

Sukharevsky, I.V. and Semenyaka, E.N. 1999. Additional Chapters of Higher Mathematics. Issue 5: 
Quadrature and Cubature Formulas (Classics and Modern Developments), Kharkov Military University, 
Kharkov (in Russian). 


References 283 


52 


33. 


54. 


35. 


56. 


27. 


58. 


59. 


60. 


61. 
62. 


63. 


64. 


65. 


66. 


67. 


68. 


69. 


70. 


71. 


T2. 


73. 


74. 


75. 


76. 


Zamyatin, V.I., Bakhvalov, B.N., and Sukharevsky, O.I. 1978. Computer calculation of directivity patterns 
of curved radiating surfaces, Journal of Communication Technologies and Electronics, 23(6), 1289-1293 
(in Russian). 

Fok, V.A. 1945. Diffraction at a convex body, Journal of Experimental and Theoretical Physics, 15(12), 
693—698 (in Russian). 

Vasilets, V.A. and Tkachuk, K.I. 2004. Electromagnetic scattering characteristics of aerial and ground 
radar objects, in: Proceedings of International Conference on Mathematical Methods in Electromagnetic 
Theory MMET-2004, Dniepropetrovsk, 589-591. 

Sukharevsky, O.I., Vasilets, V.A., and Gorelyshev, S.A. 2001. RCS of the objects with non-perfectly scat- 
tering surface that has fractures, in: Proceedings of the All-Russian Conference Radiation and Scattering 
of EMW IZEMV-2001, TGRU, Taganrog, 46-48 (in Russian). 

Ruck, G.T., Barrick, D.E., Stuart, W.D., and Krichbaum, C.K. 1970. Radar Cross Section Handbook, 
Ruck, G.T. (ed.). Plenum Press, New York. 

Knott, E.F. 2004. Radar Cross Section, Knott, E., Shaeffer, J., Tuley, M. (eds), 2nd edition, SciTech 
Publishing, Inc. Raleigh, NC 27613. 

Kouyoumjian, R.G. and Peters, L., Jr. 1965. Range requirements in radar cross-section measurements, 
Proceedings of the IEEE, 53(8), 920—928. 

Mayzel's, E.N. and Torgovanov, V.A. 1972. Measurement of the Scattering Characteristics of Radar 
Targets, Kolosov, M.A. (ed.), Soviet Radio, Moscow (in Russian). 

Barton, D.K. and Ward, H. R. 1984. Handbook of Radar Measurement. Prentice-Hall, Englewood Cliffs, 
NJ1969; Artech House, Dedham, MA. 

Romanovsky, V.O. 1977. Algorithms and Solutions to the Extremum Problems, Nauka, Moscow (in Russian). 
King, R.W. and Smith, G.S. 1981. Antennas in Matter-Fundamental, Theory and Applications, MIT 
Press, Cambridge, MA. 

Anan'in, E.V., Vaksman, R.G., and Patrakov, Yu. M. 1994. Methods for reducing radar visibility, 
Zarubezhnaya Radioelektronika, 4—5, 5—21 (in Russian). 

Mikhaylov, G.D., Sergeev, V.I., Solomin, E.A., and Voronov, V.A. 1994. Methods and means for reducing 
radar visibility of antenna systems, Zarubezhnaya Radioelektronika, 4—5, 54—59 (in Russian). 

Masalov, S.A., Ryzhak, A.V., Sukharevsky, O.I., and Shkil, V.M. 1999. Physical grounds of wide-band 
stealth technologies, Mozhaysky Higher Engineering and Command School, St. Petersburg, Russia (in 
Russian). 

Ufimtsev, P. 1996. Comments on diffraction principles and limitations of RCS reduction techniques, 
Proceedings of the IEEE, 84(12), 1830-1851. 

Petrov, B.M. and Semenikhin, A.I. 1994. Controlled impedance coatings and structures, Zarubezhnaya 
Radioelektronika, 6, 9—16 (in Russian). 

Nebabin, V.G. and Belous, O.I. 1987. Methods and techniques for countering radar recognition, 
Zarubezhnaya Radioelektronika, 2, 38—47 (in Russian). 

Martynov, N.A. and Mironenko, G.N. 1996. Evaluation of electromagnetic wave scattering characteris- 
tics of complex shape bodies, which are partially covered with radar absorbent material, Radiotekhnika, 
6, 102-105 (in Russian). 

Kukobko, S.V., Sazonov, A.Z., and Sukharevsky, I.O. 2005. Electro dynamical method for simulating 
two-dimensional model of the two-reflector antenna system under the nose dielectric radome, Radiofizika 
i Radioastronomiya, 10(2), 157—162 (in Russian). 

Kukobko, S.V., Sazonov, A.Z., and Sukharevsky, I.O. 2004. Iterative calculation method for two- 
dimensional model of reflector-type antenna with sharp nose radome, in: Proceedings of International 
Conference on Mathematical Methods in Electromagnetic Theory MMET-2004, Dniepropetrovsk 
(Ukraine), 409-411. 

Sukharevsky, O.L, Kukobko, S.V., and Sazonov, A.Z. 2005. Volume integral equation analysis of 
two-dimensional radome with a sharp nose, IEEE Transactions on Antennas and Propagation, 54(4), 
1500-1506. 

Kukobko, S.V., Sazonov, A.Z., and Sukharevsky, I.O. 2005. Mathematical simulation of reflector-type 
antenna with sharp nose radome scattering (two-dimensional problem), in: Proceedings of International 
Conference on Antenna Theory and Techniques ICATT-2005, Kiev (Ukraine), 180—183. 

Kozakoff, D.J. 2009. Analysis of Radome-Enclosed Antennas, Artech House, Boston, London. 

Gibson, W.C. 2008. The Method of Moments in Electromagnetics, Boca Raton: Chapman & Hall CRC. 
Taylor & Francis Group. 

Volakis, J.L. and Sertel, K. 2012. Integral Equation Methods for Electromagnetics, Raleigh, NC. 


284 


TT. 


78. 
79. 


80. 


81. 


82. 


83. 


84. 
85. 


86. 
87. 
88. 
89. 
90. 
91. 
92. 
93. 


94. 


95. 


96. 


97. 


98. 


99. 


100. 


101. 
102. 


103. 


References 


Goldshtein, L.D. and Zernov, N.V. 1971. Electromagnetic Fields and Waves, Soviet radio, Moscow (in 
Russian). 

Booth, A.D. 1957. Numerical Methods, Butterworth Scientific Publications, London. 

Stepanov, Y.G. 1971. Antiradar camouflage. Army Foreign Science and Technology Center, Charlottesville, 
VA, USA, Report No. FSTC-HT-23-442-70. 

Sukharevsky, O.I., Vasilets, V.A., Sazonov, A.Z., and Tkachuk, K.I. 2004. Computer simulation of caus- 
tic surface appearing due to scattering from the cone's inner surface, Radiotekhnika: All-Ukrainian 
Interservice Collection of Papers, 139, 56—59 (in Russian). 

Sukharevsky, I.V. and Vashinsky, S.E. 1998. About the stationary phase points and caustic influence 
on lateral radiation of antenna systems with radomes, in: Proceedings of International Conference on 
Mathematical Methods in Electromagnetic Theory MMET-98, Kharkov (Ukraine), Vol. 2, 537—539. 
Borovikov, V.A. and Kinber, B. Ye. 1994. Geometrical theory of diffraction, JEE Electromagnetic Wave 
Series 37, Institution of Electrical Engineers, London. 

Sukharevsky, I.V., Vazhinsky, S.V., and Sukharevsky, I.O. 2010. 3-D radome-enclosed aperture antenna 
analyses and far-side radiation, IEEE Transactions on Antennas and Propagation, 58(9), 2843—2849. 
Wehner, D.R. 1995. High Resolution Radar, 2nd edition, Artech House, Boston, London. 

Gabrielyan, D.D., Zvezdina, M. Yu., and Sinyavsky, G.P. 2005. Diffraction problems for the surfaces with 
radar absorbent coatings, Uspekhi Sovremennoy Radioelektroniki, 12, 3—15 (in Russian). 

Alimin, B.F. and Torgovanov, V.A. 1976. Methods for computing the properties of electromagnetic wave 
absorbers, Zarubezhnaya Radioelektronika, 3, 29—57 (in Russian). 

Lake, J. 2002. The Great Book of Bombers: The World's Most Important Bombers from World War I to 
the Present Day, MBI Publishing Company, St. Paul, Minnesota. 

Sharpe, M. and Shaw, R. 2001. Boeing 737—100 and 200,MBI Publishing Company, Osceola, Wisconsin. 
Bowers, P.M. 1989. Boeing Aircraft Since 1916, Naval Institute Press, Annapolis, Maryland. 

Gordon, Y. 2010. Dmitriy Komissarov and Sergey Komissarov, Antonov's Turboprop Twins: An-24, 
An-26, An-30, An-32. Red Star Vol. 12, Midland Publishing Ltd., Hinckley. 

Robert, J. (ed.) 2004. The Encyclopedia of Aircraft: Over 3,000 Military and Civil Aircraft from the 
Wright Flyer to the Stealth Bomber, 1st edition, Thunder Bay Press, San Diego, CA. 

Eden, P. (ed.) 2004. Mikoyan MiG-29 Fulcrum. Encyclopedia of Modern Military Aircraft, Amber 
Books, London. 

Spick, M. (ed.) 2000. MiG-29 Fulcrum. The Flanker. Great Book of Modern Warplanes, MBI Publishing, 
St. Paul, Minnesota. 

Gordon, Y. and Davison, P. 2005. Mikoyan Gurevich MiG-29 Fulcrum, Specialty Press, North Branch, 
Minnesota. 

Kisel’, V.N. and Fedorenko, A.I. 2000. Electromagnetic scattering from cavities with complex objects 
inside, in: Proceedings of International Conference on Mathematical Methods in Electromagnetic Theory 
MMET-2000, Kharkov (Ukraine), Vol. 2, 447—449. 

Kisel’, V.N. and Fedorenko, A.I. 2002. Electromagnetic modeling of the jet aircraft intake with the interior 
impeller, in: Proceedings of the International Conference on Mathematical Methods in Electromagnetic 
Theory (MMET-2002), Kiev, Ukraine, 2, 508-510. 

Lagarkov, A.N. and Kisel, V.N. 2007. Electromagnetic energy absorption within extensive impedance 
structures, in: Proceedings of the International Conference on Materials for Advanced Technologies 
(ICMAT 2007) (SUNTEC, Singapore, 2007), Hock, L., Matitsine, S., Beng, G.Y., and Bing, K.L. (eds), 
World Scientific, Singapore, 3-10. 

Peacock, L. 1997. On falcon wings: The F-16 story. The Royal Air Force Benevolent Fund Enterprises, 
RAF Fairford, United Kingdom. 

The New Weapons of the World Encyclopedia. 2007. An International Encyclopedia from 5000 B.C. to 
the 21st Century. St. Martin's Press, New York, NY. 

Mallika, J. 2006. Issue Brief No. 19: T-90S Bhishma. Institute of Peace and Conflicts Studies. URL 
accessed July 24. 

Zaloga, S. and Markov, D. 2000. Russia's T-SOU Main Battle Tank, Hong Kong, Concord. 

Frank Lobitz. 2009. Kampfpanzer Leopard 2—Entwicklung und Einsatz in der Bundeswehr (Leopard 2 
Main Battle Tank—Development and German Army Service). Tankograd Publishing, Erlangen, Germany. 
Zaloga, S.J. and Sarson, P. 1993. M1 Abrams Maine Battle Tank 1982-1992. Osprey Military, Reed 
International Books Ltd, New Vanguard. 


Index 


A 


ADC, see Analog-to-digit converter (ADC) 
Advanced unitary penetrator warhead (AUP warhead), 210 
Aerial objects, 53; see also Ground complex-shaped objects 

asymptotic method, 61-68 

cruise missile model, 75-82 

cubature formula, 58—60 

local edge scatterer, 87-90 

optimal distribution, 82-86 

radar scattering, 54—58 

scattering characteristics, 53 

simple shape objects, 72—75 

standalone object's surface description, 54 
AFR, see Amplitude-frequency response (AFR) 
AGM -86 air launch cruise missile (ALCM), 210; see also 

Airborne objects 

amplitude distribution of echo signal, 218 

computer model, 211 

geometrical characteristics, 211 

HRRPs, 219, 220, 221 

impulse responses, 219 

instantaneous RCS, 211, 213, 215 
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parameters of probability distributions, 219 
Airborne objects; see also Ground objects 

geometry, 138 

Kirchhoff’s method, 46 
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reflector antennas, 116 

scattering characteristics of, 138 
Airborne Warning and Control System (AWACS), 116 
Aircraft model, 84 

quasi-optimal RAM coating distribution, 85 

RAM distribution optimization, 82 
ALCM, see AGM-86 air launch cruise missile (ALCM) 
Amplitude-frequency response (AFR), 129, 130 
An-26 multipurpose transport aircraft, 174; see also 

Tu-22M3 long-range bomber aircraft 

amplitude distribution of echo signal, 182 

computer model, 174 

geometrical characteristics, 174 

HRRPs, 183, 184, 185 

impulse responses, 183 

instantaneous RCS, 175, 177, 180 

mean and median RCS, 175, 176, 178, 179, 180 

noncoherent RCS, 177, 181 

parameters of probability distributions, 183 

scattering characteristics, 174 
Analog-to-digit converter (ADC), 73 
Analytical surface description method, 47 
Anechoic chamber (AnC), 72 

backscattering RCS diagrams, 73, 74 

comparison of RCS computation results, 72, 115 

measurement system, 73 


"Antenna-radome" system, 109, 121 
behavior, 127 
prediction, 127 
RCS, 125, 126 
Antenna systems (AS), 109; see also Reflector antennas (RA) 
forward-looking, 50 
model under dielectric cone radome, 51 
of N-091EA “Ruby” radar, 187 
under radio transparent radome, 187 
AS, see Antenna systems (AS) 
Asymptotic method, 19, 61, 110 
amplitude multiplier, 67 
classical, 46 
estimation and transformation, 64 
using Frenet formula, 63 
smooth parts of object, 61 
specular reflection point, 66, 68 
stationary phase point, 65, 66 
surface current density, 62 
AUP warhead, see Advanced unitary penetrator 
warhead (AUP warhead) 
AWACS, see Airborne Warning and Control 
System (AWACS) 
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B-2 strategic bomber aircraft, 139; see also Airborne 
objects; Tu-22M3 long-range bomber aircraft 
amplitude distribution of echo signal, 147, 148 
external view, 139 
“four leaf" scattering layout, 140 
geometrical characteristics, 141 
HRRPs, 149, 150, 151 
impulse responses, 148 
instantaneous RCS, 141, 145 
mean and median RCS, 142-146 
noncoherent RCS, 143, 145, 147 
probability distributions parameters, 148 
scattering characteristics, 139 
Bistatic radar 
asymptotic method, 61—68 
mean RCS, 84, 85, 86 
reciprocity principle, 36 
smooth convex body in, 28—33 
solution regularization, 17-19 
surface integral asymptotic, 19-28 
Boeing 737-400 medium-range airliner, 162, 163; 
see also Airborne objects 
amplitude distribution of echo signal, 170 
computer model, 163 
geometrical characteristics, 163 
HRRPs, 172, 173 
impulse responses, 171—174 
instantaneous RCS, 164, 166, 168 
mean and median RCS, 164, 165, 166, 167, 168, 169 
noncoherent RCS, 165, 167, 169 
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Boeing 737-400 medium-range airliner (Continued) 
parameters of probability distributions, 171 
scattering characteristics, 162 

Boeing Aerospace cruise missile, 81 
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Complex-shaped objects, 82; see also 
Ground complex-shaped objects 
aircraft model, 84 
antenna system model, 51 
curved fracture edge modeling, 50 
cutting plane determination, 49 
ellipsoid, 48 
local edge parts, 49-50 
MiG-29 aircraft, 53 
object surface description method, 47-48 
optimal distribution, 82 
quasi-optimal distribution, 84 
RAM coating, 86 
RCS values, 83, 85, 86 
smooth part of surface, 48—49 
straight fracture edge modeling, 49 
surface geometry modeling, 47 
T-90 tank, 53 
visibility check for facets, 52 
Complex-valued coefficients, 122 
Cruise missile model, 75, 76 
azimuth aspect vs., 77, 79, 81 
Boeing Aerospace cruise missile, 81 
in computer simulation, 81 
frequency averaged RCS, 78 
frequency vs., 77 
instantaneous RCS, 77 
missile scattering characteristics, 82 
noncoherent RCS, 78, 79, 80 
RCS computation for, 75 
RECOTA software, 80 
Cubature formula, 58, 112 
computing surface integrals, 58 
RCS, 60 
smooth surface approximation, 58 
unit triangle in barycentric coordinates, 59 
Curved fracture edge modeling, 50 


D 


“Deep” reflector antenna, 125 
Digital scene matching area correlator (DSMAC), 210 
Discrete Fourier transform (DFT), 73 
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Edge wave diffraction method, 68 


Electromagnetic wave propagation, basic paths of, 46, 90, 91 


Ellipsoid, 48 
parameters, 48, 49 
three-axial, 49 
Envelope detector (ED), 73 
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F-16 multirole fighter, 199, 200; see also Airborne 
objects; MiG-29 front-line fighter 
amplitude distribution of echo signal, 206, 207 
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computer model, 200 

geometrical characteristics, 199 

HRRPs, 208, 209, 210 

impulse responses, 208 

instantaneous RCS, 200, 202, 204 

mean and median RCS, 201—206 
noncoherent RCS, 202, 204, 206 
parameters of probability distributions, 207 
scattering characteristics, 199 


Fast Fourier transform algorithm (FFT algorithm), 129 
“FEKO” software, 74, 75 
“Four leaf" scattering layout, 140 
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Generalized image principle, 8—9; see also Scattering 


electrodynamics theory 
arbitrary system of scatterers, 13—17 
closed dielectric envelope, 16 
electromagnetic wave scattering problems, 7 
influence of underlying surface, 9-12 
radio transparent antenna radome, 13 


Ground complex-shaped objects, 90 


electromagnetic wave propagation, 90 
nonperfectly reflecting surface, 99-106 
perfectly conducting model, 96-99 

plane electromagnetic wave scattering, 91—96 
scattering characteristic computation method, 90 


Ground objects, 222 


H 


computation method, 46 

method for computing RCS, 99-106 

model, 47 

modern, 52 

paths of electromagnetic wave propagation, 90 
reflection coefficient modulus, 222 

scattering characteristics, 106—109, 221 


High-frequency amplifier (HFA), 73 
High-range resolution profile (HRRP), 128, 135, 139 


AGM-86 ALCM, 219—221 

An-26 aircraft, 179, 183-185 

of B-2 aircraft, 148—151 

Boeing 737—400 aircraft, 170—173 
dependence, 129 

F-16 aircraft, 208—210 

Leopard-2 main battle tank, 258—261 
MIAI Abrams main battle tank, 277-280 
MiG-29 aircraft, 196—199 

T-90 main battle tank, 238-242 
Tu-22M3 aircraft, 160—162 


Impulse response (IR), 29, 47, 128 


AGM-86 ALCM, 219-221 

An-26 multipurpose transport aircraft, 179-185 
approximation of smoothed, 128-135 

of B-2 strategic bomber aircraft, 148—151 

Boeing 737-400 medium-range airliner, 170—174 
of complex scatterers, 33 

expression, 32 

F-16 multirole fighter, 208—210 

Leopard-2 main battle tank, 258—262 
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MIAI1 Abrams main battle tank, 277-280 
MiG-29 front-line fighter, 196—199 

physical optics approximation, 32 

smooth convex body, 28 

T-90 main battle tank, 238—242 

Tu-22M3 long-range bomber aircraft, 160—162 
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Leopard-2 main battle tank, 242, 243; see also 
Ground objects; T-90 main battle tank 
amplitude distribution of echo signal, 254—257 
computer model, 244 
geometrical characteristics, 244 
HRRPs, 259, 260, 261 
impulse responses, 258 
instantaneous RCS, 244, 246, 248, 250, 252 
mean and median RCS, 245—251, 253 
noncoherent RCS, 246, 248, 250, 252, 254 
probability distributions parameters, 257, 258 
scattering characteristics, 242 
LFA, see Low-frequency amplifier (LFA) 
Local edge scatterer, 87 
circular segments, 90 
RCS of edge shaped, 88, 89 
reduction of radar scattering level, 87 
straight edge, 87 
variants of shaping, 88 
Lorentz reciprocity theorem, 2, 10, 11, 14, 54, 92, 99-100 
applications, 7 
auxiliary field, 3 
directivity diagram, 5 
generalization, 2-3 
layer of RAM, 6 
magnetic kind, 4 
scattered field of Stratton- Chu type, 110 
Low-frequency amplifier (LFA), 73 


M 


MIAI Abrams main battle tank, 262; see also 
Ground objects 
amplitude distribution of echo signal, 273—276 
computer model, 263 
geometrical characteristics, 263 
HRRPs, 278-280 
impulse responses, 277-280 
instantaneous RCS, 263, 265, 267, 269, 271 
mean and median RCS, 264-271 
noncoherent RCS, 265, 267, 269, 271, 273 
probability distributions parameters, 276, 277 
scattering characteristics, 262 
MiG-29 aircraft, 186 
surface description, 52, 53 
MiG-29 front-line fighter; see also Airborne objects 
amplitude distribution of echo signal, 195-196 
computer model, 187 
geometrical characteristics, 187 
HRRPs, 197, 198, 199 
impulse responses, 196 
instantaneous RCS, 189, 191, 193 
mean and median RCS, 189-194 
N-091EA “Ruby” radar, 187 
noncoherent RCS, 190, 192, 194 
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nose radome, 188 
parameters of probability distributions, 196 
scattering characteristics, 186 


N 


N-091EA "Ruby" radar, 187 

Neutralizer, 22, 23 

Nonperfectly reflecting surface, 99; see also Perfectly 

conducting model, ground object 

instantaneous RCS, 106 
Lorentz reciprocity theorem, 99 
noncoherent RCS, 107, 108 
phase differences, 100, 102 
physical optics approximation, 101 
toroidal surfaces, 103 
vector coefficients, 106 

Nonstationary scattering problems 
nonflat terminator, 18 
physical optics method, 17 


O 


Object surface description method, 47-48 
Onboard reflector antenna, 120 
"antenna-radome" system, 121 
antenna RCS, 127 
complex-valued coefficients, 122 
propagation paths of incident wave, 122 
radar scattering of three-dimensional model, 120 
RCS, 119, 125, 126 


P 


Perfectly conducting model, ground object, 96 
averaged RCS, 97, 98 
instantaneous RCS, 96, 97 
model of tank, 96 
noncoherent RCS, 98, 99 
scattering characteristics, 96 

Physical optics approximation; see also Scattering 

electrodynamics theory 

edge singularities, 20—22, 24-28 
egg-shaped surface, 18 
impulse response, 28—33 
neutralizer, 22 
nonstationary scattering problems, 17 
reciprocity principle, 33-36 
stationary points, 20—22 
surface integrals, 19 

Pitot tube, 208, 209 

Plane electromagnetic wave scattering, 91 
interface vicinity of homogeneous half-space, 91 
issue of incident wave reflection, 94 
"object-ground" system, 91 
physical optics approximation, 95 
superposition principle and filtering property, 92 


R 


RA, see Reflector antennas (RA) 
Radar absorbent material (RAM), 1, 2 
coating, 119, 131, 134, 140 
edge RAM toroidal coating, 50 
noncoherent RCS dependencies, 80 
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Radar absorbent material (RAM) (Continued) 
perfectly conducting surface, 6 
RCS reduction of complex-shaped object, 82-86 
RCS vs. azimuth aspect, 79 
straight edge covered with, 71 
uniform layer, 55 
in wing's construction, 151 
Radar measurement system, 72, 73 
Radar scattering, 54 
asymptotic method for computation, 61—68 
boundary conditions, 56 
integration surface, 69 
local edge fractures, 68—72 
mathematical simulation, 1 
onboard reflector antenna model, 120—127 
in physical optics approximation, 55 
reduction from local edge scatterer, 87-90 
smooth surface, 54—56 
wave scattering, 55, 58 
Radar visibility (RV), 109, 199 
reduction in electrically large antennas, 110 
Radio transparent antenna radome, 13 
RAM, see Radar absorbent material (RAM) 
Radar cross-section (RCS), 36 
computation results comparison, 72—74 
for cone-sphere object, computation results, 75 
cruise missile model, computation for, 75-82 
for cylinder, computation results, 74 
reduction of complex-shaped object, 82-86 
of three-dimensional objects, 36-44 
Receive antennas (RecA), 73 
Reciprocity principle, 33 
bistatic radar, 36 
complex scattering diagrams, 35 
scattered fields, 33 
vector integral equations, 34 
Reflector antennas (RA), 109 
AWACS, 116 
backscattering diagrams, 117, 118, 120 
cone radome, 109 
description of computer model, 124 
in free space, 110 
half-plane with radar absorbent cylinder, 115 
integration over surface, 113 
mathematical expressions, 110 
onboard reflector antenna, 120—127 
parabolic reflectors properties, 117 
paraboloid of revolution, 116 
RCS, 119, 125, 126 
reflector antenna geometry, 110 
scattering characteristics, 109 
screen by plane, 111 
stationary phase points, 114 
Revolution method, bodies of, 47 
RV, see Radar visibility (RV) 
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Scattering electrodynamics theory, 1; see also 
Generalized image principle 
Lorentz reciprocity theorem, 2-3 
mathematical simulation, 1 


Simple shape objects, 72; see also Complex-shaped objects 


AnC, 72—74 
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backscattering RCS diagram, 74 
cone-sphere object, 75 
cylinder RCS, 74 
measurement system, T3 
verification of methods for, 72 
Simplest component method, 47, 52 
Smoothed impulse response approximation, 128 
absolute value, 130—135 
amplitude-frequency response, 130 
computation results, 129 
HRRP, 128 
objects example, 129 
Surface geometry modeling 
antenna system model, 51 
complex-shaped objects, 47 
curved fracture edge modeling, 50 
cutting plane determination, 49 
ellipsoid, 48 
local edge parts, 49-50 
MiG-29 aircraft, 53 
object surface description method, 47-48 
smooth part of surface, 48—49 
straight fracture edge modeling, 49 
T-90 tank, 53 
visibility check for facets, 52 
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T-90 main battle tank, 222, 223; see also 
Ground objects 
amplitude distribution of echo signal, 234, 235, 236 
computer model, 223 
geometrical characteristics, 223 
HRRPs, 238-242 
impulse responses of, 238 
instantaneous RCS, 224, 226, 228, 230, 232 
mean and median RCS, 224—229, 231, 233 
noncoherent RCS, 225, 227, 229, 231, 233 
probability distributions parameters, 236, 237 
scattering characteristics, 222 
Timing pulse generator (TPG), 73 
Transmit antennas (TrA), 73 
Transmit signal generator (TSG), 73 
TSG, see Transmit signal generator (TSG) 
Tu-22MG long-range bomber aircraft, 151, 152; see also 
Airborne objects 
amplitude distribution of echo signal, 159 
geometrical characteristics, 152 
HRRPs, 160—162 
impulse responses, 160 
instantaneous RCS, 153, 155, 157 
mean and median RCS, 153-158 
noncoherent RCS, 154, 156, 158 
parameters of probability distributions, 160 
scattering characteristics, 151 
surface model, 152 
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Wire models, 48 


Zommerfeld-type absorbent, 117 


